
Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled data based on original data using

Test Report Prepared for

Cooper Lighting Solutions

Brand: NEO-RAY

Report Number: P982669

Luminaire Tested: S122IW-B1240UB27-4F0-XX-W2A

Issue Date: 5/2/2025

LM-79-2019 Approved Method: Electrical and Photometric Measurements of Solid-

State Lighting Products



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P982669
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-1807-864-2)

Test Lab:  INNOVATION CENTER
Issue Date:  5/2/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S122IW-B1240UB27-4F0-XX-W2A
Description:  Define 2 Indirect Wall Mount with 2700K BioUP LEDs {m-DER=0.473} {m-EER=0.52}

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 4919.0 lumens
Efficiency: N/A

Efficacy: 116.8 lumens/watt
Spacing Criteria (0/90/45): - / - / -

Luminous Opening: Rectangular (W 0.17' x L: 4' x H: 0')
CIE Type: Indirect

Input Watts (W):  42.1
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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TEST NUMBER: P982669
CATALOG NUMBER: S122IW-B1240UB27-4F0-XX-W2A
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TEST NUMBER: P982669
CATALOG NUMBER: S122IW-B1240UB27-4F0-XX-W2A

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 95 95 95 95 81 81 81 81 56 56 56 32 32 32 10 10 10 0
1 87 83 79 76 74 71 68 65 48 47 45 28 27 26 9 9 8 0
2 79 72 66 62 67 62 57 53 42 40 37 24 23 22 8 7 7 0
3 72 63 56 51 61 54 49 44 37 34 31 21 20 18 7 6 6 0
4 65 56 48 43 56 48 42 37 33 29 26 19 17 16 6 6 5 0
5 60 49 42 36 51 42 36 32 29 25 22 17 15 13 5 5 4 0
6 55 44 36 31 47 38 32 27 26 22 19 15 13 11 5 4 4 0
7 50 39 32 27 43 34 28 23 23 19 17 14 11 10 4 4 3 0
8 47 35 28 23 40 30 24 20 21 17 14 12 10 9 4 3 3 0
9 43 32 25 20 37 27 22 18 19 15 13 11 9 8 4 3 3 0

10 40 29 22 18 34 25 19 16 17 14 11 10 8 7 3 3 2 0

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 0 0 0
5° 0 0 0

10° 0 0 0
15° 0 0 0
20° 0 0 0
25° 0 0 0
30° 0 0 0
35° 0 0 0
40° 0 0 0
45° 0 0 0
50° 0 0 0
55° 0 0 0
60° 0 0 0
65° 0 0 0
70° 0 0 0
75° 0 0 0
80° 0 0 0
85° 0 0 0

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 0°
Luminance: 0 cd/sqm
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TEST NUMBER: P982669
CATALOG NUMBER: S122IW-B1240UB27-4F0-XX-W2A

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 0.0 0.0 0° 0 0 0 0 0
10°-20° 0.0 0.0 5° 0 0 0 0 0 0
20°-30° 0.0 0.0 15° 0 0 0 0 0 0
30°-40° 0.0 0.0 25° 0 0 0 0 0 0
40°-50° 0.0 0.0 35° 0 0 0 0 0 0
50°-60° 0.0 0.0 45° 0 0 0 0 0 0
60°-70° 0.0 0.0 55° 0 0 0 0 0 0
70°-80° 0.0 0.0 65° 0 0 0 0 0 0
80°-90° 3.0 0.1 75° 0 0 0 0 0 0
90°-100° 55.3 1.1 85° 0 0 0 0 0 0
100°-110° 206.1 4.2 90° 1 15 24 30 33 4
110°-120° 546.7 11.1 95° 79 39 47 53 52 93
120°-130° 906.7 18.4 105° 369 405 74 87 92 394
130°-140° 963.1 19.6 115° 698 718 749 187 100 687
140°-150° 895.1 18.2 125° 986 1002 1025 1034 1037 880
150°-160° 719.6 14.6 135° 1221 1240 1251 1263 1261 943
160°-170° 463.7 9.4 145° 1416 1415 1435 1444 1438 886
170°-180° 159.6 3.2 155° 1559 1548 1563 1570 1560 718
0°-30° 0.0 0.0 165° 1643 1636 1639 1648 1639 464
0°-40° 0.0 0.0 175° 1680 1672 1674 1683 1671 160
0°-60° 0.0 0.0 180° 1677 1677 1677 1677 1677
0°-90° 3.0 0.1
90°-120° 808.1 16.4
90°-150° 3573.1 72.6
90°-180° 4916.0 99.9
0°-180° 4919.0 100.0
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TEST NUMBER: P982669
CATALOG NUMBER: S122IW-B1240UB27-4F0-XX-W2A

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 0.0 0.0 0.0 0.0 0.0
2.5° 0.0 0.0 0.0 0.0 0.0

5° 0.0 0.0 0.0 0.0 0.0
7.5° 0.0 0.0 0.0 0.0 0.0
10° 0.0 0.0 0.0 0.0 0.0

12.5° 0.0 0.0 0.0 0.0 0.0
15° 0.0 0.0 0.0 0.0 0.0

17.5° 0.0 0.0 0.0 0.0 0.0
20° 0.0 0.0 0.0 0.0 0.0

22.5° 0.0 0.0 0.0 0.0 0.0
25° 0.0 0.0 0.0 0.0 0.0

27.5° 0.0 0.0 0.0 0.0 0.0
30° 0.0 0.0 0.0 0.0 0.0

32.5° 0.0 0.0 0.0 0.0 0.0
35° 0.0 0.0 0.0 0.0 0.0

37.5° 0.0 0.0 0.0 0.0 0.0
40° 0.0 0.0 0.0 0.0 0.0

42.5° 0.0 0.0 0.0 0.0 0.0
45° 0.0 0.0 0.0 0.0 0.0

47.5° 0.0 0.0 0.0 0.0 0.0
50° 0.0 0.0 0.0 0.0 0.0

52.5° 0.0 0.0 0.0 0.0 0.0
55° 0.0 0.0 0.0 0.0 0.0

57.5° 0.0 0.0 0.0 0.0 0.0
60° 0.0 0.0 0.0 0.0 0.0

62.5° 0.0 0.0 0.0 0.0 0.0
65° 0.0 0.0 0.0 0.0 0.0

67.5° 0.0 0.0 0.0 0.0 0.0
70° 0.0 0.0 0.0 0.0 0.0

72.5° 0.0 0.0 0.0 0.0 0.0
75° 0.0 0.0 0.0 0.0 0.0

77.5° 0.0 0.0 0.0 0.0 0.0
80° 0.0 0.0 0.0 0.0 0.0

82.5° 0.0 0.0 0.0 0.0 0.0
85° 0.0 0.0 0.0 0.0 0.0

87.5° 0.0 0.0 0.0 0.0 0.0
90° 1.2 14.6 24.3 30.3 32.8

92.5° 30.3 25.5 29.1 31.5 32.8
95° 78.9 38.8 47.3 53.4 52.2

97.5° 142.0 42.5 61.9 65.5 66.7
100° 214.8 48.5 69.2 78.9 81.3

102.5° 294.9 292.4 71.6 84.9 88.6
105° 368.9 405.3 74.0 87.4 92.2

107.5° 455.0 485.4 76.4 89.8 94.6
110° 537.5 563.0 212.3 91.0 95.9
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TEST NUMBER: P982669
CATALOG NUMBER: S122IW-B1240UB27-4F0-XX-W2A

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 615.2 637.0 616.4 93.4 97.1
115° 697.7 718.3 748.7 186.9 99.5

117.5° 769.3 793.5 814.2 640.7 322.8
120° 849.4 867.6 889.4 904.0 740.2

122.5° 917.3 936.7 961.0 968.3 969.5
125° 986.5 1002.3 1025.3 1033.8 1037.4

127.5° 1049.6 1066.6 1084.8 1096.9 1098.1
130° 1109.0 1128.4 1141.8 1155.1 1153.9

132.5° 1169.7 1185.5 1198.8 1209.7 1208.5
135° 1220.7 1240.1 1251.0 1263.1 1260.7

137.5° 1274.0 1288.6 1300.7 1312.9 1309.2
140° 1326.2 1335.9 1349.3 1360.2 1354.1

142.5° 1369.9 1378.4 1394.2 1403.9 1397.8
145° 1416.0 1414.8 1435.4 1443.9 1437.9

147.5° 1456.1 1452.4 1473.0 1479.1 1474.3
150° 1494.9 1486.4 1505.8 1513.1 1507.0

152.5° 1527.6 1517.9 1536.1 1543.4 1534.9
155° 1559.2 1548.3 1562.8 1570.1 1560.4

157.5° 1584.7 1575.0 1585.9 1594.4 1584.7
160° 1606.5 1599.2 1606.5 1613.8 1605.3

162.5° 1625.9 1618.6 1624.7 1633.2 1622.3
165° 1642.9 1635.6 1639.3 1647.8 1639.3

167.5° 1656.3 1649.0 1652.6 1661.1 1650.2
170° 1667.2 1659.9 1662.3 1670.8 1659.9

172.5° 1674.5 1667.2 1669.6 1678.1 1667.2
175° 1680.5 1672.0 1674.5 1683.0 1670.8

177.5° 1683.0 1674.5 1675.7 1684.2 1673.2
180° 1676.9 1676.9 1676.9 1676.9 1676.9
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TEST NUMBER: P982669
CATALOG NUMBER: S122IW-B1240UB27-4F0-XX-W2A

CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

3H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
6H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
8H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

12H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

4H 2H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
6H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
8H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

12H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

8H 4H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
6H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
8H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

12H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

12H 4H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
6H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
8H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

END OF REPORT
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