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Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P982707
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-1807-864-2)

Test Lab:  INNOVATION CENTER
Issue Date:  5/2/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S122IW-B1440UB50-4F0-XX-W2A
Description:  Define 2 Indirect Wall Mount with 5000K BioUP LEDs {m-DER=1.015} {m-EER=1.115}

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 5625.0 lumens
Efficiency: N/A

Efficacy: 107.8 lumens/watt
Spacing Criteria (0/90/45): - / - / -

Luminous Opening: Rectangular (W 0.17' x L: 4' x H: 0')
CIE Type: Indirect

Input Watts (W):  52.2
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 2 of 8



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P982707
CATALOG NUMBER: S122IW-B1440UB50-4F0-XX-W2A
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Cooper Lighting Solutions Photometric Lab
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Scaled Data Report

TEST NUMBER: P982707
CATALOG NUMBER: S122IW-B1440UB50-4F0-XX-W2A

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 95 95 95 95 81 81 81 81 56 56 56 32 32 32 10 10 10 0
1 87 83 79 76 74 71 68 65 48 47 45 28 27 26 9 9 8 0
2 79 72 66 62 67 62 57 53 42 40 37 24 23 22 8 7 7 0
3 72 63 56 51 61 54 49 44 37 34 31 21 20 18 7 6 6 0
4 65 56 48 43 56 48 42 37 33 29 26 19 17 16 6 6 5 0
5 60 49 42 36 51 42 36 32 29 25 22 17 15 13 5 5 4 0
6 55 44 36 31 47 38 32 27 26 22 19 15 13 11 5 4 4 0
7 50 39 32 27 43 34 28 23 23 19 17 14 11 10 4 4 3 0
8 47 35 28 23 40 30 24 20 21 17 14 12 10 9 4 3 3 0
9 43 32 25 20 37 27 22 18 19 15 13 11 9 8 4 3 3 0

10 40 29 22 18 34 25 19 16 17 14 11 10 8 7 3 3 2 0

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 0 0 0
5° 0 0 0

10° 0 0 0
15° 0 0 0
20° 0 0 0
25° 0 0 0
30° 0 0 0
35° 0 0 0
40° 0 0 0
45° 0 0 0
50° 0 0 0
55° 0 0 0
60° 0 0 0
65° 0 0 0
70° 0 0 0
75° 0 0 0
80° 0 0 0
85° 0 0 0

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 0°
Luminance: 0 cd/sqm
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TEST NUMBER: P982707
CATALOG NUMBER: S122IW-B1440UB50-4F0-XX-W2A

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 0.0 0.0 0° 0 0 0 0 0
10°-20° 0.0 0.0 5° 0 0 0 0 0 0
20°-30° 0.0 0.0 15° 0 0 0 0 0 0
30°-40° 0.0 0.0 25° 0 0 0 0 0 0
40°-50° 0.0 0.0 35° 0 0 0 0 0 0
50°-60° 0.0 0.0 45° 0 0 0 0 0 0
60°-70° 0.0 0.0 55° 0 0 0 0 0 0
70°-80° 0.0 0.0 65° 0 0 0 0 0 0
80°-90° 3.4 0.1 75° 0 0 0 0 0 0
90°-100° 63.3 1.1 85° 0 0 0 0 0 0
100°-110° 235.7 4.2 90° 1 17 28 35 38 5
110°-120° 625.1 11.1 95° 90 44 54 61 60 107
120°-130° 1036.8 18.4 105° 422 463 85 100 106 451
130°-140° 1101.4 19.6 115° 798 821 856 214 114 785
140°-150° 1023.6 18.2 125° 1128 1146 1172 1182 1186 1006
150°-160° 822.9 14.6 135° 1396 1418 1430 1444 1442 1078
160°-170° 530.3 9.4 145° 1619 1618 1641 1651 1644 1013
170°-180° 182.5 3.2 155° 1783 1770 1787 1796 1784 822
0°-30° 0.0 0.0 165° 1879 1870 1875 1884 1875 531
0°-40° 0.0 0.0 175° 1922 1912 1915 1924 1911 183
0°-60° 0.0 0.0 180° 1918 1918 1918 1918 1918
0°-90° 3.4 0.1
90°-120° 924.1 16.4
90°-150° 4085.9 72.6
90°-180° 5622.0 99.9
0°-180° 5625.0 100.0
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TEST NUMBER: P982707
CATALOG NUMBER: S122IW-B1440UB50-4F0-XX-W2A

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 0.0 0.0 0.0 0.0 0.0
2.5° 0.0 0.0 0.0 0.0 0.0

5° 0.0 0.0 0.0 0.0 0.0
7.5° 0.0 0.0 0.0 0.0 0.0
10° 0.0 0.0 0.0 0.0 0.0

12.5° 0.0 0.0 0.0 0.0 0.0
15° 0.0 0.0 0.0 0.0 0.0

17.5° 0.0 0.0 0.0 0.0 0.0
20° 0.0 0.0 0.0 0.0 0.0

22.5° 0.0 0.0 0.0 0.0 0.0
25° 0.0 0.0 0.0 0.0 0.0

27.5° 0.0 0.0 0.0 0.0 0.0
30° 0.0 0.0 0.0 0.0 0.0

32.5° 0.0 0.0 0.0 0.0 0.0
35° 0.0 0.0 0.0 0.0 0.0

37.5° 0.0 0.0 0.0 0.0 0.0
40° 0.0 0.0 0.0 0.0 0.0

42.5° 0.0 0.0 0.0 0.0 0.0
45° 0.0 0.0 0.0 0.0 0.0

47.5° 0.0 0.0 0.0 0.0 0.0
50° 0.0 0.0 0.0 0.0 0.0

52.5° 0.0 0.0 0.0 0.0 0.0
55° 0.0 0.0 0.0 0.0 0.0

57.5° 0.0 0.0 0.0 0.0 0.0
60° 0.0 0.0 0.0 0.0 0.0

62.5° 0.0 0.0 0.0 0.0 0.0
65° 0.0 0.0 0.0 0.0 0.0

67.5° 0.0 0.0 0.0 0.0 0.0
70° 0.0 0.0 0.0 0.0 0.0

72.5° 0.0 0.0 0.0 0.0 0.0
75° 0.0 0.0 0.0 0.0 0.0

77.5° 0.0 0.0 0.0 0.0 0.0
80° 0.0 0.0 0.0 0.0 0.0

82.5° 0.0 0.0 0.0 0.0 0.0
85° 0.0 0.0 0.0 0.0 0.0

87.5° 0.0 0.0 0.0 0.0 0.0
90° 1.4 16.7 27.8 34.7 37.5

92.5° 34.7 29.1 33.3 36.1 37.5
95° 90.2 44.4 54.1 61.1 59.7

97.5° 162.3 48.6 70.8 74.9 76.3
100° 245.6 55.5 79.1 90.2 93.0

102.5° 337.2 334.4 81.9 97.1 101.3
105° 421.8 463.4 84.6 99.9 105.5

107.5° 520.3 555.0 87.4 102.7 108.2
110° 614.7 643.8 242.8 104.1 109.6
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Cooper Lighting Solutions Photometric Lab
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TEST NUMBER: P982707
CATALOG NUMBER: S122IW-B1440UB50-4F0-XX-W2A

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 703.5 728.5 704.9 106.8 111.0
115° 797.8 821.4 856.1 213.7 113.8

117.5° 879.7 907.4 931.0 732.6 369.1
120° 971.3 992.1 1017.1 1033.7 846.4

122.5° 1049.0 1071.2 1098.9 1107.2 1108.6
125° 1128.1 1146.1 1172.5 1182.2 1186.3

127.5° 1200.2 1219.6 1240.5 1254.3 1255.7
130° 1268.2 1290.4 1305.7 1320.9 1319.5

132.5° 1337.6 1355.6 1370.9 1383.4 1382.0
135° 1395.9 1418.1 1430.5 1444.4 1441.6

137.5° 1456.9 1473.6 1487.4 1501.3 1497.1
140° 1516.6 1527.7 1542.9 1555.4 1548.5

142.5° 1566.5 1576.2 1594.3 1605.4 1598.4
145° 1619.2 1617.9 1641.4 1651.2 1644.2

147.5° 1665.0 1660.9 1684.5 1691.4 1685.8
150° 1709.4 1699.7 1721.9 1730.2 1723.3

152.5° 1746.9 1735.8 1756.6 1764.9 1755.2
155° 1783.0 1770.5 1787.1 1795.5 1784.4

157.5° 1812.1 1801.0 1813.5 1823.2 1812.1
160° 1837.1 1828.8 1837.1 1845.4 1835.7

162.5° 1859.3 1851.0 1857.9 1867.6 1855.1
165° 1878.7 1870.4 1874.6 1884.3 1874.6

167.5° 1894.0 1885.7 1889.8 1899.5 1887.0
170° 1906.5 1898.1 1900.9 1910.6 1898.1

172.5° 1914.8 1906.5 1909.2 1919.0 1906.5
175° 1921.7 1912.0 1914.8 1924.5 1910.6

177.5° 1924.5 1914.8 1916.2 1925.9 1913.4
180° 1917.6 1917.6 1917.6 1917.6 1917.6
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TEST NUMBER: P982707
CATALOG NUMBER: S122IW-B1440UB50-4F0-XX-W2A

CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

3H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
6H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
8H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

12H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

4H 2H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
6H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
8H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

12H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

8H 4H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
6H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
8H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

12H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

12H 4H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
6H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
8H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

END OF REPORT
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