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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P1030824
REPORT IS A COMBINATION OF REPORTS P991327 AND P1007351

Test Lab:  INNOVATION CENTER
Issue Date:  5/7/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S123DIW-B340D1535UB2750-4F0-XX-W2A-D1_5000K
Description:  Define 3 Direct/Indirect Wall Mount with 5000K BioUP LEDs {m-DER=1.015} {m-EER=1.115}

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 6539.0 lumens
Efficiency: N/A

Efficacy: 100.3 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.25 / 1.37

Luminous Opening: Rectangular w/ Sides (W: 0.25' x L: 4' x H: 0.1')
CIE Type: Semi-Indirect

Input Watts (W):  65.2
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1030824
CATALOG NUMBER: S123DIW-B340D1535UB2750-4F0-XX-W2A-D1_5000K
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1030824
CATALOG NUMBER: S123DIW-B340D1535UB2750-4F0-XX-W2A-D1_5000K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 100 100 100 100 88 88 88 88 66 66 66 46 46 46 28 28 28 19
1 90 86 82 79 80 76 73 70 57 55 53 40 38 37 24 23 22 15
2 82 75 69 64 72 66 61 57 50 46 44 35 33 31 21 19 19 12
3 75 66 59 53 66 58 52 47 44 40 36 30 28 26 18 17 16 10
4 68 58 50 44 60 51 45 40 39 34 31 27 24 22 16 15 13 9
5 62 51 43 38 55 45 39 34 34 30 26 24 21 19 14 13 11 7
6 57 46 38 32 50 41 34 29 31 26 23 22 19 16 13 11 10 7
7 53 41 33 28 46 36 30 25 28 23 20 19 16 14 12 10 9 6
8 49 37 30 25 43 33 27 22 25 21 17 18 15 13 11 9 8 5
9 45 34 26 22 40 30 24 19 23 18 15 16 13 11 10 8 7 5

10 42 31 24 19 37 27 21 17 21 17 14 15 12 10 9 7 6 4

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 4311 4311 4311
5° 4322 4184 4181

10° 4282 4071 4040
15° 4225 3946 3890
20° 4146 3807 3730
25° 4047 3649 3563
30° 3945 3507 3397
35° 3832 3358 3260
40° 3723 3222 3116
45° 3603 3089 2998
50° 3483 2959 2869
55° 3352 2824 2752
60° 3223 2687 2630
65° 3089 2540 2488
70° 2892 2377 2342
75° 2640 2190 2191
80° 2345 2001 2020
85° 2056 1846 1895

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 3603 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1030824
CATALOG NUMBER: S123DIW-B340D1535UB2750-4F0-XX-W2A-D1_5000K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 38.0 0.6 0° 400 400 400 400 400
10°-20° 108.3 1.7 5° 401 400 397 401 400 38
20°-30° 162.0 2.5 15° 382 383 383 387 386 108
30°-40° 193.4 3.0 25° 345 349 350 356 356 159
40°-50° 202.3 3.1 35° 297 304 309 316 318 186
50°-60° 189.9 2.9 45° 243 253 264 272 276 187
60°-70° 158.6 2.4 55° 185 199 215 227 230 166
70°-80° 113.4 1.7 65° 128 145 164 177 182 126
80°-90° 71.4 1.1 75° 69 90 112 126 131 74
90°-100° 163.0 2.5 85° 21 43 66 81 86 22
100°-110° 396.1 6.1 90° 7 43 85 105 113 11
110°-120° 642.0 9.8 95° 92 119 152 171 176 99
120°-130° 829.1 12.7 105° 334 348 380 392 399 358
130°-140° 923.9 14.1 115° 627 637 650 662 664 621
140°-150° 904.2 13.8 125° 916 921 930 934 931 817
150°-160° 760.3 11.6 135° 1188 1196 1200 1202 1201 915
160°-170° 506.1 7.7 145° 1441 1443 1448 1450 1445 900
170°-180° 177.2 2.7 155° 1649 1649 1651 1656 1646 759
0°-30° 308.3 4.7 165° 1796 1792 1792 1801 1790 507
0°-40° 501.6 7.7 175° 1868 1862 1862 1871 1861 178
0°-60° 893.8 13.7 180° 1873 1873 1873 1873 1873
0°-90° 1237.3 18.9
90°-120° 1201.0 18.4
90°-150° 3858.1 59.0
90°-180° 5302.0 81.1
0°-180° 6539.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1030824
CATALOG NUMBER: S123DIW-B340D1535UB2750-4F0-XX-W2A-D1_5000K

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 400.5 400.5 400.5 400.5 400.5
2.5° 402.7 401.4 397.9 401.4 400.9

5° 400.9 400.1 397.4 400.9 400.5
7.5° 397.9 397.9 395.3 399.6 399.2
10° 393.5 394.4 392.2 396.6 395.7

12.5° 388.3 389.6 388.3 392.2 391.3
15° 381.7 383.1 382.6 387.0 386.5

17.5° 373.9 376.5 376.1 380.0 379.1
20° 365.2 367.8 368.7 372.6 373.0

22.5° 356.0 358.6 359.9 365.2 364.7
25° 344.7 349.0 350.3 356.0 356.0

27.5° 333.8 338.6 341.2 346.0 346.4
30° 322.0 327.6 331.1 336.4 336.4

32.5° 308.9 315.4 320.2 325.9 327.2
35° 296.7 303.6 309.3 315.9 317.6

37.5° 283.6 291.4 298.0 305.4 306.7
40° 270.5 278.3 287.1 294.5 296.2

42.5° 256.1 266.1 275.3 283.6 286.2
45° 242.6 253.0 263.9 272.2 275.7

47.5° 228.2 240.0 252.2 261.3 263.9
50° 214.2 226.4 240.0 250.0 253.0

52.5° 199.4 212.5 227.7 238.2 242.1
55° 185.0 199.4 215.1 226.9 230.4

57.5° 171.0 185.9 202.9 214.6 218.6
60° 156.2 171.9 189.8 202.0 206.8

62.5° 142.2 158.4 177.6 189.8 194.1
65° 127.8 144.8 164.0 177.1 181.5

67.5° 113.4 131.3 150.5 164.9 168.4
70° 98.2 116.9 137.9 151.8 156.2

72.5° 84.2 103.0 124.8 139.2 143.5
75° 69.4 89.9 111.7 126.1 131.3

77.5° 56.7 77.2 99.0 114.3 118.2
80° 43.2 64.6 87.3 102.1 106.5

82.5° 31.4 53.2 76.3 91.2 95.5
85° 21.4 43.2 66.3 81.1 85.5

87.5° 13.1 34.9 57.2 72.0 76.3
90° 7.2 43.2 84.6 105.3 112.6

92.5° 49.3 77.0 107.6 126.4 127.4
95° 91.6 118.9 152.1 171.4 175.8

97.5° 147.1 170.2 199.5 219.9 222.8
100° 204.0 226.8 254.3 271.3 278.6

102.5° 269.8 286.4 316.3 333.0 335.8
105° 334.5 347.9 379.9 392.1 399.0

107.5° 410.6 421.2 445.0 461.2 463.6
110° 480.7 491.6 511.9 529.2 529.7
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1030824
CATALOG NUMBER: S123DIW-B340D1535UB2750-4F0-XX-W2A-D1_5000K

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 554.3 561.8 578.4 596.7 600.6
115° 627.4 637.0 649.8 661.8 663.8

117.5° 702.5 707.4 719.3 729.8 728.9
120° 771.1 782.1 789.2 797.8 797.9

122.5° 843.2 850.0 860.5 865.7 864.4
125° 916.3 920.8 930.5 933.7 930.9

127.5° 984.0 992.4 1000.4 1000.3 997.5
130° 1051.7 1063.1 1067.3 1069.8 1062.1

132.5° 1119.0 1130.7 1134.3 1134.8 1130.5
135° 1188.1 1196.4 1199.8 1201.8 1201.0

137.5° 1251.4 1258.2 1265.7 1265.4 1263.2
140° 1317.1 1324.4 1327.2 1332.3 1324.2

142.5° 1377.4 1384.3 1387.3 1391.5 1386.3
145° 1440.6 1443.2 1447.6 1449.6 1445.4

147.5° 1494.7 1500.6 1505.0 1506.3 1499.2
150° 1552.0 1555.0 1557.9 1557.9 1550.0

152.5° 1599.1 1603.5 1605.0 1607.9 1600.6
155° 1649.1 1649.1 1650.6 1656.5 1646.2

157.5° 1691.8 1690.3 1691.8 1697.7 1688.9
160° 1731.5 1728.6 1728.6 1735.9 1730.0

162.5° 1766.8 1762.4 1763.9 1771.2 1760.9
165° 1796.2 1791.8 1791.8 1800.7 1790.4

167.5° 1821.3 1815.4 1816.8 1825.7 1816.8
170° 1841.9 1836.0 1836.0 1846.3 1836.0

172.5° 1858.0 1852.2 1852.2 1861.0 1850.7
175° 1868.3 1862.4 1862.4 1871.3 1861.0

177.5° 1874.2 1868.3 1868.3 1877.2 1866.9
180° 1872.7 1872.7 1872.7 1872.7 1872.7

(END OF REPORT)
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