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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P1031542
REPORT IS A COMBINATION OF REPORTS P991164 AND P1007351

Test Lab:  INNOVATION CENTER
Issue Date:  5/6/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S123DIW-B1165D755UB40-4F0-XX-W2A-D
Description:  Define 3 Direct/Indirect Wall Mount with 4000K BioUP LEDs {m-DER=0.865} {m-EER=0.951}

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 7889.0 lumens
Efficiency: N/A

Efficacy: 93.4 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.25 / 1.37

Luminous Opening: Rectangular w/ Sides (W: 0.25' x L: 4' x H: 0.1')
CIE Type: General Diffuse

Input Watts (W):  84.5
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031542
CATALOG NUMBER: S123DIW-B1165D755UB40-4F0-XX-W2A-D
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031542
CATALOG NUMBER: S123DIW-B1165D755UB40-4F0-XX-W2A-D

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 109 109 109 109 101 101 101 101 87 87 87 74 74 74 62 62 62 56
1 98 93 89 85 91 87 83 79 74 71 69 63 61 59 53 51 50 45
2 89 81 74 68 82 75 69 64 64 60 56 55 51 48 46 43 41 37
3 81 71 63 56 75 66 59 53 56 51 47 48 44 40 40 37 34 31
4 74 62 54 47 68 58 50 45 50 44 39 43 38 34 36 32 29 26
5 68 55 47 40 62 52 44 38 45 39 34 38 33 30 32 28 25 22
6 62 50 41 35 57 46 39 33 40 34 29 34 30 26 29 25 22 19
7 57 45 36 31 53 42 34 29 36 30 26 31 26 23 26 23 20 17
8 53 41 32 27 49 38 31 26 33 27 23 29 24 20 24 20 18 15
9 50 37 29 24 46 35 28 23 30 25 20 26 22 18 22 19 16 14

10 46 34 26 22 43 32 25 20 28 22 18 24 20 16 21 17 14 12

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 15480 15480 15480
5° 15521 15025 15013

10° 15376 14618 14506
15° 15173 14168 13969
20° 14884 13668 13393
25° 14528 13103 12795
30° 14165 12593 12195
35° 13756 12058 11706
40° 13366 11567 11190
45° 12935 11093 10764
50° 12508 10623 10303
55° 12035 10141 9878
60° 11572 9647 9442
65° 11096 9122 8934
70° 10381 8533 8408
75° 9476 7861 7866
80° 8420 7181 7248
85° 7377 6630 6805

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 12935 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031542
CATALOG NUMBER: S123DIW-B1165D755UB40-4F0-XX-W2A-D

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 136.4 1.7 0° 1438 1438 1438 1438 1438
10°-20° 388.9 4.9 5° 1440 1436 1427 1440 1438 137
20°-30° 581.6 7.4 15° 1371 1375 1374 1390 1388 386
30°-40° 694.4 8.8 25° 1238 1253 1258 1278 1278 570
40°-50° 726.5 9.2 35° 1065 1090 1111 1134 1140 666
50°-60° 681.7 8.6 45° 871 909 948 978 990 672
60°-70° 569.4 7.2 55° 664 716 772 815 827 595
70°-80° 407.2 5.2 65° 459 520 589 636 652 454
80°-90° 244.3 3.1 75° 249 323 401 453 472 266
90°-100° 187.6 2.4 85° 77 155 238 291 307 79
100°-110° 282.7 3.6 90° 21 105 195 251 268 17
110°-120° 493.3 6.3 95° 63 93 178 232 248 68
120°-130° 574.0 7.3 105° 234 280 280 193 208 248
130°-140° 586.7 7.4 115° 424 447 510 555 571 419
140°-150° 534.8 6.8 125° 591 597 646 680 692 529
150°-160° 428.1 5.4 135° 733 736 756 787 792 565
160°-170° 276.3 3.5 145° 844 848 849 863 870 528
170°-180° 95.2 1.2 155° 928 927 927 931 927 428
0°-30° 1106.9 14.0 165° 979 976 976 982 976 277
0°-40° 1801.2 22.8 175° 1002 998 999 1004 998 95
0°-60° 3209.4 40.7 180° 1002 1002 1002 1002 1002
0°-90° 4430.3 56.2
90°-120° 963.6 12.2
90°-150° 2659.0 33.7
90°-180° 3459.0 43.8
0°-180° 7889.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031542
CATALOG NUMBER: S123DIW-B1165D755UB40-4F0-XX-W2A-D

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1438.1 1438.1 1438.1 1438.1 1438.1
2.5° 1445.9 1441.2 1428.7 1441.2 1439.6

5° 1439.6 1436.5 1427.1 1439.6 1438.1
7.5° 1428.7 1428.7 1419.3 1434.9 1433.4
10° 1413.0 1416.1 1408.3 1424.0 1420.8

12.5° 1394.2 1398.9 1394.2 1408.3 1405.2
15° 1370.7 1375.4 1373.8 1389.5 1387.9

17.5° 1342.5 1351.9 1350.3 1364.4 1361.3
20° 1311.2 1320.6 1323.7 1337.8 1339.4

22.5° 1278.3 1287.7 1292.4 1311.2 1309.6
25° 1237.5 1253.2 1257.9 1278.3 1278.3

27.5° 1198.4 1215.6 1225.0 1242.2 1243.8
30° 1156.1 1176.5 1189.0 1207.8 1207.8

32.5° 1109.1 1132.6 1149.8 1170.2 1174.9
35° 1065.2 1090.3 1110.7 1134.2 1140.4

37.5° 1018.2 1046.4 1069.9 1096.6 1101.3
40° 971.2 999.4 1030.8 1057.4 1063.7

42.5° 919.5 955.6 988.5 1018.2 1027.6
45° 871.0 908.6 947.7 977.5 990.0

47.5° 819.3 861.6 905.4 938.3 947.7
50° 769.2 813.0 861.6 897.6 908.6

52.5° 715.9 762.9 817.7 855.3 869.4
55° 664.2 715.9 772.3 814.6 827.1

57.5° 614.1 667.3 728.4 770.7 784.8
60° 560.8 617.2 681.4 725.3 742.5

62.5° 510.7 568.6 637.6 681.4 697.1
65° 459.0 520.1 589.0 636.0 651.7

67.5° 407.3 471.5 540.4 592.1 604.7
70° 352.5 419.8 495.0 545.1 560.8

72.5° 302.3 369.7 448.0 499.7 515.4
75° 249.1 322.7 401.0 452.7 471.5

77.5° 203.6 277.3 355.6 410.4 424.5
80° 155.1 231.8 313.3 366.6 382.2

82.5° 112.8 191.1 274.1 327.4 343.1
85° 76.8 155.1 238.1 291.4 307.0

87.5° 47.0 125.3 205.2 258.5 274.1
90° 21.1 105.3 194.9 251.1 268.2

92.5° 35.9 98.9 183.9 240.8 255.6
95° 62.6 93.2 178.2 231.9 247.6

97.5° 98.3 133.9 169.5 222.5 238.8
100° 139.9 204.9 160.9 212.2 228.7

102.5° 187.4 241.0 182.0 201.2 218.4
105° 234.3 280.1 280.5 192.7 208.1

107.5° 282.7 322.3 397.6 325.3 241.9
110° 330.9 365.1 436.0 452.1 358.2
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031542
CATALOG NUMBER: S123DIW-B1165D755UB40-4F0-XX-W2A-D

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 378.6 405.7 473.5 519.2 531.9
115° 423.8 447.1 510.2 555.2 570.8

117.5° 470.0 487.8 544.7 588.3 601.6
120° 510.9 525.4 579.3 621.3 632.3

122.5° 554.1 562.4 614.0 652.1 663.8
125° 591.2 597.1 645.5 679.9 692.4

127.5° 629.9 634.2 677.2 710.7 720.2
130° 665.6 670.0 704.3 737.0 744.9

132.5° 698.2 704.2 729.9 761.1 769.9
135° 733.2 736.2 756.4 786.8 792.4

137.5° 763.0 767.4 779.8 808.7 815.0
140° 791.3 795.7 802.7 829.1 835.4

142.5° 818.8 821.7 823.9 846.5 852.1
145° 844.1 847.7 849.2 863.2 869.5

147.5° 867.1 870.8 872.3 878.5 881.0
150° 889.4 891.6 893.1 894.6 895.5

152.5° 909.5 910.2 911.0 914.0 910.2
155° 928.1 926.6 927.3 931.1 926.6

157.5° 943.0 943.0 942.2 946.7 940.7
160° 956.4 955.6 954.9 959.4 954.1

162.5° 969.0 966.8 966.1 971.3 966.8
165° 978.7 976.5 975.7 981.7 976.5

167.5° 986.9 983.9 983.9 989.9 983.9
170° 993.6 990.6 990.6 996.6 990.6

172.5° 998.1 994.3 995.1 1001.0 994.3
175° 1001.8 998.1 998.8 1004.0 998.1

177.5° 1003.3 999.5 1000.3 1006.2 998.8
180° 1001.8 1001.8 1001.8 1001.8 1001.8

(END OF REPORT)
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