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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P1031764
REPORT IS A COMBINATION OF REPORTS P991678 AND P1007351

Test Lab:  INNOVATION CENTER
Issue Date:  5/7/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S123DIW-B560D1535UB30-4F0-XX-W2A-F1
Description:  Define 3 Direct/Indirect Wall Mount with 3000K BioUP LEDs {m-DER=0.589} {m-EER=0.647}

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 7710.0 lumens
Efficiency: N/A

Efficacy: 101.2 lumens/watt
Spacing Criteria (0/90/45): 1.21 / 1.18 / 1.3

Luminous Opening: Rectangular w/ Sides (W: 0.25' x L: 4' x H: 0.1')
CIE Type: Semi-Indirect

Input Watts (W):  76.2
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031764
CATALOG NUMBER: S123DIW-B560D1535UB30-4F0-XX-W2A-F1
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031764
CATALOG NUMBER: S123DIW-B560D1535UB30-4F0-XX-W2A-F1

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 102 102 102 102 92 92 92 92 72 72 72 54 54 54 38 38 38 30
1 93 89 85 82 84 80 77 74 63 61 59 48 46 45 33 32 32 25
2 85 78 72 67 76 70 65 61 55 52 49 42 39 37 29 28 27 21
3 77 68 61 55 69 61 55 51 49 44 41 37 34 32 26 24 23 18
4 71 60 53 47 63 54 48 43 43 38 35 33 30 27 23 21 19 15
5 65 54 46 40 58 48 42 36 38 34 30 29 26 23 21 19 17 13
6 60 48 40 34 53 43 36 32 35 30 26 26 23 20 19 17 15 12
7 55 43 35 30 49 39 32 28 31 26 23 24 20 18 17 15 13 10
8 51 39 31 26 46 35 29 24 28 24 20 22 18 16 16 13 12 9
9 47 35 28 23 42 32 26 21 26 21 18 20 17 14 14 12 11 8

10 44 32 25 21 40 29 23 19 24 19 16 18 15 13 13 11 10 8

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 9550 9550 9550
5° 9574 9221 9207

10° 9488 8908 8817
15° 9356 8584 8392
20° 9205 8223 7971
25° 9009 7843 7521
30° 8795 7450 7048
35° 8571 7048 6578
40° 8336 6626 6115
45° 8078 6214 5632
50° 7815 5757 5147
55° 7478 5279 4656
60° 7131 4753 4133
65° 6805 4183 3588
70° 6334 3551 2951
75° 5660 2811 2291
80° 4886 1976 1620
85° 3813 1061 811

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 8078 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031764
CATALOG NUMBER: S123DIW-B560D1535UB30-4F0-XX-W2A-F1

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 83.6 1.1 0° 887 887 887 887 887
10°-20° 236.2 3.1 5° 888 884 876 883 882 84
20°-30° 348.8 4.5 15° 845 842 832 838 834 238
30°-40° 407.4 5.3 25° 767 763 753 754 751 354
40°-50° 409.5 5.3 35° 664 659 649 645 641 415
50°-60° 359.8 4.7 45° 544 541 531 522 518 420
60°-70° 267.9 3.5 55° 413 412 402 394 390 370
70°-80° 152.5 2.0 65° 282 278 270 264 262 278
80°-90° 47.4 0.6 75° 149 146 143 140 137 159
90°-100° 125.4 1.6 85° 40 38 38 37 37 43
100°-110° 379.5 4.9 90° 2 17 37 43 46 9
110°-120° 646.1 8.4 95° 90 101 113 119 119 99
120°-130° 849.9 11.0 105° 344 347 361 361 364 369
130°-140° 955.3 12.4 115° 650 655 652 653 652 644
140°-150° 939.2 12.2 125° 952 956 953 947 941 849
150°-160° 790.7 10.3 135° 1235 1244 1242 1236 1233 951
160°-170° 526.4 6.8 145° 1498 1501 1506 1504 1498 936
170°-180° 184.3 2.4 155° 1715 1715 1717 1723 1712 790
0°-30° 668.6 8.7 165° 1868 1864 1864 1873 1862 527
0°-40° 1076.0 14.0 175° 1943 1937 1937 1946 1936 185
0°-60° 1845.2 23.9 180° 1948 1948 1948 1948 1948
0°-90° 2313.1 30.0
90°-120° 1150.9 14.9
90°-150° 3895.4 50.5
90°-180° 5397.0 70.0
0°-180° 7710.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031764
CATALOG NUMBER: S123DIW-B560D1535UB30-4F0-XX-W2A-F1

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 887.2 887.2 887.2 887.2 887.2
2.5° 891.0 888.0 879.6 887.2 886.4

5° 888.0 884.2 875.8 883.4 881.9
7.5° 881.1 877.3 868.9 875.8 875.0
10° 871.9 868.1 858.2 865.1 863.6

12.5° 859.7 856.7 847.5 852.1 851.4
15° 845.2 842.2 832.3 838.4 833.8

17.5° 829.2 825.4 815.5 820.1 818.5
20° 810.9 806.3 796.4 799.5 797.2

22.5° 790.3 785.7 775.8 778.1 775.1
25° 767.4 762.9 752.9 753.7 751.4

27.5° 743.8 739.2 728.5 729.3 727.0
30° 717.8 714.0 703.4 703.4 698.0

32.5° 691.9 686.6 678.9 673.6 671.3
35° 663.7 659.1 649.2 644.6 640.8

37.5° 635.5 629.4 619.4 614.1 611.8
40° 605.7 601.1 590.5 584.3 581.3

42.5° 576.0 570.6 559.9 553.8 550.8
45° 543.9 540.9 530.9 521.8 518.0

47.5° 512.6 508.1 498.9 489.8 486.7
50° 480.6 476.8 466.9 458.5 453.9

52.5° 447.0 444.7 434.1 427.2 422.6
55° 412.7 411.9 402.0 393.6 389.8

57.5° 380.7 377.6 370.0 362.4 357.8
60° 345.6 344.8 335.7 328.8 325.0

62.5° 314.3 312.0 302.9 296.0 293.7
65° 281.5 277.7 270.1 263.9 261.7

67.5° 246.4 243.4 237.2 231.9 228.9
70° 215.1 210.5 206.0 200.6 196.8

72.5° 182.3 179.3 173.9 169.4 167.8
75° 148.8 145.7 143.4 139.6 137.3

77.5° 119.0 117.5 114.4 111.4 111.4
80° 90.0 87.7 86.2 85.4 85.4

82.5° 61.8 61.8 61.8 60.3 59.5
85° 39.7 38.1 38.1 36.6 36.6

87.5° 19.8 17.5 16.8 16.0 16.0
90° 1.5 16.8 36.7 42.8 45.9

92.5° 45.9 55.1 64.3 68.9 65.8
95° 90.3 101.0 113.2 119.3 119.3

97.5° 148.4 156.1 165.2 172.9 171.4
100° 208.1 217.3 224.9 229.5 232.6

102.5° 276.9 281.5 292.2 296.8 295.3
105° 344.3 347.3 361.1 361.1 364.2

107.5° 423.8 425.4 431.5 436.1 434.5
110° 497.3 500.3 503.4 509.5 506.4
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031764
CATALOG NUMBER: S123DIW-B560D1535UB30-4F0-XX-W2A-F1

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 573.8 575.3 575.3 583.0 583.0
115° 650.3 654.9 651.8 653.3 651.8

117.5° 728.3 729.8 726.8 726.8 722.2
120° 800.2 809.4 801.7 800.2 797.2

122.5° 875.2 881.3 878.3 873.7 869.1
125° 951.7 956.3 953.2 947.1 941.0

127.5° 1022.1 1031.3 1028.2 1019.0 1012.9
130° 1092.5 1104.7 1100.1 1094.0 1083.3

132.5° 1162.8 1175.1 1172.0 1164.4 1156.7
135° 1234.8 1243.9 1242.4 1236.3 1233.2

137.5° 1300.5 1308.2 1312.8 1305.1 1300.5
140° 1369.4 1377.0 1378.6 1377.0 1366.3

142.5° 1432.1 1439.8 1442.8 1441.3 1433.7
145° 1497.9 1501.0 1505.6 1504.0 1497.9

147.5° 1554.5 1560.7 1565.2 1565.2 1556.1
150° 1614.2 1617.3 1620.3 1620.3 1611.1

152.5° 1663.2 1667.8 1669.3 1672.3 1664.7
155° 1715.2 1715.2 1716.7 1722.8 1712.1

157.5° 1759.6 1758.0 1759.6 1765.7 1756.5
160° 1800.9 1797.8 1797.8 1805.5 1799.3

162.5° 1837.6 1833.0 1834.5 1842.2 1831.5
165° 1868.2 1863.6 1863.6 1872.8 1862.1

167.5° 1894.2 1888.1 1889.6 1898.8 1889.6
170° 1915.6 1909.5 1909.5 1920.2 1909.5

172.5° 1932.5 1926.3 1926.3 1935.5 1924.8
175° 1943.2 1937.0 1937.0 1946.2 1935.5

177.5° 1949.3 1943.2 1943.2 1952.3 1941.6
180° 1947.8 1947.8 1947.8 1947.8 1947.8

(END OF REPORT)
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