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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P1031831
REPORT IS A COMBINATION OF REPORTS P991825 AND P1007351

Test Lab:  INNOVATION CENTER
Issue Date:  5/6/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S123DIW-B560D755UB40-4F0-XX-W2A-D1
Description:  Define 3 Direct/Indirect Wall Mount with 4000K BioUP LEDs {m-DER=0.865} {m-EER=0.951}

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 4990.0 lumens
Efficiency: N/A

Efficacy: 105.7 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.25 / 1.37

Luminous Opening: Rectangular w/ Sides (W: 0.25' x L: 4' x H: 0.1')
CIE Type: General Diffuse

Input Watts (W):  47.2
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031831
CATALOG NUMBER: S123DIW-B560D755UB40-4F0-XX-W2A-D1

57% Up

43% Dn

0 cd

239 cd

478 cd

717 cd

956 cd

180°
170°

160°

150°

140°

130°

120°

110°

100°

90°

80°

70°

60°

50°

40°

30°

20°
10°

0°

Luminous Intensity Polar Plot

0°-180° 45°-225° 90°-270°

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 3 of 7 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031831
CATALOG NUMBER: S123DIW-B560D755UB40-4F0-XX-W2A-D1

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 105 105 105 105 96 96 96 96 79 79 79 64 64 64 50 50 50 43
1 95 91 86 83 87 83 79 76 68 66 63 55 53 51 42 41 40 34
2 86 79 72 67 79 72 66 62 59 55 52 48 45 42 37 35 33 28
3 79 69 61 55 71 63 56 51 52 47 43 42 38 35 32 30 28 23
4 72 61 53 46 65 56 48 43 46 41 36 37 33 30 29 26 24 20
5 66 54 46 39 60 49 42 37 41 35 31 33 29 26 26 23 20 17
6 60 48 40 34 55 44 37 32 37 31 27 30 26 22 23 20 18 15
7 56 43 35 30 51 40 33 28 33 28 24 27 23 20 21 18 16 13
8 52 39 31 26 47 36 29 24 30 25 21 25 21 17 19 16 14 12
9 48 36 28 23 44 33 26 22 28 22 19 23 19 16 18 15 13 10

10 45 33 25 21 41 30 24 19 25 20 17 21 17 14 17 14 12 9

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 7495 7495 7495
5° 7515 7275 7269

10° 7444 7078 7023
15° 7347 6860 6764
20° 7206 6618 6484
25° 7034 6344 6195
30° 6858 6097 5905
35° 6661 5837 5668
40° 6471 5601 5418
45° 6263 5371 5212
50° 6056 5144 4988
55° 5827 4910 4783
60° 5602 4671 4572
65° 5371 4417 4325
70° 5027 4132 4071
75° 4588 3807 3809
80° 4077 3477 3510
85° 3573 3211 3296

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 6263 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031831
CATALOG NUMBER: S123DIW-B560D755UB40-4F0-XX-W2A-D1

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 66.0 1.3 0° 696 696 696 696 696
10°-20° 188.3 3.8 5° 697 696 691 697 696 66
20°-30° 281.6 5.6 15° 664 666 665 673 672 187
30°-40° 336.2 6.7 25° 599 607 609 619 619 276
40°-50° 351.8 7.0 35° 516 528 538 549 552 323
50°-60° 330.1 6.6 45° 422 440 459 473 479 325
60°-70° 275.7 5.5 55° 322 347 374 394 400 288
70°-80° 197.1 4.0 65° 222 252 285 308 316 220
80°-90° 119.3 2.4 75° 121 156 194 219 228 129
90°-100° 135.2 2.7 85° 37 75 115 141 149 38
100°-110° 240.4 4.8 90° 11 55 104 132 142 10
110°-120° 353.2 7.1 95° 53 87 131 157 165 55
120°-130° 437.7 8.8 105° 175 195 234 255 264 187
130°-140° 478.0 9.6 115° 323 334 360 379 384 320
140°-150° 462.8 9.3 125° 469 472 492 505 507 419
150°-160° 388.0 7.8 135° 607 611 619 629 632 468
160°-170° 258.3 5.2 145° 736 736 739 744 744 459
170°-180° 90.4 1.8 155° 842 842 842 845 840 387
0°-30° 535.9 10.7 165° 917 914 914 919 914 259
0°-40° 872.1 17.5 175° 953 950 950 955 950 91
0°-60° 1553.9 31.1 180° 956 956 956 956 956
0°-90° 2146.1 43.0
90°-120° 728.8 14.6
90°-150° 2107.2 42.2
90°-180° 2844.0 57.0
0°-180° 4990.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031831
CATALOG NUMBER: S123DIW-B560D755UB40-4F0-XX-W2A-D1

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 696.3 696.3 696.3 696.3 696.3
2.5° 700.1 697.8 691.7 697.8 697.0

5° 697.0 695.5 691.0 697.0 696.3
7.5° 691.7 691.7 687.2 694.7 694.0
10° 684.1 685.6 681.9 689.4 687.9

12.5° 675.0 677.3 675.0 681.9 680.3
15° 663.7 665.9 665.2 672.8 672.0

17.5° 650.0 654.6 653.8 660.6 659.1
20° 634.8 639.4 640.9 647.7 648.5

22.5° 618.9 623.5 625.7 634.8 634.1
25° 599.2 606.8 609.0 618.9 618.9

27.5° 580.2 588.6 593.1 601.5 602.2
30° 559.7 569.6 575.7 584.8 584.8

32.5° 537.0 548.4 556.7 566.6 568.8
35° 515.8 527.9 537.7 549.1 552.2

37.5° 493.0 506.7 518.0 530.9 533.2
40° 470.2 483.9 499.1 512.0 515.0

42.5° 445.2 462.7 478.6 493.0 497.5
45° 421.7 439.9 458.9 473.3 479.3

47.5° 396.7 417.2 438.4 454.3 458.9
50° 372.4 393.6 417.2 434.6 439.9

52.5° 346.6 369.4 395.9 414.1 420.9
55° 321.6 346.6 373.9 394.4 400.5

57.5° 297.3 323.1 352.7 373.2 380.0
60° 271.5 298.8 329.9 351.2 359.5

62.5° 247.3 275.3 308.7 329.9 337.5
65° 222.2 251.8 285.2 307.9 315.5

67.5° 197.2 228.3 261.7 286.7 292.8
70° 170.7 203.3 239.7 263.9 271.5

72.5° 146.4 179.0 216.9 241.9 249.5
75° 120.6 156.2 194.2 219.2 228.3

77.5° 98.6 134.2 172.2 198.7 205.5
80° 75.1 112.3 151.7 177.5 185.1

82.5° 54.6 92.5 132.7 158.5 166.1
85° 37.2 75.1 115.3 141.1 148.7

87.5° 22.8 60.7 99.4 125.1 132.7
90° 10.7 55.3 103.7 132.5 141.6

92.5° 31.6 68.7 111.1 138.5 143.8
95° 52.6 87.4 130.7 157.2 164.8

97.5° 80.4 111.5 151.6 178.1 185.0
100° 108.9 137.7 176.4 200.6 209.7

102.5° 142.0 165.4 204.8 228.3 235.2
105° 175.0 194.7 234.1 255.3 263.6

107.5° 213.2 229.9 264.0 286.8 292.8
110° 248.6 263.7 295.5 318.3 322.8
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031831
CATALOG NUMBER: S123DIW-B560D755UB40-4F0-XX-W2A-D1

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 286.1 297.5 326.3 349.0 355.8
115° 322.9 334.2 360.0 379.0 384.3

117.5° 361.1 368.0 392.2 410.5 414.2
120° 395.6 403.9 425.3 441.9 445.7

122.5° 432.4 437.0 459.0 473.4 476.5
125° 469.2 471.5 492.0 504.9 507.2

127.5° 503.8 507.5 525.0 535.6 538.0
130° 538.3 543.5 556.5 567.9 567.1

132.5° 572.0 578.1 588.0 597.8 599.4
135° 607.3 611.1 618.7 629.4 631.6

137.5° 639.6 642.7 650.2 658.6 660.1
140° 672.7 676.4 679.4 690.0 688.6

142.5° 703.5 706.4 707.9 717.1 717.1
145° 735.8 736.5 738.7 744.1 744.1

147.5° 762.7 765.7 768.0 770.3 768.8
150° 792.0 793.5 795.0 795.0 792.0

152.5° 816.0 818.3 819.0 820.5 816.8
155° 841.6 841.6 842.3 845.3 840.1

157.5° 863.3 862.6 863.3 866.3 861.8
160° 883.6 882.1 882.1 885.8 882.8

162.5° 901.6 899.4 900.1 903.9 898.6
165° 916.6 914.4 914.4 918.9 913.6

167.5° 929.4 926.4 927.1 931.6 927.1
170° 939.9 936.9 936.9 942.2 936.9

172.5° 948.2 945.2 945.2 949.7 944.4
175° 953.4 950.4 950.4 954.9 949.7

177.5° 956.4 953.4 953.4 957.9 952.7
180° 955.7 955.7 955.7 955.7 955.7

(END OF REPORT)
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