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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P1031900
REPORT IS A COMBINATION OF REPORTS P991975 AND P1007351

Test Lab:  INNOVATION CENTER
Issue Date:  5/7/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S123DIW-B775D1535UB27-4F0-XX-W2A-D1
Description:  Define 3 Direct/Indirect Wall Mount with 2700K BioUP LEDs {m-DER=0.473} {m-EER=0.52}

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 8574.9 lumens
Efficiency: N/A

Efficacy: 97.3 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.25 / 1.37

Luminous Opening: Rectangular w/ Sides (W: 0.25' x L: 4' x H: 0.1')
CIE Type: Semi-Indirect

Input Watts (W):  88.1
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031900
CATALOG NUMBER: S123DIW-B775D1535UB27-4F0-XX-W2A-D1

66% Up

34% Dn

0 cd

483 cd

967 cd

1,450 cd

1,933 cd

180°
170°

160°

150°

140°

130°

120°

110°

100°

90°

80°

70°

60°

50°

40°

30°

20°
10°

0°

Luminous Intensity Polar Plot

0°-180° 45°-225° 90°-270°

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 3 of 7 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031900
CATALOG NUMBER: S123DIW-B775D1535UB27-4F0-XX-W2A-D1

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 103 103 103 103 93 93 93 93 75 75 75 58 58 58 42 42 42 34
1 94 89 85 81 84 80 77 74 64 62 60 49 48 46 36 35 34 27
2 85 77 71 66 76 70 64 60 56 52 49 43 40 38 31 29 28 22
3 77 68 60 54 69 61 55 50 49 44 41 38 35 32 27 25 23 19
4 70 60 52 46 63 54 47 42 43 38 34 33 30 27 24 22 20 16
5 65 53 45 39 58 48 41 36 39 33 29 30 26 23 22 19 17 14
6 59 47 39 33 53 43 36 31 35 29 25 27 23 20 20 17 15 12
7 55 43 35 29 49 39 32 27 31 26 22 24 21 18 18 15 13 10
8 51 38 31 26 46 35 28 24 28 23 20 22 18 16 16 14 12 9
9 47 35 28 23 42 32 25 21 26 21 17 20 17 14 15 13 11 8

10 44 32 25 20 40 29 23 19 24 19 16 19 15 13 14 11 10 8

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 10313 10313 10313
5° 10342 10010 10002

10° 10244 9739 9665
15° 10109 9440 9307
20° 9917 9106 8923
25° 9679 8730 8525
30° 9437 8391 8125
35° 9165 8033 7800
40° 8906 7706 7456
45° 8618 7390 7172
50° 8334 7077 6864
55° 8018 6756 6582
60° 7709 6428 6291
65° 7392 6078 5953
70° 6915 5685 5602
75° 6311 5238 5242
80° 5608 4784 4830
85° 4908 4417 4535

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 8618 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031900
CATALOG NUMBER: S123DIW-B775D1535UB27-4F0-XX-W2A-D1

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 90.9 1.1 0° 958 958 958 958 958
10°-20° 259.1 3.0 5° 959 957 951 959 958 91
20°-30° 387.5 4.5 15° 913 916 915 926 925 257
30°-40° 462.6 5.4 25° 824 835 838 852 852 380
40°-50° 484.0 5.6 35° 710 726 740 756 760 444
50°-60° 454.2 5.3 45° 580 605 631 651 660 447
60°-70° 379.4 4.4 55° 442 477 514 543 551 396
70°-80° 271.3 3.2 65° 306 346 392 424 434 302
80°-90° 165.5 1.9 75° 166 215 267 302 314 177
90°-100° 225.7 2.6 85° 51 103 159 194 205 53
100°-110° 450.8 5.3 90° 15 81 154 196 209 16
110°-120° 690.3 8.1 95° 101 152 216 254 264 108
120°-130° 871.1 10.2 105° 350 378 436 466 478 374
130°-140° 959.9 11.2 115° 650 667 702 728 735 644
140°-150° 933.9 10.9 125° 947 951 978 994 996 845
150°-160° 784.0 9.1 135° 1226 1234 1244 1257 1259 945
160°-170° 521.9 6.1 145° 1486 1488 1493 1500 1498 928
170°-180° 182.8 2.1 155° 1701 1701 1702 1708 1698 783
0°-30° 737.5 8.6 165° 1852 1848 1848 1857 1846 522
0°-40° 1200.1 14.0 175° 1927 1920 1920 1930 1919 183
0°-60° 2138.3 24.9 180° 1931 1931 1931 1931 1931
0°-90° 2954.4 34.5
90°-120° 1366.9 15.9
90°-150° 4131.8 48.2
90°-180° 5621.0 65.6
0°-180° 8574.9 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031900
CATALOG NUMBER: S123DIW-B775D1535UB27-4F0-XX-W2A-D1

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 958.1 958.1 958.1 958.1 958.1
2.5° 963.3 960.2 951.8 960.2 959.2

5° 959.2 957.1 950.8 959.2 958.1
7.5° 951.8 951.8 945.6 956.0 955.0
10° 941.4 943.5 938.3 948.7 946.6

12.5° 928.9 932.0 928.9 938.3 936.2
15° 913.2 916.4 915.3 925.8 924.7

17.5° 894.4 900.7 899.7 909.1 907.0
20° 873.6 879.8 881.9 891.3 892.4

22.5° 851.7 857.9 861.0 873.6 872.5
25° 824.5 835.0 838.1 851.7 851.7

27.5° 798.4 809.9 816.2 827.6 828.7
30° 770.2 783.8 792.2 804.7 804.7

32.5° 738.9 754.6 766.1 779.6 782.8
35° 709.7 726.4 740.0 755.6 759.8

37.5° 678.4 697.2 712.8 730.6 733.7
40° 647.1 665.9 686.7 704.5 708.7

42.5° 612.6 636.7 658.6 678.4 684.7
45° 580.3 605.3 631.4 651.3 659.6

47.5° 545.9 574.0 603.3 625.2 631.4
50° 512.5 541.7 574.0 598.0 605.3

52.5° 477.0 508.3 544.8 569.9 579.2
55° 442.5 477.0 514.5 542.7 551.1

57.5° 409.1 444.6 485.3 513.5 522.9
60° 373.6 411.2 454.0 483.2 494.7

62.5° 340.2 378.9 424.8 454.0 464.4
65° 305.8 346.5 392.4 423.7 434.2

67.5° 271.4 314.2 360.1 394.5 402.9
70° 234.8 279.7 329.8 363.2 373.6

72.5° 201.4 246.3 298.5 332.9 343.4
75° 165.9 215.0 267.2 301.6 314.2

77.5° 135.7 184.7 236.9 273.4 282.8
80° 103.3 154.5 208.7 244.2 254.7

82.5° 75.1 127.3 182.6 218.1 228.6
85° 51.1 103.3 158.6 194.1 204.6

87.5° 31.3 83.5 136.7 172.2 182.6
90° 15.1 81.4 154.3 195.9 209.4

92.5° 58.0 112.0 173.3 212.3 218.6
95° 101.0 152.3 215.6 254.0 264.4

97.5° 157.6 202.7 260.9 299.8 308.7
100° 215.7 258.2 313.8 348.7 362.1

102.5° 282.9 316.7 374.3 408.1 417.0
105° 349.6 377.8 436.3 465.5 478.0

107.5° 427.5 450.9 499.8 532.6 540.4
110° 499.3 521.1 565.9 599.1 604.4
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031900
CATALOG NUMBER: S123DIW-B775D1535UB27-4F0-XX-W2A-D1

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 575.2 591.3 630.9 664.6 674.0
115° 649.9 667.0 701.6 728.2 735.0

117.5° 727.3 737.2 769.7 794.7 798.5
120° 797.6 811.9 838.7 861.2 865.5

122.5° 871.9 880.1 909.4 927.8 930.6
125° 946.7 951.2 978.5 994.3 995.6

127.5° 1016.5 1024.6 1047.6 1059.4 1060.7
130° 1086.3 1097.4 1113.7 1127.5 1123.2

132.5° 1155.0 1167.2 1179.7 1191.0 1190.7
135° 1226.3 1234.3 1244.3 1257.1 1259.2

137.5° 1291.6 1298.1 1309.9 1319.0 1319.8
140° 1358.7 1366.3 1371.0 1385.1 1379.7

142.5° 1420.9 1427.5 1430.6 1442.6 1440.2
145° 1486.2 1488.2 1492.7 1499.5 1497.7

147.5° 1541.3 1547.4 1551.9 1555.0 1550.1
150° 1600.5 1603.5 1606.5 1606.5 1599.5

152.5° 1649.0 1653.6 1655.1 1658.1 1650.5
155° 1700.6 1700.6 1702.1 1708.2 1697.5

157.5° 1744.6 1743.1 1744.6 1750.6 1741.5
160° 1785.5 1782.5 1782.5 1790.1 1784.0

162.5° 1821.9 1817.4 1818.9 1826.5 1815.9
165° 1852.3 1847.7 1847.7 1856.8 1846.2

167.5° 1878.1 1872.0 1873.5 1882.6 1873.5
170° 1899.3 1893.2 1893.2 1903.9 1893.2

172.5° 1916.0 1909.9 1909.9 1919.0 1908.4
175° 1926.6 1920.5 1920.5 1929.7 1919.0

177.5° 1932.7 1926.6 1926.6 1935.7 1925.1
180° 1931.2 1931.2 1931.2 1931.2 1931.2

(END OF REPORT)
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