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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P1031912
REPORT IS A COMBINATION OF REPORTS P992014 AND P1007351

Test Lab:  INNOVATION CENTER
Issue Date:  5/6/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S123DIW-B775D1535UB35-4F0-XX-W2A-D1
Description:  Define 3 Direct/Indirect Wall Mount with 3500K BioUP LEDs {m-DER=0.721} {m-EER=0.792}

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 8685.0 lumens
Efficiency: N/A

Efficacy: 98.6 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.25 / 1.37

Luminous Opening: Rectangular w/ Sides (W: 0.25' x L: 4' x H: 0.1')
CIE Type: Semi-Indirect

Input Watts (W):  88.1
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031912
CATALOG NUMBER: S123DIW-B775D1535UB35-4F0-XX-W2A-D1
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031912
CATALOG NUMBER: S123DIW-B775D1535UB35-4F0-XX-W2A-D1

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 103 103 103 103 93 93 93 93 75 75 75 58 58 58 42 42 42 34
1 94 89 85 81 84 80 77 74 64 62 60 49 48 46 36 35 34 27
2 85 77 71 66 76 70 64 60 56 52 49 43 40 38 31 29 28 22
3 77 68 60 54 69 61 55 50 49 44 41 38 35 32 27 25 23 19
4 70 60 52 46 63 54 47 42 43 38 34 33 30 27 24 22 20 16
5 65 53 45 39 58 48 41 36 39 33 29 30 26 23 22 19 17 14
6 59 47 39 33 53 43 36 31 35 29 25 27 23 20 20 17 15 12
7 55 43 35 29 49 39 32 27 31 26 22 24 21 18 18 15 13 10
8 51 38 31 26 46 35 28 24 28 23 20 22 18 16 16 14 12 9
9 47 35 28 23 42 32 25 21 26 21 17 20 17 14 15 13 11 8

10 44 32 25 20 40 29 23 19 24 19 16 19 15 13 14 11 10 8

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 10444 10444 10444
5° 10473 10138 10130

10° 10375 9863 9788
15° 10238 9560 9426
20° 10043 9222 9036
25° 9803 8842 8633
30° 9558 8496 8228
35° 9281 8135 7899
40° 9019 7805 7550
45° 8728 7485 7263
50° 8440 7167 6951
55° 8121 6842 6666
60° 7808 6510 6371
65° 7487 6155 6028
70° 7003 5758 5674
75° 6394 5305 5309
80° 5679 4846 4891
85° 4976 4475 4593

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 8728 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031912
CATALOG NUMBER: S123DIW-B775D1535UB35-4F0-XX-W2A-D1

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 92.0 1.1 0° 970 970 970 970 970
10°-20° 262.4 3.0 5° 971 969 963 971 970 92
20°-30° 392.4 4.5 15° 925 928 927 938 936 261
30°-40° 468.5 5.4 25° 835 846 849 862 862 385
40°-50° 490.2 5.6 35° 719 736 749 765 770 449
50°-60° 460.0 5.3 45° 588 613 640 660 668 453
60°-70° 384.2 4.4 55° 448 483 521 550 558 401
70°-80° 274.7 3.2 65° 310 351 397 429 440 306
80°-90° 167.6 1.9 75° 168 218 271 306 318 180
90°-100° 228.6 2.6 85° 52 105 161 197 207 53
100°-110° 456.6 5.3 90° 15 82 156 198 212 17
110°-120° 699.2 8.1 95° 102 154 218 257 268 109
120°-130° 882.3 10.2 105° 354 383 442 472 484 379
130°-140° 972.3 11.2 115° 658 676 711 738 744 652
140°-150° 945.9 10.9 125° 959 964 991 1007 1008 856
150°-160° 794.1 9.1 135° 1242 1250 1260 1273 1276 957
160°-170° 528.7 6.1 145° 1505 1507 1512 1519 1517 940
170°-180° 185.1 2.1 155° 1722 1722 1724 1730 1719 793
0°-30° 746.8 8.6 165° 1876 1872 1872 1881 1870 529
0°-40° 1215.3 14.0 175° 1951 1945 1945 1954 1944 185
0°-60° 2165.5 24.9 180° 1956 1956 1956 1956 1956
0°-90° 2992.1 34.5
90°-120° 1384.5 15.9
90°-150° 4185.0 48.2
90°-180° 5693.0 65.5
0°-180° 8685.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031912
CATALOG NUMBER: S123DIW-B775D1535UB35-4F0-XX-W2A-D1

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 970.3 970.3 970.3 970.3 970.3
2.5° 975.6 972.4 964.0 972.4 971.4

5° 971.4 969.3 962.9 971.4 970.3
7.5° 964.0 964.0 957.6 968.2 967.1
10° 953.4 955.5 950.2 960.8 958.7

12.5° 940.7 943.9 940.7 950.2 948.1
15° 924.9 928.0 927.0 937.5 936.5

17.5° 905.8 912.2 911.1 920.6 918.5
20° 884.7 891.0 893.1 902.7 903.7

22.5° 862.5 868.8 872.0 884.7 883.6
25° 835.0 845.6 848.8 862.5 862.5

27.5° 808.6 820.2 826.6 838.2 839.2
30° 780.1 793.8 802.2 814.9 814.9

32.5° 748.3 764.2 775.8 789.6 792.7
35° 718.7 735.7 749.4 765.3 769.5

37.5° 687.0 706.1 721.9 739.9 743.1
40° 655.3 674.4 695.5 713.5 717.7

42.5° 620.4 644.8 667.0 687.0 693.4
45° 587.7 613.0 639.5 659.6 668.0

47.5° 552.8 581.3 610.9 633.1 639.5
50° 519.0 548.6 581.3 605.7 613.0

52.5° 483.0 514.8 551.7 577.1 586.6
55° 448.2 483.0 521.1 549.6 558.1

57.5° 414.3 450.3 491.5 520.0 529.5
60° 378.4 416.5 459.8 489.4 501.0

62.5° 344.6 383.7 430.2 459.8 470.4
65° 309.7 350.9 397.4 429.1 439.7

67.5° 274.8 318.2 364.7 399.5 408.0
70° 237.8 283.3 334.0 367.8 378.4

72.5° 204.0 249.4 302.3 337.2 347.7
75° 168.1 217.7 270.6 305.5 318.2

77.5° 137.4 187.1 239.9 276.9 286.4
80° 104.6 156.4 211.4 247.3 257.9

82.5° 76.1 129.0 185.0 220.9 231.5
85° 51.8 104.6 160.7 196.6 207.2

87.5° 31.7 84.6 138.5 174.4 185.0
90° 15.2 82.4 156.3 198.4 212.0

92.5° 58.8 113.4 175.5 215.0 221.5
95° 102.3 154.2 218.3 257.3 267.9

97.5° 159.6 205.3 264.2 303.6 312.7
100° 218.5 261.5 317.9 353.1 366.8

102.5° 286.6 320.8 379.1 413.3 422.4
105° 354.2 382.6 441.9 471.5 484.1

107.5° 433.0 456.8 506.2 539.4 547.4
110° 505.7 527.9 573.1 606.8 612.2
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1031912
CATALOG NUMBER: S123DIW-B775D1535UB35-4F0-XX-W2A-D1

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 582.5 598.8 639.0 673.1 682.6
115° 658.3 675.7 710.6 737.5 744.4

117.5° 736.7 746.6 779.6 804.9 808.8
120° 807.8 822.3 849.6 872.3 876.7

122.5° 883.1 891.4 921.1 939.8 942.6
125° 958.9 963.6 991.1 1007.1 1008.4

127.5° 1029.6 1037.7 1061.1 1073.1 1074.3
130° 1100.3 1111.5 1128.1 1141.9 1137.6

132.5° 1169.9 1182.2 1195.0 1206.3 1206.0
135° 1242.1 1250.3 1260.4 1273.2 1275.5

137.5° 1308.2 1314.9 1326.9 1336.1 1336.8
140° 1376.3 1384.0 1388.6 1403.0 1397.6

142.5° 1439.3 1445.9 1449.0 1461.1 1458.8
145° 1505.4 1507.4 1512.0 1518.9 1517.0

147.5° 1561.2 1567.3 1571.9 1575.1 1570.1
150° 1621.1 1624.2 1627.2 1627.2 1620.1

152.5° 1670.3 1674.9 1676.4 1679.5 1671.8
155° 1722.5 1722.5 1724.0 1730.2 1719.4

157.5° 1767.1 1765.5 1767.1 1773.2 1764.0
160° 1808.5 1805.5 1805.5 1813.2 1807.0

162.5° 1845.4 1840.8 1842.3 1850.0 1839.3
165° 1876.2 1871.5 1871.5 1880.8 1870.0

167.5° 1902.3 1896.1 1897.7 1906.9 1897.7
170° 1923.8 1917.6 1917.6 1928.4 1917.6

172.5° 1940.7 1934.5 1934.5 1943.8 1933.0
175° 1951.4 1945.3 1945.3 1954.5 1943.8

177.5° 1957.6 1951.4 1951.4 1960.7 1949.9
180° 1956.1 1956.1 1956.1 1956.1 1956.1

(END OF REPORT)
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