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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P1032396
REPORT IS A COMBINATION OF REPORTS P994672 AND P1007351

Test Lab:  INNOVATION CENTER
Issue Date:  5/7/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S123RDIW-B775D1320UB35-4F0-XX-W2A-F
Description:  Define 3 Regressed Direct/Indirect Wall Mount with 3500K BioUP LEDs {m-DER=0.721}

{m-EER=0.792}
Light Source:  -

Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 8250.0 lumens
Efficiency: N/A

Efficacy: 105.8 lumens/watt
Spacing Criteria (0/90/45): 1.21 / 1.07 / 1.22

Luminous Opening: Rectangular w/ Sides (W: 0.25' x L: 4' x H: 0.1')
CIE Type: Semi-Indirect

Input Watts (W):  78
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1032396
CATALOG NUMBER: S123RDIW-B775D1320UB35-4F0-XX-W2A-F
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1032396
CATALOG NUMBER: S123RDIW-B775D1320UB35-4F0-XX-W2A-F

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 104 104 104 104 94 94 94 94 75 75 75 59 59 59 43 43 43 36
1 95 91 87 84 86 82 79 76 66 64 62 52 50 49 38 38 37 31
2 87 79 74 69 78 72 67 63 58 55 52 46 43 41 34 33 31 26
3 79 70 63 57 71 64 58 53 52 47 44 41 38 35 30 28 27 22
4 72 62 54 49 65 56 50 45 46 41 37 36 33 30 27 25 23 19
5 66 55 47 42 60 50 44 39 41 36 32 33 29 26 25 22 20 17
6 61 50 42 36 55 45 38 33 37 32 28 29 26 23 22 20 18 15
7 57 45 37 32 51 41 34 29 34 29 25 27 23 20 20 18 16 13
8 52 40 33 28 47 37 31 26 31 26 22 25 21 18 19 16 14 12
9 49 37 30 25 44 34 27 23 28 23 20 23 19 16 17 15 13 11

10 45 34 27 22 41 31 25 21 26 21 18 21 17 15 16 14 12 10

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 14032 14032 14032
5° 14055 13535 13499

10° 13944 13026 12769
15° 13763 12397 11971
20° 13525 11713 11079
25° 13280 11002 10233
30° 12967 10246 9234
35° 12643 9503 8324
40° 12338 8697 7319
45° 11949 7908 6414
50° 11518 7065 5479
55° 11073 6164 4621
60° 10645 5239 3752
65° 10095 4290 2928
70° 9403 3244 2093
75° 8407 2197 1658
80° 7177 1527 1163
85° 5379 824 610

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 11949 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1032396
CATALOG NUMBER: S123RDIW-B775D1320UB35-4F0-XX-W2A-F

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 122.5 1.5 0° 1304 1304 1304 1304 1304
10°-20° 340.9 4.1 5° 1304 1298 1286 1295 1293 124
20°-30° 490.8 5.9 15° 1243 1232 1202 1197 1189 350
30°-40° 552.8 6.7 25° 1131 1105 1056 1034 1022 520
40°-50° 528.7 6.4 35° 979 941 875 830 811 613
50°-60° 432.8 5.2 45° 805 757 676 615 590 621
60°-70° 291.8 3.5 55° 611 559 469 408 387 548
70°-80° 146.4 1.8 65° 418 360 277 225 214 413
80°-90° 41.7 0.5 75° 221 170 112 102 99 235
90°-100° 61.3 0.7 85° 56 33 30 28 28 61
100°-110° 296.5 3.6 90° 1 14 31 36 39 8
110°-120° 726.6 8.8 95° 79 26 40 49 49 94
120°-130° 922.4 11.2 105° 385 399 283 54 57 408
130°-140° 985.3 11.9 115° 722 730 742 754 760 713
140°-150° 921.4 11.2 125° 1018 1028 1034 1036 1039 910
150°-160° 743.2 9.0 135° 1267 1275 1280 1284 1280 976
160°-170° 479.6 5.8 145° 1462 1472 1474 1477 1477 916
170°-180° 165.3 2.0 155° 1611 1608 1610 1616 1608 742
0°-30° 954.3 11.6 165° 1699 1695 1694 1704 1695 480
0°-40° 1507.0 18.3 175° 1739 1733 1734 1743 1733 166
0°-60° 2468.6 29.9 180° 1739 1739 1739 1739 1739
0°-90° 2948.5 35.7
90°-120° 1084.4 13.1
90°-150° 3913.5 47.4
90°-180° 5302.0 64.3
0°-180° 8250.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1032396
CATALOG NUMBER: S123RDIW-B775D1320UB35-4F0-XX-W2A-F

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1303.6 1303.6 1303.6 1303.6 1303.6
2.5° 1308.9 1304.6 1291.9 1303.6 1301.5

5° 1303.6 1298.3 1285.6 1295.1 1293.0
7.5° 1294.1 1288.8 1272.9 1279.3 1276.1
10° 1281.4 1274.0 1254.9 1256.0 1250.7

12.5° 1263.4 1254.9 1230.6 1229.6 1223.2
15° 1243.3 1231.7 1202.1 1196.8 1189.4

17.5° 1219.0 1206.3 1169.3 1158.7 1148.2
20° 1191.5 1174.6 1134.4 1120.7 1108.0

22.5° 1160.8 1140.8 1097.4 1079.4 1067.8
25° 1131.2 1104.8 1056.2 1034.0 1022.3

27.5° 1095.3 1066.8 1013.9 984.3 966.3
30° 1058.3 1026.6 967.4 931.4 914.5

32.5° 1021.3 984.3 920.9 880.7 862.7
35° 979.0 940.9 875.4 829.9 810.9

37.5° 936.7 895.5 826.8 776.0 752.8
40° 896.5 850.0 775.0 720.0 695.7

42.5° 851.1 804.6 726.3 665.0 643.9
45° 804.6 757.0 675.6 615.3 589.9

47.5° 759.1 706.2 625.9 560.3 538.1
50° 708.3 658.7 573.0 507.5 483.2

52.5° 662.9 607.9 523.3 454.6 433.5
55° 611.1 559.3 469.4 408.1 386.9

57.5° 564.6 508.5 417.6 359.5 341.5
60° 515.9 457.8 370.0 312.9 295.0

62.5° 467.3 409.2 321.4 268.5 249.5
65° 417.6 359.5 277.0 225.2 213.6

67.5° 367.9 308.7 228.4 189.2 176.6
70° 319.3 262.2 188.2 151.2 139.6

72.5° 270.7 214.6 149.1 120.5 117.4
75° 221.0 170.2 112.1 101.5 99.4

77.5° 175.5 129.0 87.8 81.4 79.3
80° 132.2 88.8 66.6 63.4 61.3

82.5° 90.9 55.0 47.6 44.4 44.4
85° 56.0 32.8 29.6 27.5 27.5

87.5° 25.4 13.7 13.7 12.7 11.6
90° 1.3 14.2 31.0 36.2 38.8

92.5° 29.7 22.0 33.6 42.6 43.9
95° 78.8 25.8 40.1 49.1 49.1

97.5° 143.4 107.2 41.3 51.7 53.0
100° 218.3 244.2 42.6 53.0 54.3

102.5° 303.6 320.4 95.6 53.0 55.6
105° 385.0 399.2 282.9 54.3 56.8

107.5° 471.6 483.2 502.6 303.6 134.4
110° 558.1 568.5 582.7 540.0 355.3
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1032396
CATALOG NUMBER: S123RDIW-B775D1320UB35-4F0-XX-W2A-F

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 640.8 649.9 664.1 675.7 673.1
115° 722.2 730.0 741.6 754.5 759.7

117.5° 802.3 811.4 817.8 828.2 829.5
120° 876.0 887.6 891.5 901.8 901.8

122.5° 950.9 959.9 965.1 971.6 972.9
125° 1018.1 1028.4 1033.6 1036.2 1038.8

127.5° 1085.3 1095.6 1102.1 1105.9 1103.4
130° 1147.3 1157.6 1162.8 1168.0 1165.4

132.5° 1206.7 1217.1 1220.9 1226.1 1222.2
135° 1267.4 1275.2 1280.4 1284.2 1280.4

137.5° 1319.1 1329.5 1332.0 1338.5 1335.9
140° 1370.8 1378.5 1382.4 1387.6 1385.0

142.5° 1418.6 1426.4 1430.2 1434.1 1430.2
145° 1462.5 1471.6 1474.2 1476.7 1476.7

147.5° 1505.2 1511.6 1514.2 1516.8 1510.3
150° 1543.9 1547.8 1550.4 1553.0 1549.1

152.5° 1578.8 1580.1 1581.4 1586.6 1580.1
155° 1611.1 1608.5 1609.8 1616.3 1608.5

157.5° 1636.9 1636.9 1635.7 1643.4 1633.1
160° 1660.2 1658.9 1657.6 1665.4 1656.3

162.5° 1682.2 1678.3 1677.0 1686.0 1678.3
165° 1699.0 1695.1 1693.8 1704.1 1695.1

167.5° 1713.2 1708.0 1708.0 1718.3 1708.0
170° 1724.8 1719.6 1719.6 1730.0 1719.6

172.5° 1732.6 1726.1 1727.4 1737.7 1726.1
175° 1739.0 1732.6 1733.8 1742.9 1732.6

177.5° 1741.6 1735.1 1736.4 1746.8 1733.8
180° 1739.0 1739.0 1739.0 1739.0 1739.0

(END OF REPORT)
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