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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P995068
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-1802-639-25)

Test Lab:  INNOVATION CENTER
Issue Date:  5/2/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S123RDW-B340DB2750-4F0-XX-W2A-F_3500K
Description:  Define 3 Regressed Direct Wall Mount with 3500K BioUP LEDs {m-DER=0.721} {m-EER=0.792}

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 1269.0 lumens
Efficiency: N/A

Efficacy: 97.6 lumens/watt
Spacing Criteria (0/90/45): 1.21 / 1.07 / 1.22

Luminous Opening: Rectangular (W 0.25' x L: 4' x H: 0')
CIE Type: Direct

Input Watts (W):  13
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P995068
CATALOG NUMBER: S123RDW-B340DB2750-4F0-XX-W2A-F_3500K

Define 3 Regressed Direct Wall Mount with 3500K BioUP LEDs {m-DER=0.721} {m-EER=0.792}
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P995068
CATALOG NUMBER: S123RDW-B340DB2750-4F0-XX-W2A-F_3500K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 119 119 119 119 116 116 116 116 111 111 111 106 106 106 102 102 102 100
1 110 105 101 98 107 103 99 96 99 96 93 95 93 90 91 89 88 86
2 100 93 86 81 98 91 85 80 87 83 78 84 80 77 81 78 75 73
3 92 82 75 68 90 81 74 68 78 72 67 75 70 66 73 68 64 62
4 85 73 65 59 83 72 64 58 70 63 58 67 62 57 65 60 56 54
5 78 66 57 51 76 65 57 51 63 56 50 61 55 50 59 54 49 47
6 73 60 51 45 71 59 51 45 57 50 45 55 49 44 54 48 44 42
7 67 54 46 40 66 54 46 40 52 45 40 51 44 39 49 44 39 37
8 63 50 42 36 61 49 41 36 48 41 36 47 40 36 46 40 35 34
9 59 46 38 33 58 45 38 33 44 37 32 43 37 32 42 36 32 30

10 55 43 35 30 54 42 35 30 41 34 30 40 34 29 39 34 29 28

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 6046 6046 6046
5° 6069 5986 6021

10° 6034 5911 5890
15° 5970 5772 5711
20° 5881 5599 5468
25° 5790 5405 5232
30° 5668 5180 4898
35° 5544 4957 4591
40° 5428 4692 4213
45° 5278 4431 3870
50° 5111 4135 3486
55° 4941 3796 3128
60° 4786 3432 2736
65° 4582 3041 2343
70° 4330 2552 1891
75° 3959 2009 1780
80° 3527 1779 1636
85° 2976 1581 1457

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 5278 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P995068
CATALOG NUMBER: S123RDW-B340DB2750-4F0-XX-W2A-F_3500K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 52.8 4.2 0° 562 562 562 562 562
10°-20° 146.9 11.6 5° 562 559 554 558 557 53
20°-30° 211.5 16.7 15° 536 531 518 516 512 151
30°-40° 238.2 18.8 25° 488 476 455 446 440 224
40°-50° 227.8 18.0 35° 422 406 377 358 349 264
50°-60° 186.5 14.7 45° 347 326 291 265 254 268
60°-70° 125.7 9.9 55° 263 241 202 176 167 236
70°-80° 63.1 5.0 65° 180 155 119 97 92 178
80°-90° 16.5 1.3 75° 95 73 48 44 43 101
90°-100° 0.0 0.0 85° 24 14 13 12 12 28
100°-110° 0.0 0.0 90° 0 0 0 0 0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 411.2 32.4
0°-40° 649.4 51.2
0°-60° 1063.7 83.8
0°-90° 1269.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 1269.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P995068
CATALOG NUMBER: S123RDW-B340DB2750-4F0-XX-W2A-F_3500K

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 561.7 561.7 561.7 561.7 561.7
2.5° 564.0 562.2 556.7 561.7 560.8

5° 561.7 559.4 554.0 558.1 557.2
7.5° 557.6 555.3 548.5 551.2 549.9
10° 552.1 549.0 540.8 541.2 538.9

12.5° 544.4 540.8 530.3 529.8 527.1
15° 535.7 530.7 518.0 515.7 512.5

17.5° 525.3 519.8 503.9 499.3 494.7
20° 513.4 506.1 488.8 482.9 477.4

22.5° 500.2 491.6 472.9 465.1 460.1
25° 487.5 476.1 455.1 445.5 440.5

27.5° 472.0 459.7 436.9 424.1 416.4
30° 456.0 442.4 416.8 401.4 394.1

32.5° 440.1 424.1 396.8 379.5 371.7
35° 421.9 405.5 377.2 357.6 349.4

37.5° 403.6 385.9 356.3 334.4 324.4
40° 386.3 366.3 333.9 310.2 299.8

42.5° 366.7 346.7 313.0 286.5 277.4
45° 346.7 326.2 291.1 265.1 254.2

47.5° 327.1 304.3 269.7 241.4 231.9
50° 305.2 283.8 246.9 218.7 208.2

52.5° 285.6 261.9 225.5 195.9 186.8
55° 263.3 241.0 202.3 175.8 166.7

57.5° 243.3 219.1 179.9 154.9 147.1
60° 222.3 197.3 159.4 134.8 127.1

62.5° 201.4 176.3 138.5 115.7 107.5
65° 179.9 154.9 119.4 97.0 92.0

67.5° 158.5 133.0 98.4 81.5 76.1
70° 137.6 113.0 81.1 65.1 60.1

72.5° 116.6 92.5 64.2 51.9 50.6
75° 95.2 73.3 48.3 43.7 42.8

77.5° 75.6 55.6 37.8 35.1 34.2
80° 56.9 38.3 28.7 27.3 26.4

82.5° 39.2 23.7 20.5 19.1 19.1
85° 24.1 14.1 12.8 11.8 11.8

87.5° 10.9 5.9 5.9 5.5 5.0
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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