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Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P982960
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-1807-864-9)

Test Lab:  INNOVATION CENTER
Issue Date:  5/2/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S123IW-B1535UB2750-4F0-XX-W2A-1_2700K
Description:  Define 3 Indirect Wall Mount with 2700K BioUP LEDs {m-DER=0.473} {m-EER=0.52}

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 5355.0 lumens
Efficiency: N/A

Efficacy: 102.6 lumens/watt
Spacing Criteria (0/90/45): - / - / -

Luminous Opening: Rectangular (W 0.25' x L: 4' x H: 0')
CIE Type: Indirect

Input Watts (W):  52.2
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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TEST NUMBER: P982960
CATALOG NUMBER: S123IW-B1535UB2750-4F0-XX-W2A-1_2700K
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TEST NUMBER: P982960
CATALOG NUMBER: S123IW-B1535UB2750-4F0-XX-W2A-1_2700K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 95 95 95 95 81 81 81 81 56 56 56 32 32 32 10 10 10 0
1 87 83 79 76 74 71 68 65 48 47 45 28 27 26 9 9 8 0
2 79 72 66 62 67 62 57 53 42 40 37 24 23 22 8 7 7 0
3 72 63 56 51 61 54 49 44 37 34 31 21 20 18 7 6 6 0
4 65 56 48 43 56 48 42 37 33 29 26 19 17 16 6 6 5 0
5 60 49 42 36 51 42 36 32 29 25 22 17 15 13 5 5 4 0
6 55 44 36 31 47 38 32 27 26 22 19 15 13 11 5 4 4 0
7 50 39 32 27 43 34 28 23 23 19 17 14 11 10 4 4 3 0
8 47 35 28 23 40 30 24 20 21 17 14 12 10 9 4 3 3 0
9 43 32 25 20 37 27 22 18 19 15 13 11 9 8 4 3 3 0

10 40 29 22 18 34 25 19 16 17 14 11 10 8 7 3 3 2 0

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 0 0 0
5° 0 0 0

10° 0 0 0
15° 0 0 0
20° 0 0 0
25° 0 0 0
30° 0 0 0
35° 0 0 0
40° 0 0 0
45° 0 0 0
50° 0 0 0
55° 0 0 0
60° 0 0 0
65° 0 0 0
70° 0 0 0
75° 0 0 0
80° 0 0 0
85° 0 0 0

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 0°
Luminance: 0 cd/sqm
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TEST NUMBER: P982960
CATALOG NUMBER: S123IW-B1535UB2750-4F0-XX-W2A-1_2700K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 0.0 0.0 0° 0 0 0 0 0
10°-20° 0.0 0.0 5° 0 0 0 0 0 0
20°-30° 0.0 0.0 15° 0 0 0 0 0 0
30°-40° 0.0 0.0 25° 0 0 0 0 0 0
40°-50° 0.0 0.0 35° 0 0 0 0 0 0
50°-60° 0.0 0.0 45° 0 0 0 0 0 0
60°-70° 0.0 0.0 55° 0 0 0 0 0 0
70°-80° 0.0 0.0 65° 0 0 0 0 0 0
80°-90° 4.1 0.1 75° 0 0 0 0 0 0
90°-100° 124.3 2.3 85° 0 0 0 0 0 0
100°-110° 376.3 7.0 90° 2 17 36 42 46 7
110°-120° 640.6 12.0 95° 90 100 112 118 118 99
120°-130° 842.7 15.7 105° 341 344 358 358 361 365
130°-140° 947.2 17.7 115° 645 649 646 648 646 638
140°-150° 931.2 17.4 125° 944 948 945 939 933 842
150°-160° 784.0 14.6 135° 1224 1233 1232 1226 1223 943
160°-170° 521.9 9.7 145° 1485 1488 1493 1491 1485 928
170°-180° 182.8 3.4 155° 1701 1701 1702 1708 1698 783
0°-30° 0.0 0.0 165° 1852 1848 1848 1857 1846 522
0°-40° 0.0 0.0 175° 1927 1920 1920 1930 1919 183
0°-60° 0.0 0.0 180° 1931 1931 1931 1931 1931
0°-90° 4.1 0.1
90°-120° 1141.1 21.3
90°-150° 3862.2 72.1
90°-180° 5351.0 99.9
0°-180° 5355.0 100.0
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TEST NUMBER: P982960
CATALOG NUMBER: S123IW-B1535UB2750-4F0-XX-W2A-1_2700K

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 0.0 0.0 0.0 0.0 0.0
2.5° 0.0 0.0 0.0 0.0 0.0

5° 0.0 0.0 0.0 0.0 0.0
7.5° 0.0 0.0 0.0 0.0 0.0
10° 0.0 0.0 0.0 0.0 0.0

12.5° 0.0 0.0 0.0 0.0 0.0
15° 0.0 0.0 0.0 0.0 0.0

17.5° 0.0 0.0 0.0 0.0 0.0
20° 0.0 0.0 0.0 0.0 0.0

22.5° 0.0 0.0 0.0 0.0 0.0
25° 0.0 0.0 0.0 0.0 0.0

27.5° 0.0 0.0 0.0 0.0 0.0
30° 0.0 0.0 0.0 0.0 0.0

32.5° 0.0 0.0 0.0 0.0 0.0
35° 0.0 0.0 0.0 0.0 0.0

37.5° 0.0 0.0 0.0 0.0 0.0
40° 0.0 0.0 0.0 0.0 0.0

42.5° 0.0 0.0 0.0 0.0 0.0
45° 0.0 0.0 0.0 0.0 0.0

47.5° 0.0 0.0 0.0 0.0 0.0
50° 0.0 0.0 0.0 0.0 0.0

52.5° 0.0 0.0 0.0 0.0 0.0
55° 0.0 0.0 0.0 0.0 0.0

57.5° 0.0 0.0 0.0 0.0 0.0
60° 0.0 0.0 0.0 0.0 0.0

62.5° 0.0 0.0 0.0 0.0 0.0
65° 0.0 0.0 0.0 0.0 0.0

67.5° 0.0 0.0 0.0 0.0 0.0
70° 0.0 0.0 0.0 0.0 0.0

72.5° 0.0 0.0 0.0 0.0 0.0
75° 0.0 0.0 0.0 0.0 0.0

77.5° 0.0 0.0 0.0 0.0 0.0
80° 0.0 0.0 0.0 0.0 0.0

82.5° 0.0 0.0 0.0 0.0 0.0
85° 0.0 0.0 0.0 0.0 0.0

87.5° 0.0 0.0 0.0 0.0 0.0
90° 1.5 16.7 36.4 42.5 45.5

92.5° 45.5 54.6 63.7 68.3 65.2
95° 89.5 100.1 112.3 118.3 118.3

97.5° 147.2 154.7 163.8 171.4 169.9
100° 206.3 215.4 223.0 227.6 230.6

102.5° 274.6 279.1 289.8 294.3 292.8
105° 341.3 344.4 358.0 358.0 361.1

107.5° 420.2 421.7 427.8 432.4 430.8
110° 493.0 496.1 499.1 505.2 502.1
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TEST NUMBER: P982960
CATALOG NUMBER: S123IW-B1535UB2750-4F0-XX-W2A-1_2700K

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 568.9 570.4 570.4 578.0 578.0
115° 644.7 649.3 646.3 647.8 646.3

117.5° 722.1 723.6 720.6 720.6 716.0
120° 793.4 802.5 794.9 793.4 790.4

122.5° 867.7 873.8 870.8 866.2 861.7
125° 943.6 948.1 945.1 939.0 933.0

127.5° 1013.4 1022.5 1019.4 1010.3 1004.3
130° 1083.2 1095.3 1090.7 1084.7 1074.1

132.5° 1152.9 1165.1 1162.0 1154.5 1146.9
135° 1224.2 1233.3 1231.8 1225.8 1222.7

137.5° 1289.5 1297.1 1301.6 1294.0 1289.5
140° 1357.7 1365.3 1366.8 1365.3 1354.7

142.5° 1419.9 1427.5 1430.6 1429.0 1421.4
145° 1485.2 1488.2 1492.7 1491.2 1485.2

147.5° 1541.3 1547.4 1551.9 1551.9 1542.8
150° 1600.5 1603.5 1606.5 1606.5 1597.4

152.5° 1649.0 1653.6 1655.1 1658.1 1650.5
155° 1700.6 1700.6 1702.1 1708.2 1697.5

157.5° 1744.6 1743.1 1744.6 1750.6 1741.5
160° 1785.5 1782.5 1782.5 1790.1 1784.0

162.5° 1821.9 1817.4 1818.9 1826.5 1815.9
165° 1852.3 1847.7 1847.7 1856.8 1846.2

167.5° 1878.1 1872.0 1873.5 1882.6 1873.5
170° 1899.3 1893.2 1893.2 1903.9 1893.2

172.5° 1916.0 1909.9 1909.9 1919.0 1908.4
175° 1926.6 1920.5 1920.5 1929.7 1919.0

177.5° 1932.7 1926.6 1926.6 1935.7 1925.1
180° 1931.2 1931.2 1931.2 1931.2 1931.2
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TEST NUMBER: P982960
CATALOG NUMBER: S123IW-B1535UB2750-4F0-XX-W2A-1_2700K

CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

3H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
6H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
8H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

12H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

4H 2H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
3H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
4H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
6H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
8H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

12H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

8H 4H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
6H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
8H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

12H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

12H 4H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
6H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00
8H 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00 0.00

END OF REPORT
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