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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P1033140
REPORT IS A COMBINATION OF REPORTS P996737 AND P1007351

Test Lab:  INNOVATION CENTER
Issue Date:  5/6/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S124DIW-B1020D1340UB40-4F0-XX-W2A-D1
Description:  Define 4 Direct/Indirect Wall Mount with 4000K BioUP LEDs {m-DER=0.865} {m-EER=0.951}

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 8793.0 lumens
Efficiency: N/A

Efficacy: 98.9 lumens/watt
Spacing Criteria (0/90/45): 1.23 / 1.28 / 1.39

Luminous Opening: Rectangular w/ Sides (W: 0.33' x L: 4' x H: 0.1')
CIE Type: General Diffuse

Input Watts (W):  88.9
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1033140
CATALOG NUMBER: S124DIW-B1020D1340UB40-4F0-XX-W2A-D1
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1033140
CATALOG NUMBER: S124DIW-B1020D1340UB40-4F0-XX-W2A-D1

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 106 106 106 106 97 97 97 97 80 80 80 65 65 65 50 50 50 44
1 96 91 87 83 87 83 80 76 69 66 64 55 54 52 43 42 41 35
2 87 79 72 67 79 72 67 62 60 56 52 48 45 43 37 35 34 29
3 79 69 61 55 72 63 57 51 52 47 43 42 39 36 33 30 28 24
4 72 61 53 46 65 56 49 43 46 41 37 37 33 30 29 26 24 20
5 66 54 46 39 60 50 42 37 41 36 31 33 29 26 26 23 21 17
6 61 48 40 34 55 44 37 32 37 31 27 30 26 23 24 21 18 15
7 56 43 35 30 51 40 33 28 33 28 24 27 23 20 22 18 16 13
8 52 39 31 26 47 36 29 24 30 25 21 25 21 18 20 17 14 12
9 48 36 28 23 44 33 26 22 28 22 19 23 19 16 18 15 13 11

10 45 33 25 21 41 30 24 19 26 20 17 21 17 14 17 14 12 10

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 9952 9952 9952
5° 9979 9692 9710

10° 9915 9502 9475
15° 9822 9287 9209
20° 9684 9055 8951
25° 9530 8800 8673
30° 9362 8546 8390
35° 9172 8286 8137
40° 9020 8037 7876
45° 8795 7804 7644
50° 8604 7539 7400
55° 8405 7283 7120
60° 8097 6965 6856
65° 7759 6622 6538
70° 7349 6230 6169
75° 6775 5792 5820
80° 6128 5350 5453
85° 5268 4902 5156

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 8795 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1033140
CATALOG NUMBER: S124DIW-B1020D1340UB40-4F0-XX-W2A-D1

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 115.6 1.3 0° 1220 1220 1220 1220 1220
10°-20° 331.3 3.8 5° 1222 1218 1208 1219 1218 116
20°-30° 501.0 5.7 15° 1171 1173 1168 1181 1179 330
30°-40° 606.1 6.9 25° 1072 1080 1084 1099 1100 494
40°-50° 640.7 7.3 35° 938 954 968 987 991 587
50°-60° 603.0 6.9 45° 782 808 834 857 864 604
60°-70° 500.4 5.7 55° 612 641 682 709 718 546
70°-80° 351.1 4.0 65° 424 467 514 548 559 420
80°-90° 201.5 2.3 75° 235 286 343 381 394 250
90°-100° 226.6 2.6 85° 72 130 191 232 246 75
100°-110° 413.0 4.7 90° 26 95 164 211 225 21
110°-120° 611.8 7.0 95° 95 152 217 258 270 98
120°-130° 762.6 8.7 105° 313 342 397 435 450 333
130°-140° 833.8 9.5 115° 571 583 624 653 661 563
140°-150° 808.3 9.2 125° 825 823 856 880 885 735
150°-160° 677.5 7.7 135° 1059 1067 1077 1096 1100 820
160°-170° 450.8 5.1 145° 1285 1289 1290 1297 1299 805
170°-180° 157.8 1.8 155° 1471 1471 1469 1475 1469 677
0°-30° 947.9 10.8 165° 1601 1597 1595 1602 1597 451
0°-40° 1554.0 17.7 175° 1666 1659 1658 1667 1658 158
0°-60° 2797.7 31.8 180° 1668 1668 1668 1668 1668
0°-90° 3850.8 43.8
90°-120° 1251.4 14.2
90°-150° 3656.1 41.6
90°-180° 4942.0 56.2
0°-180° 8793.0 100.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 5 of 7 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1033140
CATALOG NUMBER: S124DIW-B1020D1340UB40-4F0-XX-W2A-D1

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1220.4 1220.4 1220.4 1220.4 1220.4
2.5° 1225.9 1221.8 1210.9 1220.4 1219.1

5° 1221.8 1217.7 1208.1 1219.1 1217.7
7.5° 1213.6 1210.9 1202.7 1215.0 1213.6
10° 1202.7 1201.3 1194.5 1206.8 1205.4

12.5° 1187.6 1187.6 1183.5 1194.5 1194.5
15° 1171.2 1172.6 1168.5 1180.8 1179.4

17.5° 1149.4 1153.5 1152.1 1164.4 1163.0
20° 1126.1 1130.2 1131.6 1145.3 1145.3

22.5° 1100.2 1105.6 1108.4 1122.0 1124.8
25° 1071.5 1079.7 1083.8 1098.8 1100.2

27.5° 1040.0 1052.3 1057.8 1071.5 1072.8
30° 1008.6 1019.5 1029.1 1044.1 1046.9

32.5° 974.4 988.1 999.0 1016.8 1019.5
35° 937.5 953.9 967.6 986.7 990.8

37.5° 900.6 919.8 936.2 955.3 959.4
40° 865.1 882.9 902.0 922.5 928.0

42.5° 824.1 844.6 867.8 891.1 895.2
45° 781.7 807.7 833.7 856.9 863.7

47.5° 742.1 768.1 798.1 821.4 829.6
50° 698.4 728.4 758.5 785.8 794.0

52.5° 654.6 684.7 720.2 747.6 755.8
55° 612.3 641.0 682.0 709.3 717.5

57.5° 564.4 600.0 639.6 672.4 679.2
60° 518.0 553.5 598.6 630.0 641.0

62.5° 472.9 512.5 557.6 589.0 600.0
65° 423.7 467.4 513.9 548.0 559.0

67.5° 377.2 423.7 472.9 507.0 518.0
70° 329.4 375.8 427.8 464.7 474.2

72.5° 282.9 330.7 386.8 422.3 433.2
75° 235.1 285.6 343.0 381.3 393.6

77.5° 190.0 243.3 303.4 341.7 355.3
80° 149.0 203.6 263.8 304.8 315.7

82.5° 108.0 165.4 225.5 267.9 280.2
85° 72.4 129.8 191.3 232.3 246.0

87.5° 45.1 101.1 161.3 200.9 213.2
90° 25.8 94.6 163.7 211.0 224.6

92.5° 54.0 118.6 183.9 226.0 238.2
95° 95.2 151.9 216.9 257.7 270.0

97.5° 140.3 190.2 256.6 297.3 309.6
100° 195.6 236.4 301.3 340.8 350.3

102.5° 255.0 286.4 348.6 388.0 400.2
105° 312.9 341.5 397.2 435.3 450.1

107.5° 376.1 400.6 449.8 489.1 497.4
110° 439.2 461.0 507.5 536.3 551.2
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1033140
CATALOG NUMBER: S124DIW-B1020D1340UB40-4F0-XX-W2A-D1

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 505.0 521.4 563.9 593.9 604.9
115° 570.7 583.0 624.1 652.9 661.2

117.5° 633.9 642.1 681.8 706.6 713.7
120° 695.7 705.0 740.8 761.7 775.1

122.5° 761.5 762.8 798.4 821.9 825.0
125° 824.7 823.3 856.2 879.6 885.2

127.5° 882.8 885.3 910.0 932.0 940.3
130° 943.3 945.8 967.7 989.7 992.7

132.5° 1006.5 1007.7 1022.8 1043.5 1050.4
135° 1059.3 1067.0 1076.6 1096.0 1100.3

137.5° 1119.9 1122.5 1130.5 1147.1 1155.3
140° 1180.6 1181.9 1183.2 1199.7 1205.2

142.5° 1234.8 1237.3 1234.6 1249.6 1255.1
145° 1285.1 1288.8 1290.1 1297.0 1298.7

147.5° 1336.7 1341.7 1340.4 1340.5 1344.7
150° 1383.1 1386.9 1386.9 1386.9 1385.6

152.5° 1425.6 1428.2 1429.5 1433.3 1429.5
155° 1470.7 1470.7 1469.4 1474.6 1469.4

157.5° 1509.4 1506.9 1506.9 1510.7 1506.9
160° 1543.0 1541.7 1540.4 1544.3 1537.8

162.5° 1573.9 1570.1 1568.8 1576.5 1570.1
165° 1601.0 1597.2 1594.6 1602.3 1597.2

167.5° 1623.0 1617.8 1617.8 1625.6 1617.8
170° 1641.0 1634.6 1635.9 1643.6 1634.6

172.5° 1653.9 1648.8 1648.8 1657.8 1648.8
175° 1665.5 1659.1 1657.8 1666.8 1657.8

177.5° 1670.7 1664.3 1664.3 1673.3 1663.0
180° 1668.1 1668.1 1668.1 1668.1 1668.1

(END OF REPORT)
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