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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P983195
TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-1807-864-6)

Test Lab:  INNOVATION CENTER
Issue Date:  5/2/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S124IW-B1340UB2750-4F0-XX-W2A_2700K
Description:  Define 4 Indirect Wall Mount with 2700K BioUP LEDs {m-DER=0.473} {m-EER=0.52}

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 5326.0 lumens
Efficiency: N/A

Efficacy: 126.5 lumens/watt
Spacing Criteria (0/90/45): - / - / -

Luminous Opening: Rectangular (W 0.33' x L: 4' x H: 0')
CIE Type: Indirect

Input Watts (W):  42.1
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P983195
CATALOG NUMBER: S124IW-B1340UB2750-4F0-XX-W2A_2700K
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P983195
CATALOG NUMBER: S124IW-B1340UB2750-4F0-XX-W2A_2700K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 95 95 95 95 81 81 81 81 56 56 56 32 32 32 10 10 10 0
1 87 83 79 76 74 71 68 65 48 47 45 28 27 26 9 9 8 0
2 79 72 66 62 67 62 57 53 42 40 37 24 23 22 8 7 7 0
3 72 63 56 51 61 54 49 44 37 34 31 21 20 18 7 6 6 0
4 65 56 48 43 56 48 42 37 33 29 26 19 17 16 6 6 5 0
5 60 49 42 36 51 42 36 32 29 25 22 17 15 13 5 5 4 0
6 55 44 36 31 47 38 32 27 26 22 19 15 13 11 5 4 4 0
7 50 39 32 27 43 34 28 23 23 19 17 14 11 10 4 4 3 0
8 47 35 28 23 40 30 24 20 21 17 14 12 10 9 4 3 3 0
9 43 32 25 20 37 27 22 18 19 15 13 11 9 8 4 3 3 0

10 40 29 22 18 34 25 19 16 17 14 11 10 8 7 3 3 2 0

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 0 0 0
5° 0 0 0

10° 0 0 0
15° 0 0 0
20° 0 0 0
25° 0 0 0
30° 0 0 0
35° 0 0 0
40° 0 0 0
45° 0 0 0
50° 0 0 0
55° 0 0 0
60° 0 0 0
65° 0 0 0
70° 0 0 0
75° 0 0 0
80° 0 0 0
85° 0 0 0

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 0°
Luminance: 0 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P983195
CATALOG NUMBER: S124IW-B1340UB2750-4F0-XX-W2A_2700K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 0.0 0.0 0° 0 0 0 0 0
10°-20° 0.0 0.0 5° 0 0 0 0 0 0
20°-30° 0.0 0.0 15° 0 0 0 0 0 0
30°-40° 0.0 0.0 25° 0 0 0 0 0 0
40°-50° 0.0 0.0 35° 0 0 0 0 0 0
50°-60° 0.0 0.0 45° 0 0 0 0 0 0
60°-70° 0.0 0.0 55° 0 0 0 0 0 0
70°-80° 0.0 0.0 65° 0 0 0 0 0 0
80°-90° 3.5 0.1 75° 0 0 0 0 0 0
90°-100° 57.1 1.1 85° 0 0 0 0 0 0
100°-110° 376.0 7.1 90° 4 18 28 36 39 4
110°-120° 718.0 13.5 95° 71 27 28 36 37 87
120°-130° 911.5 17.1 105° 387 395 401 413 367 405
130°-140° 975.1 18.3 115° 723 727 726 728 728 712
140°-150° 911.8 17.1 125° 1016 1022 1019 1023 1024 908
150°-160° 735.3 13.8 135° 1261 1260 1265 1267 1270 971
160°-170° 474.2 8.9 145° 1454 1458 1458 1459 1462 908
170°-180° 163.4 3.1 155° 1594 1595 1591 1596 1593 735
0°-30° 0.0 0.0 165° 1682 1675 1675 1685 1674 475
0°-40° 0.0 0.0 175° 1720 1712 1714 1725 1710 164
0°-60° 0.0 0.0 180° 1720 1720 1720 1720 1720
0°-90° 3.5 0.1
90°-120° 1151.1 21.6
90°-150° 3949.5 74.2
90°-180° 5322.0 99.9
0°-180° 5326.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P983195
CATALOG NUMBER: S124IW-B1340UB2750-4F0-XX-W2A_2700K

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 0.0 0.0 0.0 0.0 0.0
2.5° 0.0 0.0 0.0 0.0 0.0

5° 0.0 0.0 0.0 0.0 0.0
7.5° 0.0 0.0 0.0 0.0 0.0
10° 0.0 0.0 0.0 0.0 0.0

12.5° 0.0 0.0 0.0 0.0 0.0
15° 0.0 0.0 0.0 0.0 0.0

17.5° 0.0 0.0 0.0 0.0 0.0
20° 0.0 0.0 0.0 0.0 0.0

22.5° 0.0 0.0 0.0 0.0 0.0
25° 0.0 0.0 0.0 0.0 0.0

27.5° 0.0 0.0 0.0 0.0 0.0
30° 0.0 0.0 0.0 0.0 0.0

32.5° 0.0 0.0 0.0 0.0 0.0
35° 0.0 0.0 0.0 0.0 0.0

37.5° 0.0 0.0 0.0 0.0 0.0
40° 0.0 0.0 0.0 0.0 0.0

42.5° 0.0 0.0 0.0 0.0 0.0
45° 0.0 0.0 0.0 0.0 0.0

47.5° 0.0 0.0 0.0 0.0 0.0
50° 0.0 0.0 0.0 0.0 0.0

52.5° 0.0 0.0 0.0 0.0 0.0
55° 0.0 0.0 0.0 0.0 0.0

57.5° 0.0 0.0 0.0 0.0 0.0
60° 0.0 0.0 0.0 0.0 0.0

62.5° 0.0 0.0 0.0 0.0 0.0
65° 0.0 0.0 0.0 0.0 0.0

67.5° 0.0 0.0 0.0 0.0 0.0
70° 0.0 0.0 0.0 0.0 0.0

72.5° 0.0 0.0 0.0 0.0 0.0
75° 0.0 0.0 0.0 0.0 0.0

77.5° 0.0 0.0 0.0 0.0 0.0
80° 0.0 0.0 0.0 0.0 0.0

82.5° 0.0 0.0 0.0 0.0 0.0
85° 0.0 0.0 0.0 0.0 0.0

87.5° 0.0 0.0 0.0 0.0 0.0
90° 3.9 18.0 28.3 36.0 38.6

92.5° 19.3 16.7 27.0 34.7 34.7
95° 70.8 27.0 28.3 36.0 37.3

97.5° 135.1 163.4 28.3 34.7 36.0
100° 211.0 234.1 56.6 34.7 36.0

102.5° 295.9 311.3 326.8 37.3 37.3
105° 387.2 395.0 401.4 413.0 366.7

107.5° 470.9 474.7 483.7 490.2 495.3
110° 555.8 559.6 567.3 569.9 573.8
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P983195
CATALOG NUMBER: S124IW-B1340UB2750-4F0-XX-W2A_2700K

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 638.1 645.8 648.4 647.1 652.3
115° 723.0 726.9 725.6 728.2 728.2

117.5° 798.9 804.1 807.9 806.6 806.6
120° 876.1 881.3 880.0 882.5 880.0

122.5° 948.2 950.7 953.3 954.6 952.0
125° 1016.3 1021.5 1018.9 1022.8 1024.1

127.5° 1081.9 1083.2 1089.7 1088.4 1087.1
130° 1145.0 1146.3 1150.1 1151.4 1151.4

132.5° 1202.9 1205.5 1210.6 1211.9 1210.6
135° 1260.8 1259.5 1264.6 1267.2 1269.8

137.5° 1312.2 1312.2 1318.7 1321.2 1320.0
140° 1362.4 1365.0 1367.6 1371.4 1372.7

142.5° 1407.4 1412.6 1413.9 1416.4 1416.4
145° 1453.7 1457.6 1457.6 1458.9 1461.5

147.5° 1489.8 1497.5 1496.2 1497.5 1498.8
150° 1529.6 1534.8 1533.5 1533.5 1534.8

152.5° 1563.1 1567.0 1564.4 1567.0 1565.7
155° 1594.0 1595.3 1591.4 1596.5 1592.7

157.5° 1621.0 1621.0 1615.8 1622.3 1615.8
160° 1644.1 1640.3 1639.0 1646.7 1639.0

162.5° 1664.7 1659.6 1658.3 1666.0 1657.0
165° 1681.5 1675.0 1675.0 1685.3 1673.7

167.5° 1695.6 1689.2 1687.9 1699.5 1686.6
170° 1707.2 1699.5 1700.8 1711.0 1698.2

172.5° 1714.9 1707.2 1708.5 1718.8 1704.6
175° 1720.1 1712.3 1713.6 1725.2 1709.8

177.5° 1723.9 1714.9 1717.5 1727.8 1712.3
180° 1720.1 1720.1 1720.1 1720.1 1720.1

(END OF REPORT)
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