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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P1034395
REPORT IS A COMBINATION OF REPORTS P1003067 AND P1007351

Test Lab:  INNOVATION CENTER
Issue Date:  5/7/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S125DIW-B1270D1050UB2750-4F0-XX-W2A-D_2700K
Description:  Define 5 Direct/Indirect Wall Mount with 2700K BioUP LEDs {m-DER=0.473} {m-EER=0.52}

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 9111.0 lumens
Efficiency: N/A

Efficacy: 98.2 lumens/watt
Spacing Criteria (0/90/45): 1.21 / 1.21 / 1.34

Luminous Opening: Rectangular w/ Sides (W: 0.42' x L: 4' x H: 0.1')
CIE Type: General Diffuse

Input Watts (W):  92.8
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1034395
CATALOG NUMBER: S125DIW-B1270D1050UB2750-4F0-XX-W2A-D_2700K
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1034395
CATALOG NUMBER: S125DIW-B1270D1050UB2750-4F0-XX-W2A-D_2700K

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 107 107 107 107 99 99 99 99 84 84 84 70 70 70 57 57 57 50
1 97 92 88 85 89 85 82 79 72 70 67 60 58 56 49 47 46 41
2 88 80 74 68 81 74 69 64 63 59 55 52 49 46 43 40 38 34
3 80 70 63 57 74 65 58 53 55 50 46 46 42 39 37 35 32 28
4 73 62 54 48 67 58 50 45 49 43 39 41 37 33 33 30 28 24
5 67 55 47 41 62 51 44 38 44 38 33 37 32 29 30 27 24 21
6 62 49 41 35 57 46 39 33 39 33 29 33 28 25 27 24 21 18
7 57 45 36 31 53 41 34 29 36 30 25 30 25 22 25 21 19 16
8 53 40 33 27 49 38 31 26 32 27 23 27 23 20 23 19 17 14
9 49 37 29 24 45 34 28 23 30 24 20 25 21 18 21 18 15 13

10 46 34 27 22 42 32 25 20 27 22 18 23 19 16 19 16 14 12

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 10124 10124 10124
5° 10140 9912 9936

10° 10065 9710 9682
15° 9942 9475 9370
20° 9776 9191 9059
25° 9581 8889 8684
30° 9344 8559 8343
35° 9122 8255 8028
40° 8897 7935 7711
45° 8641 7657 7426
50° 8397 7356 7169
55° 8103 7068 6870
60° 7782 6741 6564
65° 7445 6396 6219
70° 7061 5934 5859
75° 6453 5478 5421
80° 5658 4923 4937
85° 4871 4479 4682

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 8641 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1034395
CATALOG NUMBER: S125DIW-B1270D1050UB2750-4F0-XX-W2A-D_2700K

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 149.5 1.6 0° 1580 1580 1580 1580 1580
10°-20° 424.5 4.7 5° 1580 1577 1566 1579 1577 150
20°-30° 631.2 6.9 15° 1509 1510 1500 1509 1503 425
30°-40° 747.5 8.2 25° 1371 1376 1366 1373 1365 631
40°-50° 772.8 8.5 35° 1187 1198 1193 1198 1198 743
50°-60° 711.9 7.8 45° 978 995 1002 1013 1015 754
60°-70° 575.5 6.3 55° 751 776 801 818 824 672
70°-80° 385.1 4.2 65° 517 553 590 614 620 513
80°-90° 201.1 2.2 75° 285 325 375 406 414 302
90°-100° 158.7 1.7 85° 85 136 190 225 237 89
100°-110° 392.2 4.3 90° 26 84 143 184 198 20
110°-120° 612.8 6.7 95° 78 115 129 169 179 87
120°-130° 747.0 8.2 105° 313 342 388 419 429 331
130°-140° 783.4 8.6 115° 571 586 628 652 655 566
140°-150° 725.1 8.0 125° 804 810 841 862 866 718
150°-160° 584.3 6.4 135° 999 1003 1012 1030 1032 770
160°-170° 377.9 4.1 145° 1156 1156 1156 1165 1165 722
170°-180° 130.3 1.4 155° 1271 1265 1267 1270 1262 586
0°-30° 1205.2 13.2 165° 1341 1335 1336 1342 1334 379
0°-40° 1952.7 21.4 175° 1372 1366 1367 1375 1366 131
0°-60° 3437.5 37.7 180° 1372 1372 1372 1372 1372
0°-90° 4599.2 50.5
90°-120° 1163.8 12.8
90°-150° 3419.2 37.5
90°-180° 4512.0 49.5
0°-180° 9111.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1034395
CATALOG NUMBER: S125DIW-B1270D1050UB2750-4F0-XX-W2A-D_2700K

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1580.1 1580.1 1580.1 1580.1 1580.1
2.5° 1584.8 1581.7 1570.8 1581.7 1580.1

5° 1580.1 1577.0 1566.2 1578.6 1577.0
7.5° 1569.3 1567.7 1556.9 1567.7 1566.2
10° 1553.8 1553.8 1541.4 1552.3 1550.7

12.5° 1532.1 1533.7 1524.4 1532.1 1527.5
15° 1508.9 1510.4 1499.6 1508.9 1502.7

17.5° 1479.4 1482.5 1471.7 1479.4 1474.8
20° 1446.9 1450.0 1439.2 1443.8 1443.8

22.5° 1409.7 1415.9 1403.5 1409.7 1405.1
25° 1371.0 1375.7 1366.4 1372.6 1364.8

27.5° 1329.2 1335.4 1324.5 1329.2 1326.1
30° 1281.2 1290.4 1281.2 1284.3 1282.7

32.5° 1237.8 1245.5 1239.3 1242.4 1240.9
35° 1186.7 1197.5 1192.9 1197.5 1197.5

37.5° 1137.1 1146.4 1144.8 1151.0 1149.5
40° 1086.0 1098.4 1096.8 1103.0 1106.1

42.5° 1030.2 1047.2 1051.9 1059.6 1059.6
45° 977.5 994.6 1002.3 1013.1 1014.7

47.5° 923.3 938.8 951.2 966.7 969.8
50° 867.5 884.6 901.6 918.7 923.3

52.5° 808.7 830.3 852.0 870.6 873.7
55° 751.3 776.1 800.9 818.0 824.2

57.5° 692.5 721.9 749.8 768.4 773.0
60° 633.6 664.6 695.6 718.8 723.5

62.5° 576.3 607.3 641.4 667.7 673.9
65° 517.4 553.0 590.2 613.5 619.7

67.5° 463.2 497.3 534.5 562.3 570.1
70° 402.8 438.4 478.7 508.1 517.4

72.5° 343.9 381.1 426.0 458.6 464.7
75° 285.0 325.3 374.9 405.9 413.6

77.5° 227.7 274.2 320.7 354.8 361.0
80° 175.1 221.5 274.2 308.3 314.5

82.5° 127.0 176.6 230.8 263.4 275.8
85° 85.2 136.3 190.5 224.6 237.0

87.5° 54.2 103.8 156.5 192.1 202.9
90° 25.8 83.6 143.3 184.1 197.9

92.5° 41.0 76.8 137.1 176.3 188.2
95° 78.1 115.3 129.4 168.6 179.4

97.5° 127.4 170.7 125.2 159.7 171.7
100° 186.8 222.5 276.0 157.1 162.4

102.5° 247.4 280.8 330.9 363.9 287.8
105° 312.9 341.7 388.2 419.2 429.0

107.5° 380.5 402.2 449.2 481.2 486.4
110° 446.0 464.6 510.1 536.4 548.3
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1034395
CATALOG NUMBER: S125DIW-B1270D1050UB2750-4F0-XX-W2A-D_2700K

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 509.1 526.1 569.0 592.8 601.6
115° 570.6 586.5 627.8 651.7 654.9

117.5° 635.1 642.9 685.7 706.0 714.8
120° 696.2 699.8 738.5 762.9 767.1

122.5° 748.6 755.1 790.3 813.0 816.2
125° 804.5 810.0 841.0 861.7 866.5

127.5° 856.8 860.4 885.6 906.9 908.1
130° 905.6 909.2 931.9 950.5 953.2

132.5° 952.9 959.0 971.5 993.2 994.3
135° 998.7 1003.2 1012.0 1030.1 1031.8

137.5° 1041.4 1045.9 1050.0 1068.6 1069.8
140° 1081.5 1083.5 1084.1 1103.1 1103.2

142.5° 1119.1 1118.6 1120.6 1134.5 1134.6
145° 1155.7 1156.2 1156.2 1165.0 1165.1

147.5° 1186.7 1186.7 1187.8 1191.9 1187.9
150° 1217.3 1215.2 1217.3 1219.3 1212.7

152.5° 1246.7 1241.7 1243.7 1245.7 1238.6
155° 1271.2 1265.1 1267.1 1270.1 1262.0

157.5° 1290.5 1287.4 1287.4 1290.5 1282.3
160° 1310.8 1304.7 1305.7 1309.8 1301.7

162.5° 1327.1 1321.0 1322.0 1328.1 1318.9
165° 1341.3 1335.2 1336.2 1342.3 1334.2

167.5° 1352.5 1346.4 1347.4 1354.5 1345.4
170° 1361.7 1354.5 1355.6 1363.7 1354.5

172.5° 1367.8 1360.6 1362.7 1369.8 1360.6
175° 1371.8 1365.7 1366.7 1374.9 1365.7

177.5° 1374.9 1368.8 1369.8 1376.9 1368.8
180° 1371.8 1371.8 1371.8 1371.8 1371.8

(END OF REPORT)
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