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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P1035083
REPORT IS A COMBINATION OF REPORTS P1003044 AND P1007351

Test Lab:  INNOVATION CENTER
Issue Date:  5/6/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S125DIW-B1090D770UB50-4F0-XX-W2A-D1
Description:  Define 5 Direct/Indirect Wall Mount with 5000K BioUP LEDs {m-DER=1.015} {m-EER=1.115}

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 6682.0 lumens
Efficiency: N/A

Efficacy: 95.5 lumens/watt
Spacing Criteria (0/90/45): 1.21 / 1.21 / 1.34

Luminous Opening: Rectangular w/ Sides (W: 0.42' x L: 4' x H: 0.1')
CIE Type: General Diffuse

Input Watts (W):  70
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035083
CATALOG NUMBER: S125DIW-B1090D770UB50-4F0-XX-W2A-D1
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035083
CATALOG NUMBER: S125DIW-B1090D770UB50-4F0-XX-W2A-D1

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 109 109 109 109 101 101 101 101 87 87 87 75 75 75 63 63 63 57
1 99 94 90 86 92 87 84 80 75 73 70 64 62 60 54 53 51 47
2 89 81 75 69 83 76 70 65 66 61 57 56 53 50 47 45 43 38
3 81 71 64 57 75 67 60 54 58 52 48 49 45 42 42 39 36 32
4 74 63 55 48 69 59 51 46 51 45 41 44 39 36 37 34 31 27
5 68 56 48 41 63 52 45 39 46 40 35 39 34 31 33 30 27 24
6 63 50 42 36 58 47 39 34 41 35 30 35 31 27 30 26 23 21
7 58 45 37 31 54 43 35 30 37 31 27 32 27 24 27 24 21 18
8 54 41 33 28 50 39 31 26 34 28 24 29 25 21 25 21 19 16
9 50 38 30 25 47 35 28 24 31 25 21 27 22 19 23 19 17 15

10 47 34 27 22 44 32 26 21 29 23 19 25 20 17 22 18 15 13

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 8432 8432 8432
5° 8446 8256 8275

10° 8382 8087 8064
15° 8280 7891 7804
20° 8143 7655 7545
25° 7980 7403 7233
30° 7782 7129 6949
35° 7598 6875 6687
40° 7410 6609 6423
45° 7198 6378 6185
50° 6994 6126 5971
55° 6749 5888 5722
60° 6481 5614 5467
65° 6202 5327 5180
70° 5881 4943 4881
75° 5375 4562 4516
80° 4712 4101 4112
85° 4059 3732 3899

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 7198 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035083
CATALOG NUMBER: S125DIW-B1090D770UB50-4F0-XX-W2A-D1

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 124.5 1.9 0° 1316 1316 1316 1316 1316
10°-20° 353.5 5.3 5° 1316 1314 1304 1315 1314 125
20°-30° 525.7 7.9 15° 1257 1258 1249 1257 1252 354
30°-40° 622.6 9.3 25° 1142 1146 1138 1143 1137 526
40°-50° 643.7 9.6 35° 988 997 994 997 997 619
50°-60° 593.0 8.9 45° 814 828 835 844 845 628
60°-70° 479.3 7.2 55° 626 646 667 681 686 559
70°-80° 320.7 4.8 65° 431 461 492 511 516 428
80°-90° 167.2 2.5 75° 237 271 312 338 344 252
90°-100° 155.4 2.3 85° 71 114 159 187 197 74
100°-110° 253.1 3.8 90° 21 68 117 151 162 17
110°-120° 358.6 5.4 95° 64 99 150 184 194 63
120°-130° 437.5 6.5 105° 177 201 244 275 286 189
130°-140° 472.5 7.1 115° 321 333 368 390 397 317
140°-150° 454.2 6.8 125° 462 465 491 511 516 414
150°-160° 379.6 5.7 135° 596 600 609 626 630 460
160°-170° 252.3 3.8 145° 721 722 724 731 734 450
170°-180° 88.3 1.3 155° 823 823 824 827 823 379
0°-30° 1003.8 15.0 165° 895 894 894 897 893 253
0°-40° 1626.4 24.3 175° 931 928 928 932 927 88
0°-60° 2863.1 42.8 180° 933 933 933 933 933
0°-90° 3830.4 57.3
90°-120° 767.1 11.5
90°-150° 2131.3 31.9
90°-180° 2852.0 42.7
0°-180° 6682.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035083
CATALOG NUMBER: S125DIW-B1090D770UB50-4F0-XX-W2A-D1

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1316.1 1316.1 1316.1 1316.1 1316.1
2.5° 1320.0 1317.4 1308.3 1317.4 1316.1

5° 1316.1 1313.5 1304.5 1314.8 1313.5
7.5° 1307.1 1305.8 1296.7 1305.8 1304.5
10° 1294.1 1294.1 1283.8 1292.9 1291.6

12.5° 1276.1 1277.4 1269.6 1276.1 1272.2
15° 1256.7 1258.0 1249.0 1256.7 1251.6

17.5° 1232.2 1234.8 1225.8 1232.2 1228.3
20° 1205.1 1207.7 1198.7 1202.5 1202.5

22.5° 1174.2 1179.3 1169.0 1174.2 1170.3
25° 1141.9 1145.8 1138.0 1143.2 1136.7

27.5° 1107.1 1112.2 1103.2 1107.1 1104.5
30° 1067.1 1074.8 1067.1 1069.6 1068.4

32.5° 1030.9 1037.4 1032.2 1034.8 1033.5
35° 988.4 997.4 993.5 997.4 997.4

37.5° 947.1 954.8 953.5 958.7 957.4
40° 904.5 914.8 913.5 918.7 921.3

42.5° 858.0 872.2 876.1 882.6 882.6
45° 814.2 828.4 834.8 843.8 845.1

47.5° 769.0 781.9 792.2 805.1 807.7
50° 722.6 736.7 750.9 765.1 769.0

52.5° 673.5 691.6 709.7 725.1 727.7
55° 625.8 646.4 667.1 681.3 686.4

57.5° 576.8 601.3 624.5 640.0 643.8
60° 527.7 553.5 579.3 598.7 602.6

62.5° 480.0 505.8 534.2 556.1 561.3
65° 431.0 460.6 491.6 511.0 516.1

67.5° 385.8 414.2 445.1 468.4 474.8
70° 335.5 365.1 398.7 423.2 431.0

72.5° 286.4 317.4 354.8 381.9 387.1
75° 237.4 271.0 312.2 338.1 344.5

77.5° 189.7 228.4 267.1 295.5 300.6
80° 145.8 184.5 228.4 256.8 261.9

82.5° 105.8 147.1 192.3 219.3 229.7
85° 71.0 113.5 158.7 187.1 197.4

87.5° 45.2 86.4 130.3 160.0 169.0
90° 21.3 68.4 117.4 150.7 161.9

92.5° 39.9 80.9 132.5 166.0 176.6
95° 64.0 98.9 150.1 183.6 194.0

97.5° 88.1 119.8 172.5 203.9 213.8
100° 115.8 142.9 193.7 227.3 236.5

102.5° 145.8 173.9 217.5 250.6 260.5
105° 177.1 201.4 244.5 274.7 285.8

107.5° 211.4 233.1 274.2 302.1 309.9
110° 247.1 266.2 304.5 331.3 339.6
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035083
CATALOG NUMBER: S125DIW-B1090D770UB50-4F0-XX-W2A-D1

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 284.9 297.9 335.7 359.6 367.2
115° 320.6 332.6 367.5 390.0 397.1

117.5° 357.1 364.3 398.0 420.6 426.7
120° 392.0 399.4 429.8 451.7 456.6

122.5° 428.4 430.5 460.9 480.9 486.4
125° 461.8 464.9 491.4 510.6 516.3

127.5° 497.6 498.4 521.1 539.7 546.0
130° 530.2 532.6 552.0 569.4 574.4

132.5° 561.6 568.1 580.3 597.6 600.6
135° 596.4 599.5 609.2 626.0 629.5

137.5° 629.1 632.2 638.8 654.9 656.5
140° 659.0 662.7 666.1 681.8 683.3

142.5° 690.2 691.8 694.7 707.1 708.6
145° 720.7 722.3 724.5 731.0 733.9

147.5° 747.7 749.9 751.4 756.2 752.9
150° 776.1 775.3 778.2 778.2 778.1

152.5° 799.3 800.7 801.5 803.6 800.7
155° 823.2 823.2 824.0 826.9 823.2

157.5° 845.0 843.6 844.3 847.2 842.1
160° 863.9 861.7 862.4 865.3 861.7

162.5° 880.6 879.1 879.1 882.8 878.4
165° 895.1 893.7 894.4 897.3 892.9

167.5° 908.2 905.3 905.3 909.6 905.3
170° 918.3 915.4 915.4 919.8 914.7

172.5° 925.6 922.7 922.7 927.1 922.7
175° 930.7 927.8 927.8 932.1 927.1

177.5° 934.3 931.4 930.7 935.0 930.0
180° 932.9 932.9 932.9 932.9 932.9

(END OF REPORT)
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