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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P1035135
REPORT IS A COMBINATION OF REPORTS P1003166 AND P1007351

Test Lab:  INNOVATION CENTER
Issue Date:  5/6/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S125DIW-B1270D1340UB40-4F0-XX-W2A-D
Description:  Define 5 Direct/Indirect Wall Mount with 4000K BioUP LEDs {m-DER=0.865} {m-EER=0.951}

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 10249.0 lumens
Efficiency: N/A

Efficacy: 99.1 lumens/watt
Spacing Criteria (0/90/45): 1.21 / 1.21 / 1.34

Luminous Opening: Rectangular w/ Sides (W: 0.42' x L: 4' x H: 0.1')
CIE Type: General Diffuse

Input Watts (W):  103.4
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035135
CATALOG NUMBER: S125DIW-B1270D1340UB40-4F0-XX-W2A-D
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035135
CATALOG NUMBER: S125DIW-B1270D1340UB40-4F0-XX-W2A-D

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 106 106 106 106 97 97 97 97 81 81 81 65 65 65 52 52 52 45
1 96 91 87 84 88 84 80 77 70 67 65 57 55 53 44 43 42 37
2 87 79 73 68 79 73 67 63 61 57 53 49 46 44 39 37 35 30
3 79 70 62 56 72 64 57 52 53 48 44 43 40 37 34 32 29 25
4 72 61 53 47 66 56 49 44 47 42 38 38 34 31 30 28 25 21
5 66 55 46 40 60 50 43 38 42 36 32 34 30 27 27 24 22 18
6 61 49 41 35 56 45 38 32 38 32 28 31 27 24 25 22 19 16
7 56 44 36 30 51 41 33 28 34 29 25 28 24 21 23 19 17 14
8 52 40 32 27 48 37 30 25 31 26 22 26 22 18 21 18 15 13
9 49 36 29 24 44 34 27 22 28 23 19 24 19 16 19 16 14 11

10 45 33 26 21 42 31 24 20 26 21 17 22 18 15 18 15 12 10

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 10153 10153 10153
5° 10170 9940 9965

10° 10093 9737 9710
15° 9970 9502 9397
20° 9805 9217 9085
25° 9608 8914 8709
30° 9370 8583 8367
35° 9148 8279 8051
40° 8922 7957 7733
45° 8666 7679 7447
50° 8421 7377 7189
55° 8127 7089 6890
60° 7804 6761 6582
65° 7466 6414 6236
70° 7080 5952 5876
75° 6473 5494 5437
80° 5675 4937 4951
85° 4883 4493 4696

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 8666 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035135
CATALOG NUMBER: S125DIW-B1270D1340UB40-4F0-XX-W2A-D

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 150.0 1.5 0° 1585 1585 1585 1585 1585
10°-20° 425.7 4.2 5° 1585 1582 1571 1583 1582 150
20°-30° 633.0 6.2 15° 1513 1515 1504 1513 1507 426
30°-40° 749.7 7.3 25° 1375 1380 1370 1376 1369 633
40°-50° 775.0 7.6 35° 1190 1201 1196 1201 1201 745
50°-60° 714.0 7.0 45° 980 997 1005 1016 1018 756
60°-70° 577.2 5.6 55° 754 778 803 820 826 673
70°-80° 386.2 3.8 65° 519 555 592 615 621 515
80°-90° 202.2 2.0 75° 286 326 376 407 415 303
90°-100° 171.4 1.7 85° 85 137 191 225 238 89
100°-110° 475.0 4.6 90° 26 86 148 190 205 21
110°-120° 761.7 7.4 95° 94 130 134 175 186 106
120°-130° 937.8 9.2 105° 393 423 469 500 510 416
130°-140° 988.6 9.6 115° 720 738 779 802 804 714
140°-150° 917.7 9.0 125° 1017 1025 1056 1076 1080 908
150°-160° 740.1 7.2 135° 1264 1270 1278 1296 1296 975
160°-170° 478.7 4.7 145° 1464 1464 1464 1474 1472 915
170°-180° 165.1 1.6 155° 1610 1602 1605 1609 1598 742
0°-30° 1208.7 11.8 165° 1699 1691 1692 1700 1690 480
0°-40° 1958.3 19.1 175° 1738 1730 1731 1741 1730 165
0°-60° 3447.3 33.6 180° 1738 1738 1738 1738 1738
0°-90° 4612.9 45.0
90°-120° 1408.1 13.7
90°-150° 4252.3 41.5
90°-180° 5636.0 55.0
0°-180° 10249.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035135
CATALOG NUMBER: S125DIW-B1270D1340UB40-4F0-XX-W2A-D

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1584.7 1584.7 1584.7 1584.7 1584.7
2.5° 1589.3 1586.2 1575.3 1586.2 1584.7

5° 1584.7 1581.6 1570.7 1583.1 1581.6
7.5° 1573.8 1572.2 1561.4 1572.2 1570.7
10° 1558.2 1558.2 1545.8 1556.7 1555.1

12.5° 1536.5 1538.1 1528.7 1536.5 1531.8
15° 1513.2 1514.7 1503.9 1513.2 1507.0

17.5° 1483.7 1486.8 1475.9 1483.7 1479.0
20° 1451.1 1454.2 1443.3 1447.9 1447.9

22.5° 1413.8 1420.0 1407.6 1413.8 1409.1
25° 1374.9 1379.6 1370.3 1376.5 1368.7

27.5° 1333.0 1339.2 1328.3 1333.0 1329.9
30° 1284.8 1294.1 1284.8 1287.9 1286.4

32.5° 1241.3 1249.1 1242.9 1246.0 1244.4
35° 1190.0 1200.9 1196.3 1200.9 1200.9

37.5° 1140.3 1149.7 1148.1 1154.3 1152.8
40° 1089.1 1101.5 1099.9 1106.2 1109.3

42.5° 1033.1 1050.2 1054.9 1062.7 1062.7
45° 980.3 997.4 1005.2 1016.0 1017.6

47.5° 925.9 941.5 953.9 969.4 972.5
50° 870.0 887.1 904.2 921.3 925.9

52.5° 811.0 832.7 854.5 873.1 876.2
55° 753.5 778.3 803.2 820.3 826.5

57.5° 694.5 724.0 751.9 770.6 775.2
60° 635.4 666.5 697.6 720.9 725.5

62.5° 577.9 609.0 643.2 669.6 675.8
65° 518.9 554.6 591.9 615.2 621.4

67.5° 464.5 498.7 536.0 564.0 571.7
70° 403.9 439.7 480.1 509.6 518.9

72.5° 344.9 382.2 427.2 459.9 466.1
75° 285.9 326.3 376.0 407.0 414.8

77.5° 228.4 275.0 321.6 355.8 362.0
80° 175.6 222.2 275.0 309.2 315.4

82.5° 127.4 177.1 231.5 264.1 276.5
85° 85.4 136.7 191.1 225.3 237.7

87.5° 54.4 104.1 156.9 192.6 203.5
90° 26.2 86.2 148.0 190.1 204.9

92.5° 46.3 79.7 141.8 182.4 194.5
95° 93.6 130.2 134.0 174.6 185.5

97.5° 156.4 201.4 130.4 165.6 177.7
100° 232.2 268.7 323.5 164.3 168.4

102.5° 309.2 343.9 394.6 428.3 329.4
105° 392.7 422.6 469.2 500.3 509.9

107.5° 478.7 500.5 548.0 580.4 584.6
110° 562.2 580.8 626.9 652.5 664.7
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035135
CATALOG NUMBER: S125DIW-B1270D1340UB40-4F0-XX-W2A-D

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 642.0 659.9 703.1 725.9 734.2
115° 720.3 737.6 779.3 802.2 803.7

117.5° 802.5 810.2 854.3 872.9 881.3
120° 879.8 883.1 922.8 946.6 949.5

122.5° 946.5 954.5 989.9 1012.2 1013.8
125° 1017.3 1024.8 1055.8 1075.6 1079.5

127.5° 1084.1 1088.9 1114.0 1134.8 1133.7
130° 1145.9 1150.7 1173.8 1191.7 1193.0

132.5° 1206.1 1213.9 1225.5 1247.3 1247.1
135° 1264.1 1270.3 1278.5 1296.2 1296.2

137.5° 1318.2 1324.4 1328.0 1346.6 1346.4
140° 1369.5 1372.1 1372.3 1392.0 1390.4

142.5° 1417.2 1416.8 1419.4 1433.4 1431.9
145° 1463.5 1464.5 1464.5 1473.6 1472.1

147.5° 1503.1 1503.1 1504.4 1508.8 1502.9
150° 1541.8 1539.2 1541.8 1544.4 1535.7

152.5° 1579.1 1572.7 1575.3 1577.8 1568.8
155° 1610.0 1602.3 1604.9 1608.8 1598.5

157.5° 1634.5 1630.7 1630.7 1634.5 1624.2
160° 1660.3 1652.6 1653.8 1659.0 1648.7

162.5° 1680.9 1673.2 1674.4 1682.2 1670.6
165° 1698.9 1691.2 1692.5 1700.2 1689.9

167.5° 1713.1 1705.4 1706.6 1715.7 1704.1
170° 1724.7 1715.7 1717.0 1727.3 1715.7

172.5° 1732.4 1723.4 1726.0 1735.0 1723.4
175° 1737.6 1729.8 1731.1 1741.4 1729.8

177.5° 1741.4 1733.7 1735.0 1744.0 1733.7
180° 1737.6 1737.6 1737.6 1737.6 1737.6

(END OF REPORT)
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