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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P1035653
REPORT IS A COMBINATION OF REPORTS P1004337 AND P1007351

Test Lab:  INNOVATION CENTER
Issue Date:  5/7/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S125DIW-B850D770UB30-4F0-XX-W2A-D1
Description:  Define 5 Direct/Indirect Wall Mount with 3000K BioUP LEDs {m-DER=0.589} {m-EER=0.647}

Light Source:  -
Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 6009.0 lumens
Efficiency: N/A

Efficacy: 101.7 lumens/watt
Spacing Criteria (0/90/45): 1.21 / 1.21 / 1.34

Luminous Opening: Rectangular w/ Sides (W: 0.42' x L: 4' x H: 0.1')
CIE Type: General Diffuse

Input Watts (W):  59.1
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035653
CATALOG NUMBER: S125DIW-B850D770UB30-4F0-XX-W2A-D1
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035653
CATALOG NUMBER: S125DIW-B850D770UB30-4F0-XX-W2A-D1

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 108 108 108 108 99 99 99 99 84 84 84 70 70 70 58 58 58 52
1 97 93 89 85 90 86 82 79 73 70 68 61 59 57 50 48 47 42
2 88 81 74 69 81 75 69 64 63 59 55 53 50 47 43 41 39 34
3 80 71 63 57 74 65 59 53 56 50 46 47 43 39 38 35 33 29
4 73 62 54 48 67 58 50 45 49 44 39 41 37 34 34 31 28 25
5 67 55 47 41 62 51 44 38 44 38 34 37 32 29 30 27 24 21
6 62 50 41 35 57 46 39 33 40 34 29 33 29 25 28 24 21 18
7 57 45 37 31 53 42 34 29 36 30 26 30 26 22 25 22 19 16
8 53 41 33 27 49 38 31 26 33 27 23 28 23 20 23 20 17 15
9 49 37 29 24 46 35 28 23 30 24 20 25 21 18 21 18 15 13

10 46 34 27 22 43 32 25 21 28 22 18 24 19 16 20 16 14 12

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 6823 6823 6823
5° 6834 6680 6697

10° 6783 6544 6525
15° 6700 6385 6315
20° 6589 6194 6106
25° 6457 5991 5853
30° 6297 5768 5623
35° 6147 5563 5411
40° 5996 5348 5197
45° 5824 5161 5005
50° 5659 4957 4832
55° 5462 4764 4630
60° 5245 4543 4424
65° 5017 4311 4191
70° 4759 3999 3949
75° 4350 3692 3654
80° 3813 3318 3327
85° 3282 3019 3155

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 5824 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035653
CATALOG NUMBER: S125DIW-B850D770UB30-4F0-XX-W2A-D1

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 100.8 1.7 0° 1065 1065 1065 1065 1065
10°-20° 286.1 4.8 5° 1065 1063 1056 1064 1063 101
20°-30° 425.4 7.1 15° 1017 1018 1011 1017 1013 287
30°-40° 503.8 8.4 25° 924 927 921 925 920 425
40°-50° 520.9 8.7 35° 800 807 804 807 807 501
50°-60° 479.8 8.0 45° 659 670 676 683 684 508
60°-70° 387.9 6.5 55° 506 523 540 551 555 453
70°-80° 259.5 4.3 65° 349 373 398 413 418 346
80°-90° 135.7 2.3 75° 192 219 253 274 279 204
90°-100° 140.1 2.3 85° 57 92 128 151 160 60
100°-110° 247.4 4.1 90° 18 57 98 126 135 15
110°-120° 362.4 6.0 95° 63 91 134 163 171 62
120°-130° 449.2 7.5 105° 182 202 238 263 273 194
130°-140° 488.9 8.1 115° 332 342 371 389 394 328
140°-150° 472.0 7.9 125° 479 483 504 520 524 429
150°-160° 394.9 6.6 135° 620 623 632 645 647 478
160°-170° 262.5 4.4 145° 749 751 754 759 761 468
170°-180° 91.9 1.5 155° 856 856 857 860 856 394
0°-30° 812.3 13.5 165° 931 930 930 934 929 263
0°-40° 1316.1 21.9 175° 968 965 965 970 964 92
0°-60° 2316.7 38.6 180° 970 970 970 970 970
0°-90° 3099.8 51.6
90°-120° 749.9 12.5
90°-150° 2159.9 35.9
90°-180° 2909.0 48.4
0°-180° 6009.0 100.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 5 of 7 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035653
CATALOG NUMBER: S125DIW-B850D770UB30-4F0-XX-W2A-D1

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1064.9 1064.9 1064.9 1064.9 1064.9
2.5° 1068.1 1066.0 1058.7 1066.0 1064.9

5° 1064.9 1062.9 1055.5 1063.9 1062.9
7.5° 1057.6 1056.6 1049.3 1056.6 1055.5
10° 1047.2 1047.2 1038.8 1046.1 1045.1

12.5° 1032.6 1033.6 1027.4 1032.6 1029.4
15° 1016.9 1018.0 1010.6 1016.9 1012.7

17.5° 997.1 999.2 991.9 997.1 993.9
20° 975.2 977.2 969.9 973.1 973.1

22.5° 950.1 954.3 945.9 950.1 947.0
25° 924.0 927.1 920.9 925.0 919.8

27.5° 895.8 900.0 892.7 895.8 893.7
30° 863.4 869.7 863.4 865.5 864.5

32.5° 834.2 839.4 835.2 837.3 836.3
35° 799.7 807.1 803.9 807.1 807.1

37.5° 766.3 772.6 771.6 775.7 774.7
40° 731.9 740.2 739.2 743.4 745.5

42.5° 694.3 705.8 708.9 714.1 714.1
45° 658.8 670.3 675.5 682.8 683.9

47.5° 622.3 632.7 641.1 651.5 653.6
50° 584.7 596.2 607.6 619.1 622.3

52.5° 545.0 559.6 574.2 586.8 588.8
55° 506.4 523.1 539.8 551.3 555.4

57.5° 466.7 486.5 505.3 517.9 521.0
60° 427.0 447.9 468.8 484.4 487.6

62.5° 388.4 409.3 432.2 450.0 454.2
65° 348.7 372.7 397.8 413.4 417.6

67.5° 312.2 335.1 360.2 379.0 384.2
70° 271.5 295.5 322.6 342.5 348.7

72.5° 231.8 256.8 287.1 309.0 313.2
75° 192.1 219.3 252.7 273.5 278.8

77.5° 153.5 184.8 216.1 239.1 243.3
80° 118.0 149.3 184.8 207.8 211.9

82.5° 85.6 119.0 155.6 177.5 185.8
85° 57.4 91.9 128.4 151.4 159.7

87.5° 36.5 70.0 105.5 129.5 136.8
90° 17.5 56.9 97.7 125.5 135.0

92.5° 37.3 71.3 114.6 142.9 151.7
95° 62.7 91.3 134.4 162.6 171.4

97.5° 88.0 113.9 158.9 185.4 193.4
100° 117.2 139.1 182.3 211.0 218.9

102.5° 148.6 172.3 208.4 236.8 245.4
105° 181.6 202.1 237.9 263.3 272.9

107.5° 217.6 236.0 269.9 293.1 299.4
110° 255.0 271.3 302.9 324.9 331.5
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035653
CATALOG NUMBER: S125DIW-B850D770UB30-4F0-XX-W2A-D1

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 294.3 305.2 336.4 356.0 361.8
115° 331.8 342.1 370.7 388.8 394.3

117.5° 370.0 375.9 403.5 422.1 426.4
120° 406.2 413.2 438.0 455.7 458.9

122.5° 444.5 446.3 471.5 487.5 491.5
125° 479.2 482.7 504.3 519.5 524.0

127.5° 516.7 517.9 536.4 551.3 556.1
130° 550.6 553.4 569.5 583.4 587.1

132.5° 583.6 590.4 600.1 613.9 615.8
135° 619.9 623.3 631.5 645.0 647.1

137.5° 653.9 657.3 663.0 676.3 676.7
140° 685.2 689.0 692.4 705.4 705.7

142.5° 717.7 719.7 722.8 732.9 733.3
145° 749.4 751.4 753.7 758.9 760.8

147.5° 777.9 780.1 781.7 786.0 782.1
150° 807.3 806.6 809.6 809.6 809.1

152.5° 831.5 833.0 833.8 836.0 833.0
155° 856.4 856.4 857.2 860.2 856.4

157.5° 879.1 877.6 878.3 881.3 876.1
160° 898.7 896.5 897.2 900.2 896.5

162.5° 916.1 914.6 914.6 918.4 913.8
165° 931.2 929.7 930.4 933.5 928.9

167.5° 944.8 941.8 941.8 946.3 941.8
170° 955.4 952.3 952.3 956.9 951.6

172.5° 962.9 959.9 959.9 964.4 959.9
175° 968.2 965.2 965.2 969.7 964.4

177.5° 972.0 969.0 968.2 972.7 967.4
180° 970.5 970.5 970.5 970.5 970.5

(END OF REPORT)

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 7 of 7 


