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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P1035861
REPORT IS A COMBINATION OF REPORTS P1006345 AND P1007351

Test Lab:  INNOVATION CENTER
Issue Date:  5/6/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S125RDIW-B1270D770UB35-4F0-XX-W2A-F1
Description:  Define 5 Regressed Direct/Indirect Wall Mount with 3500K BioUP LEDs {m-DER=0.721}

{m-EER=0.792}
Light Source:  -

Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 7630.0 lumens
Efficiency: N/A

Efficacy: 90.3 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.11 / 1.25

Luminous Opening: Rectangular w/ Sides (W: 0.42' x L: 4' x H: 0.1')
CIE Type: Semi-Direct

Input Watts (W):  84.5
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035861
CATALOG NUMBER: S125RDIW-B1270D770UB35-4F0-XX-W2A-F1
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035861
CATALOG NUMBER: S125RDIW-B1270D770UB35-4F0-XX-W2A-F1

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 111 111 111 111 104 104 104 104 91 91 91 80 80 80 69 69 69 64
1 101 97 93 90 95 91 88 85 81 78 76 71 69 67 62 60 59 55
2 92 85 79 74 87 80 75 70 71 67 63 63 59 57 55 52 50 46
3 85 75 68 62 79 71 64 59 63 58 53 56 52 48 49 46 43 40
4 78 67 59 53 73 63 56 50 56 50 46 50 45 42 44 40 37 34
5 71 60 51 45 67 56 49 43 50 44 40 45 40 36 39 36 33 30
6 66 54 45 40 62 51 43 38 45 39 35 41 36 32 36 32 29 26
7 61 49 40 35 57 46 39 34 41 35 31 37 32 28 33 29 26 23
8 57 44 36 31 53 42 35 30 38 32 28 34 29 25 30 26 23 21
9 53 40 33 28 50 39 32 27 35 29 25 31 26 23 28 24 21 19

10 50 37 30 25 47 36 29 24 32 26 23 29 24 21 26 22 19 17

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 13313 13313 13313
5° 13314 12981 13001

10° 13184 12653 12542
15° 12997 12195 11938
20° 12766 11645 11304
25° 12501 11107 10624
30° 12177 10515 9911
35° 11847 9915 9153
40° 11532 9299 8413
45° 11153 8632 7638
50° 10769 7925 6848
55° 10325 7230 6030
60° 9869 6433 5182
65° 9326 5544 4268
70° 8693 4514 3359
75° 7816 3394 2447
80° 6592 2198 1650
85° 4934 1180 930

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 11153 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035861
CATALOG NUMBER: S125RDIW-B1270D770UB35-4F0-XX-W2A-F1

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 195.6 2.6 0° 2078 2078 2078 2078 2078
10°-20° 546.5 7.2 5° 2075 2068 2051 2067 2064 197
20°-30° 792.4 10.4 15° 1973 1963 1930 1929 1914 556
30°-40° 902.8 11.8 25° 1789 1766 1707 1687 1670 823
40°-50° 879.9 11.5 35° 1541 1503 1433 1387 1365 965
50°-60° 740.5 9.7 45° 1262 1216 1130 1067 1044 973
60°-70° 518.9 6.8 55° 957 907 819 749 723 856
70°-80° 266.0 3.5 65° 648 595 512 449 425 642
80°-90° 67.9 0.9 75° 345 298 232 198 187 365
90°-100° 64.8 0.8 85° 86 58 50 49 47 95
100°-110° 192.5 2.5 90° 1 7 12 16 18 8
110°-120° 326.5 4.3 95° 49 51 58 64 65 52
120°-130° 429.8 5.6 105° 173 177 181 186 188 184
130°-140° 481.6 6.3 115° 327 330 331 331 330 323
140°-150° 472.0 6.2 125° 477 482 482 481 480 427
150°-160° 396.5 5.2 135° 620 625 626 626 623 478
160°-170° 263.6 3.5 145° 752 754 757 757 754 470
170°-180° 92.2 1.2 155° 860 860 861 864 860 396
0°-30° 1534.4 20.1 165° 935 934 934 937 933 264
0°-40° 2437.2 31.9 175° 972 969 969 974 968 92
0°-60° 4057.7 53.2 180° 974 974 974 974 974
0°-90° 4910.5 64.4
90°-120° 583.8 7.7
90°-150° 1967.2 25.8
90°-180° 2720.0 35.6
0°-180° 7630.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035861
CATALOG NUMBER: S125RDIW-B1270D770UB35-4F0-XX-W2A-F1

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 2077.8 2077.8 2077.8 2077.8 2077.8
2.5° 2082.5 2077.8 2062.1 2077.8 2076.2

5° 2074.6 2068.3 2051.1 2066.8 2063.6
7.5° 2058.9 2052.6 2032.2 2044.8 2041.7
10° 2035.4 2030.7 2008.7 2013.4 2008.7

12.5° 2008.7 2002.4 1971.0 1974.2 1966.3
15° 1972.6 1963.2 1930.2 1928.7 1914.5

17.5° 1935.0 1920.8 1881.6 1873.7 1862.8
20° 1889.4 1873.7 1823.5 1815.7 1801.6

22.5° 1839.2 1823.5 1770.2 1752.9 1741.9
25° 1789.0 1765.5 1707.4 1687.0 1669.7

27.5° 1732.5 1704.3 1643.1 1616.4 1599.1
30° 1669.7 1639.9 1574.0 1537.9 1523.8

32.5° 1608.5 1572.4 1505.0 1464.2 1445.3
35° 1541.1 1503.4 1432.8 1387.3 1365.3

37.5° 1476.7 1431.2 1359.0 1305.7 1283.7
40° 1407.7 1360.6 1285.3 1225.6 1206.8

42.5° 1335.5 1286.8 1208.4 1151.9 1122.1
45° 1261.7 1216.2 1129.9 1067.1 1043.6

47.5° 1184.8 1137.7 1051.4 987.1 960.4
50° 1112.6 1060.8 971.4 905.5 881.9

52.5° 1034.2 980.8 897.6 825.5 801.9
55° 957.3 907.1 819.2 748.6 723.4

57.5° 878.8 825.5 740.7 671.7 649.7
60° 803.5 748.6 663.8 594.8 571.2

62.5° 723.4 671.7 585.3 522.6 499.0
65° 648.1 594.8 511.6 448.8 425.3

67.5° 572.8 519.4 439.4 379.8 360.9
70° 495.9 442.5 364.1 315.4 296.6

72.5° 420.6 368.8 296.6 252.7 241.7
75° 345.2 298.2 232.3 197.7 186.7

77.5° 268.4 230.7 175.8 149.1 139.7
80° 204.0 166.3 122.4 108.3 105.1

82.5° 141.2 108.3 81.6 76.9 75.3
85° 86.3 58.1 50.2 48.6 47.1

87.5° 36.1 25.1 23.5 23.5 22.0
90° 0.8 6.8 12.1 15.9 18.2

92.5° 22.7 26.5 33.4 38.7 40.2
95° 49.3 50.8 58.4 63.7 65.2

97.5° 75.8 76.6 87.2 91.8 92.5
100° 106.2 106.2 116.0 122.8 124.4

102.5° 138.8 142.6 146.4 153.9 156.2
105° 172.9 176.7 181.2 185.8 188.1

107.5° 210.0 213.8 217.6 219.9 219.9
110° 248.7 252.5 254.8 257.1 256.3
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1035861
CATALOG NUMBER: S125RDIW-B1270D770UB35-4F0-XX-W2A-F1

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 288.2 289.7 292.7 293.5 291.9
115° 326.8 329.9 331.4 330.6 329.9

117.5° 366.3 367.0 368.5 369.3 366.3
120° 402.7 406.4 407.2 407.2 404.2

122.5° 442.1 442.8 445.1 444.4 442.1
125° 477.0 481.5 482.3 480.8 480.0

127.5° 515.6 517.9 518.7 517.9 516.4
130° 549.8 553.6 555.1 554.3 552.8

132.5° 583.9 590.7 590.0 589.2 586.9
135° 620.3 624.8 625.6 625.6 622.6

137.5° 654.4 659.0 660.5 661.2 657.4
140° 687.0 690.8 693.1 694.6 690.8

142.5° 719.6 722.7 725.7 726.4 722.7
145° 751.5 754.5 756.8 756.8 754.5

147.5° 781.0 783.3 784.8 787.1 781.0
150° 810.6 809.9 812.9 812.9 811.4

152.5° 834.9 836.4 837.2 839.4 836.4
155° 859.9 859.9 860.7 863.7 859.9

157.5° 882.7 881.1 881.9 884.9 879.6
160° 902.4 900.1 900.8 903.9 900.1

162.5° 919.8 918.3 918.3 922.1 917.5
165° 935.0 933.5 934.2 937.2 932.7

167.5° 948.6 945.6 945.6 950.1 945.6
170° 959.2 956.2 956.2 960.8 955.4

172.5° 966.8 963.8 963.8 968.3 963.8
175° 972.1 969.1 969.1 973.6 968.3

177.5° 975.9 972.9 972.1 976.7 971.4
180° 974.4 974.4 974.4 974.4 974.4

(END OF REPORT)
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