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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P1036001
REPORT IS A COMBINATION OF REPORTS P1006658 AND P1007351

Test Lab:  INNOVATION CENTER
Issue Date:  5/6/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S125RDIW-B610D1340UB40-4F0-XX-W2A-F
Description:  Define 5 Regressed Direct/Indirect Wall Mount with 4000K BioUP LEDs {m-DER=0.865}

{m-EER=0.951}
Light Source:  -

Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 7693.0 lumens
Efficiency: N/A

Efficacy: 116.4 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.11 / 1.25

Luminous Opening: Rectangular w/ Sides (W: 0.42' x L: 4' x H: 0.1')
CIE Type: Semi-Indirect

Input Watts (W):  66.1
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
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Scaled Data Report

TEST NUMBER: P1036001
CATALOG NUMBER: S125RDIW-B610D1340UB40-4F0-XX-W2A-F
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1036001
CATALOG NUMBER: S125RDIW-B610D1340UB40-4F0-XX-W2A-F

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 103 103 103 103 92 92 92 92 73 73 73 55 55 55 38 38 38 31
1 94 89 86 82 84 80 77 75 64 62 60 48 47 46 34 33 33 26
2 85 78 72 67 76 70 66 61 56 53 50 43 40 38 30 29 28 22
3 78 69 62 56 70 62 56 51 49 45 42 38 35 33 27 25 24 19
4 71 61 53 48 64 55 48 43 44 39 36 34 30 28 24 22 20 16
5 65 54 46 41 58 49 42 37 39 34 31 30 27 24 22 20 18 14
6 60 48 41 35 54 44 37 32 35 30 27 27 24 21 20 17 16 12
7 55 44 36 31 50 40 33 28 32 27 23 25 21 19 18 16 14 11
8 51 40 32 27 46 36 29 25 29 24 21 23 19 17 16 14 13 10
9 48 36 29 24 43 33 26 22 27 22 18 21 17 15 15 13 11 9

10 45 33 26 21 40 30 24 20 24 20 17 19 16 13 14 12 10 8

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 6381 6381 6381
5° 6382 6222 6232

10° 6319 6065 6012
15° 6230 5846 5722
20° 6120 5582 5418
25° 5992 5324 5092
30° 5837 5041 4751
35° 5678 4753 4387
40° 5527 4457 4032
45° 5346 4138 3661
50° 5162 3799 3282
55° 4948 3466 2891
60° 4730 3084 2484
65° 4471 2657 2045
70° 4167 2163 1610
75° 3747 1626 1173
80° 3160 1054 791
85° 2367 567 446

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 5346 cd/sqm
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1036001
CATALOG NUMBER: S125RDIW-B610D1340UB40-4F0-XX-W2A-F

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 93.7 1.2 0° 996 996 996 996 996
10°-20° 261.9 3.4 5° 994 991 983 991 989 94
20°-30° 379.8 4.9 15° 946 941 925 924 918 267
30°-40° 432.7 5.6 25° 858 846 818 809 800 395
40°-50° 421.8 5.5 35° 739 721 687 665 654 463
50°-60° 355.0 4.6 45° 605 583 542 512 500 466
60°-70° 248.7 3.2 55° 459 435 393 359 347 410
70°-80° 127.5 1.7 65° 311 285 245 215 204 308
80°-90° 34.4 0.4 75° 166 143 111 95 90 175
90°-100° 59.0 0.8 85° 41 28 24 23 23 45
100°-110° 392.1 5.1 90° 1 12 21 27 31 6
110°-120° 706.2 9.2 95° 73 70 21 27 27 90
120°-130° 906.4 11.8 105° 379 384 384 384 382 401
130°-140° 974.9 12.7 115° 711 717 719 714 706 705
140°-150° 915.0 11.9 125° 1011 1020 1020 1015 1011 903
150°-160° 740.1 9.6 135° 1261 1269 1266 1264 1256 972
160°-170° 478.7 6.2 145° 1462 1464 1464 1466 1458 914
170°-180° 165.1 2.1 155° 1610 1602 1605 1609 1598 742
0°-30° 735.5 9.6 165° 1699 1691 1692 1700 1690 480
0°-40° 1168.2 15.2 175° 1738 1730 1731 1741 1730 165
0°-60° 1944.9 25.3 180° 1738 1738 1738 1738 1738
0°-90° 2355.6 30.6
90°-120° 1157.3 15.0
90°-150° 3953.6 51.4
90°-180° 5337.0 69.4
0°-180° 7693.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1036001
CATALOG NUMBER: S125RDIW-B610D1340UB40-4F0-XX-W2A-F

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 995.9 995.9 995.9 995.9 995.9
2.5° 998.2 995.9 988.4 995.9 995.2

5° 994.4 991.4 983.1 990.7 989.1
7.5° 986.9 983.9 974.1 980.1 978.6
10° 975.6 973.4 962.8 965.1 962.8

12.5° 962.8 959.8 944.8 946.3 942.5
15° 945.5 941.0 925.2 924.5 917.7

17.5° 927.5 920.7 901.9 898.1 892.9
20° 905.7 898.1 874.1 870.3 863.5

22.5° 881.6 874.1 848.5 840.2 834.9
25° 857.5 846.2 818.4 808.6 800.3

27.5° 830.4 816.9 787.6 774.8 766.5
30° 800.3 786.1 754.5 737.2 730.4

32.5° 771.0 753.7 721.4 701.8 692.8
35° 738.7 720.6 686.8 664.9 654.4

37.5° 707.8 686.0 651.4 625.8 615.3
40° 674.7 652.2 616.1 587.5 578.4

42.5° 640.1 616.8 579.2 552.1 537.8
45° 604.8 583.0 541.6 511.5 500.2

47.5° 567.9 545.3 504.0 473.1 460.3
50° 533.3 508.5 465.6 434.0 422.7

52.5° 495.7 470.1 430.3 395.7 384.4
55° 458.8 434.8 392.7 358.8 346.8

57.5° 421.2 395.7 355.0 321.9 311.4
60° 385.1 358.8 318.2 285.1 273.8

62.5° 346.8 321.9 280.6 250.5 239.2
65° 310.7 285.1 245.2 215.1 203.8

67.5° 274.6 249.0 210.6 182.0 173.0
70° 237.7 212.1 174.5 151.2 142.2

72.5° 201.6 176.8 142.2 121.1 115.8
75° 165.5 142.9 111.3 94.8 89.5

77.5° 128.6 110.6 84.2 71.5 66.9
80° 97.8 79.7 58.7 51.9 50.4

82.5° 67.7 51.9 39.1 36.9 36.1
85° 41.4 27.8 24.1 23.3 22.6

87.5° 17.3 12.0 11.3 11.3 10.5
90° 1.3 11.6 20.6 27.0 30.9

92.5° 24.5 12.9 20.6 27.0 28.3
95° 73.4 69.6 20.6 27.0 27.0

97.5° 137.8 145.5 23.2 25.8 27.0
100° 215.1 219.0 224.1 32.2 27.0

102.5° 293.7 298.8 301.4 304.0 195.8
105° 378.7 383.8 383.8 383.8 382.5

107.5° 466.3 466.3 468.8 470.1 465.0
110° 551.3 551.3 553.9 550.0 551.3
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1036001
CATALOG NUMBER: S125RDIW-B610D1340UB40-4F0-XX-W2A-F

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 631.1 635.0 636.3 631.1 628.6
115° 711.0 717.4 718.7 713.6 705.8

117.5° 794.7 794.7 799.9 792.1 789.6
120° 872.0 870.7 874.6 872.0 865.6

122.5° 940.3 946.7 948.0 945.4 937.7
125° 1011.1 1020.1 1020.1 1015.0 1011.1

127.5° 1079.4 1085.8 1084.5 1082.0 1071.6
130° 1141.2 1147.6 1148.9 1145.1 1138.6

132.5° 1203.0 1210.8 1206.9 1206.9 1200.5
135° 1261.0 1268.7 1266.1 1263.6 1255.8

137.5° 1315.1 1322.8 1320.2 1320.2 1313.8
140° 1367.9 1370.5 1369.2 1371.8 1364.0

142.5° 1415.6 1416.8 1419.4 1419.4 1411.7
145° 1461.9 1464.5 1464.5 1465.8 1458.1

147.5° 1503.1 1503.1 1504.4 1505.7 1496.7
150° 1541.8 1539.2 1541.8 1544.4 1534.1

152.5° 1579.1 1572.7 1575.3 1577.8 1568.8
155° 1610.0 1602.3 1604.9 1608.8 1598.5

157.5° 1634.5 1630.7 1630.7 1634.5 1624.2
160° 1660.3 1652.6 1653.8 1659.0 1648.7

162.5° 1680.9 1673.2 1674.4 1682.2 1670.6
165° 1698.9 1691.2 1692.5 1700.2 1689.9

167.5° 1713.1 1705.4 1706.6 1715.7 1704.1
170° 1724.7 1715.7 1717.0 1727.3 1715.7

172.5° 1732.4 1723.4 1726.0 1735.0 1723.4
175° 1737.6 1729.8 1731.1 1741.4 1729.8

177.5° 1741.4 1733.7 1735.0 1744.0 1733.7
180° 1737.6 1737.6 1737.6 1737.6 1737.6

(END OF REPORT)
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