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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information 
Test Method:  LM-79-2019

Report Number:  P1036118
REPORT IS A COMBINATION OF REPORTS P1006922 AND P1007351

Test Lab:  INNOVATION CENTER
Issue Date:  5/6/2025

Manufacturer:  COOPER LIGHTING SOLUTIONS
Product Line:  NEO-RAY

Catalog Number:  S125RDIW-B850D1560UB40-4F0-XX-W2A-F
Description:  Define 5 Regressed Direct/Indirect Wall Mount with 4000K BioUP LEDs {m-DER=0.865}

{m-EER=0.951}
Light Source:  -

Ballast/Driver:  -

Summary 
Lumens per Lamp: N/A

Luminaire Lumens: 9543.0 lumens
Efficiency: N/A

Efficacy: 108.3 lumens/watt
Spacing Criteria (0/90/45): 1.2 / 1.11 / 1.25

Luminous Opening: Rectangular w/ Sides (W: 0.42' x L: 4' x H: 0.1')
CIE Type: Semi-Indirect

Input Watts (W):  88.1
Input Voltage (V):  

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 2 of 7 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1036118
CATALOG NUMBER: S125RDIW-B850D1560UB40-4F0-XX-W2A-F
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1036118
CATALOG NUMBER: S125RDIW-B850D1560UB40-4F0-XX-W2A-F

COEFFICIENT OF UTILIZATION - ZONAL CAVITY METHOD:
RF 20 20 20 20 20 20
RC 80 70 50 30 10 0

RW 70 50 30 10 70 50 30 10 50 30 10 50 30 10 50 30 10 0
RCR

0 103 103 103 103 93 93 93 93 74 74 74 57 57 57 41 41 41 34
1 94 90 86 83 85 82 78 76 65 63 61 51 49 48 37 36 35 29
2 86 79 73 68 77 71 66 62 57 54 51 45 42 40 33 31 30 25
3 79 69 62 57 71 63 57 52 51 46 43 39 37 34 29 27 26 21
4 72 61 54 48 65 56 49 44 45 40 37 35 32 29 26 24 22 18
5 66 55 47 41 59 50 43 38 40 35 32 32 28 25 23 21 19 16
6 61 49 41 36 55 45 38 33 36 31 27 29 25 22 21 19 17 14
7 56 44 36 31 50 40 34 29 33 28 24 26 22 20 19 17 15 12
8 52 40 33 27 47 37 30 25 30 25 21 24 20 17 18 15 14 11
9 48 36 29 24 44 33 27 23 27 23 19 22 18 16 16 14 12 10

10 45 33 26 22 41 31 24 20 25 20 17 20 17 14 15 13 11 9

AVERAGE LUMINANCE (cd/sqm):
0° 45° 90°

0° 8805 8805 8805
5° 8806 8586 8600

10° 8720 8369 8296
15° 8597 8066 7896
20° 8444 7703 7477
25° 8269 7346 7027
30° 8054 6955 6556
35° 7835 6558 6054
40° 7628 6150 5564
45° 7377 5710 5052
50° 7123 5242 4530
55° 6829 4782 3989
60° 6528 4255 3428
65° 6169 3667 2823
70° 5750 2985 2222
75° 5172 2244 1619
80° 4359 1454 1091
85° 3265 781 614

MAXIMUM LUMINANCE 45°-90°:
Horizontal Angle: 0°

Vertical Angle: 45°
Luminance: 7377 cd/sqm

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 4 of 7 



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1036118
CATALOG NUMBER: S125RDIW-B850D1560UB40-4F0-XX-W2A-F

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° 22.5° 45° 67.5° 90° Flux
0°-10° 129.3 1.4 0° 1374 1374 1374 1374 1374
10°-20° 361.5 3.8 5° 1372 1368 1357 1367 1365 130
20°-30° 524.1 5.5 15° 1305 1298 1277 1276 1266 368
30°-40° 597.1 6.3 25° 1183 1168 1129 1116 1104 545
40°-50° 582.0 6.1 35° 1019 994 948 918 903 638
50°-60° 489.8 5.1 45° 834 804 747 706 690 644
60°-70° 343.3 3.6 55° 633 600 542 495 478 566
70°-80° 176.0 1.8 65° 429 393 338 297 281 425
80°-90° 46.9 0.5 75° 228 197 154 131 124 241
90°-100° 69.5 0.7 85° 57 38 33 32 31 63
100°-110° 462.4 4.8 90° 2 14 24 32 36 8
110°-120° 832.6 8.7 95° 87 82 24 32 32 106
120°-130° 1068.7 11.2 105° 446 453 453 453 451 473
130°-140° 1149.4 12.0 115° 838 846 847 841 832 831
140°-150° 1078.8 11.3 125° 1192 1203 1203 1197 1192 1065
150°-160° 872.6 9.1 135° 1487 1496 1493 1490 1481 1146
160°-170° 564.3 5.9 145° 1724 1727 1727 1728 1719 1078
170°-180° 194.6 2.0 155° 1898 1889 1892 1897 1885 875
0°-30° 1014.9 10.6 165° 2003 1994 1996 2005 1992 566
0°-40° 1612.1 16.9 175° 2049 2040 2041 2053 2040 195
0°-60° 2683.9 28.1 180° 2049 2049 2049 2049 2049
0°-90° 3250.0 34.1
90°-120° 1364.5 14.3
90°-150° 4661.4 48.8
90°-180° 6293.0 65.9
0°-180° 9543.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1036118
CATALOG NUMBER: S125RDIW-B850D1560UB40-4F0-XX-W2A-F

CANDELA DISTRIBUTION (FULL):
0° 22.5° 45° 67.5° 90°

0° 1374.3 1374.3 1374.3 1374.3 1374.3
2.5° 1377.4 1374.3 1363.9 1374.3 1373.3

5° 1372.2 1368.1 1356.7 1367.0 1365.0
7.5° 1361.9 1357.7 1344.2 1352.5 1350.4
10° 1346.3 1343.2 1328.6 1331.7 1328.6

12.5° 1328.6 1324.5 1303.7 1305.8 1300.6
15° 1304.8 1298.5 1276.7 1275.7 1266.4

17.5° 1279.8 1270.5 1244.6 1239.4 1232.1
20° 1249.7 1239.4 1206.2 1201.0 1191.6

22.5° 1216.5 1206.2 1170.9 1159.4 1152.2
25° 1183.3 1167.7 1129.3 1115.8 1104.4

27.5° 1145.9 1127.3 1086.8 1069.1 1057.7
30° 1104.4 1084.7 1041.1 1017.2 1007.9

32.5° 1063.9 1040.1 995.4 968.5 956.0
35° 1019.3 994.4 947.7 917.6 903.1

37.5° 976.8 946.7 898.9 863.6 849.1
40° 931.1 899.9 850.1 810.7 798.2

42.5° 883.3 851.2 799.3 761.9 742.2
45° 834.5 804.4 747.4 705.8 690.3

47.5° 783.7 752.5 695.5 652.9 635.3
50° 735.9 701.7 642.5 598.9 583.4

52.5° 684.0 648.7 593.7 546.0 530.4
55° 633.2 600.0 541.8 495.1 478.5

57.5° 581.3 546.0 489.9 444.3 429.7
60° 531.5 495.1 439.1 393.4 377.8

62.5° 478.5 444.3 387.2 345.7 330.1
65° 428.7 393.4 338.4 296.9 281.3

67.5° 378.9 343.6 290.6 251.2 238.7
70° 328.0 292.7 240.8 208.6 196.2

72.5° 278.2 243.9 196.2 167.1 159.9
75° 228.4 197.2 153.6 130.8 123.5

77.5° 177.5 152.6 116.3 98.6 92.4
80° 134.9 110.0 81.0 71.6 69.5

82.5° 93.4 71.6 54.0 50.9 49.8
85° 57.1 38.4 33.2 32.2 31.1

87.5° 23.9 16.6 15.6 15.6 14.5
90° 1.5 13.7 24.3 31.9 36.4

92.5° 28.9 15.2 24.3 31.9 33.4
95° 86.6 82.0 24.3 31.9 31.9

97.5° 162.5 171.6 27.3 30.4 31.9
100° 253.6 258.2 264.2 38.0 31.9

102.5° 346.2 352.3 355.4 358.4 230.8
105° 446.5 452.6 452.6 452.6 451.0

107.5° 549.7 549.7 552.8 554.3 548.2
110° 650.0 650.0 653.0 648.5 650.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P1036118
CATALOG NUMBER: S125RDIW-B850D1560UB40-4F0-XX-W2A-F

CANDELA DISTRIBUTION (continued):
0° 22.5° 45° 67.5° 90°

112.5° 744.1 748.7 750.2 744.1 741.1
115° 838.3 845.9 847.4 841.3 832.2

117.5° 937.0 937.0 943.1 934.0 930.9
120° 1028.1 1026.6 1031.1 1028.1 1020.5

122.5° 1108.6 1116.2 1117.7 1114.7 1105.6
125° 1192.1 1202.8 1202.8 1196.7 1192.1

127.5° 1272.6 1280.2 1278.7 1275.6 1263.5
130° 1345.5 1353.1 1354.6 1350.1 1342.5

132.5° 1418.4 1427.5 1423.0 1423.0 1415.4
135° 1486.7 1495.8 1492.8 1489.8 1480.7

137.5° 1550.5 1559.6 1556.6 1556.6 1549.0
140° 1612.8 1615.8 1614.3 1617.3 1608.2

142.5° 1669.0 1670.5 1673.5 1673.5 1664.4
145° 1723.6 1726.7 1726.7 1728.2 1719.1

147.5° 1772.2 1772.2 1773.8 1775.3 1764.6
150° 1817.8 1814.8 1817.8 1820.8 1808.7

152.5° 1861.8 1854.2 1857.3 1860.3 1849.7
155° 1898.3 1889.2 1892.2 1896.8 1884.6

157.5° 1927.1 1922.6 1922.6 1927.1 1915.0
160° 1957.5 1948.4 1949.9 1956.0 1943.8

162.5° 1981.8 1972.7 1974.2 1983.3 1969.7
165° 2003.1 1994.0 1995.5 2004.6 1992.4

167.5° 2019.8 2010.7 2012.2 2022.8 2009.1
170° 2033.4 2022.8 2024.3 2036.5 2022.8

172.5° 2042.6 2031.9 2035.0 2045.6 2031.9
175° 2048.6 2039.5 2041.0 2053.2 2039.5

177.5° 2053.2 2044.1 2045.6 2056.2 2044.1
180° 2048.6 2048.6 2048.6 2048.6 2048.6

(END OF REPORT)
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