








Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P980363

CATALOG NUMBER: PRLX-243-930-LL7-F-U-S-WHTE-X

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° Flux
0°-10° 263.7 4.4 0° 2819

10°-20° 738.9 12.4 5° 2784 264
20°-30° 1107.3 18.6 15° 2617 739

30°-40° 1336.8 22.4 25° 2405 1107
40°-50° 1390.6 23.3 35° 2135 1337

50°-60° 625.6 10.5 45° 1832 1391
60°-70° 262.5 4.4 55° 565 626

70°-80° 173.6 2.9 65° 268 263
80°-90° 59.0 1.0 75° 164 174

90°-100° 0.0 0.0 85° 54 59
100°-110° 0.0 0.0 90° 0

110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-30° 2109.9 35.4
0°-40° 3446.7 57.9
0°-60° 5462.9 91.7
0°-90° 5958.0 100.0
90°-120° 0.0 0.0
90°-150° 0.0 0.0
90°-180° 0.0 0.0
0°-180° 5958.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

TEST NUMBER: P980363

CATALOG NUMBER: PRLX-243-930-LL7-F-U-S-WHTE-X

CANDELA DISTRIBUTION (FULL):
0°

0° 2819.0

2.5° 2811.3
5° 2784.3

7.5° 2753.5
10° 2716.9

12.5° 2670.6
15° 2616.7

17.5° 2564.7
20° 2516.5

22.5° 2466.4
25° 2404.7

27.5° 2335.4
30° 2267.9

32.5° 2200.5
35° 2135.0

37.5° 2067.5
40° 1992.4

42.5° 1913.4
45° 1832.4

47.5° 1726.5
50° 1477.9

52.5° 1032.8
55° 564.6

57.5° 352.6
60° 296.7

62.5° 283.2
65° 267.8

67.5° 248.6
70° 223.5

72.5° 194.6
75° 163.8

77.5° 134.9
80° 106.0

82.5° 79.0
85° 54.0

87.5° 30.8
90° 0.0
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TEST NUMBER: P980363
CATALOG NUMBER: PRLX-243-930-LL7-F-U-S-WHTE-X

CIE UGR TABLE:
Reflectances:

Ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Wall 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3

Reference plane 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room dimensions Viewed crosswise Viewed endwise
X=2H Y=2H 12.89 14.34 13.25 14.65 14.97 12.89 14.34 13.25 14.65 14.97

3H 14.98 16.27 15.36 16.60 16.96 14.98 16.27 15.36 16.60 16.96
4H 15.81 17.01 16.21 17.36 17.74 15.81 17.01 16.21 17.36 17.74
6H 16.46 17.56 16.87 17.93 18.32 16.46 17.56 16.87 17.93 18.32
8H 16.69 17.74 17.12 18.13 18.53 16.69 17.74 17.12 18.13 18.53

12H 16.87 17.88 17.30 18.26 18.69 16.87 17.88 17.30 18.26 18.69

4H 2H 13.55 14.75 13.95 15.10 15.48 13.55 14.75 13.95 15.10 15.48
3H 15.89 16.88 16.31 17.28 17.68 15.89 16.88 16.31 17.28 17.68
4H 16.86 17.74 17.29 18.15 18.59 16.86 17.74 17.29 18.15 18.59
6H 17.64 18.40 18.10 18.85 19.31 17.64 18.40 18.10 18.85 19.31
8H 17.92 18.64 18.39 19.08 19.55 17.92 18.64 18.39 19.08 19.55

12H 18.16 18.80 18.64 19.28 19.75 18.16 18.80 18.64 19.28 19.75

8H 4H 17.21 17.92 17.67 18.37 18.84 17.21 17.92 17.67 18.37 18.84
6H 18.13 18.73 18.63 19.22 19.70 18.13 18.73 18.63 19.22 19.70
8H 18.51 19.05 19.03 19.56 20.05 18.51 19.05 19.03 19.56 20.05

12H 18.85 19.33 19.36 19.82 20.39 18.85 19.33 19.36 19.82 20.39

12H 4H 17.25 17.88 17.73 18.36 18.84 17.25 17.88 17.73 18.36 18.84
6H 18.20 18.74 18.72 19.25 19.74 18.20 18.74 18.72 19.25 19.74
8H 18.65 19.13 19.16 19.62 20.19 18.65 19.13 19.16 19.62 20.19

END OF REPORT
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