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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P193551

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P24166)
Test Lab:  INNOVATION CENTER P2

Issue Date:  3/3/2020

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  GAN-AF-03-LED-U-RW-8030
Description:  GALLEON AREA AND ROADWAY LUMINAIRE

(3) 80 CRI, 3000K, 1050mA LIGHTSQUARES WITH 16 LEDS EACH AND RECTANGULAR
WIDE OPTICS

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  15158 lumens

Efficiency:  N/A
Efficacy:  91.3 lumens/watt

Luminous Opening:  Rectangular (W 1' x L: 1' x H: 0')
IES Classification:  Type V - Medium - Full Cutoff

BUG Rating:  B4 - U0 - G2

Input Watts (W):  166
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  28.75 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P193551

CATALOG NUMBER: GAN-AF-03-LED-U-RW-8030

Based on 25 foot mounting height.  Maximum calculated value = 2.7 fc
Type V - Medium - Full Cutoff
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P193551

CATALOG NUMBER: GAN-AF-03-LED-U-RW-8030

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 7579.0 0.0 7579.0

% Fixture 50.0 0.0 50.0
Street Side Lumens 7579.0 0.0 7579.0

% Fixture 50.0 0.0 50.0
Total Lumens 15158.0 0.0 15158.0

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 161.3 1.1
10°-20° 501.1 3.3
20°-30° 943.0 6.2
30°-40° 1670.0 11.0
40°-50° 2792.7 18.4
50°-60° 3891.7 25.7
60°-70° 3608.9 23.8
70°-80° 1438.3 9.5
80°-90° 151.2 1.0
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 15158.0 100.0
0°-180° 15158.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P193551

CATALOG NUMBER: GAN-AF-03-LED-U-RW-8030

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 802.7 5.3
FM (30°-60°) 4177.2 27.6

FH (60°-80°) 2523.6 16.6 G2/5000
FVH (80°-90°) 75.6 0.5 G1/100

BL (0°-30°) 802.7 5.3 B2/1000
BM (30°-60°) 4177.2 27.6 B3/5000

BH (60°-80°) 2523.6 16.6 B4/5000 G2/5000
BVH (80°-90°) 75.6 0.5 G1/100

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B4-U0-G2

Type V Medium
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REPORT NUMBER: P193551

CATALOG NUMBER: GAN-AF-03-LED-U-RW-8030

CANDELA DISTRIBUTION (FULL):
0° 5° 10° 15° 20° 25° 30° 35° 40° 45° 50°

0° 1681.4 1681.4 1681.4 1681.4 1681.4 1681.4 1681.4 1681.4 1681.4 1681.4 1681.4

2.5° 1678.5 1677.1 1678.5 1677.8 1679.2 1679.2 1680.7 1683.5 1683.5 1685.7 1685.0
5° 1662.0 1661.3 1663.5 1665.6 1667.8 1672.1 1676.4 1682.8 1687.8 1691.4 1695.0

7.5° 1629.8 1629.8 1632.7 1637.7 1642.7 1652.0 1662.0 1674.9 1687.8 1698.6 1707.9
10° 1603.3 1604.7 1608.3 1616.9 1625.5 1639.8 1653.4 1672.1 1690.0 1707.9 1722.2

12.5° 1587.5 1589.7 1596.1 1609.0 1623.3 1642.7 1663.5 1687.1 1707.2 1728.7 1743.0
15° 1592.5 1594.0 1603.3 1619.0 1637.7 1662.0 1690.0 1717.9 1741.6 1764.5 1783.8

17.5° 1620.5 1622.6 1633.4 1651.3 1670.6 1699.3 1729.4 1760.9 1790.3 1816.1 1839.7
20° 1670.6 1672.8 1686.4 1705.7 1728.7 1758.0 1788.1 1821.1 1854.0 1881.2 1907.8

22.5° 1741.6 1745.1 1758.0 1777.4 1803.2 1834.7 1870.5 1905.6 1937.1 1962.2 1985.8
25° 1834.7 1842.6 1854.7 1876.2 1903.5 1932.1 1970.8 2006.6 2036.7 2060.3 2077.5

27.5° 1966.5 1977.2 1986.6 2007.3 2033.8 2061.1 2099.7 2131.3 2159.9 2182.9 2195.7
30° 2141.3 2152.0 2161.4 2181.4 2205.8 2231.6 2268.1 2296.0 2314.0 2331.9 2331.1

32.5° 2353.4 2364.8 2368.4 2389.9 2415.0 2442.9 2475.9 2491.6 2505.9 2508.1 2495.2
35° 2590.5 2596.2 2610.5 2639.2 2667.8 2690.8 2722.3 2730.2 2730.2 2719.4 2690.8

37.5° 2850.5 2854.1 2874.2 2906.4 2935.8 2959.4 2980.9 2996.7 2988.8 2965.9 2917.9
40° 3135.7 3142.1 3170.8 3199.4 3232.4 3254.6 3277.5 3280.4 3272.5 3238.8 3173.6

42.5° 3407.9 3413.6 3442.3 3487.4 3530.4 3561.2 3582.7 3587.0 3561.9 3531.1 3450.2
45° 3642.1 3657.2 3694.4 3747.5 3809.8 3853.5 3882.9 3895.0 3872.8 3832.7 3738.9

47.5° 3827.7 3842.7 3895.7 3958.8 4036.2 4107.1 4155.8 4181.6 4175.9 4145.8 4043.3
50° 3963.8 3978.1 4035.4 4112.8 4203.1 4291.2 4374.3 4435.9 4457.4 4443.8 4349.9

52.5° 3979.6 4003.2 4070.5 4174.4 4291.9 4412.3 4530.5 4635.1 4706.0 4716.7 4647.2
55° 3759.6 3783.3 3876.4 4030.4 4205.2 4401.5 4590.6 4766.9 4906.6 4978.2 4941.7

57.5° 3241.0 3283.2 3381.4 3561.9 3819.1 4112.8 4414.4 4727.5 5011.9 5201.7 5238.3
60° 2483.7 2533.9 2632.7 2824.7 3111.3 3461.6 3864.2 4327.0 4829.2 5256.2 5511.2

62.5° 1593.3 1640.5 1744.4 1911.3 2144.9 2524.6 2956.6 3506.0 4180.9 4855.0 5462.5
65° 818.8 844.6 899.1 1000.1 1182.0 1465.7 1853.3 2401.4 3172.9 4004.6 4882.9

67.5° 518.7 523.7 535.9 550.2 596.8 694.9 875.4 1217.2 1851.9 2719.4 3747.5
70° 448.5 448.5 442.7 440.6 446.3 459.9 487.9 567.4 781.6 1290.9 2161.4

72.5° 410.5 406.2 396.2 388.3 386.9 386.9 392.6 404.8 439.1 525.8 846.1
75° 378.3 366.1 352.5 343.2 339.6 336.0 335.3 337.4 344.6 358.2 404.0

77.5° 338.9 323.1 307.3 298.0 293.7 288.7 284.4 279.4 275.8 280.1 300.2
80° 291.6 273.7 261.5 255.8 251.5 244.3 235.0 226.4 218.5 217.1 229.2

82.5° 235.0 214.2 214.9 217.1 209.2 199.2 189.1 179.8 166.2 159.0 166.2
85° 189.8 179.1 174.1 187.7 176.2 161.2 145.4 129.0 107.5 90.3 98.1

87.5° 73.8 73.8 110.3 169.8 152.6 124.7 106.7 91.0 56.6 43.7 44.4
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 7 of 8



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269
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CATALOG NUMBER: GAN-AF-03-LED-U-RW-8030

CANDELA DISTRIBUTION (continued):
55° 60° 65° 70° 75° 80° 85° 90°

0° 1681.4 1681.4 1681.4 1681.4 1681.4 1681.4 1681.4 1681.4

2.5° 1684.2 1685.7 1685.0 1684.2 1684.2 1683.5 1684.2 1684.2
5° 1697.1 1700.7 1700.7 1702.2 1702.2 1702.9 1703.6 1702.9

7.5° 1716.5 1722.9 1727.2 1732.2 1733.0 1733.7 1735.1 1733.7
10° 1735.8 1748.7 1758.0 1767.3 1771.6 1773.1 1774.5 1774.5

12.5° 1760.2 1778.1 1794.6 1811.0 1818.9 1823.2 1823.2 1826.1
15° 1800.3 1818.2 1837.5 1859.8 1873.4 1880.5 1882.7 1882.7

17.5° 1856.9 1872.7 1889.1 1910.6 1927.8 1937.1 1939.3 1938.6
20° 1922.8 1937.8 1947.2 1960.8 1975.8 1986.6 1989.4 1989.4

22.5° 1998.0 2006.6 2008.1 2012.3 2024.5 2038.9 2045.3 2046.7
25° 2081.1 2083.3 2077.5 2077.5 2085.4 2099.0 2105.5 2106.2

27.5° 2188.6 2177.8 2163.5 2158.5 2163.5 2179.3 2187.1 2190.0
30° 2322.5 2296.8 2263.8 2245.9 2243.0 2263.8 2278.1 2280.3

32.5° 2475.9 2438.6 2394.9 2358.4 2349.1 2361.9 2379.1 2378.4
35° 2657.8 2613.4 2560.4 2513.8 2492.3 2505.2 2529.6 2532.5

37.5° 2867.7 2809.7 2748.8 2690.1 2656.4 2660.0 2685.8 2694.4
40° 3102.0 3026.8 2950.1 2871.3 2823.3 2814.0 2845.5 2850.5

42.5° 3352.7 3256.0 3159.3 3061.9 3000.3 2985.9 3022.5 3020.3
45° 3619.9 3496.7 3383.5 3276.1 3203.0 3181.5 3211.6 3211.6

47.5° 3907.2 3755.3 3620.7 3498.9 3419.3 3388.5 3417.2 3419.3
50° 4211.7 4050.5 3892.2 3756.8 3661.5 3622.1 3659.3 3665.1

52.5° 4514.7 4357.8 4198.1 4043.3 3928.0 3880.0 3923.0 3941.6
55° 4822.0 4668.0 4515.4 4364.3 4227.4 4170.8 4216.7 4240.3

57.5° 5146.6 5004.0 4858.6 4706.0 4574.2 4486.1 4534.8 4566.3
60° 5527.0 5405.2 5254.0 5085.7 4952.4 4862.9 4890.8 4918.8

62.5° 5827.9 5875.1 5746.9 5552.0 5380.8 5266.2 5293.4 5322.8
65° 5682.4 6167.4 6281.3 6084.3 5847.2 5668.8 5657.4 5672.4

67.5° 4749.7 5691.7 6378.8 6566.5 6368.0 6120.1 6074.3 6096.5
70° 3177.2 4350.7 5562.8 6465.5 6705.4 6609.4 6564.3 6577.9

72.5° 1525.9 2533.9 3774.0 4973.9 5704.6 6039.9 6147.4 6199.7
75° 558.1 1005.8 1818.9 2740.9 3309.0 3830.6 4170.8 4309.8

77.5° 336.7 406.2 581.0 874.7 990.8 1109.0 1063.1 1086.1
80° 249.3 281.5 318.8 358.2 371.1 371.1 356.8 345.3

82.5° 174.8 195.6 213.5 235.0 240.7 230.0 189.1 150.4
85° 112.5 121.8 129.7 143.3 139.7 133.2 89.5 79.5

87.5° 51.6 58.7 61.6 68.1 65.2 62.3 44.4 37.3
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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