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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P529299

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2011-057-19)
Test Lab:  INNOVATION CENTER

Issue Date:  5/27/2021

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  GLAN-SA4C-722-U-SL3-GRSBK
Description:  GALLEON AREA AND ROADWAY LUMINAIRE

(4) 70 CRI, 2200K, 1050mA LIGHTSQUARES WITH 16 LEDS EACH AND TYPE III
SPILL LIGHT ELIMINATOR OPTICS WITH BLACK GLARE REDUCTION SHIELD

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  11956 lumens

Efficiency:  N/A
Efficacy:  56.1 lumens/watt

Luminous Opening:  Rectangular (W 1' x L: 1' x H: 0')
IES Classification:  Type II - Short

BUG Rating:  B2 - U0 - G1

Input Watts (W):  213
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P529299

CATALOG NUMBER: GLAN-SA4C-722-U-SL3-GRSBK

Based on 25 foot mounting height.  Maximum calculated value = 8.4 fc
Type II - Short - N/A
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REPORT NUMBER: P529299

CATALOG NUMBER: GLAN-SA4C-722-U-SL3-GRSBK
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Peachtree City, GA 30269
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REPORT NUMBER: P529299

CATALOG NUMBER: GLAN-SA4C-722-U-SL3-GRSBK

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 1689.6 0.0 1689.6

% Fixture 14.1 0.0 14.1
Street Side Lumens 10266.4 0.0 10266.4

% Fixture 85.9 0.0 85.9
Total Lumens 11956.0 0.0 11956.0

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 440.7 3.7
10°-20° 941.0 7.9
20°-30° 1247.0 10.4
30°-40° 1812.2 15.2
40°-50° 2687.2 22.5
50°-60° 3360.2 28.1
60°-70° 1325.5 11.1
70°-80° 132.0 1.1
80°-90° 10.3 0.1
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 11956.0 100.0
0°-180° 11956.0 100.0
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REPORT NUMBER: P529299

CATALOG NUMBER: GLAN-SA4C-722-U-SL3-GRSBK

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 1855.9 15.5
FM (30°-60°) 7069.5 59.1

FH (60°-80°) 1336.3 11.2 G1/1800
FVH (80°-90°) 4.7 0.0 G0/10

BL (0°-30°) 772.7 6.5 B2/1000
BM (30°-60°) 790.1 6.6 B1/1000

BH (60°-80°) 121.2 1.0 B1/500 G1/500
BVH (80°-90°) 5.6 0.0 G0/10

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B2-U0-G1

Type II Short
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CATALOG NUMBER: GLAN-SA4C-722-U-SL3-GRSBK

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 54° 55° 65° 75° 85°

0° 5266.8 5266.8 5266.8 5266.8 5266.8 5266.8 5266.8 5266.8 5266.8 5266.8 5266.8

2.5° 5573.6 5515.8 5520.2 5500.2 5473.5 5493.5 5406.8 5426.8 5424.6 5306.8 5229.0
5° 5433.5 5495.8 5431.3 5484.7 5433.5 5489.1 5435.7 5395.7 5331.3 5244.5 5100.0

7.5° 5195.6 5135.6 5153.4 5220.1 5231.2 5355.7 5289.0 5340.1 5313.5 5142.3 4944.4
10° 4717.6 4704.3 4793.2 4882.2 4991.1 5124.5 5175.6 5146.7 5126.7 5062.2 4797.7

12.5° 4350.8 4388.6 4386.4 4533.1 4717.6 4793.2 4926.6 4922.2 5033.3 4913.3 4659.8
15° 4001.8 4021.8 4115.2 4206.3 4410.8 4626.5 4791.0 4813.2 4946.6 4862.2 4553.1

17.5° 3788.3 3759.4 3832.8 3941.7 4150.7 4433.1 4615.4 4668.7 4851.0 4833.3 4430.9
20° 3577.1 3577.1 3637.2 3766.1 3957.3 4275.2 4599.8 4584.3 4851.0 4799.9 4299.7

22.5° 3506.0 3541.6 3557.1 3655.0 3881.7 4155.2 4533.1 4562.0 4888.8 4784.3 4241.9
25° 3603.8 3557.1 3561.6 3639.4 3852.8 4097.4 4484.2 4548.7 4957.8 4862.2 4195.2

27.5° 3619.4 3666.1 3679.4 3732.8 3875.1 4115.2 4606.5 4737.7 5128.9 5044.5 4208.5
30° 3755.0 3801.7 3799.5 3890.6 3988.4 4259.7 4879.9 4906.6 5482.4 5273.4 4290.8

32.5° 3919.5 3968.4 3984.0 4090.7 4168.5 4524.2 5213.4 5282.3 5822.6 5633.6 4506.4
35° 4124.1 4106.3 4177.4 4284.1 4450.9 4911.1 5620.3 5735.9 6189.4 6100.5 4728.8

37.5° 4379.7 4357.5 4426.4 4599.8 4826.6 5369.0 5996.0 6071.6 6456.2 6534.0 5140.1
40° 4559.8 4568.7 4777.7 5011.1 5251.2 5804.8 6233.9 6307.2 6642.9 6938.6 5451.3

42.5° 4859.9 4915.5 5166.7 5451.3 5702.5 6131.6 6427.3 6498.4 6729.6 7263.2 5871.5
45° 5295.7 5271.2 5549.1 5867.0 6144.9 6471.8 6656.3 6631.8 6780.8 7585.6 6136.1

47.5° 5855.9 5860.4 6044.9 6316.1 6605.1 6767.4 6912.0 6825.2 6887.5 7925.7 6489.5
50° 6238.3 6271.7 6420.6 6698.5 6843.0 7092.0 7276.6 7223.2 7203.2 8130.3 6711.9

52.5° 6336.1 6436.2 6516.2 6863.0 7201.0 7594.5 7830.1 7943.5 7587.8 8199.2 6994.2
55° 5598.0 5687.0 5969.3 6445.1 7336.6 8390.4 8715.0 8717.2 8090.3 8506.0 7192.1

57.5° 4475.3 4295.2 4468.6 4973.3 6202.7 8357.0 9146.3 9041.8 8341.5 8325.9 7020.9
60° 3094.7 3050.2 3061.4 3261.4 4293.0 6647.4 8150.3 8285.9 7681.2 7216.5 5558.0

62.5° 2452.2 2414.4 2365.5 2343.3 2665.6 4141.8 5749.2 5940.4 5371.3 4679.9 3294.8
65° 1920.9 1898.6 1905.3 1994.2 1992.0 2349.9 3143.6 3065.8 2454.4 1814.1 1036.0

67.5° 1296.1 1329.5 1356.2 1625.2 1763.0 1636.3 1518.5 1474.0 798.1 335.7 229.0
70° 729.2 733.7 762.6 1016.0 1338.4 1269.5 1047.1 1047.1 398.0 122.3 131.2

72.5° 398.0 384.6 357.9 438.0 595.8 604.7 466.9 406.8 117.8 80.0 73.4
75° 193.4 191.2 164.5 135.6 128.9 106.7 82.3 75.6 53.4 51.1 44.5

77.5° 40.0 37.8 20.0 20.0 22.2 24.5 31.1 31.1 37.8 37.8 31.1
80° 0.0 0.0 2.2 8.9 15.6 22.2 26.7 26.7 31.1 31.1 24.5

82.5° 0.0 0.0 2.2 6.7 13.3 20.0 24.5 26.7 31.1 33.3 26.7
85° 0.0 0.0 0.0 4.4 11.1 15.6 13.3 13.3 11.1 8.9 4.4

87.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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CATALOG NUMBER: GLAN-SA4C-722-U-SL3-GRSBK

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 5266.8 5266.8 5266.8 5266.8 5266.8 5266.8 5266.8 5266.8 5266.8 5266.8 5266.8

2.5° 5189.0 5184.5 5082.3 5024.4 4920.0 4828.8 4755.4 4702.1 4702.1 4668.7 4637.6
5° 5042.2 5004.4 4786.6 4646.5 4448.6 4301.9 4201.9 4124.1 4001.8 4035.1 3904.0

7.5° 4859.9 4764.3 4475.3 4261.9 3988.4 3779.5 3566.0 3377.1 3194.7 3112.5 3157.0
10° 4664.3 4497.5 4108.5 3770.6 3430.4 3048.0 2799.0 2496.7 2309.9 2298.8 2249.9

12.5° 4457.5 4268.6 3795.0 3328.1 2881.3 2421.1 2040.9 1758.6 1631.8 1491.8 1518.5
15° 4301.9 4021.8 3446.0 2883.5 2289.9 1825.3 1442.9 1225.0 1104.9 1071.6 1060.5

17.5° 4132.9 3832.8 3090.3 2410.0 1796.4 1313.9 1038.2 933.7 887.1 887.1 880.4
20° 3957.3 3619.4 2736.8 1969.8 1347.3 980.4 831.5 798.1 795.9 793.7 793.7

22.5° 3841.7 3374.8 2416.6 1565.1 1016.0 784.8 722.5 709.2 718.1 744.8 744.8
25° 3719.4 3139.2 2063.1 1207.2 787.0 673.6 638.1 647.0 669.2 693.6 684.7

27.5° 3594.9 2985.8 1729.7 947.1 644.7 589.2 575.8 595.8 620.3 642.5 635.8
30° 3566.0 2821.3 1414.0 718.1 553.6 513.6 522.5 540.2 564.7 573.6 582.5

32.5° 3610.5 2692.3 1158.3 589.2 482.4 471.3 471.3 480.2 495.8 515.8 509.1
35° 3737.2 2618.9 916.0 511.3 442.4 431.3 429.1 438.0 446.9 453.5 446.9

37.5° 3930.6 2561.1 749.2 453.5 415.7 398.0 393.5 391.3 400.2 402.4 406.8
40° 4177.4 2592.3 635.8 418.0 389.1 369.1 355.7 355.7 355.7 362.4 364.6

42.5° 4444.2 2634.5 549.1 398.0 364.6 340.2 326.8 322.4 326.8 335.7 333.5
45° 4724.3 2716.8 493.6 366.8 342.4 311.2 293.5 289.0 300.1 317.9 315.7

47.5° 4986.7 2834.6 451.3 346.8 320.1 291.2 269.0 264.6 284.6 309.0 311.2
50° 5249.0 3039.1 435.7 331.3 304.6 271.2 251.2 246.8 269.0 300.1 306.8

52.5° 5551.3 3259.2 424.6 311.2 286.8 255.7 233.4 229.0 253.4 293.5 295.7
55° 5749.2 3446.0 415.7 275.7 253.4 231.2 213.4 211.2 237.9 273.5 282.3

57.5° 5518.0 3185.9 384.6 240.1 215.7 204.5 189.0 189.0 211.2 244.6 251.2
60° 4184.1 2096.5 273.5 193.4 182.3 175.6 169.0 169.0 186.7 211.2 213.4

62.5° 2450.0 1129.4 175.6 155.6 155.6 149.0 137.8 137.8 155.6 169.0 171.2
65° 727.0 362.4 142.3 133.4 131.2 120.1 108.9 106.7 120.1 126.7 124.5

67.5° 209.0 166.7 117.8 111.2 108.9 91.2 84.5 82.3 84.5 80.0 77.8
70° 124.5 113.4 91.2 93.4 82.3 66.7 60.0 57.8 53.4 46.7 42.2

72.5° 68.9 68.9 66.7 71.1 57.8 44.5 37.8 31.1 24.5 20.0 17.8
75° 42.2 44.5 46.7 48.9 37.8 28.9 24.5 15.6 8.9 4.4 4.4

77.5° 28.9 31.1 33.3 35.6 31.1 26.7 20.0 11.1 2.2 0.0 0.0
80° 22.2 24.5 28.9 31.1 33.3 35.6 26.7 11.1 2.2 0.0 0.0

82.5° 24.5 26.7 33.3 31.1 31.1 31.1 24.5 11.1 2.2 0.0 0.0
85° 4.4 6.7 11.1 11.1 15.6 20.0 15.6 4.4 0.0 0.0 0.0

87.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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