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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P450172

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2011-042-18)
Test Lab:  INNOVATION CENTER

Issue Date:  1/4/2021

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  GLAN-SA1A-722-U-SL4
Description:  GALLEON AREA AND ROADWAY LUMINAIRE

(1) 70 CRI, 2200K, 615mA LIGHTSQUARE WITH 16 LEDS AND TYPE IV SPILL LIGHT
ELIMINATOR OPTICS

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  3330 lumens

Efficiency:  N/A
Efficacy:  100.9 lumens/watt

Luminous Opening:  Rectangular (W 0.5' x L: 0.5' x H: 0')
IES Classification:  Type IV - Short

BUG Rating:  B1 - U0 - G2

Input Watts (W):  33
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P450172

CATALOG NUMBER: GLAN-SA1A-722-U-SL4

Based on 25 foot mounting height.  Maximum calculated value = 1 fc
Type IV - Short - N/A
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Cooper Lighting Solutions Photometric Lab
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Peachtree City, GA 30269
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REPORT NUMBER: P450172

CATALOG NUMBER: GLAN-SA1A-722-U-SL4
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P450172

CATALOG NUMBER: GLAN-SA1A-722-U-SL4

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 447.7 0.0 447.7

% Fixture 13.4 0.0 13.4
Street Side Lumens 2882.4 0.0 2882.4

% Fixture 86.6 0.0 86.6
Total Lumens 3330.0 0.0 3330.0

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 51.1 1.5
10°-20° 131.0 3.9
20°-30° 203.9 6.1
30°-40° 299.1 9.0
40°-50° 443.7 13.3
50°-60° 628.6 18.9
60°-70° 797.4 23.9
70°-80° 663.8 19.9
80°-90° 111.5 3.3
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 3330.0 100.0
0°-180° 3330.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P450172

CATALOG NUMBER: GLAN-SA1A-722-U-SL4

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 260.3 7.8
FM (30°-60°) 1151.6 34.6

FH (60°-80°) 1365.0 41.0 G1/1800
FVH (80°-90°) 105.5 3.2 G2/225

BL (0°-30°) 125.6 3.8 B1/500
BM (30°-60°) 219.8 6.6 B0/220

BH (60°-80°) 96.2 2.9 B0/110 G0/110
BVH (80°-90°) 6.0 0.2 G0/10

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B1-U0-G2

Type IV Short
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P450172

CATALOG NUMBER: GLAN-SA1A-722-U-SL4

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 38° 45° 55° 65° 75° 85°

0° 585.0 585.0 585.0 585.0 585.0 585.0 585.0 585.0 585.0 585.0 585.0

2.5° 608.5 611.5 610.0 608.0 606.7 605.3 603.5 598.0 593.7 589.0 581.6
5° 613.0 614.9 613.6 611.0 608.0 606.7 603.1 595.9 589.0 581.1 570.2

7.5° 610.4 611.2 609.7 606.5 603.8 601.4 597.2 589.3 580.9 571.3 557.0
10° 601.0 603.8 603.8 601.2 598.6 597.2 593.1 585.6 577.9 567.0 550.0

12.5° 593.3 596.3 598.8 598.0 597.8 597.8 594.6 589.0 579.9 569.6 549.5
15° 588.0 591.6 596.9 599.9 601.8 602.3 601.0 596.1 586.9 574.9 551.7

17.5° 586.9 591.2 600.8 607.4 612.3 612.1 611.7 605.0 594.8 582.4 554.6
20° 592.0 597.6 611.0 621.3 628.5 627.1 625.1 616.2 604.4 590.5 557.2

22.5° 607.2 613.0 627.7 639.0 646.0 646.0 639.7 628.1 615.5 599.9 560.8
25° 629.0 635.4 651.0 662.5 665.7 663.3 657.0 642.9 628.5 613.4 568.3

27.5° 655.7 663.4 677.9 687.5 686.6 684.7 678.3 660.2 645.8 632.0 581.1
30° 689.0 694.7 709.7 712.0 708.6 708.2 699.2 681.1 667.6 657.0 599.3

32.5° 720.4 725.5 737.5 738.5 732.5 733.2 724.7 708.2 700.5 696.7 630.0
35° 753.7 756.3 766.7 765.6 761.6 761.0 757.7 741.9 744.3 751.1 673.4

37.5° 781.5 786.8 792.6 793.6 793.4 795.3 797.5 790.0 804.1 825.4 730.4
40° 807.1 811.6 820.3 823.3 830.6 834.4 842.1 842.3 874.8 909.8 800.5

42.5° 824.4 832.1 848.3 853.7 871.6 882.9 894.4 906.6 953.8 998.7 883.3
45° 839.5 849.6 876.5 893.4 917.7 931.4 955.7 981.2 1049.1 1108.0 967.3

47.5° 862.2 871.2 902.1 932.0 968.6 984.4 1020.7 1058.9 1147.7 1212.2 1047.8
50° 893.8 899.3 930.7 979.4 1026.2 1046.5 1094.5 1149.6 1253.0 1315.0 1118.5

52.5° 934.2 936.5 961.5 1026.4 1088.1 1113.3 1176.8 1241.1 1345.1 1404.4 1174.6
55° 982.0 978.2 997.8 1076.2 1158.8 1191.7 1259.9 1333.8 1448.7 1476.6 1215.4

57.5° 1029.2 1023.4 1039.0 1136.8 1246.0 1285.7 1365.2 1429.4 1541.3 1544.1 1244.0
60° 1079.2 1074.9 1093.5 1207.8 1353.0 1400.0 1473.6 1528.5 1630.8 1591.1 1248.5

62.5° 1130.6 1123.6 1150.1 1287.8 1473.6 1516.2 1587.5 1633.8 1718.6 1608.6 1205.0
65° 1180.4 1177.2 1218.2 1382.7 1610.8 1659.4 1728.6 1760.0 1788.9 1582.3 1097.3

67.5° 1233.4 1239.8 1305.3 1509.5 1789.9 1850.8 1925.4 1895.9 1809.0 1457.6 924.1
70° 1314.3 1318.4 1419.6 1675.5 2020.6 2094.1 2130.2 1944.3 1712.0 1220.8 694.7

72.5° 1349.1 1367.3 1521.7 1849.9 2282.7 2327.7 2199.1 1836.5 1426.2 829.3 365.0
73° 1341.4 1363.2 1526.4 1876.4 2303.2 2350.4 2184.4 1781.0 1325.8 714.2 312.9
75° 1245.3 1272.2 1465.3 1854.2 2263.4 2235.2 1948.6 1517.9 895.9 324.8 142.5

77.5° 982.6 990.3 1161.0 1497.3 1782.3 1730.1 1458.3 948.7 365.9 120.7 80.9
80° 492.9 521.3 654.4 857.7 1191.9 1174.8 920.5 448.7 152.5 70.9 53.6

82.5° 237.1 257.3 318.7 418.2 658.6 642.9 455.8 245.2 96.8 41.4 31.6
85° 152.7 167.7 202.9 199.5 270.8 258.6 204.8 185.6 57.4 21.6 22.0

87.5° 100.8 110.4 132.4 105.9 98.5 89.1 90.5 104.6 11.3 8.3 3.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269
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REPORT NUMBER: P450172

CATALOG NUMBER: GLAN-SA1A-722-U-SL4

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 585.0 585.0 585.0 585.0 585.0 585.0 585.0 585.0 585.0 585.0 585.0

2.5° 578.6 576.2 568.1 560.2 552.7 545.5 540.8 534.6 530.5 531.6 533.3
5° 564.2 558.7 544.4 530.5 517.3 501.7 489.1 479.0 471.3 468.4 467.9

7.5° 548.9 539.7 519.2 495.3 472.9 453.6 431.2 420.1 407.1 402.6 401.1
10° 539.7 527.3 498.5 465.2 431.6 399.4 375.2 355.4 337.6 334.2 332.5

12.5° 537.1 520.7 482.0 439.1 394.3 354.9 318.9 293.0 275.7 271.7 265.9
15° 535.6 515.3 466.6 412.8 356.0 307.8 270.0 239.8 224.0 213.4 213.6

17.5° 534.3 509.1 449.3 384.0 322.9 267.4 225.7 198.4 183.9 178.3 177.7
20° 532.4 501.7 429.3 353.7 285.1 230.5 192.8 172.4 162.7 158.0 157.8

22.5° 531.6 494.6 409.8 322.9 251.6 202.2 170.9 156.6 150.4 147.2 147.2
25° 533.5 489.5 389.3 293.5 221.9 177.9 155.9 146.1 142.5 140.8 140.3

27.5° 539.3 487.2 369.0 264.2 194.6 161.3 145.7 139.0 136.3 135.0 135.2
30° 550.4 487.1 349.0 235.3 174.3 148.7 137.7 133.0 130.9 130.1 129.9

32.5° 568.3 491.2 329.5 211.4 157.2 138.2 130.1 126.7 125.8 125.2 125.1
35° 598.6 502.8 310.1 189.6 144.0 128.8 123.0 121.3 120.0 120.5 120.7

37.5° 639.4 523.0 291.7 172.4 134.1 121.9 117.0 115.5 114.7 115.3 115.8
40° 694.1 551.9 276.2 158.7 126.9 116.0 111.7 110.4 109.6 110.6 110.8

42.5° 754.5 585.4 263.5 148.0 121.1 111.1 107.0 105.5 104.9 105.5 105.7
45° 816.5 624.3 256.9 140.3 116.2 107.6 103.2 101.5 100.2 99.9 100.4

47.5° 877.6 658.2 256.7 135.6 112.3 104.4 99.7 97.8 96.1 95.2 95.0
50° 927.5 685.1 261.2 133.5 108.9 100.8 96.1 94.2 92.0 90.1 90.5

52.5° 965.1 702.6 263.3 132.6 107.0 97.0 92.3 90.6 88.0 85.6 85.6
55° 989.3 706.7 258.2 131.6 105.5 93.1 88.0 86.5 83.9 81.4 81.4

57.5° 997.6 693.9 240.0 129.4 104.0 89.7 83.7 82.4 80.3 77.9 77.5
60° 978.4 650.7 208.0 122.6 101.0 86.1 79.0 78.4 77.7 75.6 75.4

62.5° 904.5 558.9 173.2 113.8 95.9 82.4 74.7 75.6 76.2 75.0 74.8
65° 781.5 453.8 148.0 101.5 89.1 77.1 70.0 72.4 73.9 73.9 73.5

67.5° 633.9 348.5 124.7 91.0 80.7 70.0 64.7 66.6 67.7 67.3 68.3
70° 450.6 236.0 101.5 79.0 70.0 61.9 57.9 57.9 57.2 56.8 56.8

72.5° 218.5 134.8 82.4 66.0 59.6 52.8 49.6 48.3 46.8 46.6 45.7
73° 182.6 120.9 78.6 63.6 57.2 51.5 48.0 45.9 44.9 44.2 44.0
75° 111.1 91.8 65.6 53.6 48.7 44.4 41.2 39.3 38.4 37.8 37.6

77.5° 73.2 68.5 51.0 41.0 37.2 34.6 33.3 31.4 30.8 30.1 30.1
80° 54.5 52.3 36.5 29.0 26.7 24.4 24.1 23.7 22.2 21.2 20.9

82.5° 35.2 37.2 24.8 19.4 16.9 15.0 15.2 15.8 14.3 13.0 12.6
85° 25.0 26.9 15.0 8.8 7.1 6.2 7.0 6.2 6.4 5.1 4.1

87.5° 4.1 7.1 2.6 1.1 0.6 0.4 0.0 0.0 0.0 0.0 0.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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