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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P456658

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2011-042-3)
Test Lab:  INNOVATION CENTER

Issue Date:  1/4/2021

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  GLAN-SA8A-722-U-5NQ
Description:  GALLEON AREA AND ROADWAY LUMINAIRE

(8) 70 CRI, 2200K, 615mA LIGHTSQUARES WITH 16 LEDS EACH AND TYPE V NARROW
OPTICS

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  28331 lumens

Efficiency:  N/A
Efficacy:  116.1 lumens/watt

Luminous Opening:  Rectangular (W 1.5' x L: 1.5' x H: 0')
IES Classification:  Type V - Short

BUG Rating:  B4 - U0 - G2

Input Watts (W):  244
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P456658

CATALOG NUMBER: GLAN-SA8A-722-U-5NQ

Based on 25 foot mounting height.  Maximum calculated value = 5.5 fc
Type V - Short - N/A
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Peachtree City, GA 30269
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REPORT NUMBER: P456658

CATALOG NUMBER: GLAN-SA8A-722-U-5NQ

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 14165.5 0.0 14165.5

% Fixture 50.0 0.0 50.0
Street Side Lumens 14165.5 0.0 14165.5

% Fixture 50.0 0.0 50.0
Total Lumens 28331.0 0.0 28331.0

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 336.4 1.2
10°-20° 1085.1 3.8
20°-30° 2050.6 7.2
30°-40° 3396.0 12.0
40°-50° 5301.8 18.7
50°-60° 8196.4 28.9
60°-70° 7067.7 24.9
70°-80° 801.0 2.8
80°-90° 96.0 0.3
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 28331.0 100.0
0°-180° 28331.0 100.0
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CATALOG NUMBER: GLAN-SA8A-722-U-5NQ

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 1736.1 6.1
FM (30°-60°) 8447.1 29.8

FH (60°-80°) 3934.3 13.9 G2/5000
FVH (80°-90°) 48.0 0.2 G1/100

BL (0°-30°) 1736.1 6.1 B3/2500
BM (30°-60°) 8447.1 29.8 B4/8500

BH (60°-80°) 3934.3 13.9 B4/5000 G2/5000
BVH (80°-90°) 48.0 0.2 G1/100

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B4-U0-G2

Type V Short

0 lm

2,112 lm

4,224 lm

6,335 lm

8,447 lm

100°

90°

80°

60°

30°

0°

30°

60°

80°

90°

100°

FL

FM

FH

UL

UH

UL

BH

BM

BL

FVHBVH

FORWARD 
LIGHTBACKLIGHT

UPLIGHT

UH

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 6 of 7



Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P456658

CATALOG NUMBER: GLAN-SA8A-722-U-5NQ

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 75° 85° 90°

0° 3424.3 3424.3 3424.3 3424.3 3424.3 3424.3 3424.3 3424.3 3424.3 3424.3 3424.3

2.5° 3437.8 3445.3 3439.3 3437.8 3436.3 3436.3 3436.3 3437.8 3443.8 3448.3 3445.3
5° 3481.3 3487.3 3484.3 3482.8 3481.3 3482.8 3479.8 3478.3 3482.8 3482.8 3481.3

7.5° 3535.3 3542.8 3539.8 3542.8 3544.3 3545.8 3538.3 3532.3 3530.8 3535.3 3532.3
10° 3608.8 3614.8 3616.3 3617.8 3620.9 3619.4 3610.3 3599.8 3598.3 3596.8 3595.3

12.5° 3691.4 3695.9 3697.4 3703.4 3707.9 3709.4 3698.9 3689.9 3674.9 3677.9 3671.9
15° 3784.4 3793.4 3791.9 3800.9 3812.9 3815.9 3805.4 3790.4 3776.9 3769.4 3764.9

17.5° 3898.5 3904.5 3901.5 3910.5 3925.5 3933.0 3924.0 3904.5 3891.0 3874.4 3865.4
20° 4033.5 4044.0 4047.0 4047.0 4060.5 4068.0 4054.5 4048.5 4027.5 4015.5 4008.0

22.5° 4186.6 4191.1 4200.1 4209.1 4222.6 4219.6 4215.1 4206.1 4186.6 4176.1 4164.1
25° 4359.1 4363.6 4386.1 4405.6 4410.1 4407.1 4401.1 4396.6 4378.6 4354.6 4345.6

27.5° 4560.2 4569.2 4599.2 4617.2 4617.2 4618.7 4606.7 4621.7 4582.7 4554.2 4551.2
30° 4812.3 4818.3 4843.8 4861.8 4852.8 4845.3 4842.3 4857.3 4815.3 4764.3 4752.3

32.5° 5061.4 5082.4 5104.9 5143.9 5112.4 5098.9 5095.9 5106.4 5058.4 5001.4 4984.9
35° 5328.5 5343.5 5385.5 5418.5 5390.0 5358.5 5372.0 5405.0 5348.0 5271.5 5268.5

37.5° 5624.1 5637.6 5691.6 5726.1 5705.1 5651.1 5673.6 5712.6 5655.6 5561.1 5541.6
40° 5931.7 5960.2 6027.7 6063.8 6029.2 5957.2 5999.2 6041.3 5990.2 5880.7 5837.2

42.5° 6276.8 6321.9 6419.4 6437.4 6371.4 6273.8 6347.4 6414.9 6378.9 6252.8 6236.3
45° 6680.5 6707.5 6827.5 6866.6 6775.0 6653.5 6745.0 6868.1 6841.1 6695.5 6664.0

47.5° 7132.2 7157.7 7282.2 7340.7 7225.2 7061.6 7226.7 7387.3 7370.8 7214.7 7199.7
50° 7666.4 7672.4 7844.9 7911.0 7795.4 7654.4 7801.4 8001.0 7935.0 7735.4 7732.4

52.5° 8251.6 8259.1 8476.7 8604.2 8539.7 8380.6 8554.7 8676.2 8508.2 8247.1 8227.6
55° 8758.8 8796.3 9093.4 9432.5 9521.1 9405.5 9458.0 9401.0 8986.9 8620.7 8563.7

57.5° 8965.8 9039.4 9491.0 10124.3 10700.5 10871.6 10466.4 9923.2 9177.4 8659.7 8604.2
60° 8460.2 8539.7 9240.4 10442.4 11912.9 12655.7 11516.8 10011.7 8743.8 8016.0 7929.0

62.5° 6775.0 6797.5 7828.4 9693.6 12619.7 14543.4 11959.5 9257.0 7481.8 6492.9 6458.4
64° 4875.3 5106.4 6198.8 8499.2 12310.6 15262.2 11704.4 8199.1 6077.3 5076.4 4914.3
65° 3646.4 3709.4 4996.9 7258.2 11765.9 15208.2 11209.2 7187.7 5032.9 3884.9 3704.9

67.5° 1377.5 1385.0 1844.2 3617.8 8376.1 13084.9 8554.7 3910.5 2120.3 1533.6 1478.1
70° 571.7 582.2 676.8 1217.0 3599.8 8401.6 4125.0 1410.5 775.8 628.7 619.7

72.5° 418.7 424.7 453.2 540.2 1107.4 3449.8 1356.5 598.7 454.7 406.7 402.2
75° 328.6 331.6 352.6 397.6 516.2 955.9 564.2 411.2 346.6 312.1 309.1

77.5° 250.6 258.1 273.1 303.1 346.6 453.2 373.6 307.6 267.1 238.6 234.1
80° 172.6 181.6 210.1 222.1 232.6 294.1 255.1 232.6 208.6 174.1 163.6

82.5° 106.5 112.5 141.1 151.6 147.1 165.1 163.6 166.6 148.6 108.0 100.5
85° 55.5 58.5 76.5 79.5 73.5 67.5 84.0 97.5 91.5 61.5 60.0

87.5° 12.0 13.5 16.5 15.0 16.5 16.5 21.0 31.5 33.0 21.0 19.5
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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