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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P532569

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2011-057-27)
Test Lab:  INNOVATION CENTER

Issue Date:  5/27/2021

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  GLAN-SA8A-722-U-AFL-GRSBK
Description:  GALLEON AREA AND ROADWAY LUMINAIRE

(8) 70 CRI, 2200K, 615mA LIGHTSQUARES WITH 16 LEDS EACH AND AUTOMOTIVE
FRONTLINE OPTICS WITH BLACK GLARE REDUCTION SHIELD

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  20251 lumens

Efficiency:  N/A
Efficacy:  83.0 lumens/watt

Luminous Opening:  Rectangular (W 1.5' x L: 1.5' x H: 0')
IES Classification:  Type II - Short

BUG Rating:  B3 - U0 - G1

Input Watts (W):  244
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P532569

CATALOG NUMBER: GLAN-SA8A-722-U-AFL-GRSBK

Based on 25 foot mounting height.  Maximum calculated value = 13.1 fc
Type II - Short - N/A

2.25 3.75

1.75

2.75

House Side

Street Side

Type I

Type II

Type III

Type IV

Short Medium Long

10

10 5 2 10.50.2
0.1

-2

-1

0

1

2

3

4

0 1 2 3 4 5 6 7

Tr
an

sv
er

se
 D

is
ta

n
ce

 in
 U

n
it

s 
o

f 
M

o
u

n
ti

n
g 

H
ei

gh
t

Longitudinal Distance in Units of Mounting Height

Iso-Footcandle Lines of Horizontal Illumination Max cd

1/2 Max cd

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 3 of 8



Signify Classified - Internal#
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REPORT NUMBER: P532569

CATALOG NUMBER: GLAN-SA8A-722-U-AFL-GRSBK
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269
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REPORT NUMBER: P532569

CATALOG NUMBER: GLAN-SA8A-722-U-AFL-GRSBK

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 2465.7 0.0 2465.7

% Fixture 12.2 0.0 12.2
Street Side Lumens 17785.3 0.0 17785.3

% Fixture 87.8 0.0 87.8
Total Lumens 20251.0 0.0 20251.0

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 535.3 2.6
10°-20° 1398.9 6.9
20°-30° 2388.4 11.8
30°-40° 4398.3 21.7
40°-50° 6830.5 33.7
50°-60° 4110.8 20.3
60°-70° 475.5 2.3
70°-80° 92.0 0.5
80°-90° 21.3 0.1
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 20251.0 100.0
0°-180° 20251.0 100.0
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Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P532569

CATALOG NUMBER: GLAN-SA8A-722-U-AFL-GRSBK

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 3292.6 16.3
FM (30°-60°) 14063.9 69.4

FH (60°-80°) 418.7 2.1 G0/660
FVH (80°-90°) 10.1 0.1 G1/100

BL (0°-30°) 1030.0 5.1 B3/2500
BM (30°-60°) 1275.7 6.3 B2/2500

BH (60°-80°) 148.8 0.7 B1/500 G1/500
BVH (80°-90°) 11.2 0.1 G1/100

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B3-U0-G1

Type II Short
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CATALOG NUMBER: GLAN-SA8A-722-U-AFL-GRSBK

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 52° 55° 65° 75° 85°

0° 5848.2 5848.2 5848.2 5848.2 5848.2 5848.2 5848.2 5848.2 5848.2 5848.2 5848.2

2.5° 7088.0 6925.7 6940.4 6834.2 6772.2 6671.8 6536.0 6509.4 6361.8 6161.1 5957.4
5° 7725.7 7687.3 7737.5 7584.0 7589.9 7424.6 7105.8 7111.7 6772.2 6444.5 6128.6

7.5° 7767.0 7678.5 7728.7 7864.5 7944.2 7914.6 7734.6 7578.1 7256.3 6775.1 6314.6
10° 6955.2 7123.5 7176.6 7401.0 7719.8 8056.3 8035.7 8044.5 7775.9 7147.1 6474.0

12.5° 6468.1 6355.9 6536.0 6671.8 7153.0 7805.4 8103.6 8168.5 8189.2 7507.2 6633.4
15° 6246.7 6246.7 6276.2 6314.6 6662.9 7265.2 7873.3 8062.2 8508.0 7979.6 6884.3

17.5° 6385.4 6379.5 6420.9 6341.2 6471.1 6934.5 7660.8 7876.3 8865.2 8443.1 7082.1
20° 6807.6 6828.3 6801.7 6571.4 6580.3 6928.6 7424.6 7764.1 9107.3 8844.6 7344.9

22.5° 7395.1 7406.9 7256.3 7005.4 6931.6 7102.8 7560.4 7820.2 9302.1 9325.8 7424.6
25° 8074.1 8026.8 7997.3 7643.0 7418.7 7566.3 7867.4 8018.0 9423.2 9739.0 7651.9

27.5° 9015.8 8921.3 8741.2 8425.4 8260.0 8050.4 8265.9 8513.9 9768.6 10317.7 7899.9
30° 10406.2 10323.6 9972.3 9564.9 9130.9 8924.3 8992.2 9128.0 10391.5 10987.8 8227.6

32.5° 12499.3 12325.1 11817.3 11040.9 10450.5 9880.8 9863.0 10007.7 10949.4 11914.8 8617.2
35° 14804.9 14751.8 14004.9 13204.8 12062.4 11182.6 11197.4 11274.2 12018.1 13131.0 9128.0

37.5° 16337.0 16629.3 16154.0 15294.9 14335.5 13077.9 12759.1 12785.6 13485.3 14571.7 10049.0
40° 17520.8 17272.9 17329.0 17128.2 16472.8 15616.7 14911.2 14772.4 15182.8 16165.8 10964.2

42.5° 17004.2 17016.0 17361.4 17836.7 17999.1 17937.1 17216.8 16954.0 16635.2 17470.7 11835.1
45° 15545.9 15849.9 16298.7 17556.3 18660.4 19696.6 19554.9 19117.9 17638.9 18503.9 12336.9

47.5° 13219.6 13207.8 13942.9 15578.3 18031.6 20458.2 21101.8 20794.7 18350.4 18388.8 12233.6
48° 12360.5 12573.1 13331.8 15256.6 17633.0 20346.0 21240.5 20853.8 18229.3 18235.3 12145.0
50° 9136.8 9098.4 10043.1 12404.8 15749.6 19117.9 20656.0 20957.1 18226.4 17458.8 11525.1

52.5° 4826.7 4992.0 5679.9 7799.5 11135.4 15646.2 18220.5 18689.9 17582.8 16189.4 10633.5
55° 2051.7 1853.9 2382.4 3521.9 6264.4 10453.5 13367.2 14412.3 14866.9 14326.6 9302.1

57.5° 732.1 800.0 921.1 1325.5 2633.3 5721.2 7970.7 8782.6 10300.0 10512.5 6338.2
60° 469.4 478.2 516.6 608.1 989.0 2205.2 3781.7 4428.2 5116.0 5281.3 2958.0

62.5° 363.1 366.1 383.8 398.5 469.4 856.1 1420.0 1682.7 1747.7 1502.6 776.4
65° 304.1 307.0 312.9 312.9 333.6 401.5 496.0 546.1 531.4 525.5 439.9

67.5° 233.2 239.1 250.9 250.9 262.7 245.0 274.5 292.3 330.6 401.5 374.9
70° 183.0 186.0 194.8 200.7 200.7 177.1 197.8 215.5 242.1 298.2 295.2

72.5° 141.7 147.6 153.5 153.5 144.7 121.0 141.7 156.5 174.2 206.6 200.7
75° 109.2 109.2 112.2 91.5 70.9 62.0 85.6 103.3 129.9 135.8 112.2

77.5° 29.5 32.5 29.5 26.6 29.5 44.3 56.1 64.9 82.7 82.7 73.8
80° 0.0 3.0 8.9 17.7 29.5 41.3 50.2 56.1 64.9 70.9 67.9

82.5° 0.0 3.0 8.9 17.7 26.6 32.5 44.3 47.2 53.1 62.0 62.0
85° 0.0 3.0 5.9 11.8 17.7 20.7 20.7 17.7 17.7 14.8 11.8

87.5° 0.0 0.0 3.0 5.9 5.9 8.9 8.9 8.9 8.9 8.9 8.9
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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REPORT NUMBER: P532569

CATALOG NUMBER: GLAN-SA8A-722-U-AFL-GRSBK

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 5848.2 5848.2 5848.2 5848.2 5848.2 5848.2 5848.2 5848.2 5848.2 5848.2 5848.2

2.5° 5877.7 5786.2 5647.4 5429.0 5219.4 5083.6 4953.7 4809.0 4729.3 4723.4 4679.1
5° 5948.5 5741.9 5411.2 5036.3 4634.8 4289.4 3941.1 3713.8 3510.1 3397.9 3377.2

7.5° 5986.9 5718.3 5183.9 4555.1 3870.2 3306.4 2916.7 2630.3 2518.2 2435.5 2432.5
10° 6066.6 5676.9 4844.4 3917.5 3070.2 2500.4 2231.8 2101.9 2039.9 2016.3 1980.9

12.5° 6125.7 5600.2 4496.1 3262.1 2426.6 2072.4 1954.3 1924.8 1927.7 1939.5 1924.8
15° 6208.3 5532.3 4026.7 2677.6 2037.0 1865.7 1865.7 1871.6 1913.0 1918.9 1915.9

17.5° 6202.4 5399.4 3542.5 2205.2 1800.8 1777.2 1786.0 1842.1 1868.7 1877.5 1856.9
20° 6273.3 5275.4 3043.6 1883.5 1667.9 1703.4 1762.4 1777.2 1809.7 1815.6 1791.9

22.5° 6252.6 4965.5 2580.2 1629.6 1567.6 1635.5 1694.5 1712.2 1703.4 1685.7 1682.7
25° 6214.2 4699.8 2155.0 1461.3 1493.8 1567.6 1623.7 1591.2 1573.5 1576.4 1579.4

27.5° 6146.3 4363.2 1803.7 1343.2 1393.4 1502.6 1499.7 1487.9 1505.6 1490.8 1505.6
30° 6134.5 4026.7 1514.4 1236.9 1319.6 1399.3 1405.2 1425.9 1446.5 1420.0 1446.5

32.5° 6152.2 3657.7 1307.8 1172.0 1275.3 1278.3 1343.2 1363.9 1349.1 1290.1 1296.0
35° 6288.0 3374.3 1157.2 1136.6 1204.5 1207.4 1269.4 1242.8 1177.9 1142.5 1163.1

37.5° 6574.4 3138.1 1086.4 1104.1 1110.0 1148.4 1151.3 1098.2 1104.1 1101.1 1112.9
40° 6940.4 2958.0 1036.2 1074.6 1068.7 1095.2 989.0 1018.5 1045.1 1053.9 1059.8

42.5° 7191.4 2828.1 1003.7 1027.3 1015.5 968.3 909.3 938.8 959.4 991.9 997.8
45° 7303.5 2724.8 965.3 944.7 944.7 859.1 835.5 841.4 888.6 924.0 918.1

47.5° 7120.5 2624.4 897.4 835.5 856.1 785.3 758.7 758.7 808.9 853.2 844.3
48° 7049.7 2583.1 900.4 811.8 826.6 773.5 746.9 741.0 797.1 838.4 838.4
50° 6698.4 2429.6 823.6 746.9 717.4 711.5 693.7 699.7 735.1 773.5 773.5

52.5° 6013.5 2099.0 696.7 640.6 587.5 622.9 631.8 619.9 637.7 673.1 670.1
55° 5018.6 1611.9 558.0 531.4 490.1 528.4 546.1 531.4 513.7 540.2 540.2

57.5° 3214.9 867.9 445.8 451.7 410.3 448.7 463.5 428.1 395.6 416.2 413.3
60° 1449.5 519.6 366.1 357.2 330.6 374.9 398.5 357.2 312.9 327.7 342.4

62.5° 543.2 369.0 277.5 271.6 265.7 307.0 318.8 286.4 242.1 250.9 253.9
65° 398.5 324.7 221.4 200.7 212.6 242.1 236.2 203.7 174.2 174.2 180.1

67.5° 339.5 283.4 180.1 156.5 156.5 159.4 147.6 129.9 121.0 126.9 132.8
70° 265.7 224.4 141.7 121.0 109.2 97.4 85.6 82.7 73.8 82.7 79.7

72.5° 171.2 150.6 109.2 91.5 82.7 67.9 56.1 53.1 44.3 41.3 41.3
75° 91.5 91.5 85.6 73.8 64.9 53.1 44.3 35.4 23.6 17.7 17.7

77.5° 64.9 70.9 76.8 70.9 59.0 44.3 35.4 23.6 11.8 5.9 5.9
80° 62.0 70.9 76.8 67.9 59.0 44.3 32.5 17.7 8.9 3.0 3.0

82.5° 56.1 64.9 70.9 62.0 53.1 38.4 29.5 17.7 8.9 3.0 3.0
85° 11.8 14.8 17.7 17.7 20.7 26.6 20.7 14.8 5.9 3.0 3.0

87.5° 8.9 8.9 8.9 8.9 8.9 8.9 5.9 5.9 3.0 3.0 3.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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