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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P456912

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2011-042-9)
Test Lab:  INNOVATION CENTER

Issue Date:  1/4/2021

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  GLAN-SA8B-722-U-T3R-HSS
Description:  GALLEON AREA AND ROADWAY LUMINAIRE

(8) 70 CRI, 2200K, 800mA LIGHTSQUARES WITH 16 LEDS EACH AND TYPE III
ROADWAY OPTICS WITH HOUSE SIDE SHIELD

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  26446 lumens

Efficiency:  N/A
Efficacy:  81.4 lumens/watt

Luminous Opening:  Rectangular (W 1.5' x L: 1.5' x H: 0')
IES Classification:  Type III - Short

BUG Rating:  B2 - U0 - G4

Input Watts (W):  325
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P456912

CATALOG NUMBER: GLAN-SA8B-722-U-T3R-HSS

Based on 25 foot mounting height.  Maximum calculated value = 8.1 fc
Type III - Short - N/A
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REPORT NUMBER: P456912

CATALOG NUMBER: GLAN-SA8B-722-U-T3R-HSS
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Peachtree City, GA 30269
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REPORT NUMBER: P456912

CATALOG NUMBER: GLAN-SA8B-722-U-T3R-HSS

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 1909.9 0.0 1909.9

% Fixture 7.2 0.0 7.2
Street Side Lumens 24536.1 0.0 24536.1

% Fixture 92.8 0.0 92.8
Total Lumens 26446.0 0.0 26446.0

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 398.5 1.5
10°-20° 887.3 3.4
20°-30° 1429.9 5.4
30°-40° 2486.2 9.4
40°-50° 4108.3 15.5
50°-60° 6346.4 24.0
60°-70° 7749.9 29.3
70°-80° 2941.3 11.1
80°-90° 98.2 0.4
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 26446.0 100.0
0°-180° 26446.0 100.0
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Peachtree City, GA 30269
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REPORT NUMBER: P456912

CATALOG NUMBER: GLAN-SA8B-722-U-T3R-HSS

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 1881.3 7.1
FM (30°-60°) 12125.9 45.9

FH (60°-80°) 10432.0 39.4 G4/12000
FVH (80°-90°) 96.8 0.4 G1/100

BL (0°-30°) 834.4 3.2 B2/1000
BM (30°-60°) 815.0 3.1 B1/1000

BH (60°-80°) 259.2 1.0 B1/500 G1/500
BVH (80°-90°) 1.4 0.0 G0/10

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B2-U0-G4

Type III Short
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CATALOG NUMBER: GLAN-SA8B-722-U-T3R-HSS

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 75° 76° 85°

0° 4837.8 4837.8 4837.8 4837.8 4837.8 4837.8 4837.8 4837.8 4837.8 4837.8 4837.8

2.5° 4623.1 4625.0 4636.2 4664.2 4707.1 4742.6 4772.5 4821.0 4854.6 4858.4 4869.6
5° 4303.8 4281.4 4303.8 4376.6 4442.0 4540.9 4662.3 4783.7 4892.0 4899.4 4951.7

7.5° 3945.3 3964.0 3999.5 4074.1 4197.4 4348.6 4524.1 4740.7 4946.1 4964.8 5067.5
10° 3581.2 3622.3 3680.2 3794.1 3965.9 4161.9 4400.9 4710.9 5032.0 5058.1 5235.5

12.5° 3245.1 3263.8 3334.8 3487.9 3700.7 3977.1 4307.5 4694.0 5127.2 5159.0 5414.8
15° 2987.5 3011.7 3073.3 3211.5 3448.6 3803.4 4231.0 4688.4 5220.6 5265.4 5594.0

17.5° 2938.9 2953.9 2980.0 3073.3 3280.6 3665.2 4161.9 4686.6 5310.2 5364.4 5760.2
20° 3138.7 3125.6 3099.5 3090.2 3204.1 3558.8 4111.5 4701.5 5396.1 5457.7 5935.7

22.5° 3639.1 3655.9 3502.8 3321.7 3284.3 3542.0 4104.0 4772.5 5532.4 5605.2 6131.8
25° 4701.5 4572.7 4333.7 3900.5 3573.7 3644.7 4188.0 4940.5 5691.1 5771.4 6309.1

27.5° 5876.0 5836.7 5465.2 4751.9 4143.2 3861.3 4337.4 5069.3 5743.4 5825.5 6410.0
30° 7029.9 7076.5 6650.8 5862.9 4970.4 4262.7 4477.5 5117.9 5790.1 5876.0 6538.8

32.5° 8099.7 8155.8 7782.3 7001.9 5945.0 4957.3 4718.3 5306.5 5986.1 6073.9 6753.5
35° 8941.8 8949.3 8667.4 8045.6 7009.3 5801.3 5239.3 5637.0 6251.3 6354.0 6981.3

37.5° 9714.8 9703.6 9373.2 8837.3 7896.2 6639.6 5894.6 6017.9 6553.7 6660.2 7309.9
40° 10288.1 10295.5 10189.1 9685.0 8723.4 7414.5 6413.7 6374.5 7061.6 7227.8 7787.9

42.5° 10670.8 10739.9 10792.2 10536.4 9763.4 8368.6 7211.0 7138.2 7942.9 8081.1 8463.8
45° 10980.8 11104.0 11365.4 11352.3 10762.3 9539.3 8305.1 8155.8 9192.0 9339.5 9324.6

47.5° 11206.7 11331.8 11765.0 12026.4 11701.5 10674.6 9681.2 9552.4 10683.9 10844.5 10275.0
50° 11322.5 11471.8 12024.5 12530.5 12435.3 11768.7 11249.7 11257.1 12485.7 12640.7 11376.6

52.5° 11051.7 11245.9 12162.7 13073.9 13258.7 12816.2 12719.1 12965.6 14089.6 14222.2 12371.8
55° 10187.2 10431.8 11974.1 13536.9 14212.8 14052.3 14388.4 14763.7 15842.9 15928.8 13393.2

57.5° 9640.2 9899.7 11417.7 13930.9 15359.3 15605.7 16137.9 16412.4 17652.2 17870.6 14565.7
60° 9179.0 9382.5 10960.2 14014.9 16524.4 17506.5 18023.7 18307.5 19885.3 20027.2 15855.9

62.5° 8411.6 8645.0 10187.2 13428.6 17110.7 19028.3 20100.0 19973.0 21612.4 21711.4 16647.6
65° 7177.4 7197.9 8618.8 11955.4 16505.7 20016.0 21558.3 21026.1 22437.7 22504.9 16586.0

67.5° 5356.9 5554.8 6630.3 9397.4 13942.1 19172.0 22030.6 21054.1 21916.8 21730.0 15269.7
70° 3450.5 3601.8 4494.3 6516.4 10052.8 15999.7 20464.1 19610.8 19235.5 18821.0 12498.8

72.5° 1592.7 1786.9 2670.0 3723.1 5961.8 11397.2 16612.1 15932.5 13845.0 12821.8 7944.8
75° 694.6 743.1 1318.2 1964.3 2795.1 6027.2 10952.8 9890.4 6253.1 5711.6 3179.8

77.5° 423.8 455.6 690.9 1053.1 1097.9 2296.6 5900.2 4315.0 1932.5 1704.7 862.6
80° 287.5 323.0 502.3 550.8 375.3 640.4 2214.5 1152.0 390.2 373.4 184.8

82.5° 140.0 177.4 371.6 308.1 162.4 205.4 644.2 246.5 113.9 106.4 65.4
85° 20.5 35.5 209.1 201.7 72.8 48.5 113.9 61.6 39.2 37.3 29.9

87.5° 0.0 0.0 71.0 31.7 7.5 7.5 13.1 13.1 14.9 13.1 14.9
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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CATALOG NUMBER: GLAN-SA8B-722-U-T3R-HSS

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 4837.8 4837.8 4837.8 4837.8 4837.8 4837.8 4837.8 4837.8 4837.8 4837.8 4837.8

2.5° 4875.2 4884.5 4849.0 4798.6 4744.5 4690.3 4613.8 4544.7 4503.6 4527.9 4468.1
5° 4962.9 4955.4 4862.1 4709.0 4505.5 4260.9 4018.1 3810.9 3743.7 3642.8 3631.6

7.5° 5084.3 5063.7 4865.8 4514.8 4055.5 3596.2 3148.0 2851.2 2681.2 2537.5 2541.2
10° 5254.2 5194.4 4822.9 4173.1 3416.9 2724.2 2152.8 1760.7 1590.8 1536.7 1493.7

12.5° 5429.7 5313.9 4703.4 3711.9 2660.7 1861.6 1308.9 1069.9 965.3 931.7 928.0
15° 5586.5 5403.6 4494.3 3157.4 1934.4 1189.4 892.5 814.1 801.0 802.9 801.0

17.5° 5741.5 5474.5 4204.8 2569.2 1314.5 853.3 767.4 748.7 754.3 761.8 759.9
20° 5870.4 5489.5 3835.2 1960.5 929.8 748.7 720.7 717.0 722.6 728.2 728.2

22.5° 6010.4 5500.7 3396.4 1357.4 759.9 696.5 681.5 681.5 689.0 696.5 698.3
25° 6115.0 5439.0 2871.7 974.7 670.3 646.0 638.6 640.4 647.9 651.6 649.8

27.5° 6131.8 5265.4 2315.3 746.9 608.7 584.4 577.0 584.4 575.1 580.7 577.0
30° 6146.7 5045.1 1751.4 629.2 552.7 515.3 504.1 492.9 485.5 476.1 474.3

32.5° 6193.4 4785.5 1279.0 565.8 500.4 459.3 433.2 401.4 377.2 369.7 367.8
35° 6213.9 4473.7 939.2 515.3 453.7 408.9 362.2 317.4 281.9 268.9 278.2

37.5° 6292.3 4171.2 728.2 478.0 412.6 356.6 296.9 240.9 207.3 199.8 203.5
40° 6452.9 3842.6 610.6 446.3 377.2 308.1 235.3 181.1 158.7 151.2 149.4

42.5° 6710.6 3515.9 543.3 416.4 341.7 259.5 184.8 141.9 123.2 117.6 117.6
45° 7024.3 3202.2 496.7 384.6 304.3 209.1 145.6 113.9 102.7 99.0 99.0

47.5° 7436.9 2927.7 457.5 352.9 263.3 166.2 117.6 99.0 91.5 93.4 95.2
50° 7855.2 2724.2 414.5 317.4 216.6 136.3 100.8 87.8 85.9 87.8 87.8

52.5° 8170.7 2604.7 356.6 268.9 169.9 113.9 89.6 82.2 80.3 76.6 76.6
55° 8596.4 2578.6 283.8 218.5 134.4 95.2 80.3 74.7 69.1 65.4 63.5

57.5° 9143.5 2608.4 218.5 169.9 104.6 78.4 71.0 61.6 54.1 46.7 46.7
60° 9483.3 2541.2 169.9 130.7 76.6 63.5 54.1 44.8 35.5 29.9 28.0

62.5° 9375.0 2257.4 134.4 97.1 54.1 46.7 35.5 29.9 20.5 14.9 13.1
65° 8816.7 1822.4 108.3 67.2 39.2 28.0 18.7 18.7 9.3 1.9 0.0

67.5° 7717.0 1350.0 85.9 44.8 22.4 13.1 9.3 5.6 0.0 0.0 0.0
70° 6281.1 974.7 67.2 28.0 13.1 9.3 3.7 1.9 0.0 0.0 0.0

72.5° 3988.3 558.3 52.3 16.8 9.3 3.7 0.0 0.0 0.0 0.0 0.0
75° 1542.3 218.5 35.5 11.2 3.7 0.0 0.0 0.0 0.0 0.0 0.0

77.5° 436.9 102.7 20.5 5.6 0.0 0.0 0.0 0.0 0.0 0.0 0.0
80° 113.9 44.8 11.2 1.9 0.0 0.0 0.0 0.0 0.0 0.0 0.0

82.5° 54.1 18.7 3.7 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
85° 31.7 7.5 1.9 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

87.5° 14.9 1.9 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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