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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P522629

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-2011-042-41)
Test Lab:  INNOVATION CENTER

Issue Date:  5/13/2021

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  GLAN-SA1B-827-U-T4W
Description:  GALLEON AREA AND ROADWAY LUMINAIRE

(1) 80 CRI, 2700K, 800mA LIGHTSQUARE WITH 16 LEDS AND TYPE IV WIDE OPTICS
Light Source:  -

Ballast/Driver:  ELECTRONIC DRIVER

Summary  
Lumens per Lamp:  N/A

Luminaire Lumens:  4236 lumens
Efficiency:  N/A

Efficacy:  96.3 lumens/watt
Luminous Opening:  Rectangular (W 0.5' x L: 0.5' x H: 0')

IES Classification:  Type IV - Short
BUG Rating:  B1 - U0 - G1

Input Watts (W):  44
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P522629

CATALOG NUMBER: GLAN-SA1B-827-U-T4W

Based on 25 foot mounting height.  Maximum calculated value = 0.9 fc
Type IV - Short - N/A
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269
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REPORT NUMBER: P522629

CATALOG NUMBER: GLAN-SA1B-827-U-T4W

0 cd

729 cd

1,459 cd

2,188 cd

2,918 cd

180°
170°

160°

150°

140°

130°

120°

110°

100°

90°

80°

70°

60°

50°

40°

30°

20°
10°

0°

Luminous Intensity Polar Plot

Vertical Plane Through 47.5-Deg Lateral Horizontal Cone Through 70-Deg Vertical

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 4 of 8



Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P522629

CATALOG NUMBER: GLAN-SA1B-827-U-T4W

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 959.1 0.0 959.1

% Fixture 22.6 0.0 22.6
Street Side Lumens 3276.9 0.0 3276.9

% Fixture 77.4 0.0 77.4
Total Lumens 4236.0 0.0 4236.0

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 43.8 1.0
10°-20° 146.5 3.5
20°-30° 243.7 5.8
30°-40° 345.4 8.2
40°-50° 509.9 12.0
50°-60° 883.1 20.8
60°-70° 1247.5 29.4
70°-80° 717.1 16.9
80°-90° 98.9 2.3
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 4236.0 100.0
0°-180° 4236.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P522629

CATALOG NUMBER: GLAN-SA1B-827-U-T4W

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 231.6 5.5
FM (30°-60°) 1290.6 30.5

FH (60°-80°) 1690.0 39.9 G1/1800
FVH (80°-90°) 64.6 1.5 G1/100

BL (0°-30°) 202.4 4.8 B1/500
BM (30°-60°) 447.8 10.6 B1/1000

BH (60°-80°) 274.6 6.5 B1/500 G1/500
BVH (80°-90°) 34.3 0.8 G1/100

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B1-U0-G1

Type IV Short
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P522629

CATALOG NUMBER: GLAN-SA1B-827-U-T4W

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 47.5° 55° 65° 75° 85°

0° 425.2 425.2 425.2 425.2 425.2 425.2 425.2 425.2 425.2 425.2 425.2

2.5° 452.7 451.1 450.9 447.5 445.6 442.2 440.9 437.7 433.9 430.0 426.4
5° 488.3 488.3 486.7 481.9 474.4 466.7 463.3 457.2 446.3 437.5 430.0

7.5° 524.8 525.2 522.0 515.0 504.4 491.9 488.7 479.6 464.2 451.3 440.2
10° 556.3 556.3 552.0 542.4 529.1 515.5 512.3 502.1 484.9 468.8 454.3

12.5° 580.3 580.3 574.6 562.2 547.6 535.4 531.8 522.0 505.9 488.0 469.7
15° 595.9 594.8 588.4 574.4 560.3 549.7 547.2 539.0 524.3 506.2 485.5

17.5° 596.6 596.2 590.0 578.2 566.0 558.8 557.2 551.7 540.2 522.9 501.2
20° 583.5 584.4 580.3 571.9 566.0 562.8 562.2 560.3 552.2 536.1 514.3

22.5° 569.4 571.0 567.1 562.6 562.2 565.3 565.8 566.2 561.0 545.4 525.4
25° 566.0 567.1 563.3 559.2 561.7 570.1 571.9 573.7 569.6 556.5 538.6

27.5° 583.2 582.3 574.8 566.0 567.6 578.9 581.4 583.5 581.4 570.1 554.9
30° 632.0 629.0 614.1 588.2 580.1 588.0 590.5 596.2 596.2 587.8 572.6

32.5° 713.6 707.9 680.5 629.7 601.4 596.6 599.1 608.4 613.2 606.6 590.0
35° 812.6 806.7 767.5 699.3 640.4 613.8 613.2 623.6 636.3 621.5 600.0

37.5° 912.1 906.0 858.9 782.3 697.3 650.1 646.0 649.7 655.1 628.1 613.8
40° 1011.7 1004.4 963.1 875.0 766.8 698.2 687.5 671.2 668.9 649.7 640.6

42.5° 1110.3 1103.7 1082.8 979.0 850.3 745.1 728.8 700.7 709.3 697.7 689.8
45° 1209.8 1210.2 1188.0 1095.7 950.9 831.7 809.7 765.7 786.1 781.8 786.3

47.5° 1297.9 1296.8 1288.9 1209.1 1075.8 943.2 914.9 863.9 898.8 914.6 949.3
50° 1383.4 1382.7 1383.2 1337.6 1220.9 1075.8 1044.5 991.0 1069.7 1124.8 1186.9

52.5° 1505.8 1509.7 1482.2 1470.2 1397.2 1232.4 1198.0 1142.7 1271.7 1358.5 1479.7
55° 1628.7 1625.5 1604.0 1616.4 1581.7 1417.9 1381.8 1337.8 1496.5 1591.5 1773.7

57.5° 1701.0 1702.1 1724.1 1785.1 1809.6 1649.1 1616.4 1582.4 1749.3 1816.6 2035.3
60° 1766.0 1771.2 1834.5 1949.6 2016.1 1933.1 1904.1 1871.0 1981.1 2007.9 2262.4

62.5° 1786.4 1802.5 1912.9 2085.2 2217.3 2253.6 2217.6 2144.6 2201.9 2191.5 2416.4
65° 1684.7 1706.6 1904.5 2136.0 2397.1 2557.8 2534.9 2399.4 2390.1 2327.3 2441.5

67.5° 1416.7 1438.7 1692.8 2029.4 2471.4 2821.2 2798.3 2585.2 2504.3 2340.0 2251.1
70° 1036.6 1050.4 1293.4 1708.7 2322.1 2909.6 2917.5 2675.9 2463.5 2167.5 1848.3

72.5° 597.3 627.9 798.1 1202.1 1897.0 2686.1 2741.2 2487.3 2205.6 1808.2 1292.3
75° 256.8 257.5 369.0 663.0 1284.8 2159.1 2212.4 2061.8 1732.0 1250.3 690.0

77.5° 122.2 124.4 162.3 296.0 707.2 1491.8 1635.5 1456.6 1107.8 600.7 260.7
80° 79.3 80.9 99.3 146.9 346.8 865.0 965.2 840.3 488.7 214.7 112.4

82.5° 48.1 48.5 66.4 89.8 190.9 391.7 461.7 364.7 208.5 128.5 66.2
85° 29.2 29.5 40.3 55.5 115.8 135.3 139.0 137.8 122.4 84.1 35.4

87.5° 14.1 14.5 20.9 26.3 45.6 41.9 39.7 46.0 57.8 45.3 15.2
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P522629

CATALOG NUMBER: GLAN-SA1B-827-U-T4W

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 425.2 425.2 425.2 425.2 425.2 425.2 425.2 425.2 425.2 425.2 425.2

2.5° 424.8 424.1 422.5 421.8 421.4 421.6 421.4 421.4 421.6 421.6 421.6
5° 426.8 425.7 423.2 423.2 424.6 427.7 430.7 433.0 435.4 435.2 435.2

7.5° 435.7 433.6 430.7 431.6 435.0 440.0 445.2 450.2 455.2 455.6 455.4
10° 448.6 446.6 443.4 444.5 450.0 457.4 464.0 471.3 476.7 478.3 477.8

12.5° 463.3 459.2 456.5 459.7 468.3 478.3 484.6 490.1 493.9 496.2 495.3
15° 478.3 474.4 471.3 477.8 488.3 497.6 500.7 501.6 502.3 504.6 504.1

17.5° 492.8 487.6 486.4 495.1 505.0 509.1 507.3 503.4 500.5 502.3 502.1
20° 505.7 501.6 501.2 509.8 513.6 509.8 502.1 495.3 490.1 490.5 490.3

22.5° 518.0 514.8 515.2 518.9 512.7 499.6 486.9 477.6 471.9 473.1 473.8
25° 531.6 528.4 529.5 523.6 503.4 480.6 462.2 454.3 452.0 454.3 455.8

27.5° 549.2 547.2 546.5 523.8 486.9 452.4 431.6 428.6 430.7 435.7 438.2
30° 568.3 568.3 564.6 520.0 464.2 418.7 400.5 401.0 408.0 415.0 417.5

32.5° 586.6 590.5 579.2 509.6 435.0 385.8 372.0 372.4 378.5 387.2 389.4
35° 601.8 612.9 591.6 490.5 400.5 358.1 347.7 341.6 341.8 348.4 350.2

37.5° 622.7 643.3 598.9 462.2 363.8 334.6 322.8 312.1 305.1 302.4 302.4
40° 658.9 689.3 600.7 420.3 329.1 312.1 295.4 282.7 269.1 256.8 254.6

42.5° 720.4 758.7 597.1 372.0 297.9 287.4 271.1 255.5 236.6 219.4 218.1
45° 829.2 848.9 587.3 321.9 270.0 263.6 247.8 230.8 210.8 195.4 194.3

47.5° 1003.5 975.6 574.4 277.5 244.6 242.8 230.5 210.8 190.9 180.2 179.1
50° 1258.0 1175.1 572.6 245.3 224.2 225.1 215.1 197.0 179.5 170.7 169.3

52.5° 1564.5 1416.0 584.6 222.6 206.3 209.7 204.7 187.9 172.5 165.0 163.7
55° 1861.9 1632.7 591.8 204.9 189.5 195.8 196.5 182.5 168.4 160.9 160.0

57.5° 2103.3 1796.0 559.7 188.8 175.0 184.7 189.7 179.3 166.4 160.7 159.8
60° 2271.3 1873.0 468.1 174.5 164.3 175.9 187.2 179.5 171.4 172.0 172.5

62.5° 2324.8 1838.8 351.1 163.9 157.1 173.0 191.3 188.8 180.4 185.6 186.6
65° 2236.2 1697.3 254.6 155.5 150.7 175.0 203.6 195.6 177.3 181.1 181.1

67.5° 1939.4 1462.3 198.1 147.8 143.5 178.8 215.8 194.9 169.8 174.3 170.2
70° 1538.4 1131.1 165.0 139.2 135.8 173.2 216.9 187.9 160.9 161.8 154.1

72.5° 1020.9 743.7 141.9 131.0 124.0 155.7 207.6 178.8 152.3 147.1 139.4
75° 500.3 370.8 123.8 120.8 108.6 135.6 194.9 170.2 143.0 134.9 130.6

77.5° 193.8 157.8 105.6 107.9 94.5 119.5 178.2 158.0 130.8 119.7 116.3
80° 94.1 89.5 86.6 90.0 77.7 101.8 162.8 147.3 119.5 107.2 102.2

82.5° 58.5 55.3 66.4 70.0 59.8 92.9 154.4 138.3 105.2 88.9 84.8
85° 29.7 31.7 44.4 47.8 42.8 73.9 127.2 103.8 75.9 63.0 63.5

87.5° 11.3 15.2 23.3 25.2 22.9 39.0 70.0 60.5 48.7 33.1 30.6
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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