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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-46-04
Report Number:  769251_320MP

Test Lab:  
Issue Date:  3/3/2020

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  STREETWORKS
Catalog Number:  ACN32PXX3C1

Description:  ARCHITECTURAL POST TOP LUMINAIRE - TYPE III CUTOFF WITH CAGE
W/SPECULAR CHIMNEY AND CAGE

Light Source:  320 WATT PULSE-START CLEAR ED-28 VBD BURN
Ballast/Driver:  -

Summary  
Lumens per Lamp:  33000 (1 lamp)

Luminaire Lumens:  19442.9 lumens
Efficiency:  58.9%

Efficacy:  55.6 lumens/watt
Luminous Opening:  Point Source (0' x 0' x 0')

IES Classification:  Type III - Short - Cutoff
BUG Rating:  B4 - U3 - G3

Input Watts (W):  350
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  28.75 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: 769251_320MP

CATALOG NUMBER: ACN32PXX3C1

Based on 25 foot mounting height.  Maximum calculated value = 4.1 fc
Type III - Short - Cutoff
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: 769251_320MP

CATALOG NUMBER: ACN32PXX3C1
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: 769251_320MP

CATALOG NUMBER: ACN32PXX3C1

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 8911.5 147.9 9059.4

% Lamp 27.0 0.4 27.5
Street Side Lumens 10230.0 153.6 10383.6

% Lamp 31.0 0.5 31.5
Total Lumens 19141.5 301.5 19442.9

% Lamp 58.0 0.9 58.9

ZONAL LUMENS:
Zone Lumens % Fixture % Lamp
0°-10° 15.0 0.1 0.0
10°-20° 109.5 0.6 0.3
20°-30° 539.5 2.8 1.6
30°-40° 1344.0 6.9 4.1
40°-50° 3901.3 20.1 11.8
50°-60° 7175.3 36.9 21.7
60°-70° 4759.1 24.5 14.4
70°-80° 1087.3 5.6 3.3
80°-90° 210.5 1.1 0.6
90°-100° 116.6 0.6 0.4
100°-110° 84.6 0.4 0.3
110°-120° 56.8 0.3 0.2
120°-130° 31.5 0.2 0.1
130°-140° 12.0 0.1 0.0
140°-150° 2.5 0.0 0.0
150°-160° 0.2 0.0 0.0
160°-170° 0.1 0.0 0.0
170°-180° 0.0 0.0 0.0
0°-90° 19141.5 98.4 58.0
0°-180° 19442.9 100.0 58.9
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: 769251_320MP

CATALOG NUMBER: ACN32PXX3C1

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Lamp B U G

FL (0°-30°) 346.2 1.0
FM (30°-60°) 6339.8 19.2

FH (60°-80°) 3440.7 10.4 G2/5000
FVH (80°-90°) 103.2 0.3 G2/225

BL (0°-30°) 317.8 1.0 B1/500
BM (30°-60°) 6080.9 18.4 B4/8500

BH (60°-80°) 2405.6 7.3 B3/2500 G3/2500
BVH (80°-90°) 107.3 0.3 G2/225

UL (90°-100°) 116.6 0.4 U3/500
UH (100°-180°) 147.9 0.4 U3/500

Trapped Light 13557.1 41.1

BUG Rating: B4-U3-G3
Type III Short
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: 769251_320MP

CATALOG NUMBER: ACN32PXX3C1

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 75° 85° 90°

0° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

2.5° 9.2 9.2 0.0 4.6 0.0 4.6 0.0 0.0 4.6 4.6 4.6
5° 28.4 33.0 33.0 23.8 13.8 9.2 18.3 18.3 18.3 18.3 23.8

7.5° 262.2 271.3 247.5 220.0 215.4 215.4 220.0 200.8 220.0 233.8 233.8
10° 364.8 351.1 341.0 378.6 378.6 416.2 402.4 383.2 364.8 341.0 331.8

12.5° 439.1 444.6 505.1 542.7 500.5 518.8 528.0 518.8 462.9 444.6 425.3
15° 485.8 491.3 481.2 467.5 485.8 429.9 453.8 449.2 444.6 425.3 407.0

17.5° 402.4 411.6 387.8 383.2 397.8 369.4 369.4 327.2 322.7 336.4 336.4
20° 364.8 364.8 364.8 360.2 360.2 336.4 308.9 285.1 289.7 308.9 327.2

22.5° 523.4 1033.1 1192.6 1206.3 672.8 364.8 710.4 1201.8 1201.8 1112.8 607.8
25° 1355.8 1351.2 1458.4 1477.7 790.2 397.8 939.6 1468.5 1486.8 1515.2 1458.4

27.5° 1598.7 1562.0 1706.8 1738.9 776.4 1753.6 916.7 1785.7 1734.3 1776.5 1687.6
30° 1702.2 1720.6 1856.2 1936.0 752.6 2253.2 827.8 1977.2 1930.5 1958.9 1954.3

32.5° 1991.9 1945.2 2099.2 2174.3 781.0 2421.8 771.8 2164.2 2192.7 2178.9 2178.9
35° 2141.3 2150.5 2310.0 2365.9 846.1 2637.2 832.3 2450.2 2491.5 2510.8 2524.5

37.5° 2440.2 2426.4 2533.7 2664.8 990.9 2949.8 1010.2 2814.2 2833.4 2922.3 2884.8
40° 3020.4 3001.2 3038.8 3212.0 1286.1 3432.0 1322.8 3352.2 3441.2 3651.1 3515.4

42.5° 4086.5 4011.3 3997.6 4137.8 1940.6 4380.8 1907.6 4305.6 4418.3 4857.4 4768.5
45° 5526.6 5311.2 5012.3 5157.2 3015.8 5282.8 2824.2 5498.2 5456.0 6372.7 6339.7

47.5° 6863.1 6755.8 6096.8 6283.8 4240.5 6358.0 4123.2 6975.8 6638.5 7980.5 8069.4
50° 7985.1 7985.1 7148.2 7270.1 5386.3 7424.1 5544.9 8467.2 7877.8 9378.4 9813.8

52.5° 8499.3 8592.8 7728.4 7882.4 6428.6 8261.0 6742.1 9346.3 8485.6 10206.2 10748.8
55° 8369.2 8527.8 7859.5 8008.9 7316.8 9275.8 7396.6 10084.2 8710.2 10402.3 10823.1

57.5° 7546.0 7906.2 7499.2 7428.7 7784.3 9476.5 7906.2 10206.2 8873.3 9818.4 10028.3
60° 6526.7 6849.3 6742.1 6568.8 7349.8 8625.8 8022.7 9892.7 8743.2 8485.6 8514.0

62.5° 5142.5 5282.8 5442.2 5180.1 6591.8 7428.7 7681.7 8864.2 8018.1 7106.9 6933.7
65° 3572.2 3576.8 3740.0 3661.2 5942.8 6564.2 7214.2 7588.2 6816.3 5736.5 5339.6

67.5° 2159.7 2197.2 2408.1 2393.4 5484.4 5353.3 6003.2 5558.7 5376.2 4287.2 3791.3
70° 1486.8 1598.7 1809.5 1673.8 4128.7 3726.2 4376.2 3927.0 4180.0 3183.6 2618.0

72.5° 1103.7 968.0 1224.7 1093.6 2510.8 2155.1 2706.9 2085.4 2945.2 2263.2 1617.9
75° 850.7 649.9 846.1 649.9 892.8 1028.5 1337.4 869.9 1584.9 986.3 785.6

77.5° 429.9 364.8 407.0 378.6 481.2 500.5 725.1 462.9 823.2 589.4 528.0
80° 262.2 262.2 280.5 257.6 233.8 275.9 304.3 318.1 458.3 369.4 351.1

82.5° 205.3 205.3 215.4 200.8 173.2 182.4 187.0 242.9 298.8 289.7 275.9
85° 187.0 191.6 191.6 187.0 135.7 149.4 144.8 191.6 210.8 205.3 242.9

87.5° 158.6 158.6 164.1 144.8 107.2 111.8 111.8 144.8 168.7 154.0 164.1
90° 140.2 140.2 140.2 131.1 102.7 102.7 102.7 131.1 135.7 140.2 135.7
95° 121.9 121.9 121.9 111.8 84.3 88.9 88.9 111.8 121.9 121.9 117.3

105° 93.5 93.5 88.9 84.3 70.6 60.5 65.1 79.8 84.3 88.9 88.9
115° 75.2 70.6 65.1 65.1 51.3 51.3 42.2 51.3 70.6 65.1 70.6
125° 46.8 46.8 37.6 37.6 28.4 23.8 28.4 33.0 42.2 37.6 42.2
135° 18.3 18.3 18.3 13.8 9.2 9.2 9.2 9.2 13.8 13.8 13.8
145° 0.0 0.0 0.0 4.6 0.0 4.6 0.0 0.0 0.0 4.6 0.0
155° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
165° 0.0 0.0 4.6 0.0 0.0 0.0 0.0 0.0 0.0 4.6 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: 769251_320MP

CATALOG NUMBER: ACN32PXX3C1

CANDELA DISTRIBUTION (continued):
0° 5° 15° 25° 35° 45° 55° 65° 75° 85° 90°

175° 0.0 0.0 4.6 0.0 0.0 0.0 0.0 0.0 0.0 4.6 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: 769251_320MP

CATALOG NUMBER: ACN32PXX3C1

CANDELA DISTRIBUTION (continued):
95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

2.5° 0.0 0.0 0.0 0.0 4.6 4.6 4.6 4.6 0.0 0.0
5° 13.8 23.8 23.8 18.3 13.8 18.3 18.3 18.3 13.8 9.2

7.5° 224.6 210.8 191.6 182.4 187.0 173.2 164.1 173.2 187.0 187.0
10° 331.8 331.8 289.7 262.2 280.5 322.7 327.2 318.1 289.7 280.5

12.5° 416.2 397.8 383.2 383.2 383.2 416.2 439.1 425.3 420.8 411.6
15° 407.0 387.8 392.3 425.3 407.0 416.2 351.1 420.8 467.5 467.5

17.5° 327.2 336.4 336.4 369.4 322.7 364.8 304.3 304.3 355.7 374.0
20° 313.5 313.5 294.2 336.4 308.9 327.2 266.8 280.5 266.8 262.2

22.5° 1056.9 1197.2 1145.8 701.2 304.3 649.9 981.8 883.7 668.2 467.5
25° 1482.2 1556.5 1486.8 818.6 360.2 841.5 1304.4 1197.2 986.3 1019.3

27.5° 1702.2 1818.7 1781.1 776.4 1660.1 939.6 1515.2 1444.7 1150.4 1131.2
30° 1954.3 2080.8 2076.2 803.9 2136.8 1028.5 1842.5 1687.6 1322.8 1280.6

32.5° 2201.8 2304.5 2356.8 823.2 2332.9 1037.7 2043.2 1912.2 1458.4 1393.3
35° 2491.5 2613.4 2622.6 879.1 2655.6 1079.8 2379.7 2094.6 1696.8 1598.7

37.5° 2838.0 2949.8 2856.3 1056.9 2898.5 1164.2 2631.8 2365.9 1958.9 1870.0
40° 3539.2 3483.3 3441.2 1379.6 3385.2 1416.2 3113.9 2809.6 2473.2 2281.6

42.5° 4741.0 4441.2 4418.3 2024.0 4291.8 2010.2 4207.5 3740.0 3454.9 3245.0
45° 6096.8 5456.0 5587.1 3076.3 5315.8 2907.7 5311.2 4787.8 4717.2 4488.0

47.5° 7527.7 6648.6 6825.5 4507.2 6526.7 4175.4 6732.0 6377.2 6414.8 6096.8
50° 9130.9 7634.9 8036.4 5666.8 7677.1 5278.2 7980.5 7761.4 8167.5 7387.4

52.5° 9972.4 8046.5 8592.8 6110.5 8378.3 5741.1 8832.1 8779.8 9364.7 8284.8
55° 10084.2 7625.8 8200.5 5974.8 8209.7 5718.2 9060.3 9159.3 9963.2 8733.1

57.5° 9177.7 6582.6 7335.2 5302.0 7368.2 5357.9 8382.9 8747.8 9678.2 8976.9
60° 7953.0 5395.5 6208.6 4488.0 6241.6 4721.8 7434.2 7798.1 8743.2 8677.2

62.5° 6484.5 4249.7 4965.6 3543.8 4516.4 3955.4 6152.7 6550.5 7438.8 7686.2
65° 4937.2 3151.5 3848.2 2749.1 3296.3 2987.4 4534.8 4970.2 5554.1 5918.9

67.5° 3408.2 2216.5 2735.3 2099.2 2375.1 2052.4 2678.5 3300.9 3786.8 4095.7
70° 2150.5 1426.3 1696.8 1374.1 1388.8 1220.1 1589.5 2108.3 2506.2 2702.3

72.5° 1206.3 846.1 902.0 752.6 719.6 696.7 953.3 1182.5 1444.7 1608.8
75° 719.6 579.3 570.2 439.1 434.5 481.2 607.8 790.2 939.6 1019.3

77.5° 481.2 411.6 383.2 285.1 298.8 345.6 439.1 570.2 636.2 672.8
80° 355.7 331.8 308.9 215.4 224.6 257.6 336.4 397.8 420.8 429.9

82.5° 275.9 262.2 247.5 168.7 168.7 182.4 266.8 294.2 308.9 318.1
85° 215.4 210.8 191.6 140.2 131.1 158.6 200.8 224.6 233.8 242.9

87.5° 154.0 154.0 140.2 102.7 98.1 111.8 140.2 164.1 154.0 158.6
90° 135.7 140.2 126.5 93.5 88.9 98.1 126.5 144.8 140.2 131.1
95° 121.9 121.9 107.2 79.8 79.8 79.8 107.2 121.9 121.9 111.8

105° 88.9 93.5 79.8 55.9 65.1 55.9 75.2 84.3 84.3 84.3
115° 70.6 65.1 65.1 46.8 46.8 46.8 55.9 60.5 55.9 55.9
125° 42.2 46.8 37.6 23.8 23.8 28.4 33.0 33.0 37.6 37.6
135° 18.3 18.3 13.8 4.6 4.6 9.2 13.8 18.3 18.3 18.3
145° 9.2 0.0 0.0 0.0 0.0 0.0 0.0 0.0 4.6 0.0
155° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 4.6 0.0
165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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CANDELA DISTRIBUTION (continued):
95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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