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Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P560847

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2106-279-5)
Test Lab:  INNOVATION CENTER

Issue Date:  7/26/2021

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  SDL-PA1-70-722-U-T2U-HSS-A
Description:  Springdale

(1) 70 CRI, 2200K, 930mA LIGHT ENGINE WITH 24 LEDS AND TYPE II U OPTICS,
HOUSE SIDE SHIELD AND CLEARPANELS

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  4246.7 lumens

Efficiency:  N/A
Efficacy:  58.8 lumens/watt

Luminous Opening:  Rectangular w/ Sides (W: 1.21' x L: 1.21' x H: 0.96')
IES Classification:  Type II - Short

BUG Rating:  B1 - U3 - G1

Input Watts (W):  72.2
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560847

CATALOG NUMBER: SDL-PA1-70-722-U-T2U-HSS-A

Based on 10 foot mounting height.  Maximum calculated value = 8.6 fc
Type II - Short - N/A
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Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560847

CATALOG NUMBER: SDL-PA1-70-722-U-T2U-HSS-A
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560847

CATALOG NUMBER: SDL-PA1-70-722-U-T2U-HSS-A

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 664.5 49.5 714.1

% Fixture 15.6 1.2 16.8
Street Side Lumens 3480.0 52.7 3532.7

% Fixture 81.9 1.2 83.2
Total Lumens 4144.5 102.2 4246.7

% Fixture 97.6 2.4 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 50.3 1.2
10°-20° 96.0 2.3
20°-30° 144.8 3.4
30°-40° 333.6 7.9
40°-50° 743.5 17.5
50°-60° 1106.4 26.1
60°-70° 986.7 23.2
70°-80° 553.9 13.0
80°-90° 129.3 3.0
90°-100° 71.0 1.7
100°-110° 16.3 0.4
110°-120° 6.4 0.2
120°-130° 4.3 0.1
130°-140° 2.2 0.1
140°-150° 1.1 0.0
150°-160° 0.9 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 4144.5 97.6
0°-180° 4246.7 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560847

CATALOG NUMBER: SDL-PA1-70-722-U-T2U-HSS-A

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 192.1 4.5
FM (30°-60°) 1933.7 45.5

FH (60°-80°) 1279.1 30.1 G1/1800
FVH (80°-90°) 75.1 1.8 G1/100

BL (0°-30°) 99.0 2.3 B0/110
BM (30°-60°) 249.8 5.9 B1/1000

BH (60°-80°) 261.5 6.2 B1/500 G1/500
BVH (80°-90°) 54.3 1.3 G1/100

UL (90°-100°) 71.0 1.7 U3/500
UH (100°-180°) 31.2 0.7 U2/50

BUG Rating: B1-U3-G1

Type II Short

0 lm

483 lm

967 lm

1,450 lm

1,934 lm

100°

90°

80°

60°

30°

0°

30°

60°

80°

90°

100°

FL

FM

FH

UL

UH

UL

BH

BM

BL

FVHBVH

FORWARD 
LIGHTBACKLIGHT

UPLIGHT

UH

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 6 of 10



Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560847

CATALOG NUMBER: SDL-PA1-70-722-U-T2U-HSS-A

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 67.5° 75° 85°

0° 655.1 655.1 655.1 655.1 655.1 655.1 655.1 655.1 655.1 655.1 655.1

2.5° 555.4 587.1 621.1 643.8 648.3 655.1 655.1 652.8 652.8 650.6 650.6
5° 539.5 537.2 539.5 544.0 541.8 541.8 541.8 632.4 639.2 643.8 643.8

7.5° 464.7 476.0 512.3 525.9 530.4 535.0 535.0 528.2 503.2 557.6 564.4
10° 505.5 503.2 503.2 507.8 473.8 460.2 414.8 408.0 408.0 426.1 485.1

12.5° 423.9 448.8 482.8 496.4 457.9 405.7 394.4 403.5 401.2 351.3 410.3
15° 480.6 480.6 476.0 467.0 360.4 403.5 340.0 340.0 387.6 417.1 469.2

17.5° 389.9 401.2 457.9 451.1 396.7 303.7 396.7 364.9 392.1 367.2 394.4
20° 478.3 476.0 478.3 364.9 403.5 417.1 396.7 355.9 324.1 426.1 471.5

22.5° 394.4 389.9 412.5 451.1 380.8 432.9 362.7 432.9 421.6 378.5 340.0
25° 510.0 507.8 512.3 398.9 446.6 387.6 446.6 387.6 405.7 485.1 496.4

27.5° 460.2 457.9 451.1 487.4 423.9 489.6 421.6 473.8 487.4 525.9 609.8
30° 648.3 639.2 616.6 489.6 498.7 471.5 498.7 582.6 627.9 705.0 729.9

32.5° 945.2 897.6 748.0 648.3 528.2 603.0 564.4 684.6 727.6 766.2 786.6
35° 1221.8 1201.4 1092.6 856.8 643.8 666.4 637.0 766.2 791.1 872.7 868.2

37.5° 1600.3 1566.3 1398.6 1106.2 809.2 800.2 725.4 872.7 890.8 1008.7 986.0
40° 1883.7 1856.5 1725.0 1373.7 1029.1 949.8 847.8 1020.0 999.6 1158.3 1126.6

42.5° 2155.7 2139.8 2037.8 1679.7 1271.6 1181.0 974.7 1201.4 1196.8 1335.1 1307.9
45° 2375.6 2357.4 2291.7 1953.9 1550.5 1552.7 1174.2 1400.9 1432.6 1564.1 1493.8

47.5° 2504.8 2466.2 2418.6 2171.5 1831.5 1908.6 1468.9 1627.5 1704.6 1817.9 1711.4
50° 2475.3 2436.8 2441.3 2309.8 2089.9 2214.6 1783.9 1867.8 2021.9 2110.3 1899.5

52.5° 2239.6 2216.9 2291.7 2284.9 2221.4 2495.7 2151.1 2128.5 2280.4 2339.3 2092.2
55° 1904.1 1872.3 2012.9 2112.6 2221.4 2670.2 2491.2 2418.6 2556.9 2547.8 2223.7

57.5° 1446.2 1457.5 1616.2 1772.6 2040.1 2704.2 2742.8 2733.7 2797.2 2720.1 2328.0
60° 988.3 995.1 1219.5 1396.3 1672.9 2525.2 2824.4 2994.4 2987.6 2865.2 2445.8

62.5° 621.1 618.8 788.8 1067.6 1203.6 2055.9 2792.6 3191.6 3166.7 2974.0 2536.5
65° 358.1 367.2 428.4 707.2 836.4 1403.1 2609.0 3384.3 3314.0 3071.4 2634.0

67.5° 219.9 226.7 256.1 383.1 546.3 775.2 2219.1 3431.9 3436.4 3150.8 2686.1
70° 185.9 188.1 201.7 235.7 380.8 435.2 1493.8 3209.7 3341.2 3168.9 2670.2

72.5° 156.4 158.7 179.1 206.3 283.3 308.3 671.0 2652.1 2901.4 3030.6 2554.6
75° 115.6 117.9 147.3 188.1 206.3 247.1 367.2 1756.7 1992.5 2396.0 2178.3

77.5° 74.8 77.1 104.3 151.9 174.5 194.9 296.9 820.6 1038.2 1385.0 1375.9
80° 49.9 49.9 61.2 106.5 138.3 158.7 258.4 405.7 462.4 571.2 535.0

82.5° 31.7 31.7 38.5 65.7 88.4 158.7 242.5 290.1 281.1 285.6 253.9
85° 13.6 13.6 20.4 36.3 47.6 104.3 217.6 249.3 238.0 238.0 226.7

87.5° 4.5 4.5 6.8 11.3 15.9 31.7 167.7 199.5 192.7 199.5 215.3
90° 4.5 4.5 2.3 4.5 4.5 22.7 136.0 197.2 192.7 201.7 222.1

92.5° 6.8 6.8 2.3 2.3 4.5 18.1 106.5 204.0 197.2 210.8 231.2
95° 11.3 11.3 4.5 2.3 6.8 15.9 65.7 181.3 197.2 208.5 235.7

97.5° 13.6 13.6 4.5 4.5 6.8 13.6 34.0 147.3 151.9 158.7 185.9
100° 18.1 18.1 4.5 4.5 4.5 11.3 18.1 77.1 79.3 56.7 90.7

102.5° 18.1 18.1 4.5 4.5 4.5 6.8 9.1 34.0 31.7 11.3 11.3
105° 20.4 20.4 6.8 4.5 4.5 4.5 4.5 11.3 11.3 6.8 13.6

107.5° 20.4 20.4 6.8 6.8 4.5 4.5 2.3 4.5 6.8 6.8 13.6
110° 15.9 15.9 6.8 6.8 4.5 2.3 2.3 2.3 4.5 6.8 15.9
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560847

CATALOG NUMBER: SDL-PA1-70-722-U-T2U-HSS-A

CANDELA DISTRIBUTION (continued):
0° 5° 15° 25° 35° 45° 55° 65° 67.5° 75° 85°

112.5° 11.3 11.3 4.5 6.8 4.5 2.3 2.3 2.3 4.5 9.1 22.7

115° 4.5 4.5 2.3 4.5 2.3 2.3 2.3 4.5 4.5 6.8 18.1
117.5° 2.3 2.3 2.3 2.3 2.3 2.3 2.3 4.5 2.3 6.8 15.9

120° 2.3 2.3 0.0 2.3 2.3 2.3 2.3 2.3 2.3 9.1 15.9
122.5° 2.3 2.3 2.3 2.3 2.3 0.0 2.3 2.3 2.3 9.1 15.9

125° 2.3 2.3 2.3 2.3 2.3 0.0 2.3 2.3 2.3 6.8 13.6
127.5° 2.3 2.3 2.3 2.3 2.3 0.0 2.3 2.3 2.3 4.5 13.6

130° 2.3 2.3 2.3 2.3 2.3 0.0 2.3 2.3 2.3 4.5 9.1
132.5° 2.3 2.3 2.3 2.3 2.3 0.0 2.3 2.3 2.3 4.5 6.8

135° 2.3 2.3 2.3 2.3 2.3 0.0 2.3 2.3 2.3 2.3 4.5
137.5° 2.3 2.3 2.3 2.3 2.3 0.0 2.3 2.3 2.3 2.3 2.3

140° 0.0 0.0 0.0 2.3 2.3 2.3 2.3 2.3 2.3 2.3 2.3
142.5° 0.0 0.0 0.0 2.3 2.3 2.3 2.3 2.3 2.3 2.3 2.3

145° 0.0 0.0 0.0 2.3 2.3 2.3 2.3 2.3 2.3 2.3 2.3
147.5° 0.0 0.0 0.0 2.3 2.3 2.3 2.3 2.3 2.3 2.3 2.3

150° 2.3 2.3 4.5 4.5 2.3 0.0 4.5 2.3 2.3 2.3 2.3
152.5° 4.5 4.5 4.5 4.5 2.3 0.0 2.3 4.5 2.3 2.3 2.3

155° 4.5 4.5 2.3 2.3 2.3 0.0 2.3 2.3 2.3 4.5 6.8
157.5° 0.0 0.0 0.0 0.0 2.3 0.0 2.3 2.3 0.0 0.0 2.3

160° 0.0 0.0 0.0 0.0 2.3 0.0 2.3 2.3 0.0 0.0 0.0
162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560847

CATALOG NUMBER: SDL-PA1-70-722-U-T2U-HSS-A

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 655.1 655.1 655.1 655.1 655.1 655.1 655.1 655.1 655.1 655.1 655.1

2.5° 648.3 648.3 646.0 646.0 639.2 637.0 607.5 575.8 550.8 553.1 553.1
5° 641.5 637.0 630.2 584.8 528.2 519.1 519.1 514.6 512.3 514.6 514.6

7.5° 559.9 555.4 528.2 505.5 507.8 503.2 494.2 491.9 453.4 414.8 412.5
10° 482.8 476.0 403.5 387.6 385.3 401.2 439.7 426.1 412.5 396.7 403.5

12.5° 403.5 401.2 335.5 371.7 324.1 333.2 342.3 328.7 281.1 226.7 233.5
15° 467.0 460.2 380.8 308.3 276.5 278.8 183.6 176.8 142.8 129.2 122.4

17.5° 346.8 380.8 333.2 308.3 278.8 145.1 117.9 90.7 81.6 65.7 68.0
20° 464.7 455.6 380.8 287.9 215.3 122.4 65.7 52.1 63.5 65.7 65.7

22.5° 328.7 319.6 321.9 306.0 151.9 70.3 49.9 52.1 47.6 45.3 45.3
25° 482.8 467.0 389.9 233.5 113.3 45.3 47.6 36.3 43.1 43.1 43.1

27.5° 587.1 532.7 410.3 226.7 63.5 45.3 34.0 36.3 29.5 29.5 29.5
30° 702.7 671.0 537.2 210.8 49.9 36.3 31.7 24.9 27.2 27.2 27.2

32.5° 754.8 711.8 537.2 167.7 43.1 34.0 24.9 22.7 22.7 24.9 24.9
35° 829.6 784.3 535.0 111.1 36.3 27.2 20.4 20.4 20.4 20.4 20.4

37.5° 943.0 877.2 544.0 70.3 29.5 22.7 15.9 18.1 18.1 38.5 38.5
40° 1069.9 995.1 519.1 49.9 24.9 18.1 13.6 22.7 31.7 34.0 34.0

42.5° 1230.8 1149.2 482.8 43.1 22.7 13.6 11.3 18.1 27.2 43.1 43.1
45° 1423.5 1301.1 432.9 38.5 18.1 11.3 11.3 22.7 34.0 40.8 40.8

47.5° 1595.8 1448.5 346.8 36.3 15.9 9.1 15.9 24.9 29.5 47.6 47.6
50° 1797.5 1602.6 265.2 31.7 13.6 9.1 24.9 27.2 34.0 43.1 43.1

52.5° 1947.1 1731.8 201.7 29.5 13.6 6.8 24.9 24.9 38.5 49.9 49.9
55° 2067.3 1802.1 145.1 24.9 11.3 6.8 29.5 31.7 34.0 38.5 38.5

57.5° 2160.2 1851.9 113.3 22.7 11.3 15.9 36.3 40.8 36.3 38.5 38.5
60° 2266.8 1876.9 83.9 20.4 9.1 15.9 43.1 54.4 40.8 58.9 56.7

62.5° 2364.2 1895.0 68.0 20.4 9.1 18.1 47.6 68.0 54.4 79.3 81.6
65° 2486.6 1917.7 56.7 15.9 9.1 24.9 56.7 90.7 72.5 104.3 108.8

67.5° 2568.2 1931.3 47.6 15.9 9.1 29.5 79.3 117.9 90.7 131.5 136.0
70° 2577.3 1881.4 38.5 15.9 9.1 45.3 108.8 142.8 113.3 167.7 170.0

72.5° 2459.4 1738.6 31.7 18.1 9.1 49.9 126.9 165.5 133.7 222.1 224.4
75° 1987.9 1219.5 29.5 18.1 9.1 63.5 138.3 181.3 149.6 231.2 235.7

77.5° 1221.8 564.4 27.2 20.4 13.6 70.3 140.5 192.7 156.4 231.2 238.0
80° 473.8 278.8 24.9 22.7 31.7 79.3 151.9 194.9 156.4 215.3 224.4

82.5° 219.9 163.2 24.9 24.9 40.8 81.6 149.6 181.3 145.1 192.7 190.4
85° 197.2 160.9 27.2 27.2 43.1 70.3 117.9 154.1 124.7 151.9 151.9

87.5° 192.7 158.7 29.5 34.0 43.1 40.8 90.7 131.5 106.5 113.3 113.3
90° 197.2 165.5 31.7 38.5 36.3 22.7 72.5 108.8 81.6 72.5 70.3

92.5° 210.8 167.7 38.5 45.3 34.0 18.1 61.2 88.4 58.9 47.6 45.3
95° 222.1 172.3 47.6 54.4 36.3 15.9 54.4 70.3 43.1 29.5 27.2

97.5° 185.9 133.7 54.4 58.9 36.3 15.9 47.6 56.7 34.0 15.9 15.9
100° 79.3 58.9 56.7 63.5 34.0 13.6 40.8 45.3 22.7 6.8 9.1

102.5° 15.9 18.1 49.9 58.9 27.2 9.1 27.2 27.2 15.9 2.3 4.5
105° 15.9 13.6 31.7 49.9 15.9 4.5 11.3 15.9 6.8 2.3 2.3

107.5° 15.9 15.9 11.3 24.9 6.8 4.5 4.5 6.8 4.5 2.3 2.3
110° 18.1 15.9 4.5 6.8 4.5 4.5 4.5 4.5 2.3 11.3 13.6
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560847

CATALOG NUMBER: SDL-PA1-70-722-U-T2U-HSS-A

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

112.5° 22.7 20.4 4.5 6.8 6.8 4.5 2.3 2.3 4.5 15.9 18.1

115° 20.4 18.1 6.8 6.8 4.5 4.5 2.3 2.3 4.5 18.1 20.4
117.5° 15.9 15.9 6.8 4.5 4.5 4.5 2.3 2.3 4.5 18.1 18.1

120° 18.1 15.9 6.8 4.5 2.3 2.3 2.3 2.3 4.5 13.6 13.6
122.5° 18.1 15.9 6.8 4.5 2.3 2.3 2.3 2.3 4.5 13.6 15.9

125° 15.9 13.6 6.8 4.5 2.3 2.3 2.3 2.3 6.8 13.6 13.6
127.5° 13.6 11.3 4.5 2.3 2.3 2.3 2.3 2.3 6.8 11.3 11.3

130° 9.1 9.1 4.5 2.3 2.3 2.3 2.3 2.3 6.8 9.1 9.1
132.5° 6.8 6.8 4.5 2.3 2.3 2.3 2.3 2.3 4.5 9.1 9.1

135° 6.8 4.5 4.5 2.3 2.3 2.3 2.3 2.3 4.5 6.8 6.8
137.5° 2.3 2.3 2.3 2.3 2.3 2.3 2.3 2.3 2.3 4.5 4.5

140° 2.3 2.3 2.3 2.3 2.3 2.3 0.0 0.0 0.0 2.3 2.3
142.5° 2.3 2.3 2.3 2.3 2.3 2.3 0.0 0.0 0.0 2.3 2.3

145° 2.3 2.3 2.3 2.3 2.3 2.3 0.0 0.0 0.0 2.3 2.3
147.5° 2.3 2.3 2.3 2.3 2.3 2.3 0.0 0.0 0.0 2.3 2.3

150° 2.3 2.3 2.3 2.3 2.3 0.0 0.0 0.0 0.0 2.3 2.3
152.5° 2.3 2.3 4.5 2.3 2.3 0.0 0.0 0.0 0.0 2.3 2.3

155° 6.8 6.8 6.8 2.3 2.3 0.0 0.0 0.0 0.0 2.3 2.3
157.5° 2.3 2.3 2.3 2.3 2.3 0.0 0.0 0.0 0.0 0.0 0.0

160° 0.0 2.3 2.3 2.3 2.3 0.0 0.0 0.0 0.0 0.0 0.0
162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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