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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P560330

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2106-279-22)
Test Lab:  INNOVATION CENTER

Issue Date:  7/26/2021

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  SDL-PA1-40-727-U-5WQ-A
Description:  Springdale

(1) 70 CRI, 2700K, 500mA LIGHT ENGINE WITH 24 LEDS AND TYPE V WIDE OPTICS
AND CLEAR PANELS

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  3998.5 lumens

Efficiency:  N/A
Efficacy:  101.5 lumens/watt

Luminous Opening:  Rectangular w/ Sides (W: 1.21' x L: 1.21' x H: 0.96')
IES Classification:  Type V - Short

BUG Rating:  B3 - U3 - G2

Input Watts (W):  39.4
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560330

CATALOG NUMBER: SDL-PA1-40-727-U-5WQ-A

Based on 10 foot mounting height.  Maximum calculated value = 3.3 fc
Type V - Short - N/A
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REPORT NUMBER: P560330

CATALOG NUMBER: SDL-PA1-40-727-U-5WQ-A

0 cd

345 cd

690 cd

1,035 cd

1,380 cd

180°
170°

160°

150°

140°

130°

120°

110°

100°

90°

80°

70°

60°

50°

40°

30°

20°
10°

0°

Luminous Intensity Polar Plot

Vertical Plane Through 15-Deg Lateral Horizontal Cone Through 72.5-Deg Vertical

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 4 of 8



Signify Classified - Internal#
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Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560330

CATALOG NUMBER: SDL-PA1-40-727-U-5WQ-A

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 1938.6 60.7 1999.2

% Fixture 48.5 1.5 50.0
Street Side Lumens 1938.6 60.7 1999.2

% Fixture 48.5 1.5 50.0
Total Lumens 3877.1 121.4 3998.5

% Fixture 97.0 3.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 25.6 0.6
10°-20° 59.0 1.5
20°-30° 103.6 2.6
30°-40° 200.0 5.0
40°-50° 347.5 8.7
50°-60° 612.4 15.3
60°-70° 1034.7 25.9
70°-80° 1216.3 30.4
80°-90° 278.0 7.0
90°-100° 91.8 2.3
100°-110° 21.6 0.5
110°-120° 3.5 0.1
120°-130° 2.8 0.1
130°-140° 1.1 0.0
140°-150° 0.2 0.0
150°-160° 0.4 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 3877.1 97.0
0°-180° 3998.5 100.0
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REPORT NUMBER: P560330

CATALOG NUMBER: SDL-PA1-40-727-U-5WQ-A

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 94.1 2.4
FM (30°-60°) 580.0 14.5

FH (60°-80°) 1125.5 28.1 G1/1800
FVH (80°-90°) 139.0 3.5 G2/225

BL (0°-30°) 94.1 2.4 B0/110
BM (30°-60°) 580.0 14.5 B1/1000

BH (60°-80°) 1125.5 28.1 B3/2500 G1/1800
BVH (80°-90°) 139.0 3.5 G2/225

UL (90°-100°) 91.8 2.3 U3/500
UH (100°-180°) 29.6 0.7 U2/50

BUG Rating: B3-U3-G2

Type V Short
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CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 75° 85° 90°

0° 325.1 325.1 325.1 325.1 325.1 325.1 325.1 325.1 325.1 325.1 325.1

2.5° 287.5 293.5 292.0 302.5 311.6 314.6 320.6 320.6 322.1 322.1 322.1
5° 272.4 272.4 272.4 272.4 272.4 270.9 276.9 304.0 313.1 314.6 313.1

7.5° 236.3 243.8 255.9 260.4 264.9 263.4 260.4 243.8 269.4 272.4 273.9
10° 254.4 254.4 254.4 251.4 239.3 228.8 216.7 204.7 209.2 236.3 236.3

12.5° 225.8 224.3 246.8 249.8 227.3 198.7 189.6 194.2 180.6 206.2 206.2
15° 254.4 254.4 249.8 234.8 188.1 198.7 168.6 170.1 192.7 222.8 222.8

17.5° 216.7 218.2 243.8 228.8 204.7 159.5 186.6 168.6 173.1 189.6 191.1
20° 258.9 258.9 251.4 195.7 192.7 198.7 171.6 167.1 192.7 222.8 224.3

22.5° 222.8 222.8 225.8 227.3 198.7 195.7 171.6 194.2 182.1 182.1 203.2
25° 269.4 269.4 261.9 207.7 218.2 189.6 198.7 182.1 222.8 245.3 245.3

27.5° 236.3 236.3 227.3 236.3 210.7 225.8 198.7 215.2 239.3 289.0 292.0
30° 287.5 287.5 280.0 234.8 233.3 219.7 221.3 249.8 308.5 340.2 340.2

32.5° 349.2 350.7 304.0 269.4 236.3 252.9 240.8 284.5 322.1 355.2 356.7
35° 374.8 374.8 358.2 313.1 257.4 266.4 261.9 301.0 346.2 373.3 373.3

37.5° 404.9 404.9 392.8 335.6 283.0 295.0 273.9 323.6 373.3 397.3 394.3
40° 436.5 432.0 424.4 359.7 310.1 313.1 295.0 347.7 398.9 422.9 422.9

42.5° 475.6 475.6 462.1 400.4 337.1 341.7 314.6 377.8 436.5 465.1 466.6
45° 519.3 517.8 504.2 445.5 370.3 377.8 347.7 418.4 483.1 510.2 513.2

47.5° 570.4 570.4 553.9 493.7 412.4 419.9 385.3 459.1 540.3 564.4 567.4
50° 624.6 620.1 605.1 549.4 468.1 465.1 427.5 504.2 600.5 617.1 623.1

52.5° 687.8 681.8 675.8 612.6 529.8 531.3 481.6 552.4 669.8 678.8 681.8
55° 751.1 746.5 742.0 690.8 597.5 606.6 553.9 618.6 739.0 745.0 751.1

57.5° 821.8 826.3 826.3 778.1 674.3 696.9 632.1 701.4 821.8 817.3 815.8
60° 924.1 915.1 925.6 882.0 779.6 797.7 728.5 802.2 901.6 883.5 879.0

62.5° 1006.9 1005.4 1017.5 997.9 877.5 922.6 823.3 898.6 976.8 961.8 963.3
65° 1101.7 1100.2 1115.3 1106.3 979.8 1037.0 927.1 1006.9 1067.1 1050.6 1047.6

67.5° 1193.6 1198.1 1216.1 1228.2 1062.6 1136.4 1026.5 1109.3 1155.9 1128.8 1131.8
70° 1306.4 1298.9 1314.0 1315.5 1130.3 1208.6 1103.2 1174.0 1231.2 1213.1 1210.1

72.5° 1369.7 1365.1 1380.2 1378.7 1181.5 1256.8 1139.4 1214.6 1277.8 1274.8 1270.3
75° 1300.4 1306.4 1326.0 1353.1 1184.5 1283.9 1134.9 1187.5 1237.2 1220.6 1216.1

77.5° 1020.5 1032.5 1079.2 1166.5 1104.8 1273.3 1055.1 1041.5 1052.1 1032.5 1020.5
80° 541.8 552.4 651.7 800.7 886.5 1106.3 886.5 757.1 645.7 565.9 498.2

82.5° 173.1 186.6 233.3 368.8 559.9 770.6 513.2 290.5 200.2 171.6 161.0
85° 94.8 97.8 105.4 143.0 197.2 311.6 209.2 123.4 108.4 103.9 102.3

87.5° 79.8 81.3 66.2 81.3 94.8 97.8 94.8 67.7 69.2 76.8 75.3
90° 84.3 84.3 67.7 79.8 94.8 96.3 94.8 70.7 69.2 81.3 79.8

92.5° 91.8 91.8 76.8 85.8 105.4 102.3 102.3 73.8 76.8 87.3 87.3
95° 97.8 96.3 82.8 87.3 111.4 114.4 111.4 78.3 82.8 94.8 94.8

97.5° 72.2 69.2 60.2 78.3 105.4 120.4 111.4 73.8 64.7 72.2 70.7
100° 34.6 33.1 31.6 58.7 82.8 91.8 79.8 52.7 28.6 18.1 18.1

102.5° 7.5 7.5 21.1 40.6 48.2 48.2 43.6 36.1 18.1 6.0 6.0
105° 6.0 7.5 15.1 22.6 24.1 13.5 21.1 22.6 10.5 6.0 6.0

107.5° 6.0 7.5 6.0 7.5 7.5 6.0 7.5 9.0 4.5 6.0 6.0
110° 7.5 7.5 3.0 3.0 3.0 3.0 3.0 3.0 3.0 6.0 7.5
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CANDELA DISTRIBUTION (continued):
0° 5° 15° 25° 35° 45° 55° 65° 75° 85° 90°

112.5° 7.5 7.5 3.0 3.0 3.0 3.0 3.0 3.0 3.0 6.0 7.5

115° 6.0 6.0 3.0 3.0 3.0 3.0 1.5 3.0 3.0 6.0 6.0
117.5° 6.0 6.0 3.0 1.5 1.5 1.5 1.5 3.0 3.0 6.0 7.5

120° 7.5 6.0 3.0 1.5 1.5 1.5 1.5 1.5 4.5 7.5 7.5
122.5° 7.5 7.5 3.0 1.5 1.5 1.5 1.5 1.5 4.5 7.5 9.0

125° 7.5 6.0 3.0 1.5 1.5 1.5 1.5 1.5 3.0 7.5 7.5
127.5° 6.0 6.0 3.0 1.5 1.5 1.5 1.5 1.5 3.0 6.0 7.5

130° 6.0 6.0 3.0 1.5 1.5 1.5 1.5 1.5 3.0 6.0 6.0
132.5° 4.5 4.5 3.0 1.5 1.5 0.0 1.5 1.5 3.0 4.5 4.5

135° 3.0 3.0 1.5 0.0 1.5 0.0 1.5 0.0 1.5 3.0 4.5
137.5° 1.5 1.5 1.5 0.0 0.0 0.0 0.0 0.0 0.0 1.5 1.5

140° 0.0 1.5 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1.5
142.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

145° 0.0 0.0 0.0 0.0 1.5 0.0 0.0 0.0 0.0 0.0 0.0
147.5° 0.0 1.5 0.0 1.5 1.5 1.5 0.0 0.0 0.0 0.0 1.5

150° 1.5 1.5 3.0 1.5 1.5 0.0 1.5 1.5 0.0 0.0 1.5
152.5° 3.0 3.0 3.0 1.5 0.0 0.0 1.5 1.5 1.5 1.5 1.5

155° 1.5 1.5 1.5 0.0 0.0 0.0 0.0 1.5 1.5 3.0 3.0
157.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1.5 1.5

160° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 8 of 8


