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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P560861

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2106-279-13)
Test Lab:  INNOVATION CENTER

Issue Date:  7/26/2021

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  SDL-PA1-70-727-U-SL3-HSS-A
Description:  Springdale

(1) 70 CRI, 2700K, 930mA LIGHT ENGINE WITH 24 LEDS AND TYPE III SPILL
LIGHT ELIMINATOR OPTICS, HOUSE SIDE SHIELD AND CLEAR PANELS

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  5582 lumens

Efficiency:  N/A
Efficacy:  77.3 lumens/watt

Luminous Opening:  Rectangular w/ Sides (W: 1.21' x L: 1.21' x H: 0.96')
IES Classification:  Type IV - Medium

BUG Rating:  B1 - U3 - G2

Input Watts (W):  72.2
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560861

CATALOG NUMBER: SDL-PA1-70-727-U-SL3-HSS-A

Based on 10 foot mounting height.  Maximum calculated value = 14.8 fc
Type IV - Medium - N/A
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560861

CATALOG NUMBER: SDL-PA1-70-727-U-SL3-HSS-A
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560861

CATALOG NUMBER: SDL-PA1-70-727-U-SL3-HSS-A

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 576.9 75.2 652.1

% Fixture 10.3 1.3 11.7
Street Side Lumens 4851.2 78.7 4929.9

% Fixture 86.9 1.4 88.3
Total Lumens 5428.1 153.9 5582.0

% Fixture 97.2 2.8 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 102.4 1.8
10°-20° 167.9 3.0
20°-30° 237.4 4.3
30°-40° 426.7 7.6
40°-50° 719.1 12.9
50°-60° 1118.4 20.0
60°-70° 1319.8 23.6
70°-80° 1070.5 19.2
80°-90° 265.8 4.8
90°-100° 107.3 1.9
100°-110° 24.8 0.4
110°-120° 7.8 0.1
120°-130° 6.9 0.1
130°-140° 3.7 0.1
140°-150° 1.8 0.0
150°-160° 1.5 0.0
160°-170° 0.1 0.0
170°-180° 0.0 0.0
0°-90° 5428.1 97.2
0°-180° 5582.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560861

CATALOG NUMBER: SDL-PA1-70-727-U-SL3-HSS-A

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 382.3 6.8
FM (30°-60°) 2074.6 37.2

FH (60°-80°) 2194.5 39.3 G2/5000
FVH (80°-90°) 199.8 3.6 G2/225

BL (0°-30°) 125.4 2.2 B1/500
BM (30°-60°) 189.6 3.4 B0/220

BH (60°-80°) 195.8 3.5 B1/500 G1/500
BVH (80°-90°) 66.0 1.2 G1/100

UL (90°-100°) 107.3 1.9 U3/500
UH (100°-180°) 46.6 0.8 U2/50

BUG Rating: B1-U3-G2

Type IV Medium

0 lm

549 lm

1,097 lm

1,646 lm

2,194 lm

100°

90°

80°

60°

30°

0°

30°

60°

80°

90°

100°

FL

FM

FH

UL

UH

UL

BH

BM

BL

FVHBVH

FORWARD 
LIGHTBACKLIGHT

UPLIGHT

UH

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 6 of 10



Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560861

CATALOG NUMBER: SDL-PA1-70-727-U-SL3-HSS-A

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 60° 65° 75° 85°

0° 1475.5 1475.5 1475.5 1475.5 1475.5 1475.5 1475.5 1475.5 1475.5 1475.5 1475.5

2.5° 1387.8 1493.6 1462.6 1560.7 1573.6 1568.4 1563.2 1550.3 1537.4 1514.2 1478.1
5° 1331.1 1341.4 1333.7 1351.7 1354.3 1362.0 1349.1 1421.4 1542.6 1511.6 1454.9

7.5° 1093.8 1202.1 1215.0 1248.5 1279.5 1310.4 1328.5 1325.9 1171.1 1315.6 1251.1
10° 1117.0 1132.4 1129.9 1153.1 1127.3 1083.4 988.0 990.6 990.6 1021.5 1055.1

12.5° 884.8 931.2 1044.7 1080.9 1003.5 913.2 920.9 939.0 951.9 807.4 890.0
15° 1003.5 1006.0 1008.6 1008.6 755.8 864.2 753.2 681.0 779.0 954.5 969.9

17.5° 786.8 779.0 908.0 897.7 833.2 642.3 835.8 853.8 820.3 802.3 807.4
20° 923.5 923.5 915.8 730.0 768.7 828.1 717.1 714.5 755.8 939.0 949.3

22.5° 748.1 740.3 781.6 812.6 730.0 789.4 706.8 794.5 879.6 830.6 678.4
25° 936.4 936.4 905.4 704.2 755.8 678.4 784.2 673.3 748.1 1016.4 967.4

27.5° 866.7 843.5 771.3 799.7 678.4 789.4 722.3 817.7 864.2 1052.5 1127.3
30° 1119.5 1111.8 1029.3 804.8 771.3 724.9 776.5 822.9 995.7 1364.6 1302.7

32.5° 1493.6 1452.3 1171.1 995.7 810.0 859.0 828.1 967.4 1093.8 1395.6 1320.8
35° 1594.2 1563.2 1429.1 1209.8 908.0 908.0 890.0 988.0 1122.1 1462.6 1359.4

37.5° 1627.7 1625.1 1578.7 1323.3 1042.2 1044.7 941.6 1037.0 1178.9 1552.9 1416.2
40° 1648.4 1653.5 1700.0 1442.0 1184.0 1178.9 1037.0 1106.6 1266.6 1650.9 1519.4

42.5° 1736.1 1764.4 1821.2 1573.6 1318.2 1320.8 1153.1 1217.6 1382.7 1813.5 1661.3
45° 1932.1 1939.9 1973.4 1754.1 1444.6 1462.6 1300.1 1367.2 1524.5 1991.5 1821.2

47.5° 2228.8 2228.8 2172.0 1896.0 1594.2 1620.0 1454.9 1524.5 1692.2 2252.0 2006.9
50° 2491.9 2471.3 2347.4 2063.7 1715.4 1772.2 1658.7 1738.7 1834.1 2450.6 2239.1

52.5° 2657.0 2649.3 2497.1 2177.2 1844.4 1939.9 1826.4 1929.5 1999.2 2657.0 2448.0
55° 2633.8 2633.8 2535.7 2236.5 1963.1 2092.1 2043.0 2172.0 2197.8 2853.0 2600.2

57.5° 2546.1 2559.0 2512.5 2259.7 1986.3 2236.5 2264.9 2386.1 2430.0 2966.5 2695.7
60° 2368.1 2393.9 2442.9 2290.7 2076.6 2399.0 2491.9 2600.2 2682.8 3051.7 2775.7

62.5° 2035.3 2068.8 2241.7 2288.1 2146.2 2566.7 2685.4 2780.8 2858.2 3098.1 2832.4
65° 1542.6 1604.5 1854.7 2123.0 2141.1 2762.8 2842.7 2935.6 3010.4 3144.5 2979.4

67.5° 985.4 988.0 1258.8 1754.1 1996.6 3038.8 3054.2 3100.7 3149.7 3273.5 3188.4
70° 508.2 534.0 663.0 1119.5 1635.5 3095.5 3583.1 3516.0 3441.2 3554.7 3459.2

72.5° 337.9 366.3 436.0 603.6 1026.7 2791.1 4158.3 4344.0 4013.9 3763.6 3221.9
75° 190.9 206.4 291.5 477.2 634.6 1803.1 4093.8 4756.8 4375.0 3381.9 2589.9

77.5° 85.1 90.3 131.6 374.0 544.3 879.6 3221.9 3975.2 3823.0 2819.5 1867.6
80° 46.4 46.4 61.9 172.8 461.7 663.0 2138.5 2767.9 2600.2 1700.0 848.7

82.5° 25.8 28.4 36.1 82.5 281.2 606.2 1351.7 1736.1 1372.3 466.9 343.1
85° 10.3 10.3 15.5 43.9 103.2 513.3 740.3 825.5 554.6 237.3 265.7

87.5° 5.2 5.2 5.2 15.5 33.5 131.6 242.5 260.5 203.8 188.3 229.6
90° 7.7 7.7 5.2 5.2 23.2 139.3 203.8 214.1 167.7 188.3 232.2

92.5° 10.3 7.7 5.2 5.2 18.1 139.3 232.2 229.6 167.7 188.3 239.9
95° 12.9 10.3 5.2 5.2 18.1 123.8 278.6 250.2 180.6 190.9 252.8

97.5° 12.9 12.9 5.2 5.2 18.1 95.4 294.1 252.8 157.4 123.8 172.8
100° 15.5 15.5 5.2 5.2 20.6 56.8 203.8 188.3 110.9 41.3 49.0

102.5° 18.1 18.1 5.2 5.2 12.9 28.4 98.0 95.4 61.9 10.3 18.1
105° 18.1 20.6 5.2 5.2 5.2 12.9 36.1 43.9 31.0 10.3 18.1

107.5° 20.6 23.2 5.2 5.2 5.2 7.7 15.5 15.5 10.3 10.3 18.1
110° 20.6 20.6 5.2 5.2 5.2 5.2 5.2 5.2 5.2 10.3 18.1
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560861

CATALOG NUMBER: SDL-PA1-70-727-U-SL3-HSS-A

CANDELA DISTRIBUTION (continued):
0° 5° 15° 25° 35° 45° 55° 60° 65° 75° 85°

112.5° 15.5 15.5 2.6 5.2 5.2 5.2 2.6 5.2 5.2 7.7 15.5

115° 7.7 5.2 2.6 5.2 2.6 5.2 2.6 5.2 7.7 7.7 18.1
117.5° 2.6 2.6 2.6 2.6 2.6 5.2 2.6 5.2 5.2 12.9 23.2

120° 2.6 2.6 2.6 2.6 2.6 2.6 2.6 5.2 5.2 18.1 28.4
122.5° 2.6 2.6 2.6 2.6 2.6 2.6 2.6 5.2 5.2 18.1 33.5

125° 2.6 2.6 2.6 2.6 2.6 2.6 2.6 5.2 5.2 12.9 31.0
127.5° 2.6 2.6 2.6 2.6 2.6 2.6 2.6 5.2 5.2 12.9 25.8

130° 2.6 2.6 2.6 2.6 2.6 2.6 2.6 5.2 5.2 10.3 23.2
132.5° 2.6 2.6 2.6 2.6 2.6 2.6 2.6 2.6 5.2 10.3 18.1

135° 2.6 2.6 2.6 2.6 2.6 2.6 2.6 2.6 2.6 5.2 12.9
137.5° 2.6 2.6 2.6 2.6 2.6 2.6 2.6 2.6 2.6 2.6 5.2

140° 2.6 0.0 2.6 2.6 2.6 2.6 2.6 2.6 2.6 2.6 2.6
142.5° 2.6 0.0 2.6 2.6 2.6 2.6 2.6 2.6 2.6 2.6 2.6

145° 2.6 2.6 2.6 2.6 5.2 2.6 2.6 2.6 2.6 2.6 2.6
147.5° 2.6 2.6 2.6 5.2 5.2 2.6 2.6 2.6 2.6 2.6 2.6

150° 10.3 10.3 10.3 7.7 5.2 2.6 7.7 5.2 2.6 2.6 2.6
152.5° 7.7 7.7 12.9 5.2 2.6 2.6 2.6 7.7 7.7 2.6 2.6

155° 7.7 7.7 5.2 2.6 2.6 2.6 2.6 2.6 2.6 7.7 10.3
157.5° 2.6 2.6 2.6 0.0 2.6 2.6 2.6 2.6 2.6 5.2 2.6

160° 0.0 0.0 0.0 0.0 2.6 2.6 2.6 2.6 2.6 2.6 2.6
162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560861

CATALOG NUMBER: SDL-PA1-70-727-U-SL3-HSS-A

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 1475.5 1475.5 1475.5 1475.5 1475.5 1475.5 1475.5 1475.5 1475.5 1475.5 1475.5

2.5° 1465.2 1449.7 1408.5 1369.8 1323.3 1295.0 1196.9 1086.0 1062.8 1057.6 1039.6
5° 1429.1 1395.6 1315.6 1145.3 975.1 897.7 861.6 833.2 794.5 786.8 776.5

7.5° 1212.4 1155.7 1031.8 822.9 797.1 724.9 665.5 616.5 510.8 482.4 466.9
10° 1008.6 959.6 704.2 598.5 544.3 490.1 425.6 376.6 332.8 312.1 304.4

12.5° 815.2 766.1 526.2 474.6 337.9 278.6 242.5 201.2 167.7 149.6 149.6
15° 902.9 822.9 544.3 337.9 221.8 165.1 121.2 108.3 126.4 129.0 129.0

17.5° 737.8 657.8 428.2 263.1 162.5 90.3 98.0 110.9 121.2 105.8 108.3
20° 848.7 737.8 430.8 198.6 103.2 87.7 90.3 82.5 110.9 113.5 113.5

22.5° 642.3 580.4 325.0 157.4 80.0 82.5 77.4 92.9 103.2 90.3 87.7
25° 830.6 683.6 330.2 100.6 80.0 67.1 80.0 72.2 95.4 98.0 98.0

27.5° 951.9 766.1 288.9 87.7 67.1 72.2 64.5 74.8 72.2 72.2 72.2
30° 1080.9 835.8 281.2 85.1 64.5 59.3 61.9 59.3 69.6 72.2 72.2

32.5° 1080.9 799.7 214.1 85.1 61.9 56.8 49.0 54.2 56.8 61.9 64.5
35° 1088.6 768.7 157.4 77.4 56.8 49.0 43.9 43.9 49.0 51.6 51.6

37.5° 1111.8 748.1 121.2 72.2 51.6 43.9 36.1 38.7 67.1 74.8 74.8
40° 1176.3 748.1 103.2 67.1 46.4 38.7 31.0 49.0 56.8 67.1 67.1

42.5° 1276.9 758.4 98.0 64.5 41.3 33.5 25.8 38.7 69.6 80.0 82.5
45° 1382.7 779.0 92.9 61.9 38.7 28.4 31.0 46.4 54.2 72.2 72.2

47.5° 1529.7 822.9 90.3 59.3 36.1 23.2 28.4 46.4 59.3 77.4 77.4
50° 1689.6 869.3 85.1 56.8 31.0 20.6 43.9 38.7 49.0 80.0 80.0

52.5° 1854.7 923.5 82.5 54.2 28.4 28.4 49.0 46.4 59.3 77.4 80.0
55° 1999.2 967.4 77.4 54.2 25.8 25.8 51.6 46.4 54.2 72.2 74.8

57.5° 2068.8 975.1 74.8 51.6 23.2 25.8 49.0 56.8 49.0 59.3 64.5
60° 2156.5 995.7 67.1 46.4 20.6 33.5 56.8 74.8 67.1 77.4 82.5

62.5° 2239.1 1011.2 59.3 41.3 18.1 36.1 74.8 90.3 72.2 90.3 100.6
65° 2391.3 1044.7 49.0 33.5 15.5 41.3 85.1 108.3 80.0 105.8 105.8

67.5° 2602.8 1098.9 38.7 28.4 15.5 46.4 87.7 123.8 95.4 116.1 113.5
70° 2685.4 1011.2 33.5 25.8 15.5 54.2 95.4 134.1 100.6 129.0 129.0

72.5° 2342.3 730.0 28.4 25.8 25.8 61.9 118.7 147.0 110.9 162.5 159.9
75° 1808.3 459.2 28.4 25.8 31.0 77.4 134.1 157.4 118.7 180.6 178.0

77.5° 1204.7 216.7 28.4 28.4 36.1 85.1 144.5 167.7 131.6 201.2 198.6
80° 472.1 118.7 31.0 31.0 43.9 90.3 154.8 172.8 136.7 216.7 214.1

82.5° 227.0 82.5 31.0 31.0 59.3 100.6 165.1 180.6 141.9 219.3 216.7
85° 193.5 77.4 28.4 33.5 72.2 126.4 175.4 178.0 144.5 208.9 208.9

87.5° 172.8 74.8 28.4 33.5 98.0 147.0 183.2 175.4 154.8 203.8 203.8
90° 178.0 80.0 31.0 38.7 110.9 149.6 185.7 175.4 149.6 188.3 188.3

92.5° 190.9 85.1 33.5 41.3 110.9 139.3 172.8 157.4 139.3 159.9 157.4
95° 201.2 90.3 36.1 46.4 98.0 108.3 144.5 126.4 116.1 123.8 123.8

97.5° 154.8 69.6 41.3 51.6 74.8 64.5 90.3 82.5 61.9 51.6 51.6
100° 41.3 23.2 43.9 51.6 51.6 43.9 67.1 61.9 41.3 18.1 18.1

102.5° 15.5 15.5 41.3 49.0 41.3 33.5 49.0 46.4 33.5 5.2 5.2
105° 15.5 12.9 25.8 38.7 25.8 18.1 25.8 31.0 20.6 5.2 5.2

107.5° 15.5 12.9 15.5 23.2 10.3 7.7 10.3 10.3 10.3 2.6 5.2
110° 15.5 12.9 7.7 10.3 7.7 7.7 7.7 5.2 5.2 10.3 10.3
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560861

CATALOG NUMBER: SDL-PA1-70-727-U-SL3-HSS-A

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

112.5° 15.5 12.9 7.7 10.3 7.7 7.7 5.2 5.2 7.7 15.5 15.5

115° 15.5 12.9 7.7 7.7 5.2 7.7 5.2 2.6 7.7 18.1 20.6
117.5° 20.6 12.9 5.2 5.2 5.2 5.2 5.2 2.6 7.7 23.2 25.8

120° 25.8 15.5 5.2 5.2 5.2 2.6 5.2 2.6 10.3 23.2 25.8
122.5° 28.4 18.1 5.2 5.2 5.2 2.6 2.6 5.2 10.3 23.2 23.2

125° 28.4 18.1 5.2 5.2 2.6 2.6 2.6 2.6 10.3 23.2 25.8
127.5° 23.2 15.5 5.2 5.2 2.6 2.6 2.6 2.6 10.3 20.6 23.2

130° 20.6 15.5 5.2 5.2 2.6 2.6 2.6 2.6 10.3 18.1 20.6
132.5° 15.5 12.9 5.2 2.6 2.6 2.6 2.6 2.6 10.3 15.5 18.1

135° 12.9 7.7 5.2 2.6 2.6 2.6 2.6 2.6 7.7 15.5 15.5
137.5° 5.2 5.2 2.6 2.6 2.6 2.6 2.6 2.6 5.2 7.7 7.7

140° 5.2 5.2 2.6 2.6 2.6 2.6 2.6 2.6 2.6 5.2 5.2
142.5° 2.6 5.2 2.6 2.6 2.6 2.6 0.0 2.6 2.6 2.6 2.6

145° 2.6 5.2 2.6 2.6 2.6 2.6 0.0 2.6 2.6 2.6 2.6
147.5° 2.6 5.2 2.6 2.6 2.6 2.6 0.0 2.6 2.6 2.6 2.6

150° 2.6 5.2 2.6 2.6 2.6 2.6 0.0 2.6 2.6 2.6 5.2
152.5° 2.6 5.2 2.6 2.6 2.6 0.0 0.0 2.6 2.6 2.6 2.6

155° 10.3 7.7 5.2 2.6 2.6 0.0 0.0 0.0 2.6 2.6 2.6
157.5° 2.6 2.6 2.6 2.6 2.6 0.0 0.0 0.0 2.6 2.6 2.6

160° 2.6 2.6 2.6 2.6 2.6 0.0 0.0 0.0 2.6 2.6 2.6
162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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