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Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P560627

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2106-279-5)
Test Lab:  INNOVATION CENTER

Issue Date:  7/26/2021

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  SDL-PA1-50-827-U-T2U-HSS-A
Description:  Springdale

(1) 80 CRI, 2700K, 670mA LIGHT ENGINE WITH 24 LEDS AND TYPE II U OPTICS,
HOUSE SIDE SHIELD AND CLEARPANELS

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  3214.6 lumens

Efficiency:  N/A
Efficacy:  61.3 lumens/watt

Luminous Opening:  Rectangular w/ Sides (W: 1.21' x L: 1.21' x H: 0.96')
IES Classification:  Type II - Short

BUG Rating:  B1 - U3 - G1

Input Watts (W):  52.4
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560627

CATALOG NUMBER: SDL-PA1-50-827-U-T2U-HSS-A

Based on 10 foot mounting height.  Maximum calculated value = 6.5 fc
Type II - Short - N/A

2.25 3.75

1.75

2.75

House Side

Street Side

Type I

Type II

Type III

Type IV

Short Medium Long

5

2 1 0.5 0.2

0.1

-2

-1

0

1

2

3

4

0 1 2 3 4 5 6 7

Tr
an

sv
er

se
 D

is
ta

n
ce

 in
 U

n
it

s 
o

f 
M

o
u

n
ti

n
g 

H
ei

gh
t

Longitudinal Distance in Units of Mounting Height

Iso-Footcandle Lines of Horizontal Illumination Max cd

1/2 Max cd

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 3 of 10



Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560627

CATALOG NUMBER: SDL-PA1-50-827-U-T2U-HSS-A
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560627

CATALOG NUMBER: SDL-PA1-50-827-U-T2U-HSS-A

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 503.0 37.4 540.5

% Fixture 15.6 1.2 16.8
Street Side Lumens 2634.3 39.8 2674.1

% Fixture 81.9 1.2 83.2
Total Lumens 3137.3 77.3 3214.6

% Fixture 97.6 2.4 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 38.1 1.2
10°-20° 72.7 2.3
20°-30° 109.6 3.4
30°-40° 252.5 7.9
40°-50° 562.8 17.5
50°-60° 837.5 26.1
60°-70° 746.9 23.2
70°-80° 419.3 13.0
80°-90° 97.9 3.0
90°-100° 53.7 1.7
100°-110° 12.4 0.4
110°-120° 4.8 0.2
120°-130° 3.2 0.1
130°-140° 1.7 0.1
140°-150° 0.8 0.0
150°-160° 0.6 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 3137.3 97.6
0°-180° 3214.6 100.0

14.8%

81.4%

0

0.1

0.2

0.3

0.4

0.5

0.6

0.7

0.8

0.9

0 1 2 3 4 5

Street Width in Units of Mounting Height

Coefficient of Utilization

HS SS

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 5 of 10
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560627

CATALOG NUMBER: SDL-PA1-50-827-U-T2U-HSS-A

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 145.4 4.5
FM (30°-60°) 1463.7 45.5

FH (60°-80°) 968.3 30.1 G1/1800
FVH (80°-90°) 56.8 1.8 G1/100

BL (0°-30°) 75.0 2.3 B0/110
BM (30°-60°) 189.1 5.9 B0/220

BH (60°-80°) 197.9 6.2 B1/500 G1/500
BVH (80°-90°) 41.1 1.3 G1/100

UL (90°-100°) 53.7 1.7 U3/500
UH (100°-180°) 23.5 0.7 U2/50

BUG Rating: B1-U3-G1

Type II Short
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560627

CATALOG NUMBER: SDL-PA1-50-827-U-T2U-HSS-A

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 67.5° 75° 85°

0° 495.9 495.9 495.9 495.9 495.9 495.9 495.9 495.9 495.9 495.9 495.9

2.5° 420.4 444.4 470.1 487.3 490.7 495.9 495.9 494.2 494.2 492.5 492.5
5° 408.4 406.7 408.4 411.8 410.1 410.1 410.1 478.7 483.9 487.3 487.3

7.5° 351.8 360.3 387.8 398.1 401.5 404.9 404.9 399.8 380.9 422.1 427.3
10° 382.6 380.9 380.9 384.4 358.6 348.3 314.0 308.9 308.9 322.6 367.2

12.5° 320.9 339.7 365.5 375.8 346.6 307.1 298.6 305.4 303.7 266.0 310.6
15° 363.8 363.8 360.3 353.5 272.8 305.4 257.4 257.4 293.4 315.7 355.2

17.5° 295.1 303.7 346.6 341.5 300.3 229.9 300.3 276.3 296.8 278.0 298.6
20° 362.0 360.3 362.0 276.3 305.4 315.7 300.3 269.4 245.4 322.6 356.9

22.5° 298.6 295.1 312.3 341.5 288.3 327.7 274.5 327.7 319.2 286.6 257.4
25° 386.1 384.4 387.8 302.0 338.0 293.4 338.0 293.4 307.1 367.2 375.8

27.5° 348.3 346.6 341.5 368.9 320.9 370.6 319.2 358.6 368.9 398.1 461.6
30° 490.7 483.9 466.7 370.6 377.5 356.9 377.5 441.0 475.3 533.6 552.5

32.5° 715.5 679.5 566.2 490.7 399.8 456.4 427.3 518.2 550.8 580.0 595.4
35° 924.9 909.4 827.1 648.6 487.3 504.5 482.2 580.0 598.8 660.6 657.2

37.5° 1211.4 1185.7 1058.7 837.3 612.6 605.7 549.1 660.6 674.3 763.6 746.4
40° 1425.9 1405.3 1305.8 1039.8 779.0 719.0 641.7 772.1 756.7 876.8 852.8

42.5° 1631.8 1619.8 1542.6 1271.5 962.6 894.0 737.8 909.4 906.0 1010.7 990.1
45° 1798.2 1784.5 1734.7 1479.1 1173.7 1175.4 888.8 1060.4 1084.4 1184.0 1130.8

47.5° 1896.0 1866.9 1830.8 1643.8 1386.4 1444.8 1111.9 1232.0 1290.3 1376.1 1295.5
50° 1873.7 1844.6 1848.0 1748.5 1582.0 1676.4 1350.4 1413.9 1530.6 1597.5 1437.9

52.5° 1695.3 1678.1 1734.7 1729.6 1681.6 1889.2 1628.4 1611.2 1726.2 1770.8 1583.8
55° 1441.3 1417.3 1523.7 1599.2 1681.6 2021.3 1885.7 1830.8 1935.5 1928.6 1683.3

57.5° 1094.7 1103.3 1223.4 1341.8 1544.3 2047.0 2076.2 2069.3 2117.4 2059.1 1762.2
60° 748.1 753.3 923.1 1057.0 1266.3 1911.5 2138.0 2266.7 2261.5 2168.9 1851.4

62.5° 470.1 468.4 597.1 808.2 911.1 1556.3 2114.0 2416.0 2397.1 2251.2 1920.1
65° 271.1 278.0 324.3 535.4 633.2 1062.1 1975.0 2561.8 2508.6 2325.0 1993.8

67.5° 166.4 171.6 193.9 290.0 413.5 586.8 1679.8 2597.8 2601.3 2385.1 2033.3
70° 140.7 142.4 152.7 178.5 288.3 329.4 1130.8 2429.7 2529.2 2398.8 2021.3

72.5° 118.4 120.1 135.6 156.1 214.5 233.4 507.9 2007.6 2196.3 2294.1 1933.8
75° 87.5 89.2 111.5 142.4 156.1 187.0 278.0 1329.8 1508.3 1813.7 1649.0

77.5° 56.6 58.3 78.9 115.0 132.1 147.6 224.8 621.1 785.9 1048.4 1041.5
80° 37.7 37.7 46.3 80.6 104.7 120.1 195.6 307.1 350.0 432.4 404.9

82.5° 24.0 24.0 29.2 49.8 66.9 120.1 183.6 219.6 212.8 216.2 192.2
85° 10.3 10.3 15.4 27.5 36.0 78.9 164.7 188.7 180.2 180.2 171.6

87.5° 3.4 3.4 5.1 8.6 12.0 24.0 127.0 151.0 145.8 151.0 163.0
90° 3.4 3.4 1.7 3.4 3.4 17.2 103.0 149.3 145.8 152.7 168.2

92.5° 5.1 5.1 1.7 1.7 3.4 13.7 80.6 154.4 149.3 159.6 175.0
95° 8.6 8.6 3.4 1.7 5.1 12.0 49.8 137.3 149.3 157.9 178.5

97.5° 10.3 10.3 3.4 3.4 5.1 10.3 25.7 111.5 115.0 120.1 140.7
100° 13.7 13.7 3.4 3.4 3.4 8.6 13.7 58.3 60.1 42.9 68.6

102.5° 13.7 13.7 3.4 3.4 3.4 5.1 6.9 25.7 24.0 8.6 8.6
105° 15.4 15.4 5.1 3.4 3.4 3.4 3.4 8.6 8.6 5.1 10.3

107.5° 15.4 15.4 5.1 5.1 3.4 3.4 1.7 3.4 5.1 5.1 10.3
110° 12.0 12.0 5.1 5.1 3.4 1.7 1.7 1.7 3.4 5.1 12.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560627

CATALOG NUMBER: SDL-PA1-50-827-U-T2U-HSS-A

CANDELA DISTRIBUTION (continued):
0° 5° 15° 25° 35° 45° 55° 65° 67.5° 75° 85°

112.5° 8.6 8.6 3.4 5.1 3.4 1.7 1.7 1.7 3.4 6.9 17.2

115° 3.4 3.4 1.7 3.4 1.7 1.7 1.7 3.4 3.4 5.1 13.7
117.5° 1.7 1.7 1.7 1.7 1.7 1.7 1.7 3.4 1.7 5.1 12.0

120° 1.7 1.7 0.0 1.7 1.7 1.7 1.7 1.7 1.7 6.9 12.0
122.5° 1.7 1.7 1.7 1.7 1.7 0.0 1.7 1.7 1.7 6.9 12.0

125° 1.7 1.7 1.7 1.7 1.7 0.0 1.7 1.7 1.7 5.1 10.3
127.5° 1.7 1.7 1.7 1.7 1.7 0.0 1.7 1.7 1.7 3.4 10.3

130° 1.7 1.7 1.7 1.7 1.7 0.0 1.7 1.7 1.7 3.4 6.9
132.5° 1.7 1.7 1.7 1.7 1.7 0.0 1.7 1.7 1.7 3.4 5.1

135° 1.7 1.7 1.7 1.7 1.7 0.0 1.7 1.7 1.7 1.7 3.4
137.5° 1.7 1.7 1.7 1.7 1.7 0.0 1.7 1.7 1.7 1.7 1.7

140° 0.0 0.0 0.0 1.7 1.7 1.7 1.7 1.7 1.7 1.7 1.7
142.5° 0.0 0.0 0.0 1.7 1.7 1.7 1.7 1.7 1.7 1.7 1.7

145° 0.0 0.0 0.0 1.7 1.7 1.7 1.7 1.7 1.7 1.7 1.7
147.5° 0.0 0.0 0.0 1.7 1.7 1.7 1.7 1.7 1.7 1.7 1.7

150° 1.7 1.7 3.4 3.4 1.7 0.0 3.4 1.7 1.7 1.7 1.7
152.5° 3.4 3.4 3.4 3.4 1.7 0.0 1.7 3.4 1.7 1.7 1.7

155° 3.4 3.4 1.7 1.7 1.7 0.0 1.7 1.7 1.7 3.4 5.1
157.5° 0.0 0.0 0.0 0.0 1.7 0.0 1.7 1.7 0.0 0.0 1.7

160° 0.0 0.0 0.0 0.0 1.7 0.0 1.7 1.7 0.0 0.0 0.0
162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560627

CATALOG NUMBER: SDL-PA1-50-827-U-T2U-HSS-A

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 495.9 495.9 495.9 495.9 495.9 495.9 495.9 495.9 495.9 495.9 495.9

2.5° 490.7 490.7 489.0 489.0 483.9 482.2 459.9 435.8 417.0 418.7 418.7
5° 485.6 482.2 477.0 442.7 399.8 392.9 392.9 389.5 387.8 389.5 389.5

7.5° 423.8 420.4 399.8 382.6 384.4 380.9 374.1 372.3 343.2 314.0 312.3
10° 365.5 360.3 305.4 293.4 291.7 303.7 332.9 322.6 312.3 300.3 305.4

12.5° 305.4 303.7 253.9 281.4 245.4 252.2 259.1 248.8 212.8 171.6 176.7
15° 353.5 348.3 288.3 233.4 209.3 211.1 139.0 133.8 108.1 97.8 92.7

17.5° 262.5 288.3 252.2 233.4 211.1 109.8 89.2 68.6 61.8 49.8 51.5
20° 351.8 344.9 288.3 217.9 163.0 92.7 49.8 39.5 48.0 49.8 49.8

22.5° 248.8 241.9 243.7 231.6 115.0 53.2 37.7 39.5 36.0 34.3 34.3
25° 365.5 353.5 295.1 176.7 85.8 34.3 36.0 27.5 32.6 32.6 32.6

27.5° 444.4 403.2 310.6 171.6 48.0 34.3 25.7 27.5 22.3 22.3 22.3
30° 531.9 507.9 406.7 159.6 37.7 27.5 24.0 18.9 20.6 20.6 20.6

32.5° 571.4 538.8 406.7 127.0 32.6 25.7 18.9 17.2 17.2 18.9 18.9
35° 628.0 593.7 404.9 84.1 27.5 20.6 15.4 15.4 15.4 15.4 15.4

37.5° 713.8 664.0 411.8 53.2 22.3 17.2 12.0 13.7 13.7 29.2 29.2
40° 809.9 753.3 392.9 37.7 18.9 13.7 10.3 17.2 24.0 25.7 25.7

42.5° 931.7 869.9 365.5 32.6 17.2 10.3 8.6 13.7 20.6 32.6 32.6
45° 1077.6 984.9 327.7 29.2 13.7 8.6 8.6 17.2 25.7 30.9 30.9

47.5° 1208.0 1096.4 262.5 27.5 12.0 6.9 12.0 18.9 22.3 36.0 36.0
50° 1360.7 1213.1 200.8 24.0 10.3 6.9 18.9 20.6 25.7 32.6 32.6

52.5° 1473.9 1310.9 152.7 22.3 10.3 5.1 18.9 18.9 29.2 37.7 37.7
55° 1564.9 1364.1 109.8 18.9 8.6 5.1 22.3 24.0 25.7 29.2 29.2

57.5° 1635.2 1401.9 85.8 17.2 8.6 12.0 27.5 30.9 27.5 29.2 29.2
60° 1715.9 1420.7 63.5 15.4 6.9 12.0 32.6 41.2 30.9 44.6 42.9

62.5° 1789.7 1434.5 51.5 15.4 6.9 13.7 36.0 51.5 41.2 60.1 61.8
65° 1882.3 1451.6 42.9 12.0 6.9 18.9 42.9 68.6 54.9 78.9 82.4

67.5° 1944.1 1461.9 36.0 12.0 6.9 22.3 60.1 89.2 68.6 99.5 103.0
70° 1950.9 1424.2 29.2 12.0 6.9 34.3 82.4 108.1 85.8 127.0 128.7

72.5° 1861.7 1316.1 24.0 13.7 6.9 37.7 96.1 125.3 101.2 168.2 169.9
75° 1504.8 923.1 22.3 13.7 6.9 48.0 104.7 137.3 113.2 175.0 178.5

77.5° 924.9 427.3 20.6 15.4 10.3 53.2 106.4 145.8 118.4 175.0 180.2
80° 358.6 211.1 18.9 17.2 24.0 60.1 115.0 147.6 118.4 163.0 169.9

82.5° 166.4 123.5 18.9 18.9 30.9 61.8 113.2 137.3 109.8 145.8 144.1
85° 149.3 121.8 20.6 20.6 32.6 53.2 89.2 116.7 94.4 115.0 115.0

87.5° 145.8 120.1 22.3 25.7 32.6 30.9 68.6 99.5 80.6 85.8 85.8
90° 149.3 125.3 24.0 29.2 27.5 17.2 54.9 82.4 61.8 54.9 53.2

92.5° 159.6 127.0 29.2 34.3 25.7 13.7 46.3 66.9 44.6 36.0 34.3
95° 168.2 130.4 36.0 41.2 27.5 12.0 41.2 53.2 32.6 22.3 20.6

97.5° 140.7 101.2 41.2 44.6 27.5 12.0 36.0 42.9 25.7 12.0 12.0
100° 60.1 44.6 42.9 48.0 25.7 10.3 30.9 34.3 17.2 5.1 6.9

102.5° 12.0 13.7 37.7 44.6 20.6 6.9 20.6 20.6 12.0 1.7 3.4
105° 12.0 10.3 24.0 37.7 12.0 3.4 8.6 12.0 5.1 1.7 1.7

107.5° 12.0 12.0 8.6 18.9 5.1 3.4 3.4 5.1 3.4 1.7 1.7
110° 13.7 12.0 3.4 5.1 3.4 3.4 3.4 3.4 1.7 8.6 10.3
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560627

CATALOG NUMBER: SDL-PA1-50-827-U-T2U-HSS-A

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

112.5° 17.2 15.4 3.4 5.1 5.1 3.4 1.7 1.7 3.4 12.0 13.7

115° 15.4 13.7 5.1 5.1 3.4 3.4 1.7 1.7 3.4 13.7 15.4
117.5° 12.0 12.0 5.1 3.4 3.4 3.4 1.7 1.7 3.4 13.7 13.7

120° 13.7 12.0 5.1 3.4 1.7 1.7 1.7 1.7 3.4 10.3 10.3
122.5° 13.7 12.0 5.1 3.4 1.7 1.7 1.7 1.7 3.4 10.3 12.0

125° 12.0 10.3 5.1 3.4 1.7 1.7 1.7 1.7 5.1 10.3 10.3
127.5° 10.3 8.6 3.4 1.7 1.7 1.7 1.7 1.7 5.1 8.6 8.6

130° 6.9 6.9 3.4 1.7 1.7 1.7 1.7 1.7 5.1 6.9 6.9
132.5° 5.1 5.1 3.4 1.7 1.7 1.7 1.7 1.7 3.4 6.9 6.9

135° 5.1 3.4 3.4 1.7 1.7 1.7 1.7 1.7 3.4 5.1 5.1
137.5° 1.7 1.7 1.7 1.7 1.7 1.7 1.7 1.7 1.7 3.4 3.4

140° 1.7 1.7 1.7 1.7 1.7 1.7 0.0 0.0 0.0 1.7 1.7
142.5° 1.7 1.7 1.7 1.7 1.7 1.7 0.0 0.0 0.0 1.7 1.7

145° 1.7 1.7 1.7 1.7 1.7 1.7 0.0 0.0 0.0 1.7 1.7
147.5° 1.7 1.7 1.7 1.7 1.7 1.7 0.0 0.0 0.0 1.7 1.7

150° 1.7 1.7 1.7 1.7 1.7 0.0 0.0 0.0 0.0 1.7 1.7
152.5° 1.7 1.7 3.4 1.7 1.7 0.0 0.0 0.0 0.0 1.7 1.7

155° 5.1 5.1 5.1 1.7 1.7 0.0 0.0 0.0 0.0 1.7 1.7
157.5° 1.7 1.7 1.7 1.7 1.7 0.0 0.0 0.0 0.0 0.0 0.0

160° 0.0 1.7 1.7 1.7 1.7 0.0 0.0 0.0 0.0 0.0 0.0
162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 10 of 10


