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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P561164

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2106-279-10)
Test Lab:  INNOVATION CENTER

Issue Date:  7/26/2021

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  SDL-PA1-80-827-U-T4W-HSS
Description:  Springdale

(1) 80 CRI, 2700K, 1050mA LIGHT ENGINE WITH 24 LEDS AND TYPE IV WIDE
OPTICS AND HOUSE SIDE SHIELD

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  4968.3 lumens

Efficiency:  N/A
Efficacy:  60.6 lumens/watt

Luminous Opening:  Rectangular w/ Sides (W: 1.21' x L: 1.21' x H: 0.96')
IES Classification:  Type IV - Medium

BUG Rating:  B1 - U0 - G2

Input Watts (W):  82
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P561164

CATALOG NUMBER: SDL-PA1-80-827-U-T4W-HSS

Based on 10 foot mounting height.  Maximum calculated value = 6.3 fc
Type IV - Medium - N/A
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P561164

CATALOG NUMBER: SDL-PA1-80-827-U-T4W-HSS
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P561164

CATALOG NUMBER: SDL-PA1-80-827-U-T4W-HSS

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 417.1 0.0 417.1

% Fixture 8.4 0.0 8.4
Street Side Lumens 4551.2 0.0 4551.2

% Fixture 91.6 0.0 91.6
Total Lumens 4968.3 0.0 4968.3

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 47.3 1.0
10°-20° 104.0 2.1
20°-30° 175.9 3.5
30°-40° 323.8 6.5
40°-50° 531.5 10.7
50°-60° 945.9 19.0
60°-70° 1415.3 28.5
70°-80° 1260.1 25.4
80°-90° 164.6 3.3
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 4968.3 100.0
0°-180° 4968.3 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P561164

CATALOG NUMBER: SDL-PA1-80-827-U-T4W-HSS

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 240.1 4.8
FM (30°-60°) 1597.1 32.1

FH (60°-80°) 2551.9 51.4 G2/5000
FVH (80°-90°) 162.1 3.3 G2/225

BL (0°-30°) 87.0 1.8 B0/110
BM (30°-60°) 204.1 4.1 B0/220

BH (60°-80°) 123.5 2.5 B1/500 G1/500
BVH (80°-90°) 2.5 0.1 G0/10

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B1-U0-G2

Type IV Medium
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P561164

CATALOG NUMBER: SDL-PA1-80-827-U-T4W-HSS

CANDELA DISTRIBUTION (FULL):
0° 5° 10° 15° 20° 25° 30° 35° 40° 45° 50°

0° 609.2 609.2 609.2 609.2 609.2 609.2 609.2 609.2 609.2 609.2 609.2

2.5° 566.7 609.2 614.2 616.7 621.7 624.2 624.2 624.2 624.2 621.7 621.7
5° 599.2 596.7 594.2 591.7 589.2 584.2 579.2 571.7 566.7 561.7 556.8

7.5° 586.7 589.2 596.7 601.7 599.2 596.7 601.7 604.2 596.7 586.7 576.7
10° 684.1 679.1 674.1 669.1 661.6 654.1 594.2 534.3 529.3 521.8 516.8

12.5° 599.2 674.1 674.1 674.1 674.1 674.1 634.1 594.2 531.8 469.4 397.0
15° 749.0 746.5 736.5 726.5 659.1 589.2 551.8 514.3 514.3 511.8 481.9

17.5° 621.7 621.7 671.6 719.0 691.6 664.1 611.7 559.2 484.3 407.0 436.9
20° 786.4 786.4 776.5 766.5 651.6 536.8 541.8 546.8 551.8 556.8 461.9

22.5° 646.6 641.6 636.6 631.7 644.1 656.6 554.3 449.4 509.3 566.7 441.9
25° 788.9 796.4 791.4 783.9 681.6 579.2 601.7 621.7 544.3 466.9 541.8

27.5° 676.6 669.1 659.1 646.6 654.1 661.6 614.2 564.2 591.7 619.2 496.8
30° 828.9 831.4 826.4 821.4 724.0 626.7 624.2 619.2 596.7 571.7 559.2

32.5° 1026.1 1006.1 936.2 866.3 806.4 746.5 699.1 651.6 671.6 689.1 621.7
35° 1121.0 1083.5 1053.6 1021.1 921.3 818.9 761.5 701.6 704.1 706.6 679.1

37.5° 1213.4 1158.4 1121.0 1083.5 963.7 843.9 781.4 719.0 739.0 756.5 726.5
40° 1245.8 1215.9 1193.4 1170.9 1043.6 913.8 841.4 766.5 776.5 783.9 774.0

42.5° 1328.2 1323.2 1310.7 1295.8 1143.5 988.7 901.3 813.9 823.9 831.4 826.4
45° 1525.4 1518.0 1518.0 1515.5 1318.2 1118.5 1003.7 888.8 898.8 908.8 903.8

47.5° 1780.1 1767.6 1752.6 1735.2 1525.4 1313.2 1148.5 981.2 981.2 981.2 988.7
50° 2047.2 2029.8 1997.3 1962.4 1750.1 1537.9 1328.2 1118.5 1096.0 1071.1 1098.5

52.5° 2324.4 2294.4 2239.5 2182.1 1994.8 1807.6 1570.4 1330.7 1263.3 1193.4 1228.3
55° 2474.2 2441.7 2404.3 2364.3 2212.0 2057.2 1815.1 1572.9 1468.0 1360.7 1398.1

57.5° 2596.5 2589.0 2571.5 2554.1 2436.7 2319.4 2077.2 1832.5 1690.2 1547.9 1580.4
60° 2763.8 2753.8 2761.3 2768.8 2678.9 2589.0 2359.3 2127.1 1944.9 1760.1 1750.1

62.5° 2888.6 2886.1 2923.6 2961.0 2913.6 2863.7 2606.5 2346.8 2169.6 1989.8 1939.9
65° 2773.8 2806.2 2946.0 3085.9 3078.4 3068.4 2828.7 2586.5 2411.8 2234.5 2169.6

67.5° 2531.6 2546.6 2753.8 2958.5 3048.4 3135.8 2966.0 2793.7 2656.4 2516.6 2396.8
70° 2304.4 2336.9 2519.1 2701.4 2933.6 3165.7 3030.9 2896.1 2868.6 2838.7 2683.9

72.5° 2084.7 2142.1 2311.9 2481.7 2791.2 3098.3 3018.4 2938.6 3045.9 3153.3 2968.5
75° 1333.2 1345.7 1667.8 1987.3 2379.3 2768.8 2871.1 2973.5 3210.7 3447.9 3235.7

77.5° 389.5 431.9 674.1 916.3 1365.7 1812.6 2162.1 2511.6 2973.5 3435.4 3175.7
80° 132.3 142.3 177.3 209.7 449.4 689.1 1093.5 1495.5 2032.3 2569.0 2386.8

82.5° 64.9 67.4 84.9 99.9 152.3 204.7 411.9 616.7 996.2 1373.2 1405.6
85° 20.0 20.0 30.0 39.9 64.9 89.9 154.8 217.2 344.5 469.4 397.0

87.5° 5.0 5.0 7.5 10.0 15.0 20.0 20.0 20.0 15.0 10.0 12.5
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P561164

CATALOG NUMBER: SDL-PA1-80-827-U-T4W-HSS

CANDELA DISTRIBUTION (continued):
55° 60° 65° 70° 75° 80° 85° 90° 95° 100° 105°

0° 609.2 609.2 609.2 609.2 609.2 609.2 609.2 609.2 609.2 609.2 609.2

2.5° 624.2 624.2 624.2 621.7 616.7 614.2 609.2 604.2 599.2 596.7 591.7
5° 549.3 581.7 611.7 614.2 614.2 606.7 599.2 591.7 584.2 576.7 569.2

7.5° 564.2 546.8 529.3 531.8 534.3 531.8 526.8 514.3 504.3 484.3 461.9
10° 451.9 439.4 424.4 429.4 434.4 446.9 459.4 449.4 434.4 397.0 357.0

12.5° 444.4 441.9 436.9 399.5 359.5 379.5 397.0 387.0 372.0 334.6 294.6
15° 379.5 382.0 382.0 419.4 456.9 471.9 484.3 471.9 454.4 404.5 352.0

17.5° 489.3 464.4 439.4 424.4 407.0 411.9 416.9 362.0 379.5 347.0 312.1
20° 506.8 424.4 342.0 409.4 476.9 499.3 521.8 509.3 486.8 407.0 324.6

22.5° 461.9 491.8 521.8 479.4 436.9 409.4 379.5 367.0 352.0 317.1 282.1
25° 571.7 489.3 404.5 484.3 561.7 566.7 571.7 549.3 524.3 424.4 324.6

27.5° 511.8 539.3 564.2 581.7 599.2 621.7 644.1 619.2 559.2 441.9 322.1
30° 609.2 646.6 684.1 741.5 798.9 816.4 831.4 803.9 756.5 559.2 359.5

32.5° 636.6 711.5 786.4 808.9 828.9 851.4 873.8 851.4 793.9 554.3 312.1
35° 711.5 764.0 813.9 848.9 883.8 903.8 923.8 908.8 831.4 546.8 262.1

37.5° 734.0 803.9 871.3 911.3 948.7 966.2 981.2 981.2 871.3 541.8 209.7
40° 769.0 856.3 943.7 981.2 1016.1 1043.6 1068.6 1078.6 916.3 539.3 159.8

42.5° 838.9 916.3 993.7 1053.6 1111.0 1151.0 1190.9 1198.4 968.7 546.8 122.3
45° 913.8 996.2 1078.6 1158.4 1238.3 1295.8 1350.7 1345.7 1031.1 566.7 99.9

47.5° 1021.1 1098.5 1175.9 1310.7 1443.1 1498.0 1550.4 1515.5 1096.0 591.7 87.4
50° 1131.0 1225.9 1320.7 1493.0 1662.8 1712.7 1760.1 1687.7 1158.4 621.7 82.4

52.5° 1273.3 1385.6 1498.0 1695.2 1892.5 1937.4 1982.3 1835.0 1205.9 641.6 77.4
55° 1440.6 1585.4 1730.2 1917.4 2102.2 2154.6 2207.0 1979.8 1228.3 651.6 74.9

57.5° 1642.8 1810.1 1974.8 2147.1 2316.9 2389.3 2459.2 2122.1 1238.3 654.1 69.9
60° 1840.0 2024.8 2209.5 2356.8 2504.1 2616.5 2726.3 2262.0 1233.3 649.1 62.4

62.5° 2022.3 2227.0 2429.2 2566.6 2703.9 2838.7 2973.5 2374.3 1200.9 626.7 49.9
65° 2212.0 2429.2 2643.9 2763.8 2883.6 3058.4 3230.7 2471.7 1155.9 596.7 35.0

67.5° 2384.3 2591.5 2798.7 2933.6 3068.4 3240.6 3410.4 2496.6 1091.0 559.2 25.0
70° 2529.1 2753.8 2976.0 3113.3 3250.6 3338.0 3422.9 2386.8 961.2 489.3 17.5

72.5° 2728.8 2931.1 3130.8 3200.7 3268.1 3115.8 2961.0 1989.8 721.5 369.5 15.0
75° 2908.6 3006.0 3100.8 2951.0 2801.2 2391.8 1982.3 1253.3 352.0 184.8 15.0

77.5° 2726.3 2673.9 2621.5 2162.1 1700.2 1263.3 823.9 491.8 109.9 59.9 10.0
80° 1974.8 1735.2 1493.0 1033.6 571.7 382.0 189.7 109.9 27.5 17.5 7.5

82.5° 1063.6 821.4 576.7 372.0 167.3 112.3 54.9 37.4 12.5 10.0 5.0
85° 384.5 304.6 222.2 172.3 122.3 72.4 20.0 12.5 7.5 7.5 5.0

87.5° 35.0 39.9 44.9 35.0 22.5 15.0 5.0 5.0 5.0 5.0 2.5
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P561164

CATALOG NUMBER: SDL-PA1-80-827-U-T4W-HSS

CANDELA DISTRIBUTION (continued):
110° 115° 120° 125° 130° 135° 140° 145° 150° 155° 160°

0° 609.2 609.2 609.2 609.2 609.2 609.2 609.2 609.2 609.2 609.2 609.2

2.5° 589.2 586.7 584.2 579.2 576.7 574.2 556.8 539.3 519.3 499.3 499.3
5° 536.8 504.3 486.8 469.4 456.9 444.4 441.9 436.9 431.9 426.9 424.4

7.5° 449.4 436.9 426.9 416.9 404.5 392.0 379.5 367.0 357.0 347.0 324.6
10° 337.0 317.1 302.1 287.1 279.6 269.6 254.7 237.2 237.2 237.2 234.7

12.5° 292.1 289.6 252.2 212.2 199.7 187.2 184.8 182.3 177.3 169.8 159.8
15° 289.6 224.7 192.2 157.3 149.8 139.8 124.8 107.4 104.9 99.9 112.3

17.5° 262.1 212.2 174.8 137.3 109.9 82.4 87.4 89.9 102.4 112.3 119.8
20° 237.2 149.8 124.8 97.4 89.9 79.9 84.9 89.9 87.4 82.4 94.9

22.5° 222.2 159.8 117.3 74.9 79.9 84.9 79.9 72.4 84.9 97.4 104.9
25° 214.7 102.4 92.4 79.9 74.9 69.9 79.9 87.4 82.4 77.4 92.4

27.5° 212.2 102.4 87.4 69.9 74.9 79.9 77.4 72.4 82.4 89.9 87.4
30° 227.2 92.4 82.4 72.4 69.9 67.4 72.4 77.4 77.4 74.9 87.4

32.5° 202.2 92.4 82.4 69.9 69.9 67.4 67.4 67.4 74.9 82.4 87.4
35° 174.8 84.9 77.4 67.4 64.9 62.4 64.9 64.9 72.4 77.4 87.4

37.5° 144.8 79.9 72.4 62.4 59.9 57.4 57.4 54.9 62.4 69.9 77.4
40° 117.3 74.9 67.4 57.4 54.9 52.4 52.4 52.4 57.4 59.9 64.9

42.5° 97.4 69.9 62.4 52.4 49.9 47.4 47.4 44.9 47.4 49.9 52.4
45° 84.9 67.4 59.9 49.9 47.4 42.4 39.9 37.4 37.4 37.4 37.4

47.5° 74.9 62.4 57.4 49.9 44.9 37.4 35.0 30.0 27.5 25.0 22.5
50° 69.9 57.4 52.4 44.9 39.9 32.5 27.5 22.5 20.0 15.0 15.0

52.5° 64.9 52.4 47.4 39.9 32.5 25.0 20.0 12.5 12.5 10.0 10.0
55° 62.4 49.9 42.4 35.0 27.5 17.5 12.5 7.5 7.5 5.0 5.0

57.5° 59.9 47.4 39.9 30.0 20.0 10.0 7.5 5.0 5.0 5.0 5.0
60° 52.4 42.4 32.5 20.0 12.5 5.0 5.0 2.5 5.0 5.0 5.0

62.5° 42.4 32.5 22.5 12.5 7.5 2.5 2.5 2.5 5.0 5.0 5.0
65° 30.0 22.5 15.0 7.5 5.0 2.5 2.5 2.5 2.5 2.5 2.5

67.5° 22.5 17.5 12.5 5.0 5.0 2.5 2.5 2.5 2.5 2.5 2.5
70° 15.0 12.5 10.0 5.0 5.0 2.5 2.5 2.5 2.5 2.5 2.5

72.5° 12.5 10.0 7.5 2.5 2.5 0.0 2.5 2.5 2.5 2.5 2.5
75° 12.5 10.0 7.5 2.5 2.5 0.0 2.5 2.5 2.5 2.5 2.5

77.5° 10.0 7.5 5.0 2.5 2.5 0.0 2.5 5.0 5.0 5.0 5.0
80° 7.5 5.0 5.0 2.5 2.5 0.0 2.5 5.0 5.0 5.0 5.0

82.5° 5.0 5.0 5.0 2.5 2.5 0.0 5.0 7.5 7.5 5.0 5.0
85° 5.0 2.5 2.5 2.5 2.5 2.5 5.0 7.5 7.5 7.5 5.0

87.5° 2.5 2.5 2.5 2.5 2.5 2.5 5.0 7.5 7.5 7.5 5.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P561164

CATALOG NUMBER: SDL-PA1-80-827-U-T4W-HSS

CANDELA DISTRIBUTION (continued):
165° 170° 175° 180°

0° 609.2 609.2 609.2 609.2

2.5° 496.8 496.8 494.3 494.3
5° 419.4 419.4 416.9 416.9

7.5° 302.1 297.1 289.6 292.1
10° 232.2 227.2 222.2 227.2

12.5° 149.8 152.3 152.3 144.8
15° 122.3 132.3 139.8 139.8

17.5° 127.3 127.3 124.8 124.8
20° 107.4 117.3 127.3 127.3

22.5° 109.9 104.9 99.9 99.9
25° 104.9 112.3 117.3 117.3

27.5° 84.9 87.4 89.9 89.9
30° 97.4 102.4 104.9 104.9

32.5° 92.4 97.4 99.9 102.4
35° 94.9 99.9 102.4 102.4

37.5° 84.9 87.4 89.9 89.9
40° 67.4 69.9 72.4 72.4

42.5° 52.4 52.4 49.9 52.4
45° 35.0 35.0 32.5 35.0

47.5° 20.0 20.0 20.0 20.0
50° 12.5 12.5 12.5 12.5

52.5° 7.5 7.5 7.5 7.5
55° 5.0 5.0 5.0 5.0

57.5° 5.0 5.0 2.5 2.5
60° 2.5 2.5 2.5 2.5

62.5° 2.5 2.5 0.0 0.0
65° 0.0 0.0 0.0 0.0

67.5° 0.0 0.0 0.0 0.0
70° 0.0 0.0 0.0 0.0

72.5° 0.0 0.0 0.0 0.0
75° 2.5 2.5 0.0 0.0

77.5° 2.5 2.5 0.0 0.0
80° 2.5 2.5 0.0 0.0

82.5° 2.5 2.5 0.0 0.0
85° 2.5 2.5 2.5 0.0

87.5° 2.5 2.5 2.5 0.0
90° 0.0 0.0 0.0 0.0

(END OF REPORT)
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