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Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P561340

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2106-279-10)
Test Lab:  INNOVATION CENTER

Issue Date:  7/26/2021

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  SDL-PA1-90-827-U-T4W-HSS
Description:  Springdale

(1) 80 CRI, 2700K, 1180mA LIGHT ENGINE WITH 24 LEDS AND TYPE IV WIDE
OPTICS AND HOUSE SIDE SHIELD

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  5444.5 lumens

Efficiency:  N/A
Efficacy:  58.9 lumens/watt

Luminous Opening:  Rectangular w/ Sides (W: 1.21' x L: 1.21' x H: 0.96')
IES Classification:  Type IV - Medium

BUG Rating:  B1 - U0 - G2

Input Watts (W):  92.4
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P561340

CATALOG NUMBER: SDL-PA1-90-827-U-T4W-HSS

Based on 10 foot mounting height.  Maximum calculated value = 6.9 fc
Type IV - Medium - N/A
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P561340

CATALOG NUMBER: SDL-PA1-90-827-U-T4W-HSS
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P561340

CATALOG NUMBER: SDL-PA1-90-827-U-T4W-HSS

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 457.1 0.0 457.1

% Fixture 8.4 0.0 8.4
Street Side Lumens 4987.4 0.0 4987.4

% Fixture 91.6 0.0 91.6
Total Lumens 5444.5 0.0 5444.5

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 51.9 1.0
10°-20° 114.0 2.1
20°-30° 192.7 3.5
30°-40° 354.9 6.5
40°-50° 582.4 10.7
50°-60° 1036.6 19.0
60°-70° 1550.9 28.5
70°-80° 1380.8 25.4
80°-90° 180.4 3.3
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 5444.5 100.0
0°-180° 5444.5 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P561340

CATALOG NUMBER: SDL-PA1-90-827-U-T4W-HSS

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 263.2 4.8
FM (30°-60°) 1750.2 32.1

FH (60°-80°) 2796.4 51.4 G2/5000
FVH (80°-90°) 177.6 3.3 G2/225

BL (0°-30°) 95.4 1.8 B0/110
BM (30°-60°) 223.6 4.1 B1/1000

BH (60°-80°) 135.3 2.5 B1/500 G1/500
BVH (80°-90°) 2.8 0.1 G0/10

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B1-U0-G2

Type IV Medium
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P561340

CATALOG NUMBER: SDL-PA1-90-827-U-T4W-HSS

CANDELA DISTRIBUTION (FULL):
0° 5° 10° 15° 20° 25° 30° 35° 40° 45° 50°

0° 667.6 667.6 667.6 667.6 667.6 667.6 667.6 667.6 667.6 667.6 667.6

2.5° 621.1 667.6 673.0 675.8 681.3 684.0 684.0 684.0 684.0 681.3 681.3
5° 656.6 653.9 651.2 648.4 645.7 640.2 634.7 626.5 621.1 615.6 610.1

7.5° 642.9 645.7 653.9 659.4 656.6 653.9 659.4 662.1 653.9 642.9 632.0
10° 749.7 744.2 738.7 733.2 725.0 716.8 651.2 585.5 580.0 571.8 566.3

12.5° 656.6 738.7 738.7 738.7 738.7 738.7 694.9 651.2 582.8 514.4 435.0
15° 820.8 818.0 807.1 796.2 722.3 645.7 604.6 563.6 563.6 560.9 528.0

17.5° 681.3 681.3 736.0 788.0 757.9 727.8 670.3 612.9 530.8 446.0 478.8
20° 861.8 861.8 850.9 839.9 714.1 588.2 593.7 599.2 604.6 610.1 506.2

22.5° 708.6 703.1 697.7 692.2 705.9 719.6 607.4 492.5 558.1 621.1 484.3
25° 864.6 872.8 867.3 859.1 746.9 634.7 659.4 681.3 596.4 511.6 593.7

27.5° 741.4 733.2 722.3 708.6 716.8 725.0 673.0 618.3 648.4 678.5 544.5
30° 908.3 911.1 905.6 900.1 793.4 686.7 684.0 678.5 653.9 626.5 612.9

32.5° 1124.5 1102.6 1026.0 949.4 883.7 818.0 766.1 714.1 736.0 755.1 681.3
35° 1228.4 1187.4 1154.6 1119.0 1009.6 897.4 834.5 768.8 771.5 774.3 744.2

37.5° 1329.7 1269.5 1228.4 1187.4 1056.1 924.8 856.4 788.0 809.8 829.0 796.2
40° 1365.2 1332.4 1307.8 1283.2 1143.6 1001.4 922.0 839.9 850.9 859.1 848.1

42.5° 1455.5 1450.1 1436.4 1420.0 1253.1 1083.4 987.7 891.9 902.9 911.1 905.6
45° 1671.7 1663.5 1663.5 1660.7 1444.6 1225.7 1099.9 974.0 984.9 995.9 990.4

47.5° 1950.7 1937.1 1920.6 1901.5 1671.7 1439.1 1258.5 1075.2 1075.2 1075.2 1083.4
50° 2243.5 2224.3 2188.8 2150.5 1917.9 1685.3 1455.5 1225.7 1201.1 1173.7 1203.8

52.5° 2547.2 2514.3 2454.1 2391.2 2186.0 1980.8 1720.9 1458.3 1384.4 1307.8 1346.1
55° 2711.3 2675.8 2634.7 2590.9 2424.1 2254.4 1989.0 1723.6 1608.7 1491.1 1532.1

57.5° 2845.4 2837.2 2818.0 2798.9 2670.3 2541.7 2276.3 2008.2 1852.2 1696.3 1731.9
60° 3028.7 3017.8 3026.0 3034.2 2935.7 2837.2 2585.5 2331.0 2131.3 1928.8 1917.9

62.5° 3165.5 3162.8 3203.8 3244.8 3192.9 3138.1 2856.3 2571.8 2377.5 2180.6 2125.8
65° 3039.6 3075.2 3228.4 3381.6 3373.4 3362.5 3099.8 2834.4 2642.9 2448.7 2377.5

67.5° 2774.3 2790.7 3017.8 3242.1 3340.6 3436.4 3250.3 3061.5 2911.1 2757.8 2626.5
70° 2525.3 2560.8 2760.6 2960.3 3214.7 3469.2 3321.4 3173.7 3143.6 3110.8 2941.1

72.5° 2284.5 2347.4 2533.5 2719.5 3058.8 3395.3 3307.8 3220.2 3337.9 3455.5 3253.0
75° 1461.0 1474.7 1827.6 2177.8 2607.4 3034.2 3146.3 3258.5 3518.4 3778.3 3545.8

77.5° 426.8 473.3 738.7 1004.1 1496.6 1986.3 2369.3 2752.4 3258.5 3764.7 3480.1
80° 145.0 155.9 194.3 229.8 492.5 755.1 1198.3 1638.8 2227.1 2815.3 2615.6

82.5° 71.1 73.9 93.0 109.4 166.9 224.3 451.4 675.8 1091.6 1504.8 1540.3
85° 21.9 21.9 32.8 43.8 71.1 98.5 169.6 238.0 377.6 514.4 435.0

87.5° 5.5 5.5 8.2 10.9 16.4 21.9 21.9 21.9 16.4 10.9 13.7
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P561340

CATALOG NUMBER: SDL-PA1-90-827-U-T4W-HSS

CANDELA DISTRIBUTION (continued):
55° 60° 65° 70° 75° 80° 85° 90° 95° 100° 105°

0° 667.6 667.6 667.6 667.6 667.6 667.6 667.6 667.6 667.6 667.6 667.6

2.5° 684.0 684.0 684.0 681.3 675.8 673.0 667.6 662.1 656.6 653.9 648.4
5° 601.9 637.5 670.3 673.0 673.0 664.8 656.6 648.4 640.2 632.0 623.8

7.5° 618.3 599.2 580.0 582.8 585.5 582.8 577.3 563.6 552.7 530.8 506.2
10° 495.2 481.5 465.1 470.6 476.1 489.7 503.4 492.5 476.1 435.0 391.2

12.5° 487.0 484.3 478.8 437.8 394.0 415.9 435.0 424.1 407.7 366.6 322.8
15° 415.9 418.6 418.6 459.6 500.7 517.1 530.8 517.1 497.9 443.2 385.8

17.5° 536.2 508.9 481.5 465.1 446.0 451.4 456.9 396.7 415.9 380.3 342.0
20° 555.4 465.1 374.8 448.7 522.6 547.2 571.8 558.1 533.5 446.0 355.7

22.5° 506.2 539.0 571.8 525.3 478.8 448.7 415.9 402.2 385.8 347.5 309.2
25° 626.5 536.2 443.2 530.8 615.6 621.1 626.5 601.9 574.5 465.1 355.7

27.5° 560.9 591.0 618.3 637.5 656.6 681.3 705.9 678.5 612.9 484.3 352.9
30° 667.6 708.6 749.7 812.6 875.5 894.7 911.1 881.0 829.0 612.9 394.0

32.5° 697.7 779.7 861.8 886.4 908.3 933.0 957.6 933.0 870.0 607.4 342.0
35° 779.7 837.2 891.9 930.2 968.5 990.4 1012.3 995.9 911.1 599.2 287.3

37.5° 804.4 881.0 954.8 998.6 1039.7 1058.8 1075.2 1075.2 954.8 593.7 229.8
40° 842.7 938.4 1034.2 1075.2 1113.5 1143.6 1171.0 1181.9 1004.1 591.0 175.1

42.5° 919.3 1004.1 1088.9 1154.6 1217.5 1261.3 1305.0 1313.3 1061.5 599.2 134.1
45° 1001.4 1091.6 1181.9 1269.5 1357.0 1420.0 1480.1 1474.7 1129.9 621.1 109.4

47.5° 1119.0 1203.8 1288.6 1436.4 1581.4 1641.6 1699.0 1660.7 1201.1 648.4 95.8
50° 1239.4 1343.4 1447.3 1636.1 1822.1 1876.9 1928.8 1849.5 1269.5 681.3 90.3

52.5° 1395.3 1518.5 1641.6 1857.7 2073.8 2123.1 2172.3 2010.9 1321.5 703.1 84.8
55° 1578.6 1737.3 1896.0 2101.2 2303.7 2361.1 2418.6 2169.6 1346.1 714.1 82.1

57.5° 1800.3 1983.6 2164.1 2352.9 2539.0 2618.3 2694.9 2325.6 1357.0 716.8 76.6
60° 2016.4 2218.9 2421.3 2582.7 2744.2 2867.3 2987.7 2478.8 1351.6 711.3 68.4

62.5° 2216.1 2440.5 2662.1 2812.6 2963.0 3110.8 3258.5 2601.9 1316.0 686.7 54.7
65° 2424.1 2662.1 2897.4 3028.7 3160.0 3351.5 3540.3 2708.6 1266.7 653.9 38.3

67.5° 2612.8 2839.9 3067.0 3214.7 3362.5 3551.3 3737.3 2735.9 1195.6 612.9 27.4
70° 2771.5 3017.8 3261.3 3411.7 3562.2 3658.0 3751.0 2615.6 1053.3 536.2 19.2

72.5° 2990.4 3212.0 3430.9 3507.5 3581.4 3414.5 3244.8 2180.6 790.7 404.9 16.4
75° 3187.4 3294.1 3398.0 3233.9 3069.7 2621.0 2172.3 1373.4 385.8 202.5 16.4

77.5° 2987.7 2930.2 2872.7 2369.3 1863.2 1384.4 902.9 539.0 120.4 65.7 10.9
80° 2164.1 1901.5 1636.1 1132.7 626.5 418.6 207.9 120.4 30.1 19.2 8.2

82.5° 1165.5 900.1 632.0 407.7 183.3 123.1 60.2 41.0 13.7 10.9 5.5
85° 421.3 333.8 243.5 188.8 134.1 79.3 21.9 13.7 8.2 8.2 5.5

87.5° 38.3 43.8 49.2 38.3 24.6 16.4 5.5 5.5 5.5 5.5 2.7
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P561340

CATALOG NUMBER: SDL-PA1-90-827-U-T4W-HSS

CANDELA DISTRIBUTION (continued):
110° 115° 120° 125° 130° 135° 140° 145° 150° 155° 160°

0° 667.6 667.6 667.6 667.6 667.6 667.6 667.6 667.6 667.6 667.6 667.6

2.5° 645.7 642.9 640.2 634.7 632.0 629.3 610.1 591.0 569.1 547.2 547.2
5° 588.2 552.7 533.5 514.4 500.7 487.0 484.3 478.8 473.3 467.8 465.1

7.5° 492.5 478.8 467.8 456.9 443.2 429.5 415.9 402.2 391.2 380.3 355.7
10° 369.4 347.5 331.0 314.6 306.4 295.5 279.1 259.9 259.9 259.9 257.2

12.5° 320.1 317.4 276.3 232.6 218.9 205.2 202.5 199.7 194.3 186.0 175.1
15° 317.4 246.2 210.7 172.4 164.2 153.2 136.8 117.6 114.9 109.4 123.1

17.5° 287.3 232.6 191.5 150.5 120.4 90.3 95.8 98.5 112.2 123.1 131.3
20° 259.9 164.2 136.8 106.7 98.5 87.6 93.0 98.5 95.8 90.3 104.0

22.5° 243.5 175.1 128.6 82.1 87.6 93.0 87.6 79.3 93.0 106.7 114.9
25° 235.3 112.2 101.2 87.6 82.1 76.6 87.6 95.8 90.3 84.8 101.2

27.5° 232.6 112.2 95.8 76.6 82.1 87.6 84.8 79.3 90.3 98.5 95.8
30° 249.0 101.2 90.3 79.3 76.6 73.9 79.3 84.8 84.8 82.1 95.8

32.5° 221.6 101.2 90.3 76.6 76.6 73.9 73.9 73.9 82.1 90.3 95.8
35° 191.5 93.0 84.8 73.9 71.1 68.4 71.1 71.1 79.3 84.8 95.8

37.5° 158.7 87.6 79.3 68.4 65.7 62.9 62.9 60.2 68.4 76.6 84.8
40° 128.6 82.1 73.9 62.9 60.2 57.5 57.5 57.5 62.9 65.7 71.1

42.5° 106.7 76.6 68.4 57.5 54.7 52.0 52.0 49.2 52.0 54.7 57.5
45° 93.0 73.9 65.7 54.7 52.0 46.5 43.8 41.0 41.0 41.0 41.0

47.5° 82.1 68.4 62.9 54.7 49.2 41.0 38.3 32.8 30.1 27.4 24.6
50° 76.6 62.9 57.5 49.2 43.8 35.6 30.1 24.6 21.9 16.4 16.4

52.5° 71.1 57.5 52.0 43.8 35.6 27.4 21.9 13.7 13.7 10.9 10.9
55° 68.4 54.7 46.5 38.3 30.1 19.2 13.7 8.2 8.2 5.5 5.5

57.5° 65.7 52.0 43.8 32.8 21.9 10.9 8.2 5.5 5.5 5.5 5.5
60° 57.5 46.5 35.6 21.9 13.7 5.5 5.5 2.7 5.5 5.5 5.5

62.5° 46.5 35.6 24.6 13.7 8.2 2.7 2.7 2.7 5.5 5.5 5.5
65° 32.8 24.6 16.4 8.2 5.5 2.7 2.7 2.7 2.7 2.7 2.7

67.5° 24.6 19.2 13.7 5.5 5.5 2.7 2.7 2.7 2.7 2.7 2.7
70° 16.4 13.7 10.9 5.5 5.5 2.7 2.7 2.7 2.7 2.7 2.7

72.5° 13.7 10.9 8.2 2.7 2.7 0.0 2.7 2.7 2.7 2.7 2.7
75° 13.7 10.9 8.2 2.7 2.7 0.0 2.7 2.7 2.7 2.7 2.7

77.5° 10.9 8.2 5.5 2.7 2.7 0.0 2.7 5.5 5.5 5.5 5.5
80° 8.2 5.5 5.5 2.7 2.7 0.0 2.7 5.5 5.5 5.5 5.5

82.5° 5.5 5.5 5.5 2.7 2.7 0.0 5.5 8.2 8.2 5.5 5.5
85° 5.5 2.7 2.7 2.7 2.7 2.7 5.5 8.2 8.2 8.2 5.5

87.5° 2.7 2.7 2.7 2.7 2.7 2.7 5.5 8.2 8.2 8.2 5.5
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P561340

CATALOG NUMBER: SDL-PA1-90-827-U-T4W-HSS

CANDELA DISTRIBUTION (continued):
165° 170° 175° 180°

0° 667.6 667.6 667.6 667.6

2.5° 544.5 544.5 541.7 541.7
5° 459.6 459.6 456.9 456.9

7.5° 331.0 325.6 317.4 320.1
10° 254.4 249.0 243.5 249.0

12.5° 164.2 166.9 166.9 158.7
15° 134.1 145.0 153.2 153.2

17.5° 139.5 139.5 136.8 136.8
20° 117.6 128.6 139.5 139.5

22.5° 120.4 114.9 109.4 109.4
25° 114.9 123.1 128.6 128.6

27.5° 93.0 95.8 98.5 98.5
30° 106.7 112.2 114.9 114.9

32.5° 101.2 106.7 109.4 112.2
35° 104.0 109.4 112.2 112.2

37.5° 93.0 95.8 98.5 98.5
40° 73.9 76.6 79.3 79.3

42.5° 57.5 57.5 54.7 57.5
45° 38.3 38.3 35.6 38.3

47.5° 21.9 21.9 21.9 21.9
50° 13.7 13.7 13.7 13.7

52.5° 8.2 8.2 8.2 8.2
55° 5.5 5.5 5.5 5.5

57.5° 5.5 5.5 2.7 2.7
60° 2.7 2.7 2.7 2.7

62.5° 2.7 2.7 0.0 0.0
65° 0.0 0.0 0.0 0.0

67.5° 0.0 0.0 0.0 0.0
70° 0.0 0.0 0.0 0.0

72.5° 0.0 0.0 0.0 0.0
75° 2.7 2.7 0.0 0.0

77.5° 2.7 2.7 0.0 0.0
80° 2.7 2.7 0.0 0.0

82.5° 2.7 2.7 0.0 0.0
85° 2.7 2.7 2.7 0.0

87.5° 2.7 2.7 2.7 0.0
90° 0.0 0.0 0.0 0.0

(END OF REPORT)

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 10 of 10


