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Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P560469

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2106-279-17)
Test Lab:  INNOVATION CENTER

Issue Date:  7/26/2021

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  SDL-PA1-40-830-U-T2R-HSS-A
Description:  Springdale

(1) 80 CRI, 3000K, 500mA LIGHT ENGINE WITH 24 LEDS AND TYPE II R OPTICS,
HOUSE SIDE SHIELD AND CLEAR PANELS

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  2995.6 lumens

Efficiency:  N/A
Efficacy:  76.0 lumens/watt

Luminous Opening:  Rectangular w/ Sides (W: 1.21' x L: 1.21' x H: 0.96')
IES Classification:  Type II - Medium

BUG Rating:  B0 - U2 - G1

Input Watts (W):  39.4
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560469

CATALOG NUMBER: SDL-PA1-40-830-U-T2R-HSS-A

Based on 10 foot mounting height.  Maximum calculated value = 7.5 fc
Type II - Medium - N/A
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560469

CATALOG NUMBER: SDL-PA1-40-830-U-T2R-HSS-A
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560469

CATALOG NUMBER: SDL-PA1-40-830-U-T2R-HSS-A

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 244.1 30.3 274.4

% Fixture 8.1 1.0 9.2
Street Side Lumens 2683.1 38.1 2721.2

% Fixture 89.6 1.3 90.8
Total Lumens 2927.2 68.5 2995.6

% Fixture 97.7 2.3 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 32.3 1.1
10°-20° 79.0 2.6
20°-30° 148.3 4.9
30°-40° 332.7 11.1
40°-50° 547.5 18.3
50°-60° 671.2 22.4
60°-70° 628.6 21.0
70°-80° 409.4 13.7
80°-90° 78.2 2.6
90°-100° 44.9 1.5
100°-110° 10.1 0.3
110°-120° 5.1 0.2
120°-130° 4.3 0.1
130°-140° 2.1 0.1
140°-150° 1.0 0.0
150°-160° 0.9 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 2927.2 97.7
0°-180° 2995.6 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560469

CATALOG NUMBER: SDL-PA1-40-830-U-T2R-HSS-A

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 223.2 7.4
FM (30°-60°) 1467.0 49.0

FH (60°-80°) 945.5 31.6 G1/1800
FVH (80°-90°) 47.3 1.6 G1/100

BL (0°-30°) 36.5 1.2 B0/110
BM (30°-60°) 84.4 2.8 B0/220

BH (60°-80°) 92.4 3.1 B0/110 G0/110
BVH (80°-90°) 30.9 1.0 G1/100

UL (90°-100°) 44.9 1.5 U2/50
UH (100°-180°) 23.6 0.8 U2/50

BUG Rating: B0-U2-G1

Type II Medium
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560469

CATALOG NUMBER: SDL-PA1-40-830-U-T2R-HSS-A

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 75° 77.5° 85°

0° 407.5 407.5 407.5 407.5 407.5 407.5 407.5 407.5 407.5 407.5 407.5

2.5° 454.7 483.3 491.9 506.2 513.4 504.8 489.1 469.0 447.6 441.9 423.3
5° 516.2 510.5 506.2 506.2 497.6 479.0 461.9 514.8 481.9 474.8 437.6

7.5° 469.0 513.4 546.2 549.1 544.8 530.5 506.2 451.9 459.0 450.4 404.7
10° 567.7 569.1 563.4 567.7 527.7 507.6 429.0 396.1 370.4 404.7 363.2

12.5° 470.5 540.5 580.6 594.9 544.8 479.0 439.0 421.8 327.5 318.9 328.9
15° 574.8 577.7 582.0 567.7 441.9 501.9 407.5 376.1 424.7 413.3 406.1

17.5° 454.7 460.5 557.7 552.0 511.9 397.5 484.8 431.9 394.7 380.4 370.4
20° 579.1 580.6 579.1 439.0 477.6 534.8 456.2 441.9 489.1 483.3 457.6

22.5° 486.2 486.2 519.1 563.4 501.9 536.2 464.7 550.5 454.7 451.9 340.3
25° 672.1 672.1 649.2 497.6 569.1 504.8 552.0 494.8 587.7 567.7 510.5

27.5° 653.5 633.5 597.7 627.8 550.5 632.0 534.8 603.4 647.8 666.4 636.3
30° 908.0 908.0 869.4 672.1 644.9 610.6 617.7 722.1 888.0 890.9 769.3

32.5° 1229.8 1206.9 1002.4 866.6 705.0 766.5 697.8 849.4 965.2 960.9 817.9
35° 1361.3 1354.2 1291.3 1063.9 816.5 839.4 786.5 898.0 1069.6 1041.0 876.6

37.5° 1495.8 1484.3 1420.0 1175.4 933.8 963.8 852.3 969.5 1165.4 1124.0 940.9
40° 1578.7 1580.1 1534.4 1264.1 1026.7 1042.5 930.9 1056.7 1242.6 1251.2 996.7

42.5° 1665.9 1664.5 1627.3 1368.5 1103.9 1124.0 993.8 1139.7 1347.0 1357.0 1091.1
45° 1713.1 1710.2 1688.8 1440.0 1165.4 1179.7 1091.1 1241.2 1474.3 1471.4 1168.3

47.5° 1724.5 1728.8 1727.4 1510.1 1229.8 1235.5 1178.3 1315.6 1628.7 1597.3 1269.8
50° 1660.2 1663.1 1683.1 1565.8 1277.0 1282.7 1246.9 1399.9 1758.9 1721.7 1361.3

52.5° 1481.5 1498.6 1583.0 1531.5 1297.0 1318.4 1311.3 1464.3 1917.6 1871.8 1474.3
55° 1101.1 1141.1 1334.2 1402.8 1287.0 1319.9 1368.5 1581.5 2062.0 2006.3 1565.8

57.5° 878.0 885.2 999.6 1188.3 1205.5 1312.7 1428.5 1653.0 2152.1 2096.3 1631.6
60° 693.5 705.0 779.3 930.9 1052.5 1269.8 1445.7 1726.0 2223.6 2176.4 1704.5

62.5° 537.7 536.2 593.4 695.0 848.0 1179.7 1422.8 1770.3 2315.1 2279.4 1834.7
65° 374.7 374.7 423.3 504.8 642.1 1018.1 1377.1 1833.2 2471.0 2461.0 1996.2

67.5° 256.0 261.7 294.6 334.6 440.4 828.0 1308.4 1897.6 2698.4 2651.2 2152.1
70° 187.3 187.3 200.2 221.6 274.6 617.7 1185.4 1899.0 2864.2 2815.6 2233.6

72.5° 138.7 138.7 148.7 158.7 173.0 410.4 972.4 1778.9 2821.3 2744.1 2067.7
75° 72.9 72.9 113.0 117.3 115.8 266.0 717.8 1461.4 2385.2 2256.5 1618.7

77.5° 57.2 58.6 64.3 91.5 84.4 174.5 400.4 899.5 1541.5 1384.2 876.6
80° 41.5 40.0 50.0 58.6 50.0 101.5 188.8 394.7 546.2 473.3 288.9

82.5° 24.3 25.7 30.0 42.9 42.9 71.5 123.0 173.0 195.9 194.5 173.0
85° 2.9 4.3 15.7 28.6 25.7 41.5 103.0 120.1 154.4 157.3 154.4

87.5° 2.9 2.9 4.3 5.7 7.1 27.2 87.2 104.4 143.0 153.0 154.4
90° 5.7 4.3 2.9 2.9 4.3 21.4 81.5 107.2 151.6 154.4 161.6

92.5° 7.1 5.7 2.9 1.4 4.3 17.2 77.2 107.2 157.3 167.3 174.5
95° 10.0 8.6 2.9 1.4 4.3 14.3 65.8 101.5 164.4 181.6 188.8

97.5° 12.9 11.4 2.9 2.9 4.3 11.4 51.5 80.1 108.7 123.0 133.0
100° 14.3 14.3 2.9 2.9 4.3 7.1 25.7 44.3 34.3 32.9 37.2

102.5° 15.7 15.7 2.9 2.9 2.9 4.3 8.6 18.6 7.1 7.1 11.4
105° 15.7 15.7 2.9 2.9 2.9 2.9 2.9 7.1 5.7 7.1 12.9

107.5° 14.3 15.7 2.9 4.3 4.3 2.9 2.9 2.9 5.7 8.6 12.9
110° 12.9 12.9 2.9 4.3 4.3 2.9 1.4 2.9 5.7 8.6 14.3
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560469

CATALOG NUMBER: SDL-PA1-40-830-U-T2R-HSS-A

CANDELA DISTRIBUTION (continued):
0° 5° 15° 25° 35° 45° 55° 65° 75° 77.5° 85°

112.5° 10.0 7.1 1.4 4.3 2.9 2.9 1.4 2.9 7.1 10.0 14.3

115° 4.3 2.9 1.4 2.9 2.9 2.9 1.4 2.9 7.1 11.4 14.3
117.5° 2.9 1.4 1.4 1.4 1.4 2.9 1.4 4.3 10.0 12.9 17.2

120° 1.4 1.4 1.4 1.4 1.4 1.4 1.4 4.3 12.9 14.3 20.0
122.5° 1.4 1.4 1.4 1.4 1.4 1.4 1.4 2.9 12.9 14.3 20.0

125° 1.4 1.4 1.4 1.4 1.4 1.4 1.4 2.9 10.0 12.9 17.2
127.5° 1.4 1.4 1.4 1.4 1.4 1.4 1.4 2.9 7.1 10.0 14.3

130° 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 7.1 8.6 11.4
132.5° 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 4.3 5.7 8.6

135° 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 2.9 2.9 5.7
137.5° 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4

140° 1.4 0.0 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
142.5° 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4

145° 1.4 1.4 1.4 1.4 2.9 1.4 1.4 1.4 1.4 1.4 1.4
147.5° 1.4 1.4 1.4 2.9 2.9 2.9 1.4 1.4 1.4 1.4 1.4

150° 2.9 4.3 7.1 5.7 2.9 1.4 2.9 1.4 1.4 1.4 1.4
152.5° 7.1 7.1 5.7 5.7 1.4 1.4 2.9 2.9 1.4 1.4 1.4

155° 5.7 5.7 4.3 1.4 1.4 1.4 1.4 2.9 4.3 5.7 4.3
157.5° 0.0 0.0 0.0 0.0 1.4 1.4 1.4 1.4 1.4 1.4 1.4

160° 0.0 0.0 0.0 0.0 1.4 1.4 1.4 1.4 1.4 1.4 1.4
162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560469

CATALOG NUMBER: SDL-PA1-40-830-U-T2R-HSS-A

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 407.5 407.5 407.5 407.5 407.5 407.5 407.5 407.5 407.5 407.5 407.5

2.5° 409.0 394.7 363.2 338.9 313.2 298.9 271.7 248.8 231.7 228.8 228.8
5° 409.0 380.4 324.6 264.5 208.8 180.2 164.4 154.4 147.3 144.4 143.0

7.5° 366.1 328.9 254.5 184.5 160.2 134.4 115.8 101.5 88.7 84.4 80.1
10° 320.3 274.6 173.0 127.3 101.5 84.4 75.8 71.5 67.2 65.8 65.8

12.5° 284.6 237.4 138.7 104.4 71.5 60.1 57.2 54.3 52.9 51.5 50.0
15° 347.5 284.6 144.4 71.5 50.0 42.9 40.0 41.5 44.3 44.3 44.3

17.5° 321.7 250.2 120.1 54.3 41.5 31.5 34.3 37.2 40.0 35.7 34.3
20° 384.7 294.6 117.3 42.9 34.3 31.5 30.0 25.7 32.9 32.9 32.9

22.5° 278.8 223.1 88.7 40.0 28.6 27.2 22.9 25.7 27.2 22.9 22.9
25° 413.3 290.3 87.2 31.5 28.6 21.4 22.9 18.6 22.9 22.9 22.9

27.5° 511.9 343.2 77.2 32.9 24.3 21.4 17.2 18.6 17.2 17.2 17.2
30° 609.2 386.1 70.1 32.9 22.9 17.2 15.7 14.3 17.2 17.2 17.2

32.5° 637.8 376.1 55.8 34.3 21.4 15.7 12.9 14.3 14.3 15.7 15.7
35° 670.7 367.5 47.2 30.0 20.0 14.3 11.4 12.9 14.3 15.7 15.7

37.5° 702.1 353.2 42.9 27.2 17.2 12.9 10.0 11.4 30.0 32.9 32.9
40° 742.2 336.0 40.0 24.3 14.3 10.0 8.6 22.9 27.2 31.5 31.5

42.5° 799.4 326.0 37.2 22.9 12.9 8.6 8.6 20.0 38.6 42.9 42.9
45° 846.5 308.9 35.7 20.0 11.4 7.1 14.3 27.2 31.5 40.0 38.6

47.5° 905.2 293.1 34.3 18.6 10.0 7.1 15.7 28.6 40.0 45.8 45.8
50° 968.1 284.6 32.9 17.2 10.0 7.1 27.2 27.2 32.9 51.5 51.5

52.5° 1048.2 278.8 30.0 14.3 8.6 14.3 37.2 32.9 40.0 52.9 52.9
55° 1086.8 260.3 28.6 12.9 7.1 14.3 40.0 37.2 41.5 55.8 55.8

57.5° 1121.1 241.7 25.7 12.9 7.1 18.6 42.9 47.2 40.0 48.6 54.3
60° 1152.6 223.1 22.9 11.4 7.1 22.9 47.2 65.8 55.8 65.8 65.8

62.5° 1225.5 208.8 20.0 12.9 5.7 25.7 61.5 80.1 62.9 80.1 78.6
65° 1294.1 191.6 18.6 11.4 7.1 30.0 67.2 92.9 68.6 92.9 92.9

67.5° 1321.3 170.2 17.2 11.4 7.1 34.3 67.2 103.0 81.5 104.4 105.8
70° 1274.1 140.1 15.7 12.9 8.6 38.6 70.1 110.1 87.2 121.5 121.5

72.5° 1082.5 95.8 15.7 14.3 17.2 42.9 82.9 114.4 91.5 145.9 147.3
75° 807.9 54.3 17.2 15.7 18.6 48.6 91.5 118.7 95.8 147.3 147.3

77.5° 460.5 37.2 17.2 18.6 22.9 48.6 95.8 123.0 94.4 144.4 141.6
80° 160.2 27.2 17.2 21.4 28.6 48.6 97.2 121.5 91.5 134.4 134.4

82.5° 108.7 22.9 17.2 21.4 34.3 51.5 95.8 114.4 81.5 113.0 108.7
85° 101.5 18.6 18.6 22.9 37.2 51.5 87.2 98.7 68.6 84.4 82.9

87.5° 100.1 17.2 21.4 24.3 40.0 47.2 74.4 81.5 55.8 68.6 67.2
90° 104.4 17.2 22.9 25.7 37.2 38.6 60.1 68.6 45.8 54.3 52.9

92.5° 111.5 17.2 24.3 28.6 32.9 28.6 48.6 54.3 38.6 41.5 40.0
95° 118.7 17.2 27.2 30.0 27.2 21.4 37.2 44.3 31.5 30.0 30.0

97.5° 78.6 12.9 28.6 30.0 22.9 15.7 28.6 34.3 18.6 15.7 15.7
100° 25.7 10.0 30.0 31.5 21.4 11.4 24.3 25.7 14.3 7.1 7.1

102.5° 11.4 10.0 27.2 27.2 18.6 8.6 17.2 18.6 10.0 2.9 2.9
105° 10.0 5.7 15.7 20.0 12.9 4.3 8.6 10.0 5.7 2.9 2.9

107.5° 11.4 5.7 8.6 11.4 5.7 4.3 4.3 4.3 2.9 2.9 2.9
110° 11.4 5.7 4.3 7.1 5.7 4.3 2.9 2.9 2.9 4.3 4.3
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560469

CATALOG NUMBER: SDL-PA1-40-830-U-T2R-HSS-A

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

112.5° 12.9 5.7 4.3 5.7 4.3 4.3 2.9 2.9 5.7 10.0 10.0

115° 12.9 5.7 4.3 5.7 4.3 4.3 2.9 1.4 5.7 14.3 15.7
117.5° 14.3 7.1 2.9 4.3 2.9 2.9 2.9 1.4 7.1 18.6 18.6

120° 17.2 7.1 2.9 2.9 2.9 1.4 2.9 2.9 7.1 20.0 20.0
122.5° 17.2 8.6 2.9 2.9 2.9 1.4 1.4 2.9 8.6 18.6 20.0

125° 14.3 7.1 2.9 2.9 2.9 1.4 1.4 2.9 8.6 17.2 20.0
127.5° 11.4 7.1 2.9 2.9 2.9 1.4 1.4 2.9 8.6 14.3 15.7

130° 10.0 5.7 2.9 2.9 2.9 1.4 1.4 2.9 7.1 11.4 12.9
132.5° 7.1 4.3 2.9 2.9 2.9 1.4 1.4 1.4 7.1 11.4 11.4

135° 5.7 4.3 2.9 2.9 2.9 1.4 1.4 1.4 5.7 8.6 8.6
137.5° 2.9 1.4 2.9 2.9 2.9 1.4 1.4 1.4 4.3 4.3 4.3

140° 1.4 1.4 1.4 2.9 1.4 1.4 1.4 1.4 1.4 2.9 1.4
142.5° 1.4 1.4 1.4 2.9 1.4 1.4 1.4 1.4 1.4 1.4 1.4

145° 1.4 1.4 1.4 2.9 1.4 1.4 1.4 1.4 1.4 1.4 1.4
147.5° 1.4 1.4 1.4 2.9 1.4 1.4 1.4 1.4 1.4 1.4 1.4

150° 1.4 1.4 1.4 2.9 1.4 1.4 1.4 1.4 1.4 1.4 1.4
152.5° 1.4 1.4 1.4 1.4 1.4 1.4 0.0 1.4 1.4 1.4 1.4

155° 2.9 2.9 1.4 2.9 1.4 1.4 0.0 1.4 1.4 1.4 1.4
157.5° 1.4 1.4 1.4 1.4 1.4 1.4 0.0 1.4 1.4 1.4 1.4

160° 1.4 1.4 1.4 1.4 1.4 1.4 0.0 1.4 1.4 1.4 1.4
162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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