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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P560477

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2106-279-1)
Test Lab:  INNOVATION CENTER

Issue Date:  7/26/2021

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  SDL-PA1-40-830-U-T3-HSS-A
Description:  Springdale

(1) 80 CRI, 3000K, 500mA LIGHT ENGINE WITH 24 LEDS AND TYPE III OPTICS,
HOUSE SIDE SHIELD AND CLEAR PANELS

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  2748.3 lumens

Efficiency:  N/A
Efficacy:  69.8 lumens/watt

Luminous Opening:  Rectangular w/ Sides (W: 1.21' x L: 1.21' x H: 0.96')
IES Classification:  Type IV - Medium

BUG Rating:  B0 - U3 - G1

Input Watts (W):  39.4
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560477

CATALOG NUMBER: SDL-PA1-40-830-U-T3-HSS-A

Based on 10 foot mounting height.  Maximum calculated value = 3.9 fc
Type IV - Medium - N/A
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560477

CATALOG NUMBER: SDL-PA1-40-830-U-T3-HSS-A
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560477

CATALOG NUMBER: SDL-PA1-40-830-U-T3-HSS-A

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 315.0 44.3 359.3

% Fixture 11.5 1.6 13.1
Street Side Lumens 2353.1 35.8 2388.9

% Fixture 85.6 1.3 86.9
Total Lumens 2668.1 80.2 2748.3

% Fixture 97.1 2.9 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 26.0 0.9
10°-20° 51.5 1.9
20°-30° 83.4 3.0
30°-40° 178.1 6.5
40°-50° 350.2 12.7
50°-60° 584.8 21.3
60°-70° 725.8 26.4
70°-80° 559.0 20.3
80°-90° 109.3 4.0
90°-100° 59.3 2.2
100°-110° 12.3 0.4
110°-120° 3.5 0.1
120°-130° 2.7 0.1
130°-140° 1.3 0.0
140°-150° 0.6 0.0
150°-160° 0.5 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 2668.1 97.1
0°-180° 2748.3 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560477

CATALOG NUMBER: SDL-PA1-40-830-U-T3-HSS-A

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 101.9 3.7
FM (30°-60°) 991.0 36.1

FH (60°-80°) 1187.4 43.2 G1/1800
FVH (80°-90°) 72.7 2.6 G1/100

BL (0°-30°) 58.9 2.1 B0/110
BM (30°-60°) 122.2 4.4 B0/220

BH (60°-80°) 97.4 3.5 B0/110 G0/110
BVH (80°-90°) 36.6 1.3 G1/100

UL (90°-100°) 59.3 2.2 U3/500
UH (100°-180°) 20.9 0.8 U2/50

BUG Rating: B0-U3-G1

Type IV Medium
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560477

CATALOG NUMBER: SDL-PA1-40-830-U-T3-HSS-A

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 70° 75° 85°

0° 337.6 337.6 337.6 337.6 337.6 337.6 337.6 337.6 337.6 337.6 337.6

2.5° 284.7 316.1 317.6 320.4 323.3 327.6 334.7 334.7 334.7 334.7 336.1
5° 270.3 270.3 270.3 273.2 273.2 276.1 277.5 320.4 324.7 329.0 329.0

7.5° 224.6 246.0 247.5 256.0 266.1 270.3 273.2 270.3 266.1 283.2 290.4
10° 246.0 246.0 246.0 248.9 234.6 227.4 210.3 211.7 213.1 226.0 257.5

12.5° 204.5 217.4 230.3 244.6 226.0 203.1 198.8 210.3 213.1 190.2 226.0
15° 238.9 237.4 237.4 224.6 187.4 203.1 177.4 187.4 211.7 231.7 268.9

17.5° 197.4 191.7 223.1 220.3 200.3 160.2 204.5 203.1 224.6 207.4 231.7
20° 234.6 233.2 233.2 180.2 198.8 216.0 213.1 198.8 223.1 248.9 293.2

22.5° 197.4 194.5 200.3 216.0 197.4 223.1 194.5 246.0 234.6 227.4 213.1
25° 248.9 247.5 247.5 197.4 223.1 204.5 246.0 224.6 271.8 296.1 323.3

27.5° 223.1 223.1 213.1 228.9 213.1 257.5 236.0 283.2 307.5 323.3 390.5
30° 309.0 310.4 293.2 227.4 237.4 241.7 278.9 350.4 403.4 442.0 483.5

32.5° 444.9 436.3 364.8 310.4 251.8 299.0 309.0 407.7 433.4 474.9 510.7
35° 605.1 600.8 537.8 401.9 303.2 320.4 344.7 443.4 483.5 525.0 546.4

37.5° 715.2 710.9 670.9 512.1 366.2 373.3 376.2 493.5 545.0 586.5 596.5
40° 805.3 798.2 773.9 597.9 450.6 436.3 422.0 562.2 620.8 655.1 659.4

42.5° 941.2 929.8 868.3 696.6 536.4 520.7 472.0 622.2 692.3 738.1 741.0
45° 1104.3 1094.3 1008.4 833.9 627.9 623.7 560.7 699.5 782.4 836.8 821.1

47.5° 1215.8 1188.7 1140.0 965.5 769.6 732.4 659.4 778.1 879.7 961.2 916.9
50° 1317.4 1297.4 1255.9 1111.4 922.6 872.5 762.4 868.3 982.7 1057.1 997.0

52.5° 1411.8 1381.8 1347.4 1220.1 1054.2 1029.9 864.0 958.4 1101.4 1162.9 1080.0
55° 1459.0 1411.8 1406.1 1318.8 1155.8 1135.7 978.4 1069.9 1225.9 1268.8 1158.6

57.5° 1381.8 1380.3 1424.7 1378.9 1238.7 1228.7 1094.3 1190.1 1330.3 1350.3 1235.9
60° 1330.3 1331.7 1398.9 1401.8 1311.7 1317.4 1198.7 1328.8 1407.5 1420.4 1308.8

62.5° 1240.2 1250.2 1351.7 1417.5 1330.3 1401.8 1287.4 1424.7 1490.5 1494.8 1398.9
65° 1127.2 1137.2 1240.2 1374.6 1310.3 1457.6 1361.7 1532.0 1566.3 1569.2 1497.6

67.5° 995.6 999.9 1114.3 1263.0 1261.6 1477.6 1407.5 1603.5 1639.2 1647.8 1582.0
70° 849.7 843.9 948.4 1120.0 1157.2 1467.6 1463.3 1673.6 1727.9 1726.5 1640.7

72.5° 636.5 663.7 736.7 914.0 1002.7 1419.0 1510.5 1722.2 1789.4 1766.6 1582.0
75° 217.4 231.7 429.1 582.2 772.4 1288.8 1520.5 1725.1 1785.1 1683.6 1294.5

77.5° 71.5 67.2 95.8 231.7 429.1 892.6 1337.4 1504.8 1489.1 1308.8 795.3
80° 34.3 35.8 42.9 81.5 157.3 404.8 839.6 952.7 931.2 686.6 344.7

82.5° 22.9 24.3 28.6 47.2 88.7 138.7 446.3 434.8 329.0 216.0 141.6
85° 10.0 10.0 14.3 24.3 54.4 91.5 170.2 148.8 134.5 124.4 115.9

87.5° 2.9 2.9 5.7 8.6 18.6 57.2 95.8 90.1 93.0 97.3 110.1
90° 2.9 2.9 2.9 2.9 14.3 60.1 97.3 91.5 91.5 97.3 115.9

92.5° 4.3 4.3 2.9 2.9 12.9 60.1 101.6 87.3 93.0 98.7 124.4
95° 4.3 5.7 2.9 1.4 10.0 61.5 104.4 93.0 101.6 100.1 133.0

97.5° 5.7 5.7 2.9 1.4 5.7 52.9 105.9 75.8 77.2 71.5 104.4
100° 7.2 7.2 2.9 2.9 4.3 27.2 78.7 48.6 30.0 22.9 34.3

102.5° 8.6 8.6 2.9 2.9 2.9 10.0 35.8 28.6 15.7 4.3 8.6
105° 8.6 10.0 2.9 2.9 1.4 4.3 15.7 11.4 5.7 4.3 8.6

107.5° 10.0 10.0 2.9 2.9 1.4 2.9 4.3 4.3 2.9 4.3 8.6
110° 10.0 10.0 4.3 2.9 1.4 2.9 1.4 2.9 2.9 4.3 10.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560477

CATALOG NUMBER: SDL-PA1-40-830-U-T3-HSS-A

CANDELA DISTRIBUTION (continued):
0° 5° 15° 25° 35° 45° 55° 65° 70° 75° 85°

112.5° 7.2 7.2 2.9 4.3 1.4 1.4 1.4 2.9 2.9 4.3 8.6

115° 4.3 2.9 1.4 2.9 1.4 1.4 1.4 2.9 2.9 2.9 7.2
117.5° 1.4 1.4 1.4 1.4 1.4 1.4 1.4 2.9 2.9 4.3 8.6

120° 1.4 1.4 1.4 1.4 1.4 1.4 1.4 2.9 2.9 5.7 10.0
122.5° 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 2.9 5.7 11.4

125° 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4 2.9 4.3 10.0
127.5° 1.4 1.4 1.4 0.0 1.4 1.4 1.4 1.4 2.9 4.3 8.6

130° 1.4 1.4 1.4 0.0 1.4 1.4 1.4 1.4 1.4 2.9 5.7
132.5° 1.4 1.4 1.4 0.0 1.4 1.4 1.4 1.4 1.4 2.9 5.7

135° 1.4 1.4 1.4 0.0 1.4 1.4 1.4 1.4 1.4 1.4 2.9
137.5° 1.4 1.4 0.0 0.0 1.4 1.4 1.4 1.4 1.4 1.4 1.4

140° 0.0 0.0 0.0 0.0 1.4 1.4 1.4 1.4 1.4 1.4 1.4
142.5° 0.0 0.0 0.0 0.0 1.4 1.4 1.4 1.4 1.4 1.4 1.4

145° 0.0 0.0 0.0 0.0 1.4 1.4 1.4 1.4 1.4 1.4 1.4
147.5° 0.0 0.0 0.0 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4

150° 2.9 2.9 2.9 1.4 1.4 1.4 1.4 1.4 1.4 1.4 1.4
152.5° 2.9 2.9 2.9 1.4 1.4 1.4 1.4 2.9 2.9 1.4 1.4

155° 1.4 1.4 1.4 0.0 0.0 1.4 1.4 1.4 1.4 2.9 2.9
157.5° 0.0 1.4 1.4 0.0 0.0 1.4 1.4 1.4 1.4 1.4 1.4

160° 0.0 0.0 0.0 0.0 0.0 1.4 1.4 1.4 1.4 1.4 1.4
162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560477

CATALOG NUMBER: SDL-PA1-40-830-U-T3-HSS-A

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 337.6 337.6 337.6 337.6 337.6 337.6 337.6 337.6 337.6 337.6 337.6

2.5° 336.1 336.1 334.7 337.6 336.1 336.1 317.6 299.0 294.7 296.1 299.0
5° 330.4 330.4 330.4 307.5 281.8 273.2 276.1 276.1 276.1 274.6 277.5

7.5° 291.8 290.4 286.1 260.3 271.8 270.3 268.9 266.1 231.7 223.1 223.1
10° 258.9 258.9 221.7 211.7 211.7 220.3 226.0 217.4 213.1 206.0 204.5

12.5° 227.4 227.4 190.2 211.7 178.8 177.4 173.1 158.8 134.5 117.3 118.7
15° 270.3 270.3 224.6 180.2 150.2 141.6 88.7 83.0 80.1 78.7 77.2

17.5° 230.3 231.7 207.4 178.8 140.2 74.4 62.9 62.9 62.9 60.1 54.4
20° 291.8 291.8 241.7 160.2 105.9 58.6 48.6 42.9 58.6 58.6 58.6

22.5° 211.7 208.8 213.1 163.1 65.8 47.2 40.1 50.1 52.9 44.3 44.3
25° 320.4 316.1 258.9 117.3 54.4 37.2 44.3 38.6 50.1 50.1 50.1

27.5° 394.8 366.2 263.2 107.3 40.1 42.9 35.8 42.9 38.6 37.2 37.2
30° 474.9 462.0 317.6 84.4 38.6 35.8 37.2 34.3 40.1 37.2 37.2

32.5° 500.6 487.8 287.5 65.8 37.2 34.3 31.5 32.9 31.5 32.9 32.9
35° 533.5 520.7 254.6 50.1 34.3 30.0 28.6 28.6 27.2 25.7 25.7

37.5° 580.7 559.3 217.4 42.9 31.5 27.2 22.9 21.5 22.9 28.6 30.0
40° 635.1 599.3 171.6 38.6 27.2 22.9 17.2 20.0 24.3 24.3 24.3

42.5° 713.8 648.0 127.3 35.8 24.3 18.6 12.9 15.7 18.6 25.7 25.7
45° 782.4 676.6 90.1 32.9 20.0 14.3 10.0 15.7 20.0 22.9 22.9

47.5° 862.5 703.8 67.2 31.5 18.6 10.0 11.4 15.7 15.7 24.3 24.3
50° 929.8 709.5 54.4 28.6 14.3 7.2 14.3 14.3 17.2 21.5 21.5

52.5° 992.7 715.2 48.6 25.7 11.4 5.7 14.3 14.3 20.0 25.7 25.7
55° 1034.2 698.0 44.3 22.9 10.0 4.3 15.7 15.7 15.7 20.0 20.0

57.5° 1067.1 676.6 41.5 20.0 8.6 8.6 17.2 20.0 17.2 20.0 20.0
60° 1088.5 638.0 35.8 18.6 7.2 8.6 21.5 25.7 20.0 30.0 30.0

62.5° 1127.2 607.9 31.5 17.2 5.7 8.6 21.5 32.9 25.7 40.1 41.5
65° 1158.6 580.7 27.2 12.9 5.7 11.4 24.3 41.5 31.5 50.1 51.5

67.5° 1171.5 547.8 22.9 11.4 5.7 12.9 31.5 51.5 40.1 58.6 58.6
70° 1161.5 513.5 18.6 11.4 5.7 20.0 41.5 60.1 48.6 71.5 73.0

72.5° 1074.2 437.7 14.3 11.4 4.3 21.5 51.5 71.5 58.6 97.3 100.1
75° 822.5 277.5 14.3 11.4 5.7 24.3 60.1 83.0 70.1 108.7 113.0

77.5° 502.1 128.7 14.3 12.9 7.2 30.0 65.8 95.8 77.2 117.3 120.2
80° 223.1 80.1 14.3 14.3 14.3 37.2 77.2 105.9 87.3 124.4 128.7

82.5° 111.6 60.1 12.9 14.3 21.5 44.3 91.5 113.0 90.1 128.7 130.2
85° 95.8 54.4 12.9 15.7 22.9 51.5 98.7 114.4 94.4 127.3 128.7

87.5° 91.5 51.5 15.7 15.7 25.7 54.4 101.6 120.2 97.3 123.0 121.6
90° 95.8 50.1 17.2 18.6 32.9 55.8 103.0 117.3 97.3 115.9 115.9

92.5° 98.7 48.6 18.6 21.5 40.1 62.9 101.6 114.4 97.3 107.3 107.3
95° 101.6 48.6 21.5 24.3 40.1 68.7 97.3 104.4 90.1 95.8 94.4

97.5° 77.2 35.8 25.7 27.2 37.2 52.9 78.7 81.5 58.6 57.2 55.8
100° 27.2 15.7 25.7 30.0 22.9 22.9 47.2 57.2 34.3 21.5 24.3

102.5° 8.6 7.2 22.9 30.0 18.6 8.6 24.3 35.8 25.7 2.9 2.9
105° 8.6 8.6 12.9 24.3 12.9 2.9 8.6 20.0 15.7 2.9 2.9

107.5° 8.6 7.2 5.7 14.3 4.3 2.9 4.3 4.3 4.3 1.4 2.9
110° 10.0 7.2 2.9 4.3 2.9 2.9 2.9 2.9 2.9 5.7 5.7
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560477

CATALOG NUMBER: SDL-PA1-40-830-U-T3-HSS-A

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

112.5° 10.0 7.2 2.9 4.3 2.9 2.9 2.9 1.4 2.9 7.2 8.6

115° 8.6 7.2 2.9 2.9 2.9 2.9 1.4 1.4 2.9 8.6 8.6
117.5° 10.0 8.6 2.9 2.9 1.4 2.9 1.4 1.4 2.9 8.6 10.0

120° 11.4 10.0 2.9 2.9 1.4 1.4 1.4 1.4 2.9 7.2 8.6
122.5° 11.4 11.4 2.9 1.4 1.4 1.4 1.4 1.4 4.3 7.2 7.2

125° 10.0 10.0 2.9 1.4 1.4 1.4 1.4 1.4 4.3 7.2 7.2
127.5° 8.6 8.6 2.9 1.4 1.4 1.4 1.4 1.4 2.9 5.7 7.2

130° 7.2 7.2 2.9 1.4 1.4 1.4 0.0 1.4 2.9 5.7 5.7
132.5° 5.7 4.3 2.9 1.4 1.4 1.4 0.0 1.4 2.9 4.3 5.7

135° 4.3 4.3 1.4 1.4 1.4 1.4 0.0 0.0 2.9 2.9 4.3
137.5° 2.9 1.4 1.4 1.4 1.4 0.0 0.0 0.0 1.4 2.9 2.9

140° 1.4 1.4 1.4 1.4 1.4 0.0 0.0 0.0 0.0 1.4 1.4
142.5° 1.4 1.4 1.4 1.4 1.4 0.0 0.0 0.0 0.0 1.4 1.4

145° 1.4 1.4 1.4 1.4 1.4 0.0 0.0 0.0 0.0 1.4 1.4
147.5° 1.4 1.4 1.4 1.4 1.4 0.0 0.0 0.0 0.0 1.4 1.4

150° 1.4 1.4 1.4 1.4 1.4 0.0 0.0 0.0 0.0 1.4 1.4
152.5° 1.4 1.4 1.4 1.4 1.4 0.0 0.0 0.0 1.4 1.4 1.4

155° 2.9 2.9 2.9 1.4 1.4 0.0 0.0 0.0 0.0 1.4 1.4
157.5° 1.4 1.4 1.4 1.4 1.4 0.0 0.0 0.0 0.0 0.0 0.0

160° 1.4 1.4 1.4 1.4 1.4 0.0 0.0 0.0 0.0 0.0 0.0
162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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