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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P560992

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G3-2106-279-15)
Test Lab:  INNOVATION CENTER

Issue Date:  7/26/2021

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  SDL-PA1-70-830-U-SL3-A
Description:  Springdale

(1) 80 CRI, 3000K, 930mA LIGHT ENGINE WITH 24 LEDS AND TYPE III SPILL
LIGHT ELIMINATOR OPTICS AND CLEAR PANELS

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  6284.3 lumens

Efficiency:  N/A
Efficacy:  87.0 lumens/watt

Luminous Opening:  Rectangular w/ Sides (W: 1.21' x L: 1.21' x H: 0.96')
IES Classification:  Type III - Medium

BUG Rating:  B1 - U3 - G3

Input Watts (W):  72.2
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  24 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560992

CATALOG NUMBER: SDL-PA1-70-830-U-SL3-A

Based on 10 foot mounting height.  Maximum calculated value = 16.6 fc
Type III - Medium - N/A

2.25 3.75

1.75

2.75

House Side

Street Side

Type I

Type II

Type III

Type IV

Short Medium Long

10

5
2

1 0.5

0.2

0.1

-2

-1

0

1

2

3

4

0 1 2 3 4 5 6 7

Tr
an

sv
er

se
 D

is
ta

n
ce

 in
 U

n
it

s 
o

f 
M

o
u

n
ti

n
g 

H
ei

gh
t

Longitudinal Distance in Units of Mounting Height

Iso-Footcandle Lines of Horizontal Illumination Max cd

1/2 Max cd

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 3 of 10



Signify Classified - Internal#

Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560992

CATALOG NUMBER: SDL-PA1-70-830-U-SL3-A
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560992

CATALOG NUMBER: SDL-PA1-70-830-U-SL3-A

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 1103.2 83.7 1186.9

% Fixture 17.6 1.3 18.9
Street Side Lumens 5008.8 88.5 5097.4

% Fixture 79.7 1.4 81.1
Total Lumens 6112.1 172.2 6284.3

% Fixture 97.3 2.7 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 122.1 1.9
10°-20° 217.3 3.5
20°-30° 281.6 4.5
30°-40° 469.4 7.5
40°-50° 751.5 12.0
50°-60° 1153.8 18.4
60°-70° 1441.6 22.9
70°-80° 1314.9 20.9
80°-90° 359.8 5.7
90°-100° 120.8 1.9
100°-110° 27.5 0.4
110°-120° 8.7 0.1
120°-130° 8.1 0.1
130°-140° 3.9 0.1
140°-150° 1.6 0.0
150°-160° 1.5 0.0
160°-170° 0.1 0.0
170°-180° 0.0 0.0
0°-90° 6112.1 97.3
0°-180° 6284.3 100.0 16.6%
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560992

CATALOG NUMBER: SDL-PA1-70-830-U-SL3-A

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 378.5 6.0
FM (30°-60°) 2011.6 32.0

FH (60°-80°) 2347.2 37.4 G2/5000
FVH (80°-90°) 271.5 4.3 G3/500

BL (0°-30°) 242.5 3.9 B1/500
BM (30°-60°) 363.1 5.8 B1/1000

BH (60°-80°) 409.3 6.5 B1/500 G1/500
BVH (80°-90°) 88.3 1.4 G1/100

UL (90°-100°) 120.8 1.9 U3/500
UH (100°-180°) 51.4 0.8 U3/500

BUG Rating: B1-U3-G3

Type III Medium
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560992

CATALOG NUMBER: SDL-PA1-70-830-U-SL3-A

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 60° 65° 75° 85°

0° 1659.6 1659.6 1659.6 1659.6 1659.6 1659.6 1659.6 1659.6 1659.6 1659.6 1659.6

2.5° 1392.4 1522.3 1510.0 1610.5 1610.5 1632.6 1642.4 1639.9 1649.7 1659.6 1657.1
5° 1282.0 1284.5 1294.3 1316.4 1323.7 1331.1 1355.6 1441.4 1586.0 1620.3 1620.3

7.5° 1059.0 1117.8 1191.3 1203.6 1247.7 1269.8 1296.8 1301.7 1203.6 1380.1 1397.3
10° 1073.7 1076.1 1071.2 1098.2 1066.3 1054.1 968.3 973.2 983.0 1049.2 1181.5

12.5° 840.8 889.8 995.2 1044.3 965.8 880.0 875.1 916.8 934.0 835.9 1041.8
15° 960.9 965.8 968.3 970.7 720.7 835.9 730.5 671.7 752.6 948.7 1078.6

17.5° 752.6 757.5 872.7 870.2 794.2 642.2 794.2 811.4 779.5 806.5 902.1
20° 882.5 884.9 877.6 681.5 696.2 786.9 683.9 681.5 720.7 929.1 1049.2

22.5° 725.6 715.8 713.3 779.5 708.4 757.5 664.3 769.7 835.9 828.6 791.8
25° 909.4 907.0 870.2 679.0 725.6 642.2 777.1 652.1 723.1 1002.6 1049.2

27.5° 850.6 816.3 755.0 784.4 676.6 752.6 691.3 789.3 833.5 1029.6 1215.9
30° 1100.6 1076.1 1005.0 791.8 747.7 693.7 740.3 791.8 948.7 1326.2 1389.9

32.5° 1453.6 1426.7 1171.7 970.7 784.4 821.2 779.5 929.1 1046.7 1353.1 1402.2
35° 1561.5 1524.7 1399.7 1176.6 899.6 872.7 831.0 936.4 1061.4 1424.2 1424.2

37.5° 1622.8 1620.3 1561.5 1299.2 1014.9 1000.1 894.7 983.0 1120.3 1492.9 1478.2
40° 1632.6 1644.8 1671.8 1407.1 1152.1 1120.3 978.1 1046.7 1203.6 1576.2 1546.8

42.5° 1713.5 1735.5 1796.8 1549.2 1289.4 1260.0 1076.1 1139.9 1294.3 1698.8 1691.4
45° 1843.4 1865.5 1919.4 1706.1 1409.5 1389.9 1235.5 1274.7 1441.4 1914.5 1845.9

47.5° 2113.0 2118.0 2095.9 1836.0 1539.4 1539.4 1389.9 1426.7 1573.8 2113.0 2046.9
50° 2382.7 2353.3 2255.2 1990.5 1669.4 1706.1 1549.2 1635.0 1723.3 2314.1 2223.4

52.5° 2532.2 2527.3 2395.0 2108.1 1782.1 1853.2 1733.1 1806.6 1860.6 2517.5 2390.0
55° 2537.1 2529.8 2439.1 2164.5 1887.5 2005.2 1916.9 2012.5 2051.8 2676.9 2618.0

57.5° 2456.2 2475.8 2429.3 2196.4 1939.0 2152.3 2140.0 2243.0 2262.6 2865.6 2774.9
60° 2328.8 2326.3 2382.7 2225.8 2017.4 2292.0 2345.9 2451.3 2556.7 3010.2 2914.6

62.5° 2010.1 2032.2 2191.5 2225.8 2103.2 2473.4 2576.4 2686.7 2816.6 3142.6 3039.7
65° 1573.8 1586.0 1836.0 2064.0 2127.8 2716.1 2809.2 2919.5 3056.8 3277.4 3179.4

67.5° 951.1 1032.0 1247.7 1698.8 2002.7 3007.8 3179.4 3226.0 3304.4 3429.4 3385.3
70° 541.7 566.3 669.2 1068.8 1671.8 3100.9 3860.8 3777.5 3696.6 3726.0 3642.7

72.5° 411.8 426.5 473.1 632.4 1000.1 2738.1 4434.5 4743.3 4395.2 4034.9 3635.3
75° 299.1 313.8 360.3 509.9 657.0 1755.2 4375.6 5221.3 5020.3 4049.6 3287.2

77.5° 186.3 188.8 215.7 433.9 590.8 880.0 3424.5 4650.2 4738.4 3782.4 2725.9
80° 129.9 132.4 137.3 232.9 544.2 706.0 2299.4 3414.7 3539.7 2632.7 1389.9

82.5° 93.2 98.1 103.0 137.3 353.0 674.1 1431.6 2149.8 1894.9 953.6 563.8
85° 49.0 53.9 66.2 83.3 142.2 732.9 858.0 1093.3 865.3 387.3 335.8

87.5° 19.6 17.2 14.7 22.1 39.2 281.9 333.4 367.7 284.4 218.2 267.2
90° 17.2 14.7 9.8 12.3 17.2 100.5 210.8 235.3 196.1 213.3 269.6

92.5° 17.2 14.7 9.8 9.8 17.2 100.5 252.5 257.4 203.5 218.2 281.9
95° 17.2 17.2 9.8 9.8 17.2 90.7 299.1 294.2 210.8 230.4 299.1

97.5° 17.2 17.2 7.4 9.8 17.2 61.3 308.9 318.7 205.9 164.2 247.6
100° 17.2 17.2 7.4 7.4 14.7 39.2 215.7 232.9 152.0 53.9 61.3

102.5° 17.2 17.2 7.4 7.4 9.8 27.0 95.6 115.2 90.7 17.2 19.6
105° 17.2 19.6 4.9 4.9 7.4 14.7 41.7 46.6 36.8 12.3 22.1

107.5° 19.6 22.1 4.9 4.9 4.9 7.4 14.7 17.2 9.8 9.8 22.1
110° 22.1 22.1 4.9 4.9 4.9 7.4 4.9 4.9 7.4 9.8 24.5
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560992

CATALOG NUMBER: SDL-PA1-70-830-U-SL3-A

CANDELA DISTRIBUTION (continued):
0° 5° 15° 25° 35° 45° 55° 60° 65° 75° 85°

112.5° 17.2 14.7 2.5 4.9 4.9 4.9 4.9 4.9 4.9 9.8 24.5

115° 9.8 7.4 2.5 4.9 4.9 4.9 2.5 4.9 7.4 9.8 22.1
117.5° 9.8 7.4 2.5 2.5 2.5 4.9 2.5 2.5 7.4 12.3 27.0

120° 7.4 7.4 2.5 2.5 2.5 2.5 2.5 4.9 4.9 17.2 36.8
122.5° 7.4 7.4 2.5 2.5 2.5 2.5 2.5 4.9 4.9 17.2 36.8

125° 9.8 9.8 4.9 2.5 2.5 2.5 2.5 4.9 4.9 14.7 34.3
127.5° 7.4 7.4 4.9 2.5 2.5 2.5 2.5 4.9 4.9 12.3 27.0

130° 7.4 7.4 4.9 2.5 2.5 2.5 2.5 4.9 2.5 12.3 22.1
132.5° 7.4 7.4 4.9 2.5 2.5 2.5 2.5 2.5 2.5 7.4 17.2

135° 7.4 7.4 4.9 2.5 2.5 2.5 2.5 2.5 2.5 4.9 12.3
137.5° 4.9 4.9 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5 4.9

140° 0.0 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5
142.5° 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5

145° 2.5 2.5 2.5 2.5 4.9 2.5 2.5 2.5 2.5 2.5 2.5
147.5° 2.5 2.5 2.5 4.9 4.9 4.9 2.5 2.5 2.5 2.5 2.5

150° 4.9 4.9 9.8 7.4 4.9 2.5 2.5 2.5 2.5 2.5 2.5
152.5° 9.8 9.8 9.8 7.4 2.5 2.5 4.9 7.4 2.5 2.5 2.5

155° 7.4 7.4 7.4 2.5 2.5 2.5 2.5 2.5 4.9 7.4 7.4
157.5° 0.0 0.0 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5

160° 0.0 0.0 0.0 2.5 2.5 2.5 2.5 2.5 2.5 2.5 2.5
162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560992

CATALOG NUMBER: SDL-PA1-70-830-U-SL3-A

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 1659.6 1659.6 1659.6 1659.6 1659.6 1659.6 1659.6 1659.6 1659.6 1659.6 1659.6

2.5° 1649.7 1654.6 1649.7 1644.8 1639.9 1625.2 1524.7 1402.2 1392.4 1402.2 1397.3
5° 1608.1 1608.1 1605.6 1436.5 1336.0 1306.6 1299.2 1291.9 1277.1 1269.8 1274.7

7.5° 1387.5 1380.1 1294.3 1142.3 1237.9 1203.6 1184.0 1174.2 1027.1 973.2 978.1
10° 1159.5 1159.5 963.4 909.4 904.5 919.2 1019.8 1012.4 992.8 980.5 992.8

12.5° 1000.1 1041.8 764.8 818.7 664.3 735.4 804.0 853.1 703.5 661.9 669.2
15° 1061.4 1046.7 840.8 642.2 585.9 617.7 495.2 620.2 610.4 590.8 588.3

17.5° 926.6 850.6 701.1 603.0 578.5 436.3 424.1 438.8 402.0 367.7 384.9
20° 1007.5 965.8 742.8 536.8 446.1 397.1 299.1 279.5 355.4 372.6 370.2

22.5° 840.8 701.1 607.9 534.4 360.3 284.4 225.5 247.6 264.7 281.9 289.3
25° 987.9 911.9 664.3 399.6 291.7 208.4 203.5 183.8 277.0 316.2 313.8

27.5° 1139.9 1032.0 639.8 375.1 210.8 178.9 164.2 186.3 193.7 218.2 232.9
30° 1274.7 1144.8 740.3 348.1 176.5 134.8 147.1 152.0 188.8 203.5 203.5

32.5° 1269.8 1112.9 661.9 296.6 144.6 122.6 122.6 144.6 166.7 201.0 203.5
35° 1267.3 1088.4 590.8 230.4 127.5 107.9 112.8 137.3 166.7 186.3 188.8

37.5° 1296.8 1081.0 519.7 186.3 115.2 103.0 107.9 129.9 178.9 198.6 198.6
40° 1340.9 1085.9 448.6 159.3 110.3 100.5 103.0 137.3 161.8 178.9 178.9

42.5° 1475.7 1157.0 387.3 147.1 110.3 98.1 98.1 127.5 164.2 193.7 196.1
45° 1576.2 1213.4 340.7 147.1 107.9 93.2 103.0 127.5 144.6 213.3 228.0

47.5° 1738.0 1316.4 296.6 147.1 107.9 90.7 95.6 125.0 152.0 245.1 254.9
50° 1899.8 1419.3 277.0 147.1 107.9 88.2 107.9 120.1 152.0 254.9 262.3

52.5° 2071.4 1546.8 264.7 147.1 107.9 93.2 117.7 144.6 164.2 228.0 225.5
55° 2247.9 1659.6 257.4 152.0 107.9 93.2 127.5 134.8 139.7 176.5 181.4

57.5° 2412.1 1796.8 272.1 152.0 105.4 98.1 120.1 132.4 122.6 154.4 156.9
60° 2542.0 1921.8 308.9 147.1 103.0 98.1 122.6 144.6 137.3 169.1 174.0

62.5° 2691.6 2054.2 394.7 149.5 103.0 100.5 137.3 156.9 139.7 166.7 176.5
65° 2887.7 2255.2 490.3 164.2 105.4 105.4 139.7 169.1 139.7 164.2 164.2

67.5° 3108.3 2441.5 490.3 191.2 112.8 112.8 139.7 178.9 149.5 164.2 164.2
70° 3270.1 2451.3 404.5 210.8 122.6 120.1 144.6 186.3 152.0 181.4 178.9

72.5° 3091.1 2184.1 335.8 208.4 132.4 125.0 164.2 191.2 154.4 205.9 203.5
75° 2713.6 1801.7 291.7 186.3 120.1 127.5 171.6 196.1 156.9 215.7 210.8

77.5° 2140.0 1313.9 247.6 156.9 105.4 122.6 176.5 201.0 161.8 228.0 225.5
80° 1036.9 659.4 201.0 132.4 95.6 117.7 176.5 198.6 159.3 235.3 235.3

82.5° 468.2 328.5 137.3 90.7 95.6 120.1 181.4 201.0 159.3 230.4 228.0
85° 304.0 225.5 88.2 71.1 95.6 137.3 183.8 191.2 152.0 213.3 213.3

87.5° 228.0 156.9 46.6 44.1 105.4 149.5 183.8 176.5 147.1 201.0 196.1
90° 232.9 166.7 49.0 44.1 112.8 152.0 183.8 174.0 142.2 181.4 181.4

92.5° 252.5 183.8 56.4 49.0 115.2 137.3 174.0 156.9 132.4 156.9 154.4
95° 274.5 205.9 66.2 56.4 100.5 100.5 137.3 127.5 112.8 120.1 120.1

97.5° 201.0 147.1 58.8 61.3 76.0 63.7 90.7 85.8 58.8 53.9 51.5
100° 58.8 49.0 53.9 58.8 53.9 46.6 68.6 66.2 39.2 19.6 19.6

102.5° 22.1 24.5 49.0 53.9 41.7 34.3 49.0 53.9 31.9 4.9 7.4
105° 19.6 17.2 34.3 41.7 24.5 19.6 24.5 34.3 19.6 4.9 4.9

107.5° 22.1 17.2 17.2 22.1 9.8 9.8 9.8 12.3 7.4 4.9 4.9
110° 22.1 17.2 9.8 9.8 7.4 7.4 7.4 4.9 4.9 4.9 4.9
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P560992

CATALOG NUMBER: SDL-PA1-70-830-U-SL3-A

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

112.5° 22.1 17.2 9.8 9.8 7.4 7.4 4.9 4.9 7.4 12.3 12.3

115° 24.5 19.6 9.8 7.4 4.9 7.4 4.9 2.5 7.4 17.2 17.2
117.5° 29.4 22.1 7.4 7.4 4.9 4.9 4.9 2.5 7.4 22.1 24.5

120° 36.8 27.0 9.8 4.9 4.9 4.9 4.9 2.5 9.8 24.5 27.0
122.5° 36.8 29.4 9.8 4.9 4.9 2.5 2.5 4.9 9.8 24.5 27.0

125° 34.3 27.0 9.8 4.9 4.9 2.5 2.5 2.5 12.3 24.5 27.0
127.5° 27.0 24.5 9.8 4.9 2.5 2.5 2.5 4.9 9.8 22.1 22.1

130° 22.1 19.6 7.4 4.9 2.5 2.5 2.5 2.5 9.8 17.2 19.6
132.5° 17.2 14.7 7.4 4.9 2.5 2.5 2.5 2.5 9.8 17.2 17.2

135° 12.3 12.3 4.9 2.5 2.5 2.5 2.5 2.5 7.4 12.3 14.7
137.5° 4.9 4.9 4.9 2.5 2.5 2.5 2.5 2.5 4.9 7.4 7.4

140° 2.5 2.5 2.5 2.5 2.5 2.5 2.5 0.0 2.5 4.9 4.9
142.5° 2.5 2.5 2.5 2.5 2.5 2.5 0.0 2.5 2.5 2.5 4.9

145° 2.5 2.5 2.5 2.5 2.5 2.5 0.0 2.5 2.5 2.5 2.5
147.5° 2.5 2.5 2.5 2.5 2.5 2.5 0.0 2.5 2.5 2.5 2.5

150° 2.5 2.5 2.5 2.5 2.5 2.5 0.0 2.5 2.5 2.5 2.5
152.5° 2.5 2.5 2.5 2.5 2.5 2.5 0.0 2.5 2.5 4.9 4.9

155° 7.4 7.4 7.4 4.9 2.5 0.0 0.0 0.0 2.5 2.5 4.9
157.5° 2.5 2.5 2.5 2.5 2.5 2.5 0.0 0.0 2.5 2.5 2.5

160° 2.5 2.5 2.5 2.5 2.5 0.0 0.0 0.0 2.5 2.5 2.5
162.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
167.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
172.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
177.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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