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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P179380

REPORT IS SCALED FROM IESNA LM-79-08 TEST DATA (P34331)
Test Lab:  INNOVATION CENTER-P3

Issue Date:  3/3/2020

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  UTLD-E01-LED-E-U-T4-HSS
Description:  TRADITIONAIRE LED DOWNLIGHT LUMINAIRE

(1) LIGHTBARS WITH AccuLED OPTICS - TYPE 4 W/ HOUSE SIDE SHIELD
Light Source:  (21) 4000K CCT, 70 CRI LEDs

Ballast/Driver:  -

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  1737.2 lumens

Efficiency:  N/A
Efficacy:  70.3 lumens/watt

Luminous Opening:  Rectangular w/ Sides (W: 0.17' x L: 1' x H: 0.1')
IES Classification:  Type IV - Short - Semi-Cutoff

BUG Rating:  B0 - U0 - G1

Input Watts (W):  24.7
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  28.75 FT

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 2 of 10



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P179380

CATALOG NUMBER: UTLD-E01-LED-E-U-T4-HSS

Based on 10 foot mounting height.  Maximum calculated value = 3 fc
Type IV - Short - Semi-Cutoff
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P179380

CATALOG NUMBER: UTLD-E01-LED-E-U-T4-HSS
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P179380

CATALOG NUMBER: UTLD-E01-LED-E-U-T4-HSS

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 18.6 0.0 18.6

% Fixture 1.1 0.0 1.1
Street Side Lumens 1718.6 0.0 1718.6

% Fixture 98.9 0.0 98.9
Total Lumens 1737.2 0.0 1737.2

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 1.6 0.1
10°-20° 10.8 0.6
20°-30° 41.3 2.4
30°-40° 115.6 6.7
40°-50° 224.4 12.9
50°-60° 367.7 21.2
60°-70° 599.4 34.5
70°-80° 337.8 19.4
80°-90° 38.6 2.2
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 1737.2 100.0
0°-180° 1737.2 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P179380

CATALOG NUMBER: UTLD-E01-LED-E-U-T4-HSS

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 48.6 2.8
FM (30°-60°) 698.1 40.2

FH (60°-80°) 933.8 53.8 G1/1800
FVH (80°-90°) 38.0 2.2 G1/100

BL (0°-30°) 5.1 0.3 B0/110
BM (30°-60°) 9.6 0.6 B0/220

BH (60°-80°) 3.3 0.2 B0/110 G0/110
BVH (80°-90°) 0.6 0.0 G0/10

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B0-U0-G1

Type IV Short
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P179380

CATALOG NUMBER: UTLD-E01-LED-E-U-T4-HSS

CANDELA DISTRIBUTION (FULL):
0° 5° 10° 15° 20° 25° 30° 35° 40° 45° 48°

0° 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5

2.5° 17.5 17.5 17.5 17.5 17.0 16.5 16.5 16.0 16.0 16.0 16.0
5° 25.5 25.5 24.0 23.5 22.5 22.0 21.0 20.5 20.0 19.0 19.0

7.5° 40.5 40.0 40.0 39.5 39.0 38.0 36.5 35.5 34.0 26.0 24.0
10° 51.5 52.0 51.0 50.5 47.5 46.0 44.0 42.0 41.5 38.0 36.0

12.5° 71.0 71.5 70.5 70.0 68.0 66.5 63.0 60.5 50.5 46.5 46.0
15° 101.5 101.5 96.5 86.5 83.5 80.0 74.5 73.5 74.0 67.5 59.0

17.5° 118.5 119.0 117.5 115.0 112.0 108.5 105.0 93.0 86.5 81.0 78.5
20° 161.5 161.5 158.5 153.5 135.5 128.5 128.0 122.0 117.5 103.5 98.0

22.5° 186.5 189.0 185.5 182.0 176.0 178.0 169.5 144.0 144.5 131.5 126.5
25° 245.0 245.5 240.0 236.0 234.0 204.0 196.0 200.0 184.5 168.0 164.0

27.5° 305.0 308.5 275.5 268.0 268.0 261.5 264.5 236.0 232.0 211.5 195.5
30° 350.0 351.5 346.0 333.0 328.0 326.5 300.5 302.5 278.0 246.5 257.0

32.5° 431.5 434.0 423.5 418.5 383.0 369.5 353.5 354.0 324.0 319.0 302.5
35° 530.5 533.0 519.5 477.0 471.0 452.0 443.0 408.0 402.5 376.5 376.5

37.5° 596.0 587.5 575.0 559.0 562.5 537.5 508.5 503.0 473.0 453.5 448.0
40° 645.0 647.5 646.5 638.5 621.0 597.5 588.0 574.5 550.0 530.5 533.0

42.5° 687.5 692.5 696.5 685.0 671.0 661.0 647.5 639.0 619.0 594.5 606.5
45° 730.0 734.0 742.5 735.5 725.5 724.0 691.5 699.5 683.5 664.0 684.0

47.5° 779.5 783.5 790.0 790.5 789.5 768.5 741.5 753.5 750.0 726.5 754.5
50° 835.0 835.5 847.0 855.0 839.5 823.0 797.0 803.0 808.5 790.5 823.0

52.5° 895.0 901.5 910.0 915.5 894.0 886.0 864.0 863.0 874.5 856.0 891.0
55° 986.0 989.0 993.0 995.0 967.0 970.0 938.0 935.0 952.0 932.0 973.5

57.5° 1100.5 1108.5 1117.0 1113.0 1084.0 1081.5 1038.0 1023.5 1053.0 1041.0 1082.0
60° 1274.5 1282.0 1288.5 1293.0 1277.0 1267.5 1200.5 1190.0 1239.5 1215.0 1264.0

62.5° 1456.5 1464.5 1472.0 1503.5 1487.0 1475.0 1434.0 1434.0 1494.5 1476.5 1523.5
65° 1454.0 1465.5 1482.5 1524.0 1531.5 1526.0 1524.5 1543.5 1637.5 1631.5 1697.5
66° 1427.0 1435.0 1456.5 1498.5 1510.5 1511.0 1523.5 1548.0 1652.0 1645.5 1717.0

67.5° 1364.0 1374.0 1397.0 1447.0 1459.5 1469.0 1501.5 1521.0 1638.0 1634.0 1707.5
70° 1221.5 1226.0 1247.5 1299.5 1329.5 1324.5 1373.5 1381.0 1494.5 1509.0 1561.0

72.5° 941.0 935.0 1000.5 1072.5 1121.5 1102.5 1138.0 1140.0 1236.5 1235.0 1276.5
75° 500.5 504.0 545.0 641.0 820.5 826.0 833.0 832.5 911.0 910.5 947.5

77.5° 316.5 325.0 340.5 369.5 459.5 525.0 550.5 540.0 574.5 586.5 605.5
80° 128.0 133.5 152.0 199.5 307.0 332.5 340.5 325.0 331.5 315.5 315.5

82.5° 42.5 43.0 49.0 62.0 157.5 220.0 226.5 191.5 188.5 183.0 183.0
85° 23.0 23.0 24.0 32.5 61.0 118.5 130.0 87.5 86.0 73.0 67.5

87.5° 2.0 2.5 2.0 5.5 9.5 18.0 21.0 22.0 25.0 28.5 23.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P179380

CATALOG NUMBER: UTLD-E01-LED-E-U-T4-HSS

CANDELA DISTRIBUTION (continued):
50° 55° 60° 65° 70° 75° 80° 85° 90° 95° 100°

0° 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5

2.5° 16.0 16.0 16.0 16.5 16.5 16.0 15.5 14.0 13.5 12.5 11.5
5° 18.5 18.0 17.0 16.5 16.0 15.5 15.5 14.5 12.5 11.0 9.5

7.5° 23.5 21.0 19.5 18.5 17.0 15.5 15.0 15.0 12.0 10.0 9.0
10° 35.0 34.0 26.0 22.5 20.5 19.0 18.0 18.5 15.0 12.0 11.5

12.5° 45.0 42.5 38.0 30.0 23.5 21.5 19.5 17.5 15.0 12.0 10.5
15° 56.5 50.5 46.0 41.0 33.5 27.5 24.0 22.5 18.5 15.5 13.5

17.5° 76.0 74.0 57.0 50.0 43.0 31.0 27.0 22.0 19.5 15.0 13.5
20° 95.0 87.5 74.5 65.5 56.0 43.5 34.5 29.0 23.5 20.0 18.0

22.5° 120.5 113.5 99.5 78.0 66.5 55.5 39.5 34.5 27.0 22.5 20.0
25° 163.0 140.0 123.5 108.5 90.5 73.0 50.0 37.5 30.0 25.0 22.0

27.5° 196.0 182.5 162.0 138.5 106.0 84.5 63.0 43.0 33.5 27.5 23.5
30° 266.0 221.0 214.0 181.5 139.0 100.5 72.0 49.5 35.0 28.0 24.0

32.5° 309.0 294.0 259.0 223.5 182.5 135.0 90.5 55.0 37.5 28.5 25.5
35° 385.5 349.0 330.5 293.5 237.5 173.0 108.5 65.5 37.5 29.0 25.0

37.5° 464.5 426.0 390.5 352.5 287.0 206.0 131.0 74.0 40.0 27.5 23.5
40° 529.0 492.0 443.5 406.5 328.5 240.5 158.0 79.5 38.5 26.5 21.5

42.5° 602.0 558.0 505.0 465.0 376.5 287.5 180.0 93.5 39.5 25.5 19.5
45° 670.5 623.0 569.5 513.5 423.0 332.5 205.5 101.5 43.0 25.0 17.5

47.5° 734.5 684.5 634.0 555.5 480.5 380.0 244.5 121.0 46.0 23.5 16.0
50° 792.0 744.5 688.5 599.5 527.5 415.5 282.0 135.0 49.5 21.5 14.5

52.5° 857.5 808.5 735.5 646.0 571.0 461.0 315.5 154.0 54.0 19.5 13.0
55° 938.5 877.0 806.5 722.5 622.0 519.5 353.5 172.0 60.0 17.5 11.5

57.5° 1039.0 987.0 915.0 816.5 698.5 577.0 399.5 195.0 65.5 16.0 10.5
60° 1222.0 1154.5 1086.5 970.5 812.5 669.0 455.0 225.0 74.5 14.5 9.5

62.5° 1481.5 1408.0 1298.0 1130.0 961.0 756.0 509.5 255.0 84.5 13.0 9.0
65° 1646.5 1545.5 1398.5 1180.0 1015.5 796.0 514.0 254.5 85.5 12.0 8.0
66° 1670.0 1560.0 1402.0 1171.0 1007.5 786.0 502.0 251.0 84.0 11.0 7.5

67.5° 1667.5 1546.0 1376.0 1133.5 967.5 750.5 463.0 233.5 79.5 10.5 7.0
70° 1537.0 1416.0 1236.5 1004.0 846.0 648.5 398.0 200.5 68.0 9.0 6.0

72.5° 1276.5 1162.0 999.5 796.0 682.0 513.0 305.0 157.5 53.5 7.5 5.0
75° 943.0 833.5 710.0 553.0 449.0 324.5 190.0 102.0 35.0 6.0 4.0

77.5° 588.5 496.0 376.5 281.5 209.5 135.0 67.0 34.5 15.0 5.0 3.0
80° 310.5 253.0 182.5 132.0 97.0 60.5 31.0 16.0 8.0 4.0 2.0

82.5° 179.0 150.5 111.5 83.0 65.0 42.5 23.0 13.0 6.0 2.5 1.5
85° 64.5 55.5 62.0 47.0 35.5 23.5 16.5 10.5 4.0 2.0 1.5

87.5° 24.0 19.5 17.5 15.0 14.5 14.5 13.5 8.0 2.5 1.5 1.5
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P179380

CATALOG NUMBER: UTLD-E01-LED-E-U-T4-HSS

CANDELA DISTRIBUTION (continued):
105° 110° 115° 120° 125° 130° 135° 140° 145° 150° 155°

0° 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5 13.5

2.5° 11.0 10.0 10.0 9.5 9.5 9.0 9.0 9.0 9.0 9.0 9.5
5° 9.0 8.5 8.5 8.5 8.0 8.0 9.0 9.5 10.0 10.5 10.0

7.5° 9.0 8.5 8.0 8.5 9.5 7.5 6.0 5.5 5.0 5.5 5.5
10° 10.0 9.5 10.5 7.0 5.0 4.5 5.0 5.0 5.0 6.5 8.0

12.5° 10.0 10.5 8.0 7.0 7.0 6.5 8.0 7.0 7.0 7.0 7.0
15° 13.5 10.0 8.5 7.5 8.5 9.0 9.0 8.5 7.5 7.0 8.5

17.5° 11.5 10.5 10.0 12.0 11.0 9.5 8.5 9.5 10.0 9.0 8.0
20° 16.0 14.5 14.0 12.0 11.0 11.0 11.5 9.5 9.0 9.0 10.0

22.5° 17.0 15.5 16.0 15.0 14.5 11.5 11.0 10.5 10.5 9.5 9.5
25° 20.5 21.0 18.5 16.0 14.5 13.5 12.5 10.5 10.5 9.5 10.0

27.5° 22.0 20.5 18.5 17.5 16.0 13.0 12.5 11.0 10.0 10.0 9.0
30° 23.0 21.0 19.5 17.5 15.5 14.0 12.5 10.5 9.5 9.5 9.0

32.5° 24.5 22.0 18.5 16.5 15.0 12.5 12.0 10.0 9.0 8.0 8.0
35° 22.5 20.0 17.5 15.5 13.0 11.5 10.5 9.5 8.0 7.5 7.0

37.5° 20.0 17.5 15.5 13.5 12.0 10.5 9.5 8.0 7.0 6.5 6.0
40° 18.0 15.0 13.5 11.5 10.5 9.0 8.0 6.5 5.5 5.0 4.5

42.5° 16.0 13.0 11.5 10.0 8.5 7.5 6.5 5.0 4.0 3.5 3.0
45° 14.0 11.5 9.5 8.5 7.0 6.0 5.0 3.5 2.5 2.0 1.5

47.5° 12.5 10.0 8.5 7.0 6.0 4.5 3.5 2.0 1.5 1.0 0.5
50° 11.0 8.5 7.0 6.0 4.5 3.5 2.5 1.5 1.0 0.5 0.5

52.5° 9.5 7.5 6.5 5.0 4.0 2.5 1.5 1.0 0.5 0.5 0.0
55° 8.5 7.0 5.5 4.0 3.0 2.0 1.0 0.5 0.5 0.0 0.0

57.5° 8.0 6.5 4.5 3.0 2.5 1.5 1.0 0.5 0.5 0.0 0.0
60° 7.5 5.5 3.5 2.5 2.0 1.0 0.5 0.5 0.5 0.0 0.0

62.5° 7.0 4.5 3.0 2.0 1.5 1.0 0.5 0.5 0.5 0.5 0.0
65° 5.5 3.5 2.0 1.5 1.0 1.0 0.5 0.5 0.5 0.5 0.5
66° 5.0 3.0 2.0 1.5 1.0 1.0 0.5 0.5 0.5 0.5 0.5

67.5° 4.5 3.0 1.5 1.5 1.0 1.0 0.5 0.5 0.5 0.5 0.5
70° 3.5 2.0 1.5 1.0 1.0 1.0 0.5 0.5 0.5 0.5 0.5

72.5° 3.0 2.0 1.5 1.0 1.0 1.0 0.5 0.5 0.5 0.5 0.5
75° 2.5 1.5 1.0 1.0 1.0 1.0 0.5 0.5 0.5 0.5 0.5

77.5° 2.0 1.5 1.0 1.0 1.0 1.0 0.5 0.5 0.5 0.5 0.5
80° 1.5 1.5 1.0 1.0 1.0 1.0 0.5 1.0 1.0 0.5 0.5

82.5° 1.5 1.0 1.0 1.0 1.0 1.5 0.5 1.0 1.0 1.0 1.0
85° 1.5 1.0 1.0 1.5 1.5 1.5 0.5 1.5 1.5 1.5 1.0

87.5° 1.5 1.5 1.5 1.5 2.0 2.0 1.0 2.0 2.0 2.0 1.5
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P179380

CATALOG NUMBER: UTLD-E01-LED-E-U-T4-HSS

CANDELA DISTRIBUTION (continued):
160° 165° 170° 175° 180°

0° 13.5 13.5 13.5 13.5 13.5

2.5° 9.5 10.0 10.0 10.0 10.0
5° 10.0 9.0 9.5 9.5 9.5

7.5° 6.0 6.0 6.0 6.0 6.0
10° 8.5 8.5 8.5 8.5 8.5

12.5° 7.5 8.0 8.0 8.0 8.0
15° 9.0 9.5 9.5 9.5 10.0

17.5° 8.0 8.0 9.0 8.5 9.0
20° 9.5 9.5 9.5 9.5 9.5

22.5° 8.5 8.5 9.5 10.0 10.0
25° 9.5 9.0 9.0 9.0 9.0

27.5° 9.0 9.5 9.5 9.5 9.5
30° 8.5 8.0 8.5 8.5 9.0

32.5° 8.0 8.0 8.0 8.0 8.0
35° 7.0 7.0 7.0 7.5 7.5

37.5° 5.5 5.5 6.0 6.0 6.0
40° 4.5 4.0 4.0 4.5 4.5

42.5° 3.0 2.5 2.5 2.5 2.5
45° 1.5 1.0 1.0 1.0 1.0

47.5° 0.5 0.5 0.5 0.5 0.5
50° 0.0 0.0 0.0 0.0 0.0

52.5° 0.0 0.0 0.0 0.0 0.0
55° 0.0 0.0 0.0 0.0 0.0

57.5° 0.0 0.0 0.0 0.0 0.0
60° 0.0 0.0 0.0 0.0 0.0

62.5° 0.0 0.0 0.0 0.0 0.0
65° 0.0 0.0 0.0 0.0 0.0
66° 0.5 0.0 0.0 0.0 0.0

67.5° 0.5 0.0 0.0 0.0 0.0
70° 0.5 0.0 0.0 0.0 0.0

72.5° 0.5 0.5 0.0 0.0 0.0
75° 0.5 0.5 0.0 0.0 0.0

77.5° 0.5 0.5 0.5 0.0 0.0
80° 0.5 0.5 0.5 0.0 0.0

82.5° 0.5 0.5 0.5 0.5 0.0
85° 1.0 1.0 1.0 1.0 0.0

87.5° 1.5 1.5 1.5 1.5 0.0
90° 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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