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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P156980

REPORT IS SCALED FROM IESNA LM-79-08 TEST DATA (P33666)
Test Lab:  INNOVATION CENTER-P3

Issue Date:  3/3/2020

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  UTLD-E02-LED-E-U-5XQ
Description:  TRADITIONAIRE LED DOWNLIGHT LUMINAIRE

(2) LIGHTBARS WITH AccuLED OPTICS - TYPE 5 SQUARE EXTRA WIDE
Light Source:  (42) 4000K CCT, 70 CRI LEDs

Ballast/Driver:  -

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  5686.1 lumens

Efficiency:  N/A
Efficacy:  109.1 lumens/watt

Luminous Opening:  Rectangular (W 0.33' x L: 1' x H: 0')
IES Classification:  Type V - Short - Non-Cutoff

BUG Rating:  B3 - U0 - G2

Input Watts (W):  52.1
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  28.75 FT
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Cooper Lighting Solutions Photometric Lab
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Scaled Data Report

REPORT NUMBER: P156980

CATALOG NUMBER: UTLD-E02-LED-E-U-5XQ

Based on 10 foot mounting height.  Maximum calculated value = 3.5 fc
Type V - Short - Non-Cutoff
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CATALOG NUMBER: UTLD-E02-LED-E-U-5XQ
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P156980

CATALOG NUMBER: UTLD-E02-LED-E-U-5XQ

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 2843.0 0.0 2843.0

% Fixture 50.0 0.0 50.0
Street Side Lumens 2843.0 0.0 2843.0

% Fixture 50.0 0.0 50.0
Total Lumens 5686.1 0.0 5686.1

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 11.1 0.2
10°-20° 60.4 1.1
20°-30° 179.4 3.2
30°-40° 364.4 6.4
40°-50° 621.7 10.9
50°-60° 964.4 17.0
60°-70° 1446.0 25.4
70°-80° 1672.6 29.4
80°-90° 365.9 6.4
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 5686.1 100.0
0°-180° 5686.1 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269
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REPORT NUMBER: P156980

CATALOG NUMBER: UTLD-E02-LED-E-U-5XQ

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 125.5 2.2
FM (30°-60°) 975.3 17.2

FH (60°-80°) 1559.3 27.4 G1/1800
FVH (80°-90°) 183.0 3.2 G2/225

BL (0°-30°) 125.5 2.2 B1/500
BM (30°-60°) 975.3 17.2 B1/1000

BH (60°-80°) 1559.3 27.4 B3/2500 G1/1800
BVH (80°-90°) 183.0 3.2 G2/225

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B3-U0-G2

Type V Short
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REPORT NUMBER: P156980

CATALOG NUMBER: UTLD-E02-LED-E-U-5XQ

CANDELA DISTRIBUTION (FULL):
0° 5° 10° 15° 20° 25° 30° 35° 40° 45° 50°

0° 82 82 82 82 82 82 82 82 82 82 82

2.5° 131 129 130 129 129 128 115 111 111 112 110
5° 97 98 97 100 102 98 98 100 101 118 120

7.5° 150 151 150 149 138 127 125 122 100 98 96
10° 156 156 158 154 153 153 152 151 145 142 121

12.5° 208 210 209 207 206 181 177 158 151 172 190
15° 217 216 218 214 212 212 203 211 226 209 196

17.5° 269 269 269 267 260 240 242 246 245 238 246
20° 301 301 299 280 267 279 296 287 275 279 286

22.5° 331 332 330 324 323 333 318 309 329 301 315
25° 390 391 388 360 356 356 354 359 346 363 387

27.5° 422 404 401 393 410 403 400 378 423 400 416
30° 470 470 466 461 458 437 429 443 445 450 492

32.5° 542 544 533 506 488 484 490 488 493 496 531
35° 601 602 582 564 551 538 535 528 541 542 569

37.5° 664 670 651 642 621 601 578 575 589 584 627
40° 758 761 744 724 680 657 631 628 629 652 673

42.5° 816 817 802 778 752 725 689 676 682 702 721
45° 881 880 867 848 821 786 743 732 738 763 780

47.5° 948 946 937 915 882 844 801 797 797 830 844
50° 1013 1014 1005 984 944 907 873 857 862 896 912

52.5° 1086 1088 1075 1053 1010 982 948 924 924 971 985
55° 1162 1163 1155 1127 1094 1061 1021 992 993 1045 1057

57.5° 1240 1238 1229 1208 1186 1133 1090 1064 1071 1124 1133
60° 1322 1321 1312 1292 1259 1194 1169 1153 1147 1213 1214

62.5° 1416 1412 1405 1387 1342 1283 1256 1248 1236 1304 1307
65° 1532 1525 1520 1500 1455 1386 1351 1360 1352 1436 1425

67.5° 1711 1698 1682 1664 1614 1551 1503 1523 1518 1610 1606
70° 1856 1848 1847 1845 1821 1781 1728 1745 1766 1882 1870
72° 1760 1750 1759 1767 1765 1748 1719 1758 1822 1944 1906

72.5° 1737 1727 1733 1740 1740 1724 1698 1735 1803 1922 1886
75° 1630 1627 1632 1641 1651 1643 1639 1662 1733 1850 1805

77.5° 1454 1458 1464 1477 1496 1505 1528 1564 1644 1748 1711
80° 1110 1104 1119 1146 1166 1186 1217 1261 1345 1439 1382

82.5° 371 415 439 491 559 606 673 761 864 942 871
85° 32 38 53 73 94 125 189 237 313 383 324

87.5° 8 13 23 32 33 34 38 41 45 46 57
90° 0 0 0 0 0 0 0 0 0 0 0
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1121 Highway 74 South

Peachtree City, GA 30269
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REPORT NUMBER: P156980

CATALOG NUMBER: UTLD-E02-LED-E-U-5XQ

CANDELA DISTRIBUTION (continued):
55° 60° 65° 70° 75° 80° 85° 90°

0° 82 82 82 82 82 82 82 82

2.5° 108 103 94 85 84 83 82 81
5° 121 128 111 109 105 86 83 81

7.5° 97 98 114 114 103 100 83 81
10° 108 105 129 151 157 146 122 120

12.5° 184 160 138 140 157 152 136 119
15° 195 188 191 190 188 201 181 177

17.5° 240 233 231 206 195 196 201 188
20° 258 259 312 313 293 290 289 286

22.5° 349 347 336 332 312 370 378 378
25° 366 395 436 435 424 407 410 391

27.5° 456 456 455 465 480 471 465 456
30° 475 506 514 499 506 516 527 537

32.5° 530 525 554 567 578 586 560 570
35° 574 592 597 597 605 610 593 593

37.5° 624 632 628 634 637 648 646 641
40° 666 674 672 676 675 694 700 679

42.5° 719 724 721 723 736 745 764 751
45° 772 777 774 777 799 803 829 827

47.5° 833 834 834 844 863 866 895 894
50° 898 903 894 907 928 941 965 978

52.5° 971 975 952 984 1001 1021 1033 1054
55° 1037 1043 1019 1051 1067 1086 1116 1135

57.5° 1107 1103 1103 1111 1126 1152 1191 1226
60° 1187 1173 1171 1171 1200 1245 1276 1312

62.5° 1280 1257 1261 1247 1281 1336 1373 1418
65° 1391 1364 1358 1351 1376 1437 1494 1528

67.5° 1556 1516 1494 1487 1516 1574 1646 1682
70° 1801 1731 1656 1639 1640 1697 1756 1789
72° 1803 1715 1611 1576 1596 1634 1687 1707

72.5° 1776 1692 1583 1557 1587 1616 1674 1689
75° 1715 1631 1522 1505 1517 1536 1591 1596

77.5° 1614 1520 1388 1355 1326 1366 1407 1394
80° 1295 1188 1063 1038 988 1015 1039 1020

82.5° 761 634 524 462 383 364 372 312
85° 242 162 114 77 68 53 44 38

87.5° 53 44 40 37 37 31 22 18
90° 0 0 0 0 0 0 0 0

(END OF REPORT)
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