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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P156990

REPORT IS SCALED FROM IESNA LM-79-08 TEST DATA (P33666)
Test Lab:  INNOVATION CENTER-P3

Issue Date:  3/3/2020

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  UTLD-E03-LED-E-U-5XQ
Description:  TRADITIONAIRE LED DOWNLIGHT LUMINAIRE

(3) LIGHTBARS WITH AccuLED OPTICS - TYPE 5 SQUARE EXTRA WIDE
Light Source:  (63) 4000K CCT, 70 CRI LEDs

Ballast/Driver:  -

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  8529.1 lumens

Efficiency:  N/A
Efficacy:  113.4 lumens/watt

Luminous Opening:  Rectangular (W 0.5' x L: 1' x H: 0')
IES Classification:  Type V - Short - Non-Cutoff

BUG Rating:  B3 - U0 - G3

Input Watts (W):  75.2
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  28.75 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P156990

CATALOG NUMBER: UTLD-E03-LED-E-U-5XQ

Based on 10 foot mounting height.  Maximum calculated value = 5.3 fc
Type V - Short - Non-Cutoff
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CATALOG NUMBER: UTLD-E03-LED-E-U-5XQ
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P156990

CATALOG NUMBER: UTLD-E03-LED-E-U-5XQ

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 4264.6 0.0 4264.6

% Fixture 50.0 0.0 50.0
Street Side Lumens 4264.6 0.0 4264.6

% Fixture 50.0 0.0 50.0
Total Lumens 8529.1 0.0 8529.1

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 16.6 0.2
10°-20° 90.6 1.1
20°-30° 269.1 3.2
30°-40° 546.7 6.4
40°-50° 932.5 10.9
50°-60° 1446.6 17.0
60°-70° 2169.1 25.4
70°-80° 2508.9 29.4
80°-90° 548.9 6.4
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 8529.1 100.0
0°-180° 8529.1 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P156990

CATALOG NUMBER: UTLD-E03-LED-E-U-5XQ

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 188.2 2.2
FM (30°-60°) 1462.9 17.2

FH (60°-80°) 2339.0 27.4 G2/5000
FVH (80°-90°) 274.4 3.2 G3/500

BL (0°-30°) 188.2 2.2 B1/500
BM (30°-60°) 1462.9 17.2 B2/2500

BH (60°-80°) 2339.0 27.4 B3/2500 G2/5000
BVH (80°-90°) 274.4 3.2 G3/500

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B3-U0-G3

Type V Short
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REPORT NUMBER: P156990

CATALOG NUMBER: UTLD-E03-LED-E-U-5XQ

CANDELA DISTRIBUTION (FULL):
0° 5° 10° 15° 20° 25° 30° 35° 40° 45° 50°

0° 123.0 123.0 123.0 123.0 123.0 123.0 123.0 123.0 123.0 123.0 123.0

2.5° 196.5 193.5 195.0 193.5 193.5 192.0 172.5 166.5 166.5 168.0 165.0
5° 145.5 147.0 145.5 150.0 153.0 147.0 147.0 150.0 151.5 177.0 180.0

7.5° 225.0 226.5 225.0 223.5 207.0 190.5 187.5 183.0 150.0 147.0 144.0
10° 234.0 234.0 237.0 231.0 229.5 229.5 228.0 226.5 217.5 213.0 181.5

12.5° 312.0 315.0 313.5 310.5 309.0 271.5 265.5 237.0 226.5 258.0 285.0
15° 325.5 324.0 327.0 321.0 318.0 318.0 304.5 316.5 339.0 313.5 294.0

17.5° 403.5 403.5 403.5 400.5 390.0 360.0 363.0 369.0 367.5 357.0 369.0
20° 451.5 451.5 448.5 420.0 400.5 418.5 444.0 430.5 412.5 418.5 429.0

22.5° 496.5 498.0 495.0 486.0 484.5 499.5 477.0 463.5 493.5 451.5 472.5
25° 585.0 586.5 582.0 540.0 534.0 534.0 531.0 538.5 519.0 544.5 580.5

27.5° 633.0 606.0 601.5 589.5 615.0 604.5 600.0 567.0 634.5 600.0 624.0
30° 705.0 705.0 699.0 691.5 687.0 655.5 643.5 664.5 667.5 675.0 738.0

32.5° 813.0 816.0 799.5 759.0 732.0 726.0 735.0 732.0 739.5 744.0 796.5
35° 901.5 903.0 873.0 846.0 826.5 807.0 802.5 792.0 811.5 813.0 853.5

37.5° 996.0 1005.0 976.5 963.0 931.5 901.5 867.0 862.5 883.5 876.0 940.5
40° 1137.0 1141.5 1116.0 1086.0 1020.0 985.5 946.5 942.0 943.5 978.0 1009.5

42.5° 1224.0 1225.5 1203.0 1167.0 1128.0 1087.5 1033.5 1014.0 1023.0 1053.0 1081.5
45° 1321.5 1320.0 1300.5 1272.0 1231.5 1179.0 1114.5 1098.0 1107.0 1144.5 1170.0

47.5° 1422.0 1419.0 1405.5 1372.5 1323.0 1266.0 1201.5 1195.5 1195.5 1245.0 1266.0
50° 1519.5 1521.0 1507.5 1476.0 1416.0 1360.5 1309.5 1285.5 1293.0 1344.0 1368.0

52.5° 1629.0 1632.0 1612.5 1579.5 1515.0 1473.0 1422.0 1386.0 1386.0 1456.5 1477.5
55° 1743.0 1744.5 1732.5 1690.5 1641.0 1591.5 1531.5 1488.0 1489.5 1567.5 1585.5

57.5° 1860.0 1857.0 1843.5 1812.0 1779.0 1699.5 1635.0 1596.0 1606.5 1686.0 1699.5
60° 1983.0 1981.5 1968.0 1938.0 1888.5 1791.0 1753.5 1729.5 1720.5 1819.5 1821.0

62.5° 2124.0 2118.0 2107.5 2080.5 2013.0 1924.5 1884.0 1872.0 1854.0 1956.0 1960.5
65° 2298.0 2287.5 2280.0 2250.0 2182.5 2079.0 2026.5 2040.0 2028.0 2154.0 2137.5

67.5° 2566.5 2547.0 2523.0 2496.0 2421.0 2326.5 2254.5 2284.5 2277.0 2415.0 2409.0
70° 2784.0 2772.0 2770.5 2767.5 2731.5 2671.5 2592.0 2617.5 2649.0 2823.0 2805.0
72° 2640.0 2625.0 2638.5 2650.5 2647.5 2622.0 2578.5 2637.0 2733.0 2916.0 2859.0

72.5° 2605.5 2590.5 2599.5 2610.0 2610.0 2586.0 2547.0 2602.5 2704.5 2883.0 2829.0
75° 2445.0 2440.5 2448.0 2461.5 2476.5 2464.5 2458.5 2493.0 2599.5 2775.0 2707.5

77.5° 2181.0 2187.0 2196.0 2215.5 2244.0 2257.5 2292.0 2346.0 2466.0 2622.0 2566.5
80° 1665.0 1656.0 1678.5 1719.0 1749.0 1779.0 1825.5 1891.5 2017.5 2158.5 2073.0

82.5° 556.5 622.5 658.5 736.5 838.5 909.0 1009.5 1141.5 1296.0 1413.0 1306.5
85° 48.0 57.0 79.5 109.5 141.0 187.5 283.5 355.5 469.5 574.5 486.0

87.5° 12.0 19.5 34.5 48.0 49.5 51.0 57.0 61.5 67.5 69.0 85.5
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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CATALOG NUMBER: UTLD-E03-LED-E-U-5XQ

CANDELA DISTRIBUTION (continued):
55° 60° 65° 70° 75° 80° 85° 90°

0° 123.0 123.0 123.0 123.0 123.0 123.0 123.0 123.0

2.5° 162.0 154.5 141.0 127.5 126.0 124.5 123.0 121.5
5° 181.5 192.0 166.5 163.5 157.5 129.0 124.5 121.5

7.5° 145.5 147.0 171.0 171.0 154.5 150.0 124.5 121.5
10° 162.0 157.5 193.5 226.5 235.5 219.0 183.0 180.0

12.5° 276.0 240.0 207.0 210.0 235.5 228.0 204.0 178.5
15° 292.5 282.0 286.5 285.0 282.0 301.5 271.5 265.5

17.5° 360.0 349.5 346.5 309.0 292.5 294.0 301.5 282.0
20° 387.0 388.5 468.0 469.5 439.5 435.0 433.5 429.0

22.5° 523.5 520.5 504.0 498.0 468.0 555.0 567.0 567.0
25° 549.0 592.5 654.0 652.5 636.0 610.5 615.0 586.5

27.5° 684.0 684.0 682.5 697.5 720.0 706.5 697.5 684.0
30° 712.5 759.0 771.0 748.5 759.0 774.0 790.5 805.5

32.5° 795.0 787.5 831.0 850.5 867.0 879.0 840.0 855.0
35° 861.0 888.0 895.5 895.5 907.5 915.0 889.5 889.5

37.5° 936.0 948.0 942.0 951.0 955.5 972.0 969.0 961.5
40° 999.0 1011.0 1008.0 1014.0 1012.5 1041.0 1050.0 1018.5

42.5° 1078.5 1086.0 1081.5 1084.5 1104.0 1117.5 1146.0 1126.5
45° 1158.0 1165.5 1161.0 1165.5 1198.5 1204.5 1243.5 1240.5

47.5° 1249.5 1251.0 1251.0 1266.0 1294.5 1299.0 1342.5 1341.0
50° 1347.0 1354.5 1341.0 1360.5 1392.0 1411.5 1447.5 1467.0

52.5° 1456.5 1462.5 1428.0 1476.0 1501.5 1531.5 1549.5 1581.0
55° 1555.5 1564.5 1528.5 1576.5 1600.5 1629.0 1674.0 1702.5

57.5° 1660.5 1654.5 1654.5 1666.5 1689.0 1728.0 1786.5 1839.0
60° 1780.5 1759.5 1756.5 1756.5 1800.0 1867.5 1914.0 1968.0

62.5° 1920.0 1885.5 1891.5 1870.5 1921.5 2004.0 2059.5 2127.0
65° 2086.5 2046.0 2037.0 2026.5 2064.0 2155.5 2241.0 2292.0

67.5° 2334.0 2274.0 2241.0 2230.5 2274.0 2361.0 2469.0 2523.0
70° 2701.5 2596.5 2484.0 2458.5 2460.0 2545.5 2634.0 2683.5
72° 2704.5 2572.5 2416.5 2364.0 2394.0 2451.0 2530.5 2560.5

72.5° 2664.0 2538.0 2374.5 2335.5 2380.5 2424.0 2511.0 2533.5
75° 2572.5 2446.5 2283.0 2257.5 2275.5 2304.0 2386.5 2394.0

77.5° 2421.0 2280.0 2082.0 2032.5 1989.0 2049.0 2110.5 2091.0
80° 1942.5 1782.0 1594.5 1557.0 1482.0 1522.5 1558.5 1530.0

82.5° 1141.5 951.0 786.0 693.0 574.5 546.0 558.0 468.0
85° 363.0 243.0 171.0 115.5 102.0 79.5 66.0 57.0

87.5° 79.5 66.0 60.0 55.5 55.5 46.5 33.0 27.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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