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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  
Test Method:  LM-79-08

Report Number:  P638130
Test Lab:  INNOVATION CENTER(G2)

Issue Date:  01/17/2023
Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

Product Line:  STREETWORKS
Catalog Number:  IFLD-S-SA2B-735-U-77-VI

Description:   Infrastructure Flood – Middle Tier Light Square Luminaire w/ Nema 7
distribution lens and Visor

Light Source:   (32) 3500K CCT, 70 CRI LEDS
Ballast/Driver:   ELECTRONIC DRIVER

Summary  
Lumens per Lamp:  N/A

Luminaire Lumens:  8662 lumens
Efficiency:  N/A

Efficacy:  105.1 lumens/watt
Luminous Opening:  Rectangular (W 1' x L: 0.5' x H: 0')

IES Classification:  Type I - Short
BUG Rating:  B3 - U0 - G1

Input Watts (W):  82.4
Input Voltage (V):  120

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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REPORT NUMBER: P638130
CATALOG NUMBER: IFLD-S-SA2B-735-U-77-VI

Based on 20 foot mounting height.  Maximum calculated value = 16.5 fc
Type I - Short - N/A
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REPORT NUMBER: P638130
CATALOG NUMBER: IFLD-S-SA2B-735-U-77-VI

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 5130.1 0.0 5130.1
% Fixture 59.2 0.0 59.2

Street Side Lumens 3531.9 0.0 3531.9
% Fixture 40.8 0.0 40.8

Total Lumens 8662.0 0.0 8662.0
% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 618.2 7.1
10°-20° 1657.8 19.1
20°-30° 2021.7 23.3
30°-40° 1845.8 21.3
40°-50° 1333.9 15.4
50°-60° 728.3 8.4
60°-70° 301.1 3.5
70°-80° 122.0 1.4
80°-90° 33.2 0.4
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 8662.0 100.0
0°-180° 8662.0 100.0
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CATALOG NUMBER: IFLD-S-SA2B-735-U-77-VI

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G
FL (0°-30°) 2042.0 23.6
FM (30°-60°) 1456.8 16.8
FH (60°-80°) 30.5 0.4 G0/660
FVH (80°-90°) 2.7 0.0 G0/10
BL (0°-30°) 2255.7 26.0 B3/2500
BM (30°-60°) 2451.3 28.3 B2/2500
BH (60°-80°) 392.6 4.5 B1/500 G1/500
BVH (80°-90°) 30.5 0.4 G1/100
UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B3-U0-G1
Type I Short
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CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 65° 75° 85°

0° 6591.8 6591.8 6591.8 6591.8 6591.8 6591.8 6591.8 6591.8 6591.8 6591.8
2.5° 6579.6 6588.1 6541.8 6546.7 6555.2 6617.4 6601.6 6586.9 6566.2 6601.6

5° 6571.1 6575.9 6527.1 6510.1 6517.4 6573.5 6522.3 6522.3 6517.4 6511.3
7.5° 6505.2 6507.6 6469.8 6439.3 6458.8 6484.5 6446.6 6464.9 6438.1 6458.8
10° 6406.4 6390.5 6345.4 6336.9 6358.8 6383.2 6357.6 6374.7 6350.3 6366.1

12.5° 6261.2 6236.8 6200.2 6189.3 6227.1 6260.0 6239.3 6229.5 6197.8 6236.8
15° 5701.3 5683.0 5766.0 5911.1 6041.7 6069.7 6047.8 6057.5 5991.7 6002.6

17.5° 4692.6 4658.4 4747.5 5091.4 5581.8 5840.4 5820.9 5757.5 5659.9 5681.8
20° 4264.4 4254.7 4244.9 4326.6 4669.4 5453.7 5480.6 5319.5 5180.5 5150.0

22.5° 4022.9 4019.2 4009.5 4027.8 4118.0 4621.8 4929.2 4780.4 4687.7 4679.1
25° 3802.1 3796.0 3766.7 3789.9 3789.9 3819.2 4213.2 4303.5 4221.7 4212.0

27.5° 3577.7 3566.7 3561.8 3572.8 3516.7 3319.1 3419.1 3859.4 3816.8 3819.2
30° 3334.9 3331.3 3317.9 3341.0 3167.8 2922.6 2859.2 3456.9 3465.4 3463.0

32.5° 2973.9 2989.7 3050.7 3076.3 2790.9 2588.4 2482.3 2990.9 3165.4 3161.7
35° 2160.3 2160.3 2359.1 2728.7 2445.7 2293.2 2235.9 2536.0 2869.0 2881.2

37.5° 1776.0 1782.1 1821.2 1989.5 2110.3 2056.6 2039.5 2134.6 2488.4 2507.9
40° 1597.9 1597.9 1597.9 1528.4 1524.7 1852.9 1843.1 1812.6 2149.3 2192.0

42.5° 1435.7 1439.4 1441.8 1266.2 1168.6 1601.6 1579.6 1533.3 1845.6 1895.6
45° 1268.6 1274.7 1282.0 1058.8 1016.1 1152.7 1336.9 1285.7 1545.5 1610.1

47.5° 774.6 784.3 950.2 897.8 902.7 889.2 1090.5 1082.0 1267.4 1358.9
50° 523.3 527.0 542.8 569.6 774.6 698.9 772.1 895.3 962.4 1101.5

52.5° 439.1 445.2 406.2 369.6 508.7 546.5 539.2 664.8 691.6 863.6
55° 308.6 328.1 309.8 306.2 289.1 424.5 408.6 511.1 528.2 656.3

57.5° 31.7 36.6 63.4 228.1 189.1 240.3 291.5 374.5 391.6 484.3
60° 2.4 2.4 6.1 31.7 137.8 143.9 201.3 230.5 263.5 337.9

62.5° 0.0 1.2 2.4 4.9 22.0 76.8 101.2 120.8 158.6 218.3
65° 0.0 0.0 1.2 3.7 4.9 29.3 39.0 63.4 86.6 135.4

67.5° 0.0 0.0 1.2 2.4 3.7 7.3 13.4 23.2 46.4 76.8
70° 0.0 0.0 1.2 2.4 3.7 6.1 9.8 14.6 20.7 41.5

72.5° 0.0 0.0 1.2 1.2 2.4 6.1 7.3 9.8 14.6 20.7
75° 0.0 0.0 1.2 1.2 3.7 7.3 6.1 7.3 9.8 13.4

77.5° 0.0 0.0 1.2 2.4 3.7 7.3 6.1 7.3 7.3 8.5
80° 0.0 0.0 1.2 2.4 4.9 8.5 7.3 7.3 6.1 6.1

82.5° 0.0 0.0 1.2 3.7 4.9 11.0 11.0 9.8 4.9 3.7
85° 0.0 0.0 2.4 4.9 7.3 12.2 12.2 9.8 3.7 2.4

87.5° 0.0 0.0 2.4 3.7 6.1 8.5 12.2 9.8 3.7 1.2
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175°

6591.8 0° 6591.8 6591.8 6591.8 6591.8 6591.8 6591.8 6591.8 6591.8 6591.8
6571.1 2.5° 6604.0 6596.7 6621.1 6630.8 6644.2 6593.0 6561.3 6562.5 6504.0
6496.6 5° 6535.7 6536.9 6568.6 6566.2 6579.6 6551.5 6539.3 6518.6 6467.4
6402.7 7.5° 6449.1 6438.1 6468.6 6491.8 6457.6 6477.1 6449.1 6458.8 6428.3
6319.8 10° 6382.0 6356.4 6384.4 6400.3 6401.5 6382.0 6355.2 6329.5 6318.6
6190.5 12.5° 6233.2 6200.2 6247.8 6269.8 6266.1 6228.3 6197.8 6203.9 6168.5
5963.6 15° 6028.2 6029.5 6063.6 6084.4 6064.8 6056.3 6058.7 6044.1 6013.6
5650.1 17.5° 5714.8 5733.1 5823.3 5873.3 5884.3 5867.2 5858.7 5841.6 5811.1
5150.0 20° 5192.7 5302.5 5463.5 5618.4 5648.9 5644.0 5613.5 5606.2 5589.1
4654.8 22.5° 4734.0 4815.8 5002.4 5243.9 5368.3 5380.5 5343.9 5333.0 5314.7
4212.0 25° 4259.5 4347.4 4515.7 4778.0 5035.3 5087.8 5081.7 5048.7 5029.2
3819.2 27.5° 3859.4 3947.3 4099.7 4336.4 4612.1 4780.4 4796.2 4743.8 4742.6
3469.1 30° 3498.4 3619.1 3735.0 3927.8 4194.9 4447.4 4474.2 4437.6 4441.3
3148.3 32.5° 3215.4 3315.4 3414.2 3543.5 3765.5 4059.5 4164.4 4130.2 4116.8
2881.2 35° 2926.3 2994.6 3095.8 3214.2 3365.4 3657.0 3838.7 3813.1 3799.7
2520.1 37.5° 2597.0 2714.1 2787.2 2920.2 3038.5 3270.3 3526.4 3522.8 3494.7
2212.7 40° 2259.1 2382.3 2493.3 2627.4 2718.9 2903.1 3187.3 3186.1 3189.8
1894.3 42.5° 1952.9 2066.3 2200.5 2346.9 2434.7 2568.9 2873.8 2890.9 2911.7
1632.1 45° 1676.0 1778.5 1902.9 2081.0 2187.1 2263.9 2534.7 2612.8 2611.6
1397.9 47.5° 1427.2 1523.5 1628.4 1801.6 1937.0 2006.6 2231.0 2342.0 2334.7
1146.6 50° 1197.8 1283.2 1393.0 1518.6 1700.4 1761.4 1928.5 2074.9 2063.9

913.6 52.5° 963.6 1082.0 1174.7 1289.3 1480.8 1540.6 1669.9 1812.6 1804.1
685.5 55° 751.4 866.1 978.3 1077.1 1238.1 1327.1 1419.8 1566.2 1563.8
536.7 57.5° 568.4 694.1 800.2 894.1 1022.2 1132.0 1206.4 1339.3 1356.4
367.2 60° 420.8 517.2 631.9 736.8 838.0 951.4 1001.5 1132.0 1139.3
251.3 62.5° 286.7 392.8 505.0 600.1 675.8 792.9 838.0 945.3 958.8
161.0 65° 198.8 267.1 395.2 463.5 556.2 656.3 701.4 786.8 813.6

92.7 67.5° 131.7 190.3 308.6 370.8 462.3 530.6 587.9 657.5 686.7
58.6 70° 72.0 140.3 220.8 292.8 372.0 437.9 494.0 550.1 575.7
26.8 72.5° 48.8 93.9 153.7 231.8 300.1 364.7 414.7 456.2 457.4
15.9 75° 24.4 63.4 117.1 179.3 234.2 297.6 342.8 367.2 337.9

9.8 77.5° 14.6 46.4 95.1 143.9 190.3 240.3 265.9 279.3 231.8
7.3 80° 8.5 32.9 74.4 114.7 131.7 176.9 201.3 204.9 154.9
4.9 82.5° 6.1 24.4 58.6 84.2 80.5 124.4 151.3 146.4 98.8
3.7 85° 3.7 17.1 36.6 52.5 48.8 81.7 87.8 90.3 57.3
2.4 87.5° 2.4 9.8 19.5 28.1 23.2 35.4 35.4 42.7 28.1
0.0 90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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(END OF REPORT)
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